
VR Rated DC Blocking Voltage

VRM Peak Reverse Voltage

IO Average Forward Current

Surge Current  (½ cycle 60Hz)
Surge Current  (10 cycles 60Hz)

Tj Operating Temperature

Tj Storage Temperature

400V

400V

12A

150A

70A

– 55°C to 50°C

– 65°C to 200°C
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MECHANICAL DATA
Dimensions in mm

17.65 (0.695)
17.39 (0.685)

6.86 (0.270)
6.09 (0.240)

1.14 (0.707)
0.88 (0.035)

3.30 (0.130)
3.05 (0.132)
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1.65 (0.065)
1.39 (0.055)

Typ.

5.08 (0.200)
BSC

3.56 (0.140)
BSC

17.65 (0.695)
17.39 (0.685)

17.65 (0.695)
17.39 (0.685)

DUAL FAST RECOVERY
RECTIFIER IN A TO259
HERMETIC PACKAGE

FEATURES

• VR = 400V

• IO = 12A

• trr = 200nS

TO–259 METAL PACKAGE

ABSOLUTE MAXIMUM RATINGS (per diode))

Pin 1– Anode 1 Pin 2 – Cathode 1,2 Pin 3 – Anode 2

Parameter Test Conditions Min. Typ. Max. Unit
VF Forward Voltage

IR Reverse Current

IO = 12A

VR = 400V TC = 25°C

TC = 100°C

1.4

25

3

V

mA

mA

ELECTRICAL CHARACTERISTICS (Per Diode)

Parameter Test Conditions Min. Typ. Max. Unit
TR Recovery Time

IRM Reverse Current

200

2

nS

A

SWITCHING CHARACTERISTICS (Per Diode)

��

��
�


