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• Read this manual before using the equipment.
• To ensure that the equipment is used safely, read

the "For Safety" in the MP1763B Pulse Pattern
Generator Operation Manual first.

• Keep this manual with the equipment.
• The MP1763B-08 does not conform to CE Marking.



ii

MP1763B-08
Pulse Pattern Generator (GPIB Programming)  Option 08 1/4 Differential Data Output
Operation Manual

18 November 2005 (First Edition)

Copyright © 2005, ANRITSU CORPORATION.
All rights reserved.  No part of this manual may be reproduced without the prior written permission of the
publisher.
The contents of this manual may be changed without prior notice.
Printed in Japan



1

Manual Change
The MP1763B-08 was created by partially changing the functions and
performance of the MP1763B.  The table below shows the difference be-

tween the MP1763B-08 and the MP1763B.

For other information on operation, refer to “MP1763B Pulse Pattern
Generator Operation Manual (GPIB Programming)” (M-W1024AE).

When setting a value for the command related to Option 08, refer to the
corresponding reference value shown in the “MP1763B-08 Pulse Pattern
Generator Operation Manual” (M-W2669AE).

Difference from MP1763B Pulse Pattern Generator
Operation Manual (GPIB Programming)

Section Page Difference
9 All Read Option 03 as Option 08.
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