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BEFORE OPERATION

Introduction

Thank you very much for purchasing the model VA01831 HDMI protocol analyzer. The VA-1831 Utility is the software application
which is used to control the VA-1831 from a personal computer.

This manual contains details on how the product is operated as well as the precautions to be heeded. Be absolutely sure to read

through it before using the product since incorrect operation can give rise to trouble.

After reading this manual, please keep it in an accessible place for future use.

Safety Precautions

For details on such aspects as the product’s installation precautions and its maintenance
methods, refer to the operating instructions that were provided came with the computer
and the operating instructions that came with the operating system.

Astrodesign will accept no liability whatsoever for any damages which result from the use
of the product.

It is strictly forbidden to copy these instructions, either in part or in their entirety, without
written permission.

It is forbidden to copy the software application, either in part or in its entirety, except for
backup purposes.

The specifications of the product and the contents of these operating instructions are
subject to change without notice since the policy of Astrodesign is one of continuous
improvement.

Microsoft and Windows are registered trademarks of Microsoft Corporation of the United States.

Other names of companies or products mentioned in the text are the trademarks or registered trademarks of the
companies concerned.






CONCERNING THE VA-1831
UTILITY

1.1 Overview

The VA-1831 Utility is the software application which is designed for use with the VA-1831 protocol analyzer and which is run in the
Windows operating system. It enables all the analyzer’s operations to be carried out from the personal computer and for its data to
be stored in files.

1.2 Features

1.2.1 Software compatible with Windows

The VA-1831 can be controlled from the personal computer by performing operations over the GUI.
1.2.2 Operating environment

Processor: Pentium4 1 GHz or faster recommended
Memory: 256MB or more recommended
Free space on hard disk: At least 1 GB must be provided.

Display resolution: 1024 x 768 or more recommended.

Operating systems

Windows 2000 Japanese-language version
Windows XP Japanese-language version
Windows Vista Japanese-language version
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1.3 Installing the software

This section describes the method which is used to install the files for running the VA-1831 Utility in Windows.

* The system must be logged in under the authority of the administrator before the installation of the VA-1831 Utility is
attempted.

The description below supports the following disk:

Windows version VA-1831 Ultility installation CD ... 1 disk

1.3.1 How to install the VA-1831 Utility

(1) Insert the VA-1831 Utility installation CD in the CD
drive, and in Windows select [Start] — [Settings] —
[Control Panel] — [Add or Remove Programs] —
[Install]. The installer now starts up, and setup
begins.

F PR - Bt al b A W i3

(2) First, the “Welcome” dialog box is displayed. At any

point, you can click the [Next] button to move ahead B A WA

to the next step or click the [Back] button to move

back to the previous step. You can use the [Cancel]

button to abort the setup.

Click the [Next] button. (e |
Figure 1.3-1

(3) On the “Select installation destination” dialog box,
select the directory into which the application is to be
copied. As the default, the - AN A TR I
“ProgramFiles¥Astrodesign¥VA-1831" directory is B T A
created on the C: drive, and the files are copied into R L L [(=mg |
this directory. The copy destination directory can be
changed to the directory of the user’s choice. Click
the [Browse] button, and select the directory.

o ) (e |

(4) Select the [Install] button. The file installation dialog
box appears, and installation begins.
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(5) Setup is now completed. Press the [Finish] button.
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Figure 1.3-4

(6) Installation is now complete. In Windows, select [Start] — [Programs] — [VA-1831 Utility] — [VA-1831 Utility].

1.3.2 How to uninstall the software application

In Windows, select [Start] — [Settings] — [Control Panel] — [Add or Remove Programs],and then follow the on-screen instructions
to uninstall the application.
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* Concerning the deletion of all the files

Due to such factors as the operating environment of the personal computer and the Windows system statuses, not all the files may
be deleted at the uninstallation stage so that some related files may be left without their being completely deleted.

Follow the steps below for complete uninstallation including the deletion of the files related to the VA-1831 Utility and registry
editing.

<Complete uninstallation>

(1) Press [Start] followed by [Settings] and [Control Panel].
(2) Select [Add or Remove Programs].

(3)  Uninstall the VA-1831 Utility.
(

4) Delete the remaining files. Select [Start] — [Programs] — [Accessories] — [Explorer], and delete the “VA-1831 Ultility” folder
in the “Program Files” folder.

* Note: The following steps concern system registry editing.

* Proceed with all due caution when deleting registry data by manual means If the wrong data is deleted, Windows
itself may no longer start up.

* The user is responsible for the results of deleting registry data manually. Astrodesign will bear absolutely no
responsibility, either directly or indirectly, for the results produced by registry data deletion.

(5) Press [Start], and select [Run].

(6) Input “regedit,” and press OK.

(7) Delete the “VA-1831” key if it is under HKEY_CURRENT_USER¥SOFTWARE¥Astrodesign.
(8) Close the registry editor.

This ends the procedure.

Login under the authority of the administrator is recommended before carrying the steps above.

1.3.3 Registry registration

Register in the following registry:
HKEY_CURRENT_USER
¥Software¥Astrodesign¥ VA1831 ¥

* Proceed with all due caution when deleting registry data by manual means. If the wrong data is deleted, Windows itself
may no longer start up.

* The user is responsible for the results of deleting registry data manually. Astrodesign will be absolutely no
responsibility, either directly or indirectly, for the results produced by registry data deletion.
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1.4 Communication specifications

1.4.1 LAN

B Communication conditions
10BASE-T 100BASE-TX

UDP/IP

B Connector
RJ-45

1.5 Connection configuration

1.5.1 LAN

B When connecting the host computer and VA-1831 via a hub

Host computer WA-1EE L
/ Straight cable EE

@

= ® [ = - @

lete o
. Hub
Figure 1.5-1
B When connecting the host computer and VA-1831 not via a hub but directly
Figure 1.5-2
Host computer YA-1831
Cross cable gg
®
O == . 8
TR =g

With LAN connections, use straight cables when connecting the host computer and VA-1831 through a
hub. When connecting the computer and VA-1831 directly, use a crossover cable.

When connecting the computer and VA-1831 directly, the IP address will not be acquired automatically
using the internet protocol of the computer so set the applicable IP address, subnet mask and default

gateway.
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1.5.2 USB
Figure 1.5-3
Host computer Wa-1871
Connector A Eg
A Connector B | 2
@[ —— .. 8
L

LI
T

B Installing the USB driver

(1) When connection has been made to the VA-1831 for the first time, the system will recognize the VA-1831, and the
“Add Hardware Wizard” dialog box is displayed. Select the [Next] button.

(2) Select “Search optimum driver for device used (Recommended)” as the search method, and select the [Next] button.

(3) Insert the VA-1831 Utility installation disk in the CD drive, check “CD Drive” or “Specify Location,” select the driver in
the “USB” — “WIN2K” — “USB” — “WIN989” folder on the CD, and select the [Next] button.

(4) When [Next] is selected after “ITFUSBDV.sys” has been detected, installation will start.
(5) Follow the on-screen instructions.

*  With a Windows XP installation, the dialog box shown below which provides a recommendation from
Microsoft concerning certification appears so simply press the [Continue] button.
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o SHEEA A F—NEDPRRL. Windows 01 TARCSIELEVT
I-UI?ﬂ‘lfF_Iﬁil"t‘)ﬁ"\ N-Forp & CREENSCEE.

Microsoft USE{EED LIS,

[ #T0 | A F—naEES |




OPERATION METHOD

2.1 Starting up the VA-1831 Utility

2.1.1 Startup method

(1) Connect the VA-1831 and personal computer using the connecting cable (LAN or USB).
(2) Select [Start] — [Programs] — [VA-1831 Utility] — [VA-1831 Utility].

(3) The VA-1831 Utility now starts, and the communication setting screen “Communication” appears. This software application
allows connection only to the VA-1831.

(4) Select the settings for communication with the VA-1831, and establish communication by pressing the Apply button.

(5) Communication with the VA-1831 is now established, and when the “Communication” screen is closed, the VA-1831 Utility
screen appears.
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2.2 Descriptions of screens

2.2.1 Communication setting screen

H LAN
Commnication
Port Mo,
[“]Enabled Wi : <P : (1)
Inkerface \ y
OUSB ’ . arme Fess ) \
1 33
@ Lan 2
: <+ (2)
5
B
\7 V!J
©) oy Wear e || (@] [€ )| ©
(3) Figure 2.2-1 (4)
Table 2-1
No. Item Details
1 Enabled “Enabled” or “Disabled” of the communication itself is selected here.
2) Interface The type of communication is selected here. The setting screen now changes

depending on which t
ype has been selected.

(3) Apply button By pressing this button, the communication settings are made to take effect and
actually changed. In the case of the USB type of communication, communication is
tried at the same time as the Apply button is pressed.

(4) Port No. The port number of the VA is set here. The default setting is 8000. (*1)
The port number of the SP is set here. The default setting is 4000. (*1)
(5) IP Address list The IP address settings are listed here.
(6) Edit button By pressing this button, the IP address setting dialog box is displayed.
(7) Delete button By pressing this button, the VA selected on the list is deleted.
(8) Up/Down buttons By pressing these buttons, the numerical sequence of the IP addresses on the list is

reversed (top to bottom — bottom to top).

*1 As a general rule, use the default value for the port number. If this value
cannot be used because of the network to be connected, change the port
number, and use a different number.
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B Configuration window
When the Edit button is pressed (or when the list is double-clicked), the following IP address setting dialog box appears.

VG GConfieration[i]

(1) Mame |VA |
() P Address | 192 168 122 33 |
| oK | [x Cancel]
Figure 2.2-2
Table 2-2
No. Item Details
(1) Name The IP address name appears and is set here.
(2) IP Address The IP address appears and is set here.

Bear in mind that if the [Apply] button is not clicked after a setting has been changed
and if the screen is then closed, the change will be ignored.
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H USB
Commnication
[“]Enabled
Inkerface
®iss: -
Port Com g
CILAN T
(1)
Figure 2.2-3
Table 2-3
No. Details
(1) The port number is selected here.”

* Check the port setting of the personal computer. Right-click on [My Computer], select [Properties] — [Hardware] —
[Device Manager], check that “VA1831 USB-VCOM Port” is the communication port on [Port (COM and LPT)], and set

the port number shown.

B Basic operations
(1) Select the type of communication from “Interface.” Depending on the type selected, the display switches to the
corresponding setting screens.

(2) On the setting screens, select the communication settings.
LAN
Connect with the VA-1831 through LAN communication. Select the IP Address and other settings.

usSB
Connect with the VA-1831 through USB communication.

(3) Press the [Apply] button so that the settings take effect.

(4) When [x] at the top right of the screen is pressed, the Communication screen is closed, and the VA-1831 Utility main
screen appears.
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2.2.2 EDIT editing screen

The EDID data of the VA-1831 can be sent, received and edited on this screen.

B Main screen

G:¥Prugram Files¥* ASTRO¥YA-1831%¥D. (1) nplel_ddc) (3) 1 Utility Soft
Fil=  Edit Y& ‘Jerzion

3) —» G @ 0 é @  comment |Samp|e1 |I

| E}S{Displa\; Farameters § Features | Color Characteristics | Established Wgs |
Standard Timing Identification || Detailed Timing Descriptions | Exension Fla§\|
Yendor [ Product Identification EDID Structure Yersion / Revision

1D Manufacture Mame ATO

D Product Code 1107 H

1D Serial Mumber ooooono H

Wieek of Manufacture 12

Year of Manufacture 2005

Block editing button
[ In-up ] [ In-dawen ] \
[ Delete ][ Copy ][ Mowve ]

Checksum [#] Auto checksum

®) (7) (8)
Figure 2.2-
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Table 2-4
No. Item Details
(1) Menu bar The settings and processing are selected from these menus.
(2) DispMode switching The display mode is switched here between GUI and Binary.
GUI display mode
The displays are shown in this mode with graphics on an easy-to-read screen in
accordance with the block type. For block types which are not supported, the
binary display appears.
Binary display mode
128-byte binary displays are shown in this mode.
(3) Tool bar The settings and processing are selected from this bar.
(4) Block type list A list of the block types is displayed, and the block number and block type (block
code of first byte) for one block are displayed.
(5) Block editing Button Int-up This is used to insert a new block before an existing
block.
In-down This is used to insert a new block before an existing
block.
Delete This is used to delete a block.
Copy This is used to copy a block.
Move This is used to move a block.
Change This is used to change the block type.
(6) Data display The block data selected on the block type list at the left is displayed in this areas.
(7) Checksum The checksum value is displayed here.
The value of the last byte in the block is used as the checksum.
When ““Auto checksum?”? is checked, the checksum is automatically updated
each time the data is changed.
(8) Auto checksum When this is checked, the checksum is automatically updated each time the data is
changed.
(1) Menu bar
Table 2-5
Menu ltem Description
File New Creates new EDIT data.
Open Loads the EDID data from the files.
LoadOne-Block Loads the data from the files in 1-block increments.
Save Saves the EDID data in a file by overwriting the existing data in the
file in the process.
Save As Saves the EDID under a filename.
Close Closes the file.
File history Displays a history of the files loaded so far. The selected files can
be loaded. Up to 5 files can be displayed.
Exit VA-1831 Utility Soft Exits the VA-1831 Utility software application.
Edit Insert-upBlock This is used to insert a new block before an existing block.
Insert-downBlock This is used to insert a new block before an existing block.
Delete Block This is used to delete a block.
Copy Blcok This is used to copy a block.
Move Block This is used to move a block.
Change Block Type This is used to change the block type.
VA Send To VA Sends the DDC data being edited to the VA.
Receive From VA Receives the EDID data from the VA.
Version EDID1.3 Displays the BasicEDID using the EDID1.3 setting items.
EDID1.4 Displays the BasicEDID using the EDID1.4 setting items.
Option Binary Byte Divides the data into 1-byte increments for display in the Binary
display mode.
Binary Short Divides the data into 2-byte increments for display in the Binary
display mode.
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Binary Long Divides the data into 4-byte increments for display in the Binary
display mode.
Help About Displays the Editor version.
(2) Tool bar
Table 2-6
Button, etc. ltem Description
Q Open Loads the EDID data from the files.
Save Saves the EDID data in a file by overwriting the existing data in the
B file in the process.
@ Save As Saves the EDID under a filename.
Q Send Sends the EDID data being edited to the VA.
é' Receive Receives the EDID data from the VA.
I Convert Converts the EDID files created by the VA-1809A Ultility into
@ VA-1831 data.
Comment Comment Displays the EDID data names and other comments.




Chapter 2 OPERATION METHOD

B Data transfer screen

When the EDID send/receive button is pressed, a screen such as the one shown below appears.

=1531 Directary lle Lisk

£} | \
i config

‘o sebup

N AN

vAPath | (3) jlﬁ ) l
Seleck File| (4) jl« (6) Mew File l

(7) —> Ok (8) == X cCancel I

Figure 2.2-5
Table 2-7

No. Iltem Details

(1) VA-1831 Directory The data directory structure of the VA-1831 is displayed in this area using a tree
format.

(2) File List The files in the selected folder are displayed in this area.

(3) VA Path The path from the directory on the tree display to the selected folder is displayed
here.

4) Select File The name of the file selected on File List is displayed here.

(5) New Folder This is used to create a new folder. The name of the folder input in this field is
added after the path displayed in VA Path.

(6) New File This is used to create a new file. The file input in this field is created on the path

displayed in VA Path.

* When EDID data is to be sent, the file must be selected without fail. If the file
does not exist at the send destination, use this function to create a new file,
and then send the data.

(7) OK button By pressing this button, EDID data transfer is commenced.
* When EDID data is to be sent, the file must be selected without fail.
(8) Cancel button Cancels the EDID data transfer.
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B Basic operations
(1) Creating new EDID data

1.  Click [New] on the [File] menu.
A dialog box on which to select the number of blocks to be created is displayed.

2. Select the number of blocks to be created, and press the OK button. The designated number of blocks is now created.
All the default values for the data are 0.

*  The number of blocks can also be changed after new data has been created.

(2) Opening files

Open one of the saved files, and load the EDID data.

1. Click [Open] on the [File] menu.

2. Select the file, and press the OK button.

3. The selected file is opened, and the EDID data is displayed.
(3) Editing the EDID data

First, decide on the block type, and then edit the data.

1. Decide on the block type. Select the block to be edited, and then click [Change Block Type] on the [Edit] menu. The
dialog box on which to select the block type now appears. Select the target block type, and press the OK button.

2. When the GUI display mode is established, the display type is switched in accordance with the block type.
When the Binary display mode is established, 128 bytes are dumped and displayed. For details of the data, refer to the
reference document.

(4) Saving files
Save the displayed data in a file.
1. When [Save] on the [File] menu is selected, the data is saved in the selected file which is overwritten in the process.

2.  When [Save As] on the [File] menu is selected, the file selection dialog box is displayed. Input the filename, and press
the OK button. The displayed characters are saved in the new file.
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(5) Sending the EDID data to the VA-1831
Write the EDID data in the VA-1831.

1. When the J button is pressed, the send dialog box is displayed.
2. On the send dialog box, select where inside the VA-1831 the data is to be sent and in which config data file it is to be set.
3. Decide on the numbers of the blocks to be sent (from block #1 up to which number block).
4. Press the OK button to send the EDID data.
(6) Receiving the EDID data from the monitor

1. When the J button is pressed, the receive dialog box is displayed.
On the receive dialog box, select where inside the VA-1831 the EDID data is to be obtained from the config data file.

Decide on the numbers of the blocks to be received (from block #1 up to which number block). When the OK button is
pressed, reception of the EDID data is commenced.

4. The received EDID data is displayed on the screen.

B Block operations
(1) Inserting a new block before an existing block

Click the block immediately below the position where the new block is to be inserted. Click [Insert-up Block] on the [Edit]
menu.

(2) Inserting a new block after an existing block

Click the block immediately above the position where the new block is to be inserted. Click [Insert-down Block] on the [Edit]
menu.

(3) Deleting blocks
Click the blocks to be deleted. Click [Delete Block] on the [Edit] menu.
(4) Copying blocks
Click the blocks to be copied. Click [Copy Block] on the [Edit] menu.
(5) Moving blocks
Click the blocks to be moved. Click [Move Block] on the [Edit] menu.
(6) Changing the block type
Click the block whose type is to be changed. Click [Change Block Type] on the [Edit] menu.
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2.2.3 VA-1809A EDID Converter

B Conversion screen

@
A screen such as the one below is displayed when the button is pressed. The EDID data files created by the VA-1809A
Utility are converted into data files to be used with the VA-1831.

In the VA-1831, the EDID data is stored among the config data. What happens when
the data is converted using this function is that config data files in which the EDID
data created by the VA-1809A Utility is saved are generated.

VA-18094 EDID Gonverter X

{ N

() ¥A-18094 EDID Data File %
{ | J
( ] )

(5) ¥A-1809A EDID Data Dir

|C:#Program Files¥ASTROYA-1831¥Data | [ G Ref ] )
[V File Head String : \Configata | |

J

@ Coreert I[}‘ ©)

(4)

Figure 2.2-6
Table 2-8
No. ltem Details
(1) 1-file unit Selection button This is the button used to select 1-file conversion. The file
conversion selection button and filename display area are now enabled.

Filename display The name of the file to be converted is displayed here.

File selection button This is used to display the screen on which to select the file to be
converted.

(2) Multiple-file unit | Selection button This is the button used to select multiple-file conversion. The
conversion folder selection button as well as the path display and filename
conversion area are now enabled.

Path display The path as far as the folder containing the file to be converted is
displayed here.

Data directory This displays the screen on which to select the folder containing

selection button the file to be converted.

Filename conversion Use this to select whether to change the name of the file to be

check converted after conversion or to keep the same name as before
conversion.

Conversion filename Input here the new name to which the file is to be changed after
conversion. If a multiple number of files are involved, a numerical
value is entered after the name which has been input.

(3) Convert button Conversion processing is initiated by pressing this button. When a
file is converted, a file with the *.cfg extension is created. This
becomes the config data of the VA-1831.
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(4) Send to VA (data transfer) button This is used to send the config data generated to the VA-1831. A
multiple number of files can be sent at the same time.

By pressing this button, the “B Data transfer screen” is displayed,
and the files can be sent to the desired location.

B Basic operations
(1) 1-file unit conversion

1. Select “WVA-1809A EDID Data File,” and press the Ref button which has become active. The file selection dialog box

now appears.
Select this.

O VA-18094 EDID Daka Dir
| | = Ref

Filee Head String @ [ConfigData_

YA-1809A EDID "o |§ Press this

Conwverk

0 Send ko Va

2. Select the file to be converted.

FEEE

FriDHINTE | Dats v Y e
T Complisnceldde T Samplel Ode
=T
5 e S
E Select the file to be converted.
FALLZ
i Sampleddde
Rt || Samplebidde
= T Sampledidds
Sample e .
T Tota-a Sample ke Press this.
- Eamplet e
W AID | o aen T
74 LA WA-TEIEA (Eirvary o dele)
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3. When the file to be converted has been selected, press the Convert button. The screen on which to
provide the filename and save the file is displayed.

YA-1809A4 EDID Gonverter

@VF\-ISD‘BF\ EDID Drata File
|Samplel.ddc | L = Ref I|

O WA-18094 EDID Data Dir
| | = Ref

File Head String |C0nFigData_ | /

Press this.

Rk HH TR
IRTFSBIEI: | () Data v| ©® e E
B {EST 77 L
(s
FaobyI
8
1 FEatuh
g' Input here the name of the file under which
) S the data is to be saved. Press this.
w1 FybI-b A RN Samplel cfg ) v| (S
v L DIEER T Config Filet cfe) v|
4. When the Save button is pressed, the conversion processing is commenced. Conversion is completed in
an instant.
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5. Press the Send to VA button. The screen on which to select the file to be sent is displayed.

YA-18094A EDID Gonverter

@ WA-15094 EDID Data File
|Samplel.ddc | L = pef J

O WA-18094 EDID Data Dir
| | = Ref

File Head String |CnnfigData_ |

@ . Press this.
anverk /

FrANERS
P ILBFR D | ) Data | o= & -0 m.
; ( Select the file to be sent.
i =alink ot I
@
TAAT
7 P
2 ]nggl_g Press this.
o FabI-D 7o RN |Samp|e1 e v|
FrLOEET:  [Confie Filelkcfe) v
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6. When the Open button is pressed, the screen on which to select the transfer destination is displayed.
Select the folder to be sent, and press the OK button.

Send to VA |:'x:|
Ya-1531 Directory File Lisk
(E| c ConfigData_1.cfg

Confighata_Z.cfg

- config _ . . .

L ESm EonFyggaia_g-c;g List of files contained
H onriglhata_g.C . .

- setup Confiabata 5 cfa in designated folder

Confighata_6.cfg )

Path to the send destination
folder

WA Path  |cijconfig/DATAL Press this. J ‘ | | [New Folder]

Select Fila « I:I Tew File
z

7. By pressing the OK button, the transfer processing is commenced. The transfer status screen is displayed.

Data Counl 140707 10480

T O T T ]

File Count (TR

[ ]
X CanceliC)

8. If the transfer status screen closes successfully, it means that the transfer has been completed.
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(2) Multiple-file unit conversion

1. Select “VA-1809A EDID Data Dir,” and press the Ref button which has become active. The directory selection dialog
box now appears.

YA-18094 EDID Converter

() ¥i-18094 EDID Data Select this.

| = pef | Press this.
G EaE EOTD Dabs Bt D)

| G

[File Head String : |C0nFigData_ |

Canvert

0 Send to VA

2. Select the folder containing the files to be converted.

FANADEE

THHTEAT TEN

= ) ASTRO =
[ 5P-1830
£ SP-8010
=) sP-E101 L
=) SP-8070
£ SP-8570-S0K
) VA-1809
2 3 WA-1831

Select this.

3 ws-800z
[5) Astrodesien
F ™ Audacity |

EEES ==
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3.  When the files to be converted have been selected, select whether to generate the files with the same filenames as
the pre-conversion files or use the same filename consistently for all the files which will be generated. If the same
filename is to be used for all of the files, numbers are assigned after the filename which has been set.

YA-1809A EDID Gonverter

() Wa-18094 EDID Data File

Check whether the same | | & per
filename is to be used.

x‘lsggn EDID Data Dir / Input the one filename to be
L '¥Emﬁ[n Eiles¥aSTER - used.
| File Head String CnnFigData l

4. When the Convert button is pressed, the conversion processing is commenced. Conversion is completed in an instant.

YWA-1809A EDID Converter

() %a-18094 EDID Data File

| | (= Ref

(3) ¥4-18094 EDID Data Dir

C:¥Pragram Files¥ASTROYVA-1631¥Daka || & Ref | Press this
[ File Head String ¢ | ~orio0aia_ | /

( )
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5. Press the Send to VA button. The screen on which to select the files to be sent is displayed.

YA-18094 EDID Gonverter

() ¥a-18094 EDID Data File
| | = Ref
(3) ¥A-18094 EDID Data Dir
|C:¥Program Files¥ASTRO¥VA- 1831 ¥Data | [ = Ref ]
Press this.
é/

6. Select the files to be transferred. A multiple number of files can be selected. When the Open button is pressed, the
screen on which to select the transfer destination is displayed.

FrA N ERK

74 ILDIBFAD: | £ Data v| O E

ik

Select the file to be sent.

71 B

7 Tob1-R Press this.

-~

AT o

( ®o |

"GonfigData_1.cfe” “ConfigData_2cfe” “ConfigData v|

TrAMOERT:  |Confie Filethote) v
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7. Select the folder to be sent, and press the OK button.

Send to WA
WA-1831 Directory File List

=]

Confighata_t.cfg

= config Confighata_2.cfg
Configbata_3.cfg List of files contained in
" Confighata_4.cfg

designated folder

Confighata_S.cfg
Confighata_6.cfg

Path to the send destination
folder

WA Path |c:,|'c0nFig,l'DAT.¢\1

Press

| | €

| [New Folder ]

Select File |

this.

e ]

/

Tew File

8. By pressing the OK button, the transfer processing is commenced. The transfer status screen is displayed.

Data Count 15075F 20480
[IIIIIIIIIIIIIIIIlllllIIIIIIIIIIIIIIIIIIIIIIIIIII ]
File Count 51 29
[IIIIIIIIII ]

9. If the transfer status screen closes successfully, it means that the transfer has been completed.
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® ASTRO

VA-1831 Utility Instruction Manual

Notes

Documents with missing or incorrectly collated pages will be replaced.
The copyright of this product belongs to ASTRODESIGN, Inc.

No part of this document may be used or reproduced without permission.
The contents of this document are subject to revision without notice.

ASTRODESIGN shall not be responsible for any damages resulting from
misuse.

For additional information relating to this product, contact your local dealer or
ASTRODESIGN at the address listed below.

All other products or product names listed in this document are trademarks or
registered trademarks of their respective companies.

T0195

ASTRODESIGN,Inc.

URL htip/fwww.astrodesign. co.p
& For mor infoemation, plaase contact us :

Business Unit 2

TEL.+81-(0)3-5734-6302 FAX.+81-(0)3-5734-6104

1-5-2 Minami-yukigaya,Ota-ku, Tokyo, 145-088 Jagan
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