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Activating the Control Application

Connection of Personal Computer to ADM-1

The PC’'s RS-232 serial port (COM1 or COM2) must be connected to the MOST
Unit of the ADM-1 equipment via the RS-232 port on the Common part connection
unit.

If the serial cable 336-1802/** is not provided, make it using a 9 pin male connector
on the ADM-1 side and a proper connector (25 or 9 pin female connector) on the PC

side.
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ADM-1 LOCAL TERMINAL

9-PIN CONNECTOR

Fig.1.3-1 Cable that connects the RS232 ADM-1 Interface and a9 Pin RS232 PC Interface.

IMPORTANT In order to disable the handshake protocol, the PC side connector pins listed below
should be connected together:

9 Pin RS232 PC interface
Pin7 ->Pin8
Pin1->Pin4->Pin6
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ADM-1 LOCAL TERMINAL
25-PIN CONNECTOR

Fig. 1.3-2 Cable that connects the RS232 ADM-1 Interface and a 25 Pin RS232 PC Interface.

IMPORTANT In order to disable the handshake protocol, the PC side connector pins listed below
should be connected together:

25 Pin RS232 PC interface
Pin4->Pin5
Pin 6 -> Pin 8 -> Pin 20

To connect the Personal Computer portsto the proceed asfollows.

1. Check that the Personal Compuiter is not powered then insert the cable connector into
the PC RS232 interface.

2. Insert the other cable connector into the ADM-1 RS232 interface.

;m. (Gu=4

Fig. 1.3-3 Connecting the PC to the ADM-1.

The Persona Computer is now connected to the ADM-1 and the operator can turn it
on for garting with software ingtallation.
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Software Installation

Installing the Local Operator

Before starting with the software installation be sure that the DOS Operating System
has been correctly installed together with the Microsoft Windows program (or check
the correct ingtalation of Windows 95 Operating System) (for more information see
a so the relevant handbooks).

Hardware and Software Requirements

¢ Floppy disk containing the local operator software kit.

¢ Persona Computer running MS-DOS/Windows 3.11, Windows 95 or
Windows NT V4.0 operating system with a 3.5" floppy disk drive.

Installing the Local Controller Application on Windows
3.11 Platform

Start the Windows environment, by means of the following command:

C:\win
and proceed asfollows:
1. Open the Applications window.
2. Run the FileManager program.
3. Sdect the disk drive.

4. Run S$454xxyy.exe sdf-extracting file which will expand the installation filesin a
temporary directory (default C:\install).

5. Sdect the C:\Install directory (or the folder containing the ingtallation files).
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6. Runthe I nstall.exe program:; the following window will be displayed:

ADM-1 Local Controller
This procedure installs ADM-1 onto your hard disk.

It waill take up about 2500 KB.

Install in directory:

|c: \LC11C32

¥ Main Program Files
[T 051 Demo files

--------- The directory where the Local Controller fileswill be installed can be renamed
according to the limitations of the used operating system (in particular, in Windows
3.11 environment, folder names can not be longer than 8 characters).
For basic installation of Local Operator program, the operator can not deselect the
"Main Program File" option. The" OSlI Demo Files" option can be selected, in
order to load the demonstration files which can be used to configure routing
parameters.

/. Pressthe OK button and wait for the end of the process of file transfer from the
source directory to the destination one. The following window will be displayed:

ADM-1 Local Controller |

@ Deleting files in the installation directony...

8. By pressing the OK button the DOS batch file will run and the files temporary copied
inthe C:\ ingtall directory will be deeted (if adifferent name has been assigned to the
temporary directory where expanding the compressed files, the operator must remove
thefiles by himsdlf).

The Window environment is temporary frozen while executing the deletion
procedure.

9. Click onthe OK button in the window that is displayed when the installation is
successfully completed.
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10. In order to start the Loca Controller application double click on " LCADM-1
X.y.z" icon,inthe" LC ADM-1" program group. The name of the program group
and the indication on the icon can be changed from the Window environment.

Installing the Local Controller Application on Windows
95/Windows NT Platforms

Start the Windows Explorer program, from the Windows task bar.

Then proceed asfollows:

1. Insert the floppy disk containing the software kit into the disk drive.
2. Select the disk drivein the Windows Explorer window.

3. Run $454xxyy.exe salf-extracting file which will expand the ingtallation filesin a
temporary directory (default C:\install).

4. Start the installation procedure from the temporary directory (default C:\install), by
running the I nstall.exe program; this window will be displayed:

ADM-1 Local Controller

This procedure installs ADM-1 onto your hard dizk.

It will take up about 2500 KB.

Install in directory:

|c:\L|:1 1C32

¥ Main Program Files
[T 051 Demo files

Cancel |

--------- The directory where the Local Controller fileswill be installed can be renamed
according to the limitations of the used operating system, in terms of characters
number. For basic installation of Local Operator program , the operator can not
deselect the " Main Program File" option. The" OSI Demo Files' option can be
selected, in order to load the demonstration files which can be used to configure
routing parameters.

5. Pressthe OK button and wait for the end of the. The following window will be
displayed:
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ADM-1 Local Controller |

@ Deleting files in the installation directony...

6. Deetetheingallation filesin the C:\ingtall directory, clicking on the OK button in
the message window (if adifferent name for the temporary directory where expanding
the compressed files has been assigned, the operator must remove the files by
himself).

(. By pressing the OK button a DOS batch file will be executed in a DOS window
shell. In the standard configuration of the Windows environment, the DOS window,
will not be closed automatically when the operation is over. The operator must close
the shell window manually, when the “Finished-expand” message, indicating the end
of the cleaning process, will be displayed in the MS-DOS window title bar.

8. Erase thénstall.exe program from th€:\install directory to obtain more free space
on your hard disk.

9. If the installation procedure is successfully completed, the following window will be

displayed:
ADM-1 Local Controller ]

A0nH1 waz inztalled zuccestully.

10. Click on theOK button.

11. in order to start the Local Controller application choose $te t->Programs-
>LCADM-1->LC ADM-1 x.y.Z' menu. The name of the program group and the
indication on the icon can be changed from the Window environment.

--------- This procedure copies on your hard disk neither the configuration file for updating
equipment software from the Local Operatbovnload.ini file), nor the online help
files, which are distributed in separate software Kit.
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Installing the Online Help files

Hardware and Software Requirements

¢ Floppy disk containing the online help software kit.

¢ Persona Computer running MS-DOS/Windows 3.11, Windows 95 or
Windows NT V4.0 operating system with a 3.5" floppy disk drive.

Installing the Online Help Fles on Windows 3.11 Platform

Start the Windows environment, by means of the following command:
C:\win
and proceed asfollows:
1. Open the Applications window.
2. Run the FileManager program.
3. Sdect the disk drive.
4.

Run H11Cxxyy.exe sdf-extracting file which will expand theingtdlation filesina
temporary directory (default C:\install\help).

5. Sdect the C:\ingtall\help directory (or the folder containing the installation files).

6. Runthe Install.exe program; the following will be displayed:

ADM-1 Local Controller Help Files E3
This procedure installs ADM-1 Help Files onto your hard
disk_

It will take up about 2500 KB.

Install in directory:

|.::xL|:1 1C32

[T  ADM-1 Italian Help File
[T  ADM-1Englich Help File
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--------- The directory where the help files will be installed can be renamed according to the
limitations of the used operating system, in terms of characters number.

/. Sdect the " ADM-1 italian help files' optionto ingtal theitalian version, the
" ADM-1 english help files' option otherwise, both if you want to install the english
and theitalian versions of helpfiles.

8. Pressthe OK button and wait for the end of the. The following window will be
displayed:

ADM-1 Local Controller Help Files

@ Deleting files in the installation directary ..

9. By pressing the OK button the DOS batch file will run and the files temporary copied
inthe C:\ ingtall\help directory will be deleted (if adifferent name has been assigned
to the temporary directory where expanding the compressed files, the operator must
remove the files by himsdlf).

The Window environment is temporary frozen while executing the deletion
procedure.

10. If theinstallation procedure was successfully completed, the following window will
be displayed:

ADM-1 Local Controller Help Files

ADN-1 Help Filez was installed succesfully.

11. Click onthe OK button.
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Installing the Online Help Files on Windows 95/Windows
NT Platforms

Start the Windows Explorer program, from the Windows task bar.

Then proceed asfollows:

1. Insert the floppy disk containing the online help software kit into the disk drive.
2. Select the disk drivein the Windows Explorer window.

3. Run H11Cxxyy.exe sdf-extracting file which will expand theinstallation filesin a
temporary directory (default c:\install\help).

4. Start the installation procedure from the temporary directory (default C:\install), by
running the I nstall.exe program; this window will be displayed:

ADM-1 Local Controller Help Files E
Thiz procedure installs ADM-1 Help Files onto your hard
dizk.

It will take up about 2500 KB.

Install in directory:

|.::~.L|:1 1C32

[T ADM-1 Italian Help File
[T ADMA English Help File

Cancel |

--------- The directory where the help files will be installed can be renamed according to the
limitations of the used operating system, in terms of characters number, but taking
care to specify the same path as for the installation of the Local Operator program
which the help filesrefer to (L C11Cxxyy by default).

9. Sdect the " ADM-1italian help files' option for italian version of help files,
" ADM-1 english help files' option otherwise,both if you want to install the english
and the italian version of the help files.

10. Press the OK button and wait for the end of the process of file transfer from the
source directory to the destination one. The following window will be displayed:
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ADM-1 Local Controller Help Files

@ Deleting files in the installation directary ..

11. Deetetheinstdlation filesin the C:\install\nelp directory, clicking on the OK
button in the message window (if adifferent name for the temporary directory where
expanding the compressed files has been assigned, the operator must remove thefiles
by himsdlf).

12. By pressing the OK button a DOS batch file will be executed in a DOS window
shell. In the standard configuration of the Windows environment, the DOS window,
will not be closed automatically when the operation is over. The operator must close
the shell window manually, when the “Finished-expand” message, indicating the end
of the cleaning process, will be displayed in the MS-DOS window title bar.

13. Erase thénstall.exe program from th€:\install\help directory to obtain more free
space on your hard disk.

14. if the installation procedure is successfully completed, the following window will
be displayed:

ADM-1 Local Controller Help Files

ADM-1 Help Files was installed succesfully.

13. Click on theOK button.

Installing the Configuration File “download.ini”

To upgrade the software of ADM-1 equipment using the Local Controller
application you must copy both the “download.ini” file (K38-0375/xx.yy) and the
filesto be downloaded (one for each different unit type), in the same directory where
Loca Operator gpplication has been installed (LC11Cxxyy by default).
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Access the Control Application Software

To accessthe Control Application software from MS-DOS operating
system:

1. Enter the command W N<r et ur n>

2. Doubledlick on L C icon.

To accessthe Control Application softwarefrom the WINDOWS
desktop:

1. OpentheL C program group
2. Double-click on the L C icon with the mouse or pressing the <enter> key on the
keyboard.

If there is aport mismatch between the personal computer and the Control
Application Software, the connection to the equipment is not possible.

After accessthe Local Controller the main window is displayed.

E - ADM-1 - Local Controller Application - O] x|

Operator Access Wiew  Configuration  Maintenance Help

LicF:
) =

—

,l_l_z 3|T|—

Date |Time |Unit Id |Slnt |Alarm Type |Suun::e |Num |Eategol_l.l
Date |Time |Event Type

[ |09:27.3522/01/1993 |[CAP | |

Inthis caseit is necessary to configure the proper port parameter.

NOTICE The equipment shelf is not displayed on the main window when the first log in
connection is performed. The layout will be displayed once the NE Type is defined
by the operator.
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Confiquration of Communication Parameters

The following paragraph describes the operation necessary to configure all the
communication parameters necessary to ADM-1.

This operation has to be performed before connecting to the equipment.

To configur e the connection parameters:

1. Click onthe Serial Port button, in the main window.

Y,

The Communication port configuration window becomes accessible.

Communication port configuration [ x| |
i i
(o i

Cancel HELP |

2. Sdect the serid port used for the connection of Control Application, by checking the
relevant COM radio button.

3. PressOK.

When the port connection parameters are properly s&t, the software automatically will
show the NE access window.

Proceed asfollows.
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Login Access

(Operator Access -> NE access)

Thisfunction is used to access an ADM-1 connected to the Control Application, by
means of F interface or DCC channdls.

By selecting thisitem or by clicking on the traffic-light icon, the NE access window
becomes accessible,

ME access

B Enter Password
" Read User [ |

" Supervisor
—Accezs Mode
" Remote Access Add Node |
' Local Access
Delete Hode
Enter Remote NSAP

To open a connection with the ADM-1, proceed as follows:

1. Sdlect the connection type, L ocal Accessto loca equipment (through the F interface)
or Remote Access to remote equipment (using the DCC or LAN), by checking the
relevant Access M ode radio button.

For the remote login select a so the equipment to reach.
2. Select the accessrights, by checking the relevant L ogin M ode radio button.

3. For Write User and Supervisor it isalso necessary to specify the password to
access the equipment (for Write User SDHNE isthe default, while the default for
supervisor isS_SDHNE).

4. PressL ogon button or press <enter> on the keyboard. The main window will be
displayed.
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To add a new reachable node, proceed asfollows:

1. Click onthe Add Node button.
The Add NE to Domain window will be displayed.

Add NE to Domain =l

|ADH-1 |
[ |
| |

| |
conca_|

2. Enter the rdlevant NSAP address (40 hexadecimal charactersfrom 0 to F).

3. Enter the NE Name (max. 32 characters) to identify the Network Element.

4. Enter the NE L ocation (max. 100 characters, but only 50 can be displayed at atime)
to identify the physical location of the Network Element.

5. Confirm the settings by click on the OK button.

Toremove anodefrom thelist, proceed asfollows:

1. Click onthe Dlete Node button.

The Ddete NE from Domain window becomes accessible.

Delete ME from Domain E

Msap:9999999999999999999999999999999999999999 -
Me Location :TORINO
Me Name: JUVENTUS

Msap:4901020304050607080910111213141516171801
Me Location :SAMPIERDARENA
Me Name:S5AMP

Msap:01020304050607080910111.2131415161 7181901

Me | ncatinn -SFSTRI b
< | _'l_|
cone_|

2. Sdect in thelist the node to be removed.

3. Pressthe OK button.
Exit, Login Access, Password M anagement
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Main Window

After the login access the main window is displayed.

- ADM-1 - Local Controller Application
Dperator Access  Miew  Configuration  Maintenance  Help

4 R

= B N N N N N
o [ [ [ - [ — S
u n u n n u n LN 0:0:0:0:OI 0:O:O:O:Ona
N 14 13 1 R I )
o |mlmlz]e|sfs = SEE 1 H I
5 1|1)] 2] = m| i — 3800 3385721 ¢
‘ Mle | m| Eﬂ STEESEI] IR ST TSISY-
E| S| b i - | ellels ¢ slsls
1 1 a ﬂ [} il [ IR T
. I alealial_al A 0 = | MostA | MostB
Z2=l[1z[3[4[5 [6]7
(I =,
Date |Time |Unit Id |5Inl |Alarm Type |Suurce |Num |[Zalegnry
Date |Time |Event Type
|mm|nss7 20:30:16 Write Access |

[ 33426 22/0171999 [CAP| |

In casethelogin is performed as remote access, on the main window top bar the
NSAP address of the connected equipment will be displayed.

- ADM-1 - Local Controller Application NSAP:4901020304050607030910111202010203040501 =]

Operator docezs Wiew  Configuration Maintenance  Help

LI, Fe [t
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Password Management

(Operator Access -> Password)

Thisfunction is accessible for operators with read/write or supervisor rights, and
allows the modification of the equipment password.

When log as write user, by sdlecting thisitem, the Change Password window

becomes accessible.

| ::::::: |
oK | Cancel | HELP |

To modify thewrite user password, proceed asfollows:

1. Insert the old equipment password and click on the OK  button.

Change Password

== |
ok | Cancel | HELP |

2. Insert the new password (max. 10 characters) and click on the OK buitton.

Change Password

ok | Cancel | HELP
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3. Re-enter the new password and confirm the operation by clicking on the OK button.

When log as supervisor, by selecting the Password item, the Change Password
window becomes accessible.

Change Password

[omecuse | s

| |
oK | Cancel | HELP |

Tomodify thewrite user or supervisor password, proceed asfollows:

1. Sdect either write user or supervisor radio button for changing the password of the
desired user.

2. Proceed as described for the To modify thewrite user password steps.

See Also:
Login Access

Loqg out

(Operator Access -> Logout)

Thisfunction isused to go out from the user access but still maintaining the LC
application window.

See Also:
Login Access

EXit

(Operator Access -> Exit ...)

By clicking on the Exit item in the Operator Access menu, the Control Application
softwareis closed.

See Also:
Login Access
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