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Agilent N6467A/N6467B BroadR-Reach Compliance 
Application Release Notes 
 
 
Agilent N6467A/N6467B Software Version 01.11.0000 
Released Date:13 Oct 2014 
Minimum Infiniium Oscilloscope Baseline Version: 4.60 (9000, 90000 and 
90000X series) 
File Name: SetupInfBroadRReach01110000.exe 
 

 Changed limits to support v3.1of BroadR-Reach specification.  

 Added support for user-defined limits. User can now change the limits to 
support new test limits. 

 Fixed app hanging when 81150A phase is not calibrated. 
 
 
Agilent N6467A/N6467B Software Version 01.10.0000 
Released Date:30 May 2014 
Minimum Infiniium Oscilloscope Baseline Version: 4.60 (9000, 90000 and 
90000X series) 
File Name: SetupInfBroadRReach01100000.exe 
 

 Supports for Infiniium Oscilloscope Software version 5.00. 
 
 
Agilent N6467A/N6467B Software Version 01.10.0000 
Released Date:30 May 2014 
Minimum Infiniium Oscilloscope Baseline Version: 4.60 (9000, 90000 and 
90000X series) 
File Name: SetupInfBroadRReach01100000.exe 
 

 Supports for Infiniium Oscilloscope Software version 5.00. 
 

 
Agilent N64687A Software Version 01.01.0000 
Released Date: 23 May 2014 
Minimum Infiniium Oscilloscope Baseline Version: 3.00 (9000, 90000 and 
90000X series) 
File Name: SetupInfBroadRReach01010000.exe 
 

 Updated PSD measurement method. 

 Updated app to support v2.0 BroadR-Reach Spec. 
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 Note: This will be the last version to support Infiniium Oscilloscope 
Baseline Version 4.20. 

 
 
Agilent N64687A Software Version 01.00.0000 
Released Date: 15 Apr 2013 
Minimum Infiniium Oscilloscope Baseline Version: 3.00 (9000, 90000 and 
90000X series) 
File Name: SetupInfBroadRReach01000000.exe 
 

 Initial Release 


