
IIINNNFFFOOORRRMMMAAATTTIIIOOONNN      OOONNNLLLYYY   –––   DDDOOOEEESSS      NNNOOOTTT      CCCOOOMMMMMMUUUNNNIIICCCAAATTTEEE
AAA      MMMOOODDDIIIFFFIIICCCAAATTTIIIOOONNN      OOORRR      SSSAAAFFFEEETTTYYY      CCCOOONNNDDDIIITTTIIIOOONNN

    ADMINISTRATIVE INFORMATION 

SERVICE NOTE CLASSIFICATION:

                       INFORMATION ONLY
AUTHOR:  RJM        PRODUCT LINE: 33

 ADDITIONAL INFORMATION:

    © AGILENT TECHNOLOGIES, INC. 2002
    PRINTED IN U.S.A.

     July 17, 2002

Page 1 of 1

6681A-07
S    E    R    V    I    C    E                N    O    T    E

Supersedes:
None

6681A System Power Supply

Serial Numbers: 0000A00000 – 9999A99999

“CC RMS Noise Spec is changed to a Supplemental Characteristic ”

Situation:
Due to the complexity of the test setup and test equipment required to conduct the CC
RMS noise test, it has been decided best to change the Specification to a Supplemental
Characteristic.

Solution:
The CC RMS noise specification is now a Supplemental Characteristic.

 Specifications are performance parameters warranted over the specified temperature range.
 
 Supplemental Characteristics are not warranted but are descriptions of performance determined
either by design or type testing.


