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Set TX & RX
simultaneously

Set TX & RX
independently

Set RX only

Set Thru Mode

TX/RX Parameters

TX RX

Line Rate

Line Impedance

Line Code

Clock Source

Frame Type

Timeslot

Test Pattern

Line Rate

Line Impedance

Line Code

Termination

Frame Type

Timeslot

Test Pattern

Add Errors and Alarms

Frequency Offset

CAS (ABCD Signaling)

VF Tone, DTMF Dialing
and Speaker Volume

Set Framing Bits

Set Spare Bits,
Sync. Status message

Set Test Timing

Quick Errors & Alarms
Summary

View Errors and Alarms

View Errors Analysis

View Delay

View Channel Map
(timeslot activity monitor)

Monitor Framing Bits

Monitor Spare Bits,
Sync. Status message

Monitor CAS Bits
(ABCD Signaling)

View Summary

View Frequency

View Signal Level

View Jitter

View Pulse Mask



Active field

Reveals more choices

Action data change & exit edit

Help message for active field

Choices associated with active field

Print on demand

Start/Stop measurement

Backlight on/off

Cursor up or increase numeric data

Cursor left

Cursor down or decrease numeric data

Make choice

Cursor right

Move cursor to main menu

Automatically configure receiver
to match input signal

Power on/off

Change numeric data

Exit edit without changing setting

Save Current Results

Recall Current Results

Set Logging Interface

Choose Logging Results

Graphs (Display any two)

BIT ERROR COUNT

CODE ERROR COUNT

FRAME ERROR COUNT

CRC4 ERROR COUNT

E-BIT COUNT

JITTER HIT COUNT

ALARMS

Set Time & Date

Option Summary

Talk/Listen, DTMF Dialing
and Speaker Volume

Self Test

Stored Settings

Beep on Error/Alarm

Set Backlight Mode

Set Contrast

Choose Help Language

Battery Indicator


