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YOUR HEATHKIT 90-DAY LIMITED WARRANTY

Consumer Protection Plan for Heathkit Consumer Products

Welcome to the Heath family. We belleve you will enjoy assembling your kit and will be pieased with its
performance. Please read this Consumer Protection Plan carefully. It is a "LIMITED WARRANTY" as
defined in the U.S. Consumer Product Warranty and Federal Trade Commission Improvement Act. This
warranty gives you specific legal rights.-and you may also have other rights which vary from state to state.

Heath’s Responsibility

PARTS — Replacements for factory defective parts will be supplied free for 80 days from date of purchase. Replacement parts are
warranted for the remaining portion of the original warranty period, You can obtain warranty parts direct from Heath Company by writing
or telephoning us at (616) 882-3571. And we will pay shipping charges to get those paris 1o you . . . anywhere in the world.

SERVICE LABOR — For a period of 90 days from the date of purchase, any malfunction caused by defective parts or eror in design will

by
be corrected at no charge 1o you. You must deliver the unit at your expense 1o the Heath factory. any Heathkit Electronic Center (units of
Veritechnology Electronics Corporation), or any of our authorized overseas distributors.

TECHNICAL CONSULTATION — You will receive free consultation on any problem you might encounter in the assembly oruse of your
Heathkit product. Just drop us a line or give us a call. Sorry, we cannot accept collect calls.

NOT COVERED — The correction of assembly errors, adjustments, calibration, and damage due to misuse, abuse. or negligence are
not covered by the warranty. Use of corrosive solder and/or the unauthorized modification of the product or of any furnished componen.
will void this warranty in its entirety. This warranty does not include reimb ment far i ience. loss of use, customar assembly,
set-up time. or unauthorized service.

This warranty covers only Heath products and is not extended to other equipment or components that a customer uses in conjunction with
our products.

SUCH REPAIR AND REPLACEMENT SHALL BE THE SOLE REMEDY OF THE CUSTOMER AND THERE SHALL BE NO LIABILITY
ON THE PART OF HEATH FOR ANY SPECIAL, INDIRECT, INCIDENTAL OR CONSEQUENTIAL DAMAGES, INCLUDING BUT NOT
LIMITED TO ANY LOSS OF BUSINESS OR PROFITS, WHETHER OR NOT FORSEEABLE.

Some states do not aliow the exclusion or limitation of incidental or consequential damages. so the above limitation or exclusion may not
apply to you.
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Owner’s Responsibility
EFFECTIVE WARRANTY DATE — Warranty begins on the date of first consumer purchase. You must supply a copy of your proof of
purchase when you request warranty sefvice or parts.
ASSEMBLY — Before seeking warranty service, you should complete the assembly by caretully following the manual instructions.
Heathkit service agencies cannot complete assembly and adjustments that are customer’s respansibility.
ACCESSORY EQUIPMENT — Performance malfunctions involving other non-Heath accessory equipment. (antennas, audio compo-
nents, computer peripherals and software, etc.) are not covered by this warranty and are the owner’s responsibility.

SHIPPING UNITS — Foliow the packing instructions published in the assembly manuals. Damage due to inadequate packing cannot be
repaired under warranty.

I you are not satisfiad with our service (warranty or otherwise) or our products. write directly to our Director of
Customer Service, Heath Company. Benton Harbor M| 49022. He will make certain your problems receive
immediate, personal attention.
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INTRODUCTION

The Heathkit Time-Voltage Module, Model I0A-
4200 is a versatile accessory for any Heathkit Oscil-
loscope designed for its addition. It provides the fol-
lowing functions:

® It measures oscilloscope waveform time inter-
vals from 1.0 seconds to less than 20 ns in 18
ranges with a typical accuracy of 2%.

® It measures oscilloscope waveform frequencies
from 1 Hz to 19.99 MHz in 18 ranges with a
typical accuracy of 3%.

e It measures DC voltages directly at the Y1 or
Y2 BNC input from +0.1 mV to £199.9 V in
three ranges with an accuracy of 0.75%".

e It measures DC voltages using separate, isolated

inputs from =1 mV to +£1000 V in four ranges
with an accuracy of 0.25%".

* Laboratory Standards Calibration

For the Time (T) and Frequency (F) functions, you
make measurements on the A Timebase range when
you select the A-B (horizontal) sweep mode and po-
sition “cursors” on the waveform, using the Delay
Time Position (DTP) control on the Oscilloscope and
the A Delay control on the Module. Automatic place-
ment of the decimal point and “s,” “ms,” or “us”
indicators (for T) or “Hz,” “kHz,” or “MHz"” indi-
cators (for F), provides a direct-reading display. For
each range, the measurement circuitry auto-ranges
by a factor of 10 to provide an additional lower (for
T) or higher (for F) range.

The DTP control positions both the reference and
measurement cursors in tandem; the A Delay control
positions only the measurement cursor. If you press
the side-accessed Tracking switch, the DTP and A
Delay controls position the cursors separately.
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On the VDC (internal) function, a +1.999 V mea-
surement range is provided on the 2 mV to 50 mV
Volts/Div positions; a +19.99 V measurement range
is provided on the 100 mV to 500 mV Volts/Div posi-
tions; and a +199.9 V measurement range is pro-
vided on the 1V to 10V Volts/Div positions for inputs
at the BNC input of either channel. In addition, each
of the ranges auto-range by a factor of 10 to provide
a higher resolution range. When you use a X10
probe, each range is extended by a factor of 10 (to
the probe voltage limit). The decimal is automati-
cally positioned for each range and, when the X10
probe is used, the decimal is shifted according to
the setting of the Probe switch. An indicator, X1 or
X10, shows if the display is for direct reading or
for a X10 probe input. You can display the Y1 and
Y2 inputs separately by setting the Chan switch, and
an indicator (Y1 or Y2) lights up to identify which
input voltage is being displayed.

Using the EXT VDC function, the side-accessed
banana jacks allow fully floating (from earth ground)
DC voltage measurements with auto-ranging 2 V,
20 V, 200 V, or 2000 V (limited to 1000 V) ranges.
Input resistance is 10 Megohms on all ranges, and
each can withstand 1000 volts without damage.

Measurements are shown on a 3-1/2 digit, .43", high-
brightness LED (light-emitting diode) display with
an automatic “-” (and implied “+ ") polarity indica-
tion. You can turn off the entire display using the
Module Off switch when you wish to use only the
oscilloscope.

* Metal oxide semiconductor/large-scale integration.

All of the dual-slope, analog-to-digital conversion
circuitry, which provides extremely stable and accu-
rate performance, is contained in one MOS/LSI* in-
tegrated circuit.

A precision time interval generator is required to
calibrate the T and F functions. You can calibrate
the VDC functions using Laboratory Standards or
built-in references.

This compact and attractive instrument is housed
in a low-profile cabinet to provide a minimum of
added height to your oscilloscope. This Module is
versatile, accurate, and easy to use, and is sure to
be a very useful addition to your laboratory or shop
oscilloscope.

IMPORTANT: After you assemble your Module, it
will be necessary for you to make resistance checks
and DC voltage measurements. For this, you must
use an analog ochmmeter (VOM or VTVM), with a
1.5-volt test voltage and having a center-scale
number greater than 5, but less than 50. The DC volt-
meter you will need should also be an analog type.
You may use a digital voltmeter, but the readings
may be jittery for certain measurements. The voltme-
ter should have a 10-Megohm or higher input impe-
dance and must have a floating (isolated from earth
ground) measuring circuit. To properly calibrate
your Module, you will need a calibrator capable of
producing pulses having intervals of 1 ms, 100 ps,
and 1 ps (repetition rates of 1000 Hz, 10 kHz, and
1 MHz) with an accuracy of +0.1%.
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ASSEMBLY NOTES

TOOLS

You will need these tools to assemble your kit.

y

PLIERS

NUT STARTER L&) BRAID*
(May Be Supplied S DRIVERS
With Kit)
ASSEMBLY
1. Follow the instructions carefully. Read the en-
tire step before you perform each operation.
2. The illustrations in the Manual are called Pic-

LONG-NOSE DIAGONAL WIRE
PLIERS CUTTERS

BULB*

DESOLDERING

*To Remove Solder From Circuit Connections.

torials and Details. Pictorials show the overall
operation for a group of assembly steps; Details
generally illustrate a single step. When you are
directed to refer to a certain Pictorial “for the
following steps,” continue using that Pictorial
until you are referred to another Pictorial for
another group of steps.

| OTHER HELPFUL
! TOOLS

1/8" & 1/4"-BLADE PHILLIPS
SCREWDRIVERS SCREWDRIVER

PENCIL
SOLDERING IRON
(2210 25 WATTS)

Most kits use a separate “Illustration Booklet”
that contains illustrations (Pictorials, Details,
etc.) that are too large for the Assembly Manual.
Keep the “Illustration Booklet” with the As-
sembly Manual. The illustrations in it are ar-
ranged in Pictorial number sequence.

Position all parts as shown in the Pictorials.

Solaer a part or a group of parts only when
you are instructed to do so.
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6. Each circuit part in an electronic kit has its own
component number (R2, C4, etc.). Use these
numbers when you want to identify the same
part in the various sections of the Manual.
These numbers, which are especially useful if
a part has to be replaced, appear:

— In the Parts List,

— At the beginning of each step where a com-
ponent is installed,

— In some illustrations,
— In the Schematic,

— In the sections at the rear of the Manual.

7. When you are instructed to cut something to
a particular length, use the scales (rulers) pro-
vided at the bottom of the Manual pages.

SAFETY WARNING: Avoid eye injury when
you cut off excessive lead lengths. Hold the
leads so they cannot fly toward your eyes.

SOLDERING

Soldering is one of the most important operations
you will perform while assembling your kit. A good
solder connection will form an electrical connection
between two parts, such as a component lead and
a circuit board foil. A bad solder connection could
prevent an otherwise well-assembled kit from
operating properly.

It is easy to make a good solder connection if you
follow a few simple rules:

1. Use the right type of soldering iron. A 22 to
25-watt pencil soldering iron with a 1/8" or
3/16" chisel or pyramid tip works best.

2. Keep the soldering iron tip clean. Wipe it often
on a wet sponge or cloth; then apply solder
to the tip to give the entire tip a wet look. This
process is called tinning, and it will protect the
tip and enable you to make good connections.
When solder tends to “ball” or does not stick
to the tip, the tip needs to be cleaned and retin-
ned.

NOTE: Always use rosin core, radio-type solder
(60:40 tin-lead content) for all of the soldering in
this kit. This is the type we have supplied with the
parts. The Warranty will be void and we will not
service any kit in which acid core solder or paste
has been used.

3 The main circuit board in this kit has foil on
both sides. Note that the “component” (or let-
tered) side of the main circuit board has the
outline of each component screened on it. All
components will be mounted on this side of
the circuit board and soldered to the other
side. Do NOT solder on the component side
of the circuit board unless you are instructed
to do so.

4.  Due to the nature of the foil pattern on the
main circuit board, solder may be drawn
through a circuit board hole from the foil side
to the lettered side. This is normal, as many
of the holes are “plated through” to connect
the foils on both sides of the circuit board to-
gether. However, do not allow solder to flow
into adjacent unused holes when you solder
components to the foil.
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PARTS
x OR —C=o——
Resistors are identified in Parts Lists and steps by 1/4-WATT
their resistance value in Q) (ohms), k) (kilohms), or — . OR
MQ (megohms). They are usually identified by a color 1/2-WATT C=
code and four or five color bands, where each color
represents a number. These colors (except for the last
band, which indicates a resistor’s “‘tolerance’’) will be 1-WATT 2-WATT
given in the steps in their proper order. Therefore, the Multiplier

Tolerance
/

following color code is given for information only. st R

NOTE: Occasionally, a ‘precision’ or “power"’ resis-

tor may have the value stamped on it. S-BAND RESISTORS

o,
(£1%) * Note Wide
Space

4-BAND RESISTORS

+10%
( +5%, ) BANDS: 1 2
Multiplier

Band 1 Band 2 Band 3 (if used) n—_ Resistance

1st Digit 2nd Digit 3rd Digit e Tolerance
Color Digit Color Digit Color Digit Color Multiplier | jColor Tolerance}
Black 0 Black 0 Black 0 Black 1 Silver + 10%
Brown 1 Brown 1 Brown 1 Brown 10 Gold + 5%
Red 2 Red 2 Red 2 Red 100 Red + 2%
Orange 3 Orange 3 Orange 3 Orange 1,000 Brown + 1%
Yellow 4 Yellow 4 Yellow 4 Yellow 10,000 Green + 5%
Green 5 Green 5 Green 5 Green 100,000 Blue +.25%
Blue 6 Blue 6 Blue 6 Blue 1,000,000 Violet + 1%
Violet 7 Violet 7 Violet 7 Silver 0.01 Gray +.05%
Gray 8 Gray 8 Gray 8 Gold 0.1
White 9 White 9 White 9

e g i e TR SR e 1

Capacitors will be called out by their capacitance = EXAMPLES:

value in uF (microfarads) or pF (picofarads)and type:
ceramic, Mylar*, electrolytic, etc. Some capacitors
may have their value printed in the following man-

151K = 15 X 10 = 150 pF
759 = 75 X0.1 = 7.5 pF

ner:
NOTE: The letter “R"” may be used at times tosignify a

First digit of decimal point: as in: 2R2 = 2.2 (pF or uF).

capacitor's value: 1 151K
Second digit of MULTIPLIER TOLERANCE OF CAPACITOR

capacitor's value: 5 FORTHE | MULTIPLY || 10pFOR | | erren OVER
Multiplier: Multiply the NUMBER: BY: LESS 10 pF
first & second digits by 0 1 +0.1 pF B
the proper value from the 1 10 +0.25 pF c
Multiplier Chart. 2 100 ~0.5 pF D

& =1
To find the tolerance of : ";'g ;;E :: ; = 2::
the capacitor, look up - 700,000 m To%
this letter in the Tolerance 3 5%
SO 8 0.01 K =10%
9 0.1 M +20%

*DuPont Registered Trademark
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CIRCUIT BOARD HANDLING PROCEDURE

Yr must follow the procedure outlined below

#never vou handle the main circuit board. If you
uu not follow these instructions, the high impedance
areas of the circuit board may be contaminated by
salt and oil from your skin. When these areas be-
come contaminated, your completed Module may
not meet its specifications when you operate it in
certain environments (high humidity conditions,
etc.).

1. Wash your hands with soap and water before
you handle the main circuit board. Handle
this circuit board only by its edges.

2, Avoid any excessive accumulation of rosin

build-up whenever you solder a connection
on this board.

NOTE: The “In Case of Difficulty” section will allow
you to determine if the main circuit board has be-
come contaminated. If necessary, you will be in-
structed how to clean the board.
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PARTS LIST

Unpack the kit and check each part against the fol-
lowing list. Any part that is packed in an individual
envelope with the part number on it should be
placed back in the envelope after you identify it
until the part is called for in a step. Do not remove
any component that is supplied on a tape until you
are directed to use it in a step. Do not throw away
any packing materials until you have accounted for
all of the parts.

To order a replacement part: Always include the
PART NUMBER. Use the Parts Order Form fur-
nished with this kit. If one is not available, see “Re-
placement Parts” inside the rear cover of the Man-
ual. Your Warranty is located inside the front cover.
For prices, refer to the separate “Heath Parts Price
List.”

TAPED COMPONENTS

Refer directly to the enclosed “Taped
Component Chart.” Follow the instructions
at the top of that chart to check the follow-

ing components.
HEATH  QTY. DESCRIPTION CIRCUIT
Part No. Comp. No.
RESISTORS

NOTE: The following resistors are rated at 1/4-watt and have
a tolerance of 5% unless otherwise stated. A 5% tolerance
is indicated by a fourth color band of gold. 1% is indicated
by a brown fifth color band. All 1% resistors are 100 PPM/°C.

6-220-12
6-1000-12
6-271-12

6-391-12

6-7870-12

2
3

5

22 () (red-red-blk)

100 2, 1% (brn-blk-blk-blk)

270 © (red-viol-bm)

390 (2 (org-wht-brn)

787 , 1% (viol-gry-
viol-blk)

R1009, R1018
R1072, R1101,
R1122
R1127, R1131,
R1132, R1133,
R1134
R1001, R1002,
R1003, R1008,
R1042, R1043,
R1135, R1136,
R1157
R1124

HEATH QTY. DESCRIPTION CIRCUIT
Part No. COﬂN—O
Resistors (Cont’d)
6-102-12 6 1000 {2 (brn-blk-red) R1004, R1005,
R1006, R1007,
R1103, R1158
6-1131-12 2 11300, 1% (brn-brn- R1061,R1118
org-brn)
6-1471-12 2 14701, 1% (bm-yel- R1059, R1117
viol-brn)
6-2051-12 1 20500, 1% (red-blk- R1015
grn-brn)
6-472-12 3 4700 Q1 (yel-viol-red) R1013,R1114,
R1141
6-6191-12 1 61904, 1% (blu-brn- R1024
wht-brn)
6-6981-12 1 6980 (1, 1% (blu-wht- R1121
gry-brn)
6-7871-12 1 78709, 1% (viol-gry- R1065

viol-brn)
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HEATH QTY. DESCRIPTION CIRCUIT HEATH QTY. DESCRIPTION CIRCUIT
Part No. Comp. No. Part No. Comp. No.
Resistors (Cont’'d) DIODES
6-1002-12 8 10k, 1% (brn-bik- R1011, R1019,
blk-red) R1021, R1026, =0 i gzx' glx‘
R1027, A10st, D1007, D1101,
FI0SS D108 D1102, D1103,
6-123-12 4 12kf (bm-red-org) g:?g?;' 21(1}83:. D1104
! 56-89 GD510 D1004, D1005
6-223-12 17 22 k1) (red-red-org) R1014, R1022, '
R1023, R1041, 57-65 1N4002 D1105-D1109
R1058, R10686,
R1069, R1078,
R1079, R1102,
R1104, R1105,
R1107, R1113,
R1143, R1148,
R1153
6-4992-12 1 49.9k0, 1% (yel-wht- R1012
wht-red)
6-9002-12 2 90k, 1% (whi-blk- R1049, R1056
bik-red)
6-1133-12 1 113k, 1% (brm-bm- R1111
org-org)
6-224-12 3 220k} (red-red-yel) R1112, R1142,
R1144
6-474-12 8 470k (yel-viol-yel) R1045, R1052,
R1106, R1108,
R1126, R1149,
R1151, R1152
6-225-12 2 2.2 Mo (red-red-grn) R10486, R1053
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NON-TAPED COMPONENTS

The following components are not taped
on strips. The key numbers correspond to
the numbers on the “Parts Pictorial” (lllus-
tration Booklet, Page 1).

KEY HEATH  QTY. DESCRIPTION
No. PartNo.
OTHER RESISTORS

CIRCUIT
Comp. No.

NOTE: The following resistors are 1/2-watt precision resis-
tors with a 0.1% tolerance, unless otherwise noted.

A1 2379
A1 2-380

Al 2-381

A2 6-104-12

A3 1-139
Resistor Packs
A4 9-140

A4 9141

A4 9142

A4 9-143

A4 9-144

A5 994
CONTROLS

A6 10-1138

A7  10-1213

A8  10-1198

3

1
1
26

- N

2500 () (2.5K or 2501B)

5000 1 (5K or 5001B)
22.9 k{1 (2292B)

100 ki) Va-watt, 5%
(brn-blk-yel)
(packaged separately)

100 M(}, 20%
(brn-blk-viol)

390 (1 (391) resistor
pack
1000 2 (102) resistor

pack
12 k(2 (123) resistor
pack
22 kf) (223) resistor

pack
47 k(1 (473) resistor

pack
9 M(1 resistor pack
10k02

1 M (1 MEG)
20 kil

R1038, R1039,
R1074

R1037

R1071

R1016, R1017,
R1033, R1034,
R1044, R1051,
R1057, R1067,
R1068, R1075,
R1076, R1077,
R1081, R1082,
R1084, R1086,
R1087, R1125,
R1128, R1138,
R1145,R1147,
R1148, R1154,
R1155, R1156
R1025

RP1107, RP1108,
RP1109
RP1004, RP1005,
RP1006
RP1103, RP1104

RP1001, RP1003

RP1002, RP1102,
RP1105, RP1106
RP1101

R1035, R1048,
R1055, R1062,
R1063, R1064,
R1073, R1119,
R1123

R1047, R1054
R1028

KEY HEATH QTY. DESCRIPTION
No. PartNo.

CAPACITORS

Mica

B1  20-148 1 100pF

B1  20-177 1 125pF
Ceramic

B2 21-75 3 100 pF (100K)
B3 21-761 42 .01 pF (103) glass

(packaged separately)

CIRCUIT
Comp. No.

C1103
C1004

C1001, C1006,
C1011

C1002, C1003,
C1007,C1015,
C1017,Ci029,
C1032, C1034,
C1036, C1038,
C1039, C1043,
C1045, C1046,
C1049, C1051,
C1052, C1053,
C1056, C1057,
C1058, C1059,
C1061, C1062,
C1063, C1064,
C1108,C1112,
C1129, C1131,
C1132,C1133,
C1134,C1135,
C1136,C1137,
C1138,C1139,
C1141,C1142,
C1143,C1144
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KEY HEATH QTY. DESCRIPTION

No. PartNo.
Electrolytic
B4  25-925 20 4.7pF
B4 25915 5 47uF
BS 25-875 2 1000 uF
Other Capacitors
B6 27-192 4 027 uF (273K) Mylar
B6 27-193 6 .047 uF (473K) Mylar
B6 27-211 4 22 uF (224K) Mylar
B6 27-194 2 .47 pF (474K) Mylar
SWITCHES-RELAY
C1  64-922 1 2-section pushbutton switch
C2 64-923 1 6-section pushbutton switch
C3 69-86 2 S5-voltrelay
INSULATORS-GASKET-TAPE
D1 70-10 1 Black plug insulator
D1 70-11 1 Red plug insulator
D2 73-21 1 Alligator clip insulator
D3 73-133 1 Nylon gasket

74-4 1 Plastic tape
75-179 1 5" x 8" paper insulator

METAL PARTS
E1  90-1288-1 1 Cabinettop
E2 200-1427-1 1 Chassis
E3 204-2633 2 Display bracket
E4 204-2655 1 Right support bracket
E5 204-2656 1  Left support bracket
E6 204-2657-1 1 Connector bracket
E7 204-2658-1 1 Spacer bracket
E8  206-1465 2 Foil shield

CIRCUIT
Comp. No.

C1028, C1033,
C1035, C1037,
C1044, C1047,
C1048, C1054,
C1055, C1101,
C1107,C1109,
C1111,C1113,
C1114,C1115,
C1117,C1126,
C1127,C1128
C1031,C1118,
C1123,C1124,
C1125

Ci1121,C1122

C1018,C1019,
C1022,C1023
C1005, C1009,
C1021, C1024,
C1025,C1102
C1008, C1014,
C1016, C1106
C1104,C1105

SW1006,
SW1007
SW1001 -
SW1005,
SW1101
RY1101,
RY1102

KEY HEATH QTY. DESCRIPTION
No. PartNo.

PLASTIC PARTS

F1 210-134 1 Front panel

F2 446-737 1 Window

F3  462-1097 2 Rectangular knob
F4 462-1109 1 Round knob
HARDWARE

NOTE: Hardware packets are marked to show the size of
the hardware they contain (HDW #4, or, HDW #6 & #8,
etc). You may have to open more than one packet — in
this pack — to locate all the hardware of any one size (#6,

for example).
#4 Hardware
G1  250-1445 2 4-40 x 3/16" screw
G2 250-1469 10 4-40 x 5/16" screw
G3 250-1413 5 4-40 x 1/2" screw
G4 252-15 3 4-40nut
G5 252-731 7 4-40 brass insert
G6 2549 15 #4 lockwasher
#6 Hardware
H1  250-1282 1 6-32 x 1/8" setscrew
H2  250-1325 13 6-32 x 1/4" screw
H3 252-3 7 6-32nut
H4  254-1 7  #6 lockwasher
Other Hardware
J 2527 1 Control nut
J2  253-80 4  Flatwasher
J3  254-4 1 Large control lockwasher
J4  254-15 2 Banana jack lockwasher
WIRE-CABLE-SLEEVING
J5 134-1112 2 22 conductor interconnect
assembly
340-3 2" Bare wire
341-1 36" Large black wire
341-2 36" Large red wire
343-15 50" Shielded cable
346-21 3" White sleeving
346-60 1-1/2" Clear tubing
347-66 40" 25-conductor flat cable
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KEY HEATH QTY. DESCRIPTION CIRCUIT KEY HEATH QTY. DESCRIPTION CIRCUIT
No. PartNo. Comp. No. No. PartNo. Comp. No.
LEDs-TRANSISTORS Integrated Circuits (Cont’d)
K1  411-855 1 5-segment LED (light- V1205 K4  442-665 1 79L0S uUii126
emitting diode) K5 442-54 1 wA7805 Ui125
K2  411-853 4 7-segment LED V1201, V1202, K6  442-99 8 CD4016 U1006, U1007,
V1203, V1204 uU1014, U1016,
K3  412-654 10 RedLED V1206-V1216 U1017, U1102,
) U1105, U1122
NOTE: Transistors may be marked for identification in any K6  442-639 2 MLM308A U1003, U1005,
one of the following four ways: K6 442-648 1 LM310 U1008
K6  442-679 2 TLO61CP uU1011, U1012
1. Pamoumber K6  442-707 4 LF353(TLO72) U1004, U1009,
2. Type number. u1015, U1101
3. Part number and type number. K6 442724 1 7107 u1103 g
4. Part number with a type number other than the K6  443-808 11/..4N28 3::32 Ul:g;
ongiNad U1111,U1113-
K4 417-864 14 MPSA05 Q1001-Q1008 ui
Q1108 Q1108 | K& 443-829 1 74LS76 u1002
01113'01115’ K6  443-887 3 4023 ui121, U1123,
Qi1116,Q1117 ROM 31:)3:
K&  417-865 10 MPSAS5 Q1012,Q1013, | K& 444-194 1 Cap/Gain
Q1102 Q1103 K6  444-195 1 Volts ROM u1119
Q1104 Q1105 | K6  444-196 1 T/FROM Uitz
Qi1107.Q1111. | K7 442680 1 ICLB069 u1013
Q1112,Q1114
K4  417-881 3 MPSA13 aioii,q1101, | PINS-SOCKETS-CONNECTORS
Q1106
L e ¥ NESAS0 Qroce L1 432120 3 Female terminal (1 extra)
L2  432-121 5 PCBpin (1 extra)
INTEGRATED CIRCUITS L3  432-134 15 Wire socket (1 extra)
L4  432-818 3 4-hole socket
NOTES: L5  432-854 11 Male pin (1 extra)
1. Integrated circuits may be marked for identifica- L6  432-866 17 Small spring connector
tion in any one of the following four ways: (2 oxtre)
L7  432-1283 3 6-hole socket
A. Part number.
B. Type number (For integrated circuits, this
refers only to the numbers and letters IC SOCKETS-JACKS-PLUGS
shown in bold print in the Parts List. Disre-
gard any other numbers or letters on the N1 434-230 9  8-pin IC socket
1C). N1 434-253 1 40-pin IC socket
C. Partnumber and type number. N1 434-298 16  14-pin IC socket
D. Part number with a type number other than N1 434-209 3 16-pin IC socket
e oreSHoWD. N1 434-311 1 20-pin IC socket
N1 434-371 11 6-pin IC socket
2. Some ICs are packed in a special foam material :22 g; 1 gledd‘banl anﬁ@:k
to protect them from static electricity. Do not re- N3 438-47 2 Baan aii plugai
move t_hase ICs_ from their protective foam mate- N4 43855 4 Polarizing plug (1 extra)
rial until you are instructed to do so.
YA % 3 1 (INCHES) = 3 4 5
1/8  3/8 | 8/8 1/8 O - . L ) e PP A=t
T T T T T 1 1 I | 1 5 T ¥
0O % 1 (cwm) 2 a 4 8 ) 10 1" 12 13 14 18 18 17
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KEY HEATH QTY. DESCRIPTION CIRCUIT KEY HEATH QTY. DESCRIPTION
No. PartNo. Comp. No. No. PartNo.
MISCELLANEOUS TOOLS
IMPORTANT: Refer to the “Circuit Board Handling Proce- R1  490-5 1 Nutstarter
dure” on Page 8 before you handle the main circuit boarc. R2  490-14 1 .062 allen wrench
R3  490-111 1 IC lifter
85-2760-1 1 Main circuit board 490-185 1 Desoldering braid
85-2761-1 1 Display circuit board
P11 100-1807 1 DC calibration parts consisting of the PRINTED MATERIALS
following components. DO NOT remove
them f1om £ Shvesipe UN yOu ar:sy- R4  390-1861 1 Calibration-waming label
structed to do so in a step. A > 1 F label
1 19600 (bm-wht-blu-brm)  R1116 5 390-2434 rort panel |
resistor R6 1 Biue and white label
1 10.7 ki (br-blk-viol-red) R1115 597-260 1 Parts Order Form
resistor 1 Taped Component Chart
1 1.2-voltIC U1104 1. | iAgoambly Manudl (See
p2 21594 1 Heatsink title page for part number.)
P3 235-229 4 RF choke L1001-L1004
P4 2601 1 Alligator clip
P5  439-7 1 Red probe
P6 4399 1 Probe collar
Solder
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STEP-BY-STEP ASSEMBLY

Make sure you have read the “Circuit
Board Handling Procedure” on Page
8 before you start to assemble the
main circuit board.

In the following steps, you will be
given detailed instructions on how to
install and solder the first part on the
circuit board. Read and perform each
step carefully. Then use the same pro-
cedure whenever you install parts on
a circuit board.

NOTE: When you install a compo-
nent that has its value printed on it,
position the value marking up, so it
can be easily read. Install diodes with
their type or part number up, if possi-
ble.

() Position the main circuit board
as shown with the lettered side
up. The identification drawing
at the top of the page shows you
the area of the circuit board you
will be working in.

MAIN CIRCUIT BOARD

The steps performed in this Pictorial are

in this area of the circuit board.

AW\

IDENTIFICATION
DRAWING

PART
NUMBER

L

E

= .

o[ T

Q
+ ®I
(e

CONTINUE - I

() Hold a .01 wF (103) glass
capacitor by the body and bend
the leads straight down to fit the
hole spacing on the circuit
board.

PUSH DOWN

NOTE: Add 1000 to all component
numbers screened on the circuit

board.

() C1034: Push the capacitor leads
through the holes at the indi-
cated location on the circuit
board. The capacitor may be
positioned either way.

() Press the capacitor against the
circuit board. Then bend the
leads outward slightly to hold
the capacitor in place.

Proceed to the next page.
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START & |

IDENTIFICATION

( ) Turn the circuit board over and
solder the capacitor leads to the
circuit board as follows:

1. Push the soldering iron tip
against both the lead and the
circuit board foil. Heat both
for two or three seconds.

SOLDERING
IRON

COMPONENT

-

CIRCUIT BOARD

2. Then apply solder to the
other side of the connection.
IMPORTANT: Let the
heated lead and the circuit
board foil melt the solder.

SOLDERING
IRON

3. As the solder begins to melt,
allow it to flow around the
connection. Avoid exces-
sive solder buildup on pads.
Then remove the solder and
the iron and let the connec-
tion cool.

SOLDERING

(] Cut off the excess lead lengths
close to the connection. WARN-
ING: Clip the leads so the ends
will not fly toward your eyes.

—

Check the connection. Compare
it to the illustration on Page 17.
After you have checked the sol-
der connections, proceed with
the assembly on Page 18. Use the
same soldering procedure for
each connection.

Heathkit

NUMBER
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A GOOD SOLDER CONNECTION

-

SOLDER FLOWS OUTWARD P
AND GRADUALLY BLENDS ~
WITH THE FOIL AND 7
THE LEAD

5 POSITIONED
CORRECTLY

-
o
—

I When you heat the lead and the circuit board foil at the same
| time, the solder will flow evenly onto the lead and the foil.
The solder will make a good electrical connection between |

~
LT ©
A

Lthe lead and the foil. |
POOR SOLDER CONNECTIONS

SOLDER DOES NOT FLOW A

ONTO LEAD. A DARK ROSIN . 4 “ SOLDERING
BEAD SURROUNDS AND IN- 2 e SOLDER APPEARS TO FLOW P i+
SULATES THE LEAD FROM ROSIN #5 ¢ INWARD AND SET ON TOP P POSITIONED
THE CONNECTION 47,/ » SOLDERING OF THE FOIL g INCORRECTLY

(S IRON
FOIL Al POSITIONED FOIL
N\ A INCORRECTLY

RN

When the lead is not heated sufficiently, the solder
will not flow onto the lead as shown above. To cor-
rect, reheat the connection and, if necessary, apply a
small amount of additional solder to obtain a good

When the foil is not heated sufficiently the solder will
blob on the circuit board as shown above. To correct,
reheat the connection and, if necessary, apply a small
amount of additional solder to obtain a good connec-

L i kit

connection. tion.
L

S S S S S G S S S S S S S S S S S S SIS S S S - S S — — —

SOLDER BRIDGES

-

A solder bridge between two adjacent foils is shown
in photograph A. Photograph B shows how the con-
nection should appear. A solder bridge may occur if
you accidentally touch an adjacent previously sol-
dered connection, if you use too much solder, or if
you ‘“drag’ the soldering iron across other foils as you
remove it from the connection. A good rule to follow
is: always take a good look at the foil area around each
lead before you solder it. Then, when you solder the
connection, make sure the solder remains in this area
and does not bridge to another foil. This is especially
important when the foils are small and close together.
NOTE: It is alright for solder to bridge two connec-
tions on the same foil.

SOLDER
BRIDGE

Use only enough solder to make a good connection,

and lift the soldering iron straight up from the circuit B
board. If a solder bridge should develop, turn the

circuit board foil-side-down and heat the solder be-

tween connections. The excess solder will run onto

the tip of the soldering iron, and this will remove the

solder bridge. NOTE: The foil side of most circuit

boards has a coating on it called “‘solder resist.”” This

is a protective insulation to help prevent solder

bridges.




Page 18

Heathkit

The steps performed in this Pictorial are
in this area of the circuit board.

( } Make sure vyou installed
capacitor C1034 in Pictorial 1-1
on Page 15.

{ ) C1036:.01 pF (103) glass.

) C1058:.01 wF (103) glass.

NN

PART
NUMBER

IDENTIFICATION
DRAWING

() C1062: .01 uF (103) glass.

() R1021: 10 kf2, 1% (brn-blk-blk-
red).

(1) C1061:.01 uF (103) glass.

(. ) C1051:.01 pF (103) glass.
|

(+) R1013: 4700 Q (vel-viol-red).

() R1015: 2050 2, 1% (red-blk-grn-
brn).

b/ 77

( - ) R1022: 22 kf) (red-red-org).

conTinue O I

(') C1032:.01 uF (103) glass.

(-.) C1059:.01 pF (103) glass.

C1057: .01 pF (103) glass.

R1011: 10 k2, 1% (brn-blk-blk-
red).

(/) R1012: 49.9 k), 1% (yel-wht-
* | wht-red).

R1049: 90 k2, 1% (wht-blk-blk-
red).

) R1056: 90 kQ, 1% (wht-blk-blk-

{ ) R1032: 10 k2, 1% (brn-blk-blk-
red).

\

() Solder the leads to the foil and
cut off the excess lead lengths.

PICTORIAL 1-2

red).

R1019: 10 k€2, 1% (brn-blk-blk-
red).

R1014: 22 k(2 (red-red-org).

(+.) C1049:.01 uF (103) glass.

() R1023: 22 k2 (red-red-org).

(%) R1031: 10 k@2, 1% (brn-blk-blk-
\  red).

{ ) Solder the leads to the foil and
cut off the excess lead lengths.
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The steps performed in this Pictorial
are in this area of the circuit board.

__

IDENTIFICATION

e

( ") R1046: 2.2 M{} (red-red-grn).

{ ') C1056: .01 uF (103) glass.

() R1053: 2.2 M() (red-red-grn).

(+ ) R1045: 470 ki (yel-viol-yel).

(. ) R1044: 100 k€ (brn-blk-yel).

() C1007:.01 pF (103) glass.

() R1017: 100 k2 (brn-blk-yel).

(v ) R1025: 100 MQ, 1/2-watt (brn-
blk-viol).

( V) R1027: 10 k), 1% (brn-blk-blk-
' red).

(+) R1026: 10 kf2, 1% (brn-blk-blk-
red).

(* ) R1024: 6190 {1, 1% (blu-brn-wht-
brn).

(+ ) Solder the leads to the foil and
cut off the excess lead lengths.

( ) R1058: 22 kf) (red-red-org).

{1 )/C1029: .01 uF (103) glass.

=
(") R1069: 22 k{} (red-red-org).

(.. ) /R1081: 100 ki} (brn-blk-yel).

(/) C1046:.01 pwF (103) glass.

() R1087: 100 k€2 (brn-blk-yel).

( ) R4051:100 k(2 (brn-blk-yel).

() R1052: 470 kfl (yel-viol-yel).

() R1018: 22 () (red-red-blk).

(- ) R1033: 100 k} (brn-blk-yel).

(- ) R1034: 100 k{2 (brn-blk-yel).

) Solder the leads to the foil and
cut off the excess lead lengths.

(/) ©1052:.01 uF (103) glass.

(1) R1072: 100 Q, 1% (brn-blk-blk-
blk).

(A 'R1078: 22 k) (red-red-org).

() R1079: 22 k) (red-red-org).

(O "'R}o'z?: 100 k€2 (brn-blk-yel).

() R1076: 100 k) (brn-blk-yel).

(1) R1075: 100 k2 (brn-blk-yel).

( *) R1086: 100 kf} (brn-blk-yel).

() R1057: 100 k2 (brn-blk-yel).

(1) R1101: 100 ©, 1% (brn-blk-blk-
bIK).

(y }' C1133:.01 wF (103) glass.

{ ) Solder the leads to the foil and
cut off the excess lead lengths.

PICTORIAL 1-3

(') Solder the leads to the foil and
cut off the excess lead lengths.
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(%) C1038:.01 uF (103) glass.

( ) C1039: .01 pF (103) glass. Be
sure to use the correctly-spaced
holes.

( ') R1082: 100 k} (brn-blk-yel).

() R1084: 100 k2 (brn-blk-yel).

[; ) R1016: 100 k2 (brn-blk-yel).

() R1036: 10 k2, 1% (brn-blk-blk-
red).

( { ) C1053: .01 pF (103) glass.

(¥) R1065: 7870 0, 1% (viol-gry-
viol-brn).

(*/) R1061: 1130 £, 1% (brn-brn-org-
‘  brn).

() R1059: 1470 €2, 1% (brn-yel-viol-
brn).

(*) R1068: 100 k2 (brn-blk-yel).

(') C1064:.01 uF (103) glass.

( ) Solder the leads to the foil and
cut off the excess lead lengths.

The steps performed in this Pictorial are
in this area of the circuit board.

oL paxr

NUMBER

IDENTIFICATION CONTIN UE O .

RRAWNG (] R1008: 390 Q (org-wht-brn).

(') R1083: 12 kf} (brn-red-org).

(~/) R1085: 12 kil (brn-red-org).

() R1005: 1000 £} (brn-blk-red).

() R1004: 1000 ) (brn-blk-red).

(. |) R1042: 390 Q2 (org-wht-brn).

f

(.} R1043: 390 2 (org-wht-brn).

( -) R1067: 100 k{2 (brn-blk-yel).

(* ) C1063:.01 uF (103) glass.

( ~) R1003: 390 2 (org-wht-brn).

() R1156: 100 k2 (brn-blk-yel).

(1) Solder the leads to the foil and
cut off the excess lead lengths.

PICTORIAL 1-4
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START @

(') R1009: 22 Q (red-red-blk).

() R1002: 390 ) (org-wht-brn).

(Y JRmm: 390 Q) (org-wht-brn).

(\,) R1007: 1000 £ (brn-blk-red).

(~') C1003:.01 wF (103) glass.

(') C1002:.01 pF (103) glass.

(+ ) C1017:.01 pF (103) glass.

(. ) C1043:.01 wF (103) glass.
Z

()] R1041: 22 k() (red-red-org).

( ) R1006: 1000 2 (brn-blk-red).

(/) C1015:.01 puF (103) glass.

= 4

(| ) C1045: .01 uF (103) glass.

(/) R1066: 22 k) (red-red-org).

() Solder-the leads to the foil and
cut off the excess lead lengths.

X

\

The steps performed in this Pictorial are
in this area of the circuit board.

o

PART
7 NUMBER
IDENTIFICATION
DRAWING
W}woowoooo -
N -
-
-

PICTORIAL 1-5
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(./) C1131

| START @

IDENTIFICATION
DRAWING

-1
PART

NUMBER

The steps performed in this Pictorial are
in this area of the circuit board.

(

~J) C1129

CONTINUE o N

:.01 uF (103) glass.

(

.01 wF (103) glass.

/) R1155: 100 k{2 (brn-blk-yel).

(

(/) R1106

470 k{2 (vel-viol-yel).

j R1103

11000 (2 (brn-blk-red).

(")) R1108:

470 kf} (yel-viol-yel).

] R1104:

22 k1) (red-red-org).

(1) R1126:

470 ki (yel-viol-yel).

—

R1102:

22 k{2 (red-red-org).

(/) C1132:

.01 pF (103) glass.

pa—

R1107:

22 k) (red-red-org).

(V) R1131:

270 (1 (red-viol-brn).

R1105

: 22 k) (red-red-org).

(") R1134:

270 {2 (red-viol-brn).

R1113:

22 k) (red-red-org).

R1112:

220 k() (red-red-yel).

() R1133:

270 () (red-viol-brn).

~J) C1108:

.01 pF (103) glass.

(. )/R1127:

270 () (red-viol-brn).

(/) R1128:

100 k(2 (brn-blk-yel).

org).

R1111:

113 k{2, 1% (brn-brn-org-

(v ) R1135:

390 () (org-wht-brn).

cut off

Solder the leads to the foil and

the excess lead lengths.

(" ) R1136:

390 (1 (org-wht-brn).

(+) R1132:

270 () (red-viol-brn).

(/) Solder the leads to the foil and
cut off the excess lead lengths.

PICTORIAL 1-6
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IDENTIFICATION
DRAWING

7
The steps performed in this Pictorial /

are in this area of the circuit board.

(1) R1139: 100k (brn-blk-yel).

. == 0

5 D)
(}) R1154: 100 k0 (brn-blkyel) 72 ICONTINUE < IS
i T - = '

{ ) R1125:100 k€ (brn-blk-yel).

(") R1151: 470 kf} (yel-viol-yel).

{ ) R1121:6980 {1, 1% (blu-wht-gry-

( ) C1135:.01 uF (103) glass. brn).

(/) C1136:.01 uF (103) glass. () R1118: 1130 £, 1% (brn-brn-org-

brn).

() C1137:.01 puF (103) glass.

(1) R1143: 22 k(] (red-red-org).

(1) R1124: 787 0, 1% (viol-gry-viol-
blk).

( ) R1141:4700 0 (yel-viol-red).

() Solder the leads to the foil and
cut off the excess lead lengths.

brn).

%\[
AW\O\ () R1114:4700  (vel-viol-red).
(1) R1117: 1470 1, 1% (brn-yel-viol-

() R1122: 100 Q, 1% (brn-blk-blk-
PICTORIAL 1-7 blk).

( ) Solder the leads to the foil and
cut off the excess lead lengths.
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IDENTIFICATION

DRAWING

PART

Y

The steps performed in this Pictorial are
J in this area of the circuit board.

( ) R1137:12 kf} (brn-red-org).

(/) R1138: 12 k) (brn-red-org).

(") R1145: 100 k2 (brn-blk-yel).

(- ) R1147: 100 kQ (brn-blk-yel).

]
|y ——= %\I\[ ) R1158: 1000 € (brn-blk-red).
+ + + () R1157: 390  (org-wht-brn).
O o
"\Q‘m ) () C1141:.01 uF (103) glass.
-k &)
222

( ) R1152:470 kQ (yel-viol-yel).

(~ ) C1142:.01 pF (103) glass.

(1) R1153: 22 k() (red-red-org).

() C1134:.01 pF (103) glass.

() R1144: 220 k() (red-red-yel).

{ /) R1146: 22 kf} (red-red-org).

(- ) R1149: 470 kQ2 (vel-viol-yel).

(/) C1139:.01 uF (103) glass.

() C1138:.01 pF (103) glass.

(+)) R1142:220 k{1 (red-red-yel).

(. ) C1143:.01 pF (103) glass.

(- ) R1148: 100 k{2 (brn-blk-yel).

( ) Solder the leads to the foil and

(*/) C1144: .01 pF (103) glass.

cut off the excess lead lengths.

( ') C1112:.01 pF (103) glass.

PICTORIAL 1-8

() Solder the leads to the foil and
" cut off the excess lead lengths.
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The steps performed in this Pictorial are —

in this area of the circuit board.

NOTE: When you install a diode, al-
ways match the band on the diode
with the band mark on the circuit
board. THE CIRCUIT WILL NOT
WORK IF A DIODE IS INSTALLED
BACKWARDS.

IDENTIFICATION
DRAWING

00

FE0
i

NOTE: DIODES MAY BE SUPPLIED
IN ANY OF THE FOLLOWING
SHAPES. ALWAYS POSITION THE
BANDED END AS SHOWN ON THE
CIRCUIT BOARD.

BANDED END

If your diode has a solid body, the
band is clearly defined. If your diode
has a glass body, do not mistake the
colored end inside the diode for the
banded end. Look for a band painted
on the outside of the glass.

BAND SOLID BODY

BANDED END
AL

=

-
GLASS coLORED
BAND BODY END

INSIDE

NUMBER

Install eight IN4149 diodes (#56-56)
in the following steps.

[:%ﬁ

() D1o03.
4}
) e S (+ /) D1006.
loC ]
-0
-0 (* ) D1oo1.
o "
- = (+]) Diooz2.
== 0 ,
o el B \
S ( A 007.
W= <
u S ) DAo2.
— oo
T D1101.
a el & (1)
b Wde——— (/) D1104.
& = )

4 ;
= 4 F ( ) Solder the leads to the foil and
—_— rLl cut off the excess lead lengths.

PICTORIAL 1-9
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[IDENTIFICATION
DRAWING

_

The steps performed in this Pictorial are
in this area of the circuit board.

PART
NUMBER

START @ 200000000000
- e

() D1106: 1N4002 diode (#57-65).

(v ) D1105: 1N4002 diode (#57-65).

[.4' ) D1108: 1N4002 diode (#57-65).
i

[J[‘} D1107: 1N4002 diode (#57-65).

(J )| D1005: GD510 diode (#56-89).

( 1) /D1004: GD510 diode (#56-89).

() D1108: 1N4002 diode (#57-65).

(+ ) D1103: 1N4149 diode (#56-56).

[',I ) Solder the leads to the foil and
cut off the excess lead lengths.

PICTORIAL 1-10
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IDENTIFICATION

The steps performed in this Pictorial are
in this area of the circuit board.

START @

As you install IC sockets, be very
careful that you do not bridge solder
between socket pins. (Solder bridged
between two pins that are on the
same foil is alright.) If a solder bridge
should occur, hold the circuit board
foil-side down as shown. Then hold
your soldering iron tip between the
two points where solder is bridged.
The solder will flow down the iron.
Also, you can use desoldering braid.

IC
CIRCUIT SOCKET
BOARD

L

”””'717'}:1_"17)7/'7)7}”””
g g IR

SOLDER

SOLDERING /'I BRIBGE

IRON

To install IC sockets, be sure the sock-
et pins are straight and insert the
socket pins into the holes. The index
mark on the circuit board must still
be visible after it is installed. Solder
the pins to the foil as you install each
socket. Sockets may have fewer or a
greater number of pins than shown
here.

oo

7/

s~

DRAWING
PART
NUMBER
TR U T e
® ® (7) @ 4 000000¢
@)
e F
— o [J}

() 8-pinIC socket.

(+) 8-pin IC socket.

(+ ) 8-pin IC socket.

(1 ) 8-pinIC socket.

[ 1) 8-pin IC socket.

(. ) 8-pinIC socket.

-
O () 14-pin IC socket.
2 ( ]! 14-pin IC socket
o O u O -pin z
: 9 1 E
] Lr‘ L _‘
_ A
0000000000 m i
(@) =u

o T = S S =
R s s ——— — [ —

1 .
e
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IDENTIFICATION
DRAWING

% NUMBER

The steps performed in this Pictorial are
in this area of the circuit board.

0000000000000C000000000000000

() 14-pinIC socket. (") 8-pinIC socket.

{ ) 16-pin IC socket. ( ) 14-pinIC socket.

( ) 14-pinIC socket. ( ) 14-pinIC socket.

( ) 6-pinIC socket. ( ) 6-pinIC socket.

() 6-pinIC socket. ( ) 6-pinIC socket.

( ) 8-pinIC socket. ( ) 16-pin IC socket.

( ) 8-pinIC socket. { ) 40-pinIC socket.

PICTORIAL 1-12
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(v ) 16-pin IC socket.

The steps performed in this Pictorial are
in this area of the circuit board.

Page 29

IDENTIFICATION
DRAWING

PART

% NUMBER

(<) Seven 6-pin IC sockets.

(

20-pin IC socket.

14-pin IC socket.

/1%%%

14-pin IC socket.

14-pin IC socket.

14-pin IC socket.

14-pin IC socket.

PICTORIAL 1-13
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NOTE: When vou install wire sockets

and PCB pins, push them as far as
possible into the hole. Then solder
them to the foil.

e ===

ZzZ2 & \/u
FOIL LSDLD£R>

IDENTIFICATION
DRAWING

PART

/ NUMBER
/

The steps performed in this Pictorial are
in this area of the circuit board.

(') Wire socket at CHASSIS GND.

{ ) Wire socket at A/D GND.

( *) Wire socket at TPF.

( *) Wire socket at TPE.

() Wire socket at TPD.

() PCB pin at NORM.

() PCBpinat.2V.

( ) PCBpinat2V.

( ) Wire socket at SET HV.

(") Wire socket at SET HV.

Wire socket at LO CAL.

() Wire socket at HI CAL.

NOTE: When you install controls, in-
sert the leads and position the control
against the board. Then solder the
leads to the foil and cut off the excess
lead lengths.

() R1119: 10 kf2 control.

() R1123: 10 ki control.

PICTORIAL 1-14
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The steps performed in this Pictorial are

in this area of the circuit board.

IDENTIFICATION

DRAWING

PART
NUMBER

(~ ) Wire socket at TPB.

(. ) Wire socket at TPC.

() R1048: 10 k) control.

(") R1055: 10 k2 control.

( -) Wire socket at TPA.

( (} R1035: 10 k2 control.

L

[ ./) R1073: 10 kf} control.

(") PCB pin at NORM.

4=F

@I__|L__I

o) @(:) — ©0000000000000000000000C

(") R1062: 10 k(2 control.

( ') R1063: 10 kil control.

( *) R1064: 10 k2 control.

(. ) Wire socket at LAMP TEST.

(1) Wire socket at LAMP TEST.

L

PICTORIAL 1-15
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NOTE: When you install resistor
packs, be sure to match the marked
end with the number 1 location on
the board. Solder the leads to the foil
and cut off the excess lead lengths.

( )/RP1003: 22 k) (223) resistor
pack (#9-143).

The steps performed in this Pictorial are
in this area of the circuit board.

IDENTIFICATION
DRAWING

PART
NUMBER

1 30

RRielelO=

000000000000¢C
=

NOTE: When you install the next five
resistors, position the resistor body
1/8" above the board. Place the al-
ligator clip on each lead as a heatsink
as you solder the lead to the foil.
Make sure the values face up.

ALLIGATOR
CLIP

1/8"

ey

« CIRGULT ¥y 7
BOARD

f

ri

( 1. ) R1037: 5000 {2 (5 K or 5001), 1/2-
watt resistor. L

(",) R1038: 2500 {2 (2.5 K or 2501),
!jfz-watl resistor.

( ¥) R1039: 2500  (2.5/K or 2501),
1/2-watt resistor.

( (') R1071: 22.9 k) (2292), 1/2-watt
resistor.

(\ ) R1074: 2500 © (2.5 K or 2501),
“ 1/2-watt resistor.

f
i

( {RPI‘IO&: 12 k) (123) resistor
pack (#9-142).

(* ) RP1109: 390 1 (391) resistor
pack (#9-140).

( ) RP1107: 390 1 (391) resistor
pack (#9-140).

LR

S B T L e

-:I*j1

S

o
175"\
o

PICTORIAL 1-16
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IDENTIFICATION
DRAWING

() RP1001: 22 k) (223) resistor
pack (#9-143).

{+) RP1004: 1000 ) (102) resistor
pack (#9-141).

(+) RP1002: 47 kO (473) resistor
pack (#9-144). *

(v) RP1005: 1000  (102) resistor
pack (#9-141).

(') RP1006: 1000 ) (102) resistor
pack (#9-141).

PART
NUMBER

/ The steps performed in this Pictorial are

in this area of the circuit board.

2000000000 . + -

(/) RP1106: 47 k1 (473) resistor
pack (#9-144).

() RP1105: 47 kl (473) resistor
pack (#9-144).

(y) RP1103: 12 k) (123) resistor
paq_;k (#9-142).

(1 RP1102: 47 k2 (473) resistor
pack (#9-144).

(,) RP1108: 390 Q (391) resistor
pack (#9-140).

,’M Y . (
ﬁ e T TTTTTITTTITTT . (j
PTa T e .8 =)
= ' oy
5 0'o s000 5 0O
= R
pos| D T =k )
P N s S
T s —F =
3 EletF =
T —e— ey QT
et 0,
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IDENTIFICATION
DRAWING

PART
NUMBER
( ) Locate the calibration-warning

label and the envelope contain-
ing the calibration parts (#100-

The steps performed in this Pictorial are

1807). Write the numbers (only)
from the “Calibration Values”
found on the envelope in the ap-
propriate place on the calibra-

sinked” to protect them from exces-
sive heat when you solder them. Heat
may change the values of these spe-
cial parts that you will later use to
calibrate your Module. Use the fol-
lowing procedure exactly to install
each part. Use a hot soldering iron,
but apply it only long enough to make
a good solder connection.

1. Bend and insert the lead
into the circuit board holes.

2. Position the body of the part
1/8" above the circuit board
and clip the alligator clip
(heat sink) to one lead. Be
sure the clip firmly grasps
the resistor lead, but does
not touch the component
body.

ALLIGATOR
CLIP

CIRCUIT
BOARD

3. Clean and “tin” the solder-
ing iron. Then solder this
lead to the foil. Wait a full
10 seconds, remove the al-
ligator clip, and cut off the
excess lead length.

4. Again, clean the iron’s tip,
clip the alligator clip on the
other lead, and solder the
lead to the foil. Wait 10 sec-
onds, remove the alligator
clip, and then cut off the ex-
cess lead lengths.

—

(I

in this area of the circuit board.

tion label, adding decimal points WARNING: REMOVE BA"

as shown in Detail 1-18A. Disre- =

gard any decimal points printed LO CAL 200

on the envelope. Set the label DECIMALS 2%

aside. S el

200k .-

CAUTION: The special parts in- 2000k
stalled in this Pictorial must be “heat _ — S

PICTORIAL 1-18

Detail 1-18A

CONTINUE < H.

( ) Open the envelope of calibration
parts. These parts will be in-
stalled in the following steps.
Solder each part, as you were di-
rected in the left column. Then
cut off the excess lead lengths.

R1116: 1960 (1} (brn-wht-blu-
brn).

() R1115: 10.7 k1 (brn-blk-viol-
red).

NOTE: When you install the IC, line
up the tab on the IC with the outline
of the tab on the circuit board. Then
insert the leads into the correct holes.
Space the IC approximately 1/8” from
the circuit board, as shown. Solder
the leads to the foil and cut off the
excess lead lengths.

(') Ul104:1.2V.
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The steps performed in this Pictorial are
in this area of the circuit board.

IDENTIFICATION
DRAWING

NOTE: When you install each of the
following transistors, position the flat
on the transistor over the outline of
the flat on the circuit board. Then in-
sert the leads into the circuit board
holes and solder them to the foil. Cut
off any excess lead lengths.

o\_.il
h=
e
5
it

PART

NUMBER

CONTINUE O .

NOTE: When you install the next IC,
line up the tab on the IC with the out-
line of the tab on the circuit board.
Then insert the leads into the correct
holes. Space the IC approximately
1/8" from the circuit board, as shown.

faw = [ ] Solder the leads to the foil and cut
o I E@ E— off the excess lead lengths.
=1 ==p
ol {_F o1 1
mr‘ =10
i S5
@ °

(* ) Q1009: MPSAB5 (#417-885).

|

i

.
WA iR iR e

(/) Q1011: MPSA13 (#417-881). (1 ) U1013: ICL8069 (#442-680).

.

)

(1) Q1109: MPSAOS (#417-864). = g -2 D[jl:
O
(. ) Q1108: MPSAOS (#417-864). " i
o o
() Q1107: MPSAS55 (#417-865). Ty

(. ) Q1106: MPSA13 (#417-881).

jﬂ AT

/_

|

() Q1101: MPSA13 (#417-881).

i=F
P

S=F A=
= e il

|
o
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The steps performed in this Pictorial are —
in this area of the circuit board.

IDENTIFICATION
DRAWING

PART
NUMBER

(+ ) Q1013: MPSA55 (#417-865).

() Q1012: MPSA55 (#417-865).

() Q1008: MPSAD5 (#417-864).

( V) Q1007: MPSAOS (#417-864).

() Q1117: MPSADS (#417-864).

() Q1116: MPSAO5 (#417-864).

() Q1115: MPSAO5 (#417-864).

PICTORIAL 1-20
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Refer to Detail 1-22A when you in-
stall the following IC.

IDENTIFICATION
DRAWING

PART
NUMBER

The steps performed in this Pictorial are

in this area of the circuit board.

() U1126: 79L05 (#442-665).

() Q1001: MPSAOQS (#417-864).

( ) Q1002: MPSAOD5 (#417-864).

(. ) Q1003: MPSADS (#417-864).

(") Q1004: MPSADS (#417-864).

() Q1005: MPSAO5 (#417-864).

( ) Q1006: MPSAQS (#417-864).

NOTE: Identify the G, I and O leads
and install the following IC as shown.
Solder the leads to the foil and cut
off the excess lead lengths.

nm\ql:J

FLAT
Detail 1-21A

(. ) Q1111: MPSAS55 (#417-865).

(, ) Q1112: MPSAS55 (#417-865).

() Q1114: MPSASS (#417-865).

( ) Q1113: MPSAO0S (#417-864).

() Q1104: MPSASS (#417-865).

(,) Q1103: MPSASS (#417-865).

() Q1102: MPSAS5 (#417-865).

{ ) Q1105: MPSAS55 (#417-865).

oo o OO

PICTORIAL 1-21
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NOTE: As you install the following
controls, be sure they are perpendicu-
lar to the board. Solder the leads to
the foil and cut off the excess lead
lengths. Be sure to position the knob
(rotating side) of the control toward
the rear edge of the circuit board.

() R1054: 1 M} (1 MEG) control.

() R1047:1 M0 (1 MEG) control.

() C1018:.027 pF (273 K) Mylar.

() C1018:.027 uF (273 K) Mylar.

(') €1022:.027 wF (273 K) Mylar.

() C1021:.047 uF (473 K) Mylar.

(1) C1023:.027 pF (273 K) Mylar.

() C1008: .22 uF (224 K) Mylar.

() C1009:.047 uF (473 K) Mylar.

T RO A T T e

(~) RY1102: 5-volt relay (#69-86).

A\

( \ ] RY1101: 5-volt relay (#69-86).

( %) C1025:.047 uF (473 K) Mylar.

( ') Solder the leads to the foil and
cut off the excess lead lengths.

IDENTIFICATION
DRAWING

The steps performed in this Pictorial are
in this area of the circuit board.

PART
NUMBER

(') L1001: RF choke.

() L1002:RF choke.

( ) L1003:RF choke.

(. ) L1004:RF choke.

(+)) C1005: .047 pF (473 K) Mylar.

(/) C1024:.047 uF (473 K) Mylar.

NOTE: A coating on disc and mica
capacitor leads next to the capacitor
body will sometimes make soldering
difficult. When you install one of
these capacitors, position it 1/16" off
the circuit board. This will prevent
the coating from protruding through
the circuit board.

1/16"
COATING

{ ) C1006: 100 pF (100 K} ceramic.

{ ) C1011:100 pF (100 K) ceramic.

() Solder the lead to the foil and
cut off the excess lead lengths.

PICTORIAL 1-22

~ o)
L :
N =



Heathkit

Page 39

IDENTIFICATION
DRAWING

SIS ' PART

NUMBER

The steps performed in this Pictorial are
in this area of the circuit board.

000000000000000000000

START & I

(~) C1004: 125 pF mica.

(+ ) C1001: 100 pF (100 K) ceramic.

(1) C1016: .22 uF (224 K) Mylar.

(1) C1014: .22 pF (224 K) Mylar.

( ) C1106: .22 pF (224 K) Mylar.

( ) C1105: .47 pF (474 K) Mylar.

( ) C1102:.047 pF (473 K) Mylar.

( ) C1104: .47 uF (474 K) Mylar.

( ) C1103: 100 pF mica.

( ) Solder the leads to the foil and
cut off the excess lead lengths.

PICTORIAL 1-23
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NOTE: Before you install an electro-
lytic capacitor, look at it and identify
the leads. One lead will have a posi-
tive (+) mark or a negative ( — ) mark
near it. Be sure to install the positive
lead in the p.sitive-marked hole, or
the negative lead in the negative-
marked hole.

IDENTIFIED  IDENTIFIED

LEAD IS LEAD 15
NEGATIVE (-) POSITIVE (+)

&

/E POSITIVE
NEGATIVE +IMA RK
"TARK (+) (+)

(-} “MARK
147" 11
el 3 58 : -

IDENTIFICATION
DRAWING

— PART
NUMBER

7

The steps performed in this Pictorial are
in this area of the circuit board.

( ) C1033:4.7 uF.

( ) C1035:4.7 uF.

() C1031:47 pF.

B

() C1048: 4.7 uF.

\

[ ) C1047: 4.7 pF.

\

() C1028:4.7 pF.

\

( ) C1117:4.7 uF.
J

e 7 s ==
® ® @ @ @C) __ 000000000000000000000000000000
14— F O : 4{ S

( ) C1128:4.7 pF.

( ) C1107:4.7 uF.

( ) C1101:4.7 uF.

( ) Solder the leads to the foil and
cut off the excess lead lengths.

=i
o B -
=
. 0000000000 m %
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IDENTIFICATION

DRAWING

( ') C1055:4.7 pF.

( ) C1054:4.7 uF.

(. ) C1044:4.7 pF.

( ) C1124:47 uF.

(<) C1125:47 uF.

() C1126:4.7 pF.

( ) C1037: 4.7 uF.

() C1123:47 uF.

PART
NUMBER

The steps performed in this Pictorial are
in this area of the circuit board.

(+ ) C1127:4.7 pF.

() C1114:4.7 pF.

([ ) C1115:4.7 uF.

( ) C1113:4.7 pF.

() C1116:47 pF.

() C1109: 4.7 pF.

( ) C1111:4.7 pF.

[ ) Solder the leads to the foil and
cut off the excess lead lengths.

PICTORIAL 1-25




Page 42

Heathkit

6-32 NUT
/@lﬁ LOCKWASHER

NUT
(SUPPLIED WITH
JACK
% ’Q/BANANA JACK
LOCKWASHER
6-32 NUT

/' #6 LOCKWASHER

CONNECTOR
BRACKET
6-32x 1/4" [ SPACER
SCREW BRACKET Detail 1-27A
Refer to Pictorial 1-27 (Illustration Booklet, Page 5) ( ) SW1006, SW1007: Locate the 2-section
for the following steps. pushbutton switch assembly and install it
using the same procedure. Refer to inset draw-
() SW1001-SW1005, SW1101: Locate the 6-sec- ing #2.
tion pushbutton switch assembly. Then refer
to inset drawing #1 and install it as follows. ( ) Refer to inset drawing #3 and cut through one
side of the 1-1/2" clear tubing. Then place the
1 Straighten any bent switch pins; then tubing over the entire bracket between
carefully insert all the switch pins into switches SW1006 and SW1007 with the cut
their mounting holes. facing down.
2, Push the assembly against the circuit

board. Make sure each switch section is Refer to Detail 1-27A for the next five steps.

full ted inst the circui :
ully seatblmEMIELy ciioaitboand ( ) Position the connector bracket as shown.

( ) Mount the black banana jack at COM with a

3. Turn the circuit board over and solder : ;
axie pin aileachiend and at thamiddles bapana jack lockwasher and the nut supplied
of thie awitch assambly with the jack. When you tighten the nut, make

sure the lug is positioned as shown. Press on

the front of the jack to hold it as you tighten
4, Turn the circuit board component side the nut.

up. Carefully examine all of the switch

sections to be sure they are fully seated ( ) In the same manner, mount the red banana
down onto the surface of the board. Re- jack at IN.

heat the previously soldered pins as nec-

essary. Then solder all the remaining ( ) Referto the inset drawing and bend the banana
pins to the foil. jack lugs up 90° against the rear of the jack.
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Detail 1-27B

NOTE: Use the plastic nut starter to hold and start
6-32 and 4-40 nuts on screws.

( ) Position the spacer bracket as shown and
mount it to the front of the connector bracket
with two 6-32 X 1/4" screws, #6 lockwashers,
and 6-32 nuts. Center the spacer bracket on
the connector bracket and tighten the hard-
ware.

( ©) Refer to Pictorial 1-27 and mount the connec-
tor bracket on the component side of the cir-
cuit board with one 6-32 X 1/4" screw, #6
lockwasher, and a 6-32 nut at location A. Do
not tighten the hardware at this time.

() Install a rectangular knob on each switch by
pushing it firmly onto the shaft. If necessary,
move the connector bracket slightly so the
knobs are centered in the holes, and tighten
the bracket mounting screw.

Refer to Detail 1-27B for the following steps.

( ) U1125: Position a 7805 IC (#442-54) as shown
in Part A and bend the leads 90° 3/4" from the
mounting hole.

() Referto Part B of the Detail and insert the leads
into holes I, G, and O. While holding the IC
in place, slide the heat sink under the IC and
line up the hole in the heat sink with the hole
in the board. Secure the IC with a 4-40 x 5/16"
screw, #4 lockwasher, and 4-40 nut. Center
the heat sink in the outline on the board and
tighten the hardware.

0 Vi W o mm1 (INCHES) 2 3
L%’J’f“l’j“l’f“ll PN [ESP] O (S

4-40 x 5/ 16"
SCREW

2" BARE WIRE

r—13/ 16" —

Detail 1-27C

() Solder the three IC leads to the foil.
() Cuta 2"bare wire.

( ) Refer to Detail 1-27C and form the wire as
shown. Use the Detail as a template.

( ) Cut two 1/4” pieces of white sleeving. Place
a 1/4" piece of sleeving on each leg of the pre-
pared wire.

( ) Install the bare wire (and sleeving) onto the
circuit board directly behind and against verti-
cally-mounted control R1054 and R1047.

( ) Solder the leads to the foil and cut off the ex-
cess lead lengths.

When you install the next two electrolytic
capacitors, be sure to insert the positive (+ ) marked
lead in the positive (+ ) marked hole, or the negative
(—) marked lead in the negative (—) marked hole.
Then solder the leads to the foil and cut off the ex-
cess lead lengths.

() C1121:1000 pF electrolytic.

() C1122:1000 uF electrolytic.

( ) RP1101: Match leads of the 9 M(Q resistor pack
(#9-94) with the holes in the board and install
the pack at RP1101. Solder the leads to the

foil and cut off the excess lead lengths.

Set the circuit board aside temporarily.

ji
freerrerer T VR T T T )
0O % 1 (cm 2 E ] 4 ] ] 7 a
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Refer to Pictorial 1-28 (Illustration Booklet, Page 6)
for the following steps.

( /{ Cut a 12" length from the 25-wire flat cable.
- Set the longer length aside temporarily.

In the following step, you will separate the 12" flat
cable into groups, making three cables and seven
individual wires. To do this, separate the wires at
one end approximately 1/4” using a pair of cutters
as shown in the inset. Let the sharp edges of the
cutter seat in the groove between the wires, then
cut them apart. Then pull the group of wires from
the cable.

() ,.]' Position the flat cable so the outer black wire
" is toward the top as shown. Then pull the fol-
lowing groups from the cable and cut them

to the dimensions given.

One 10-wire cable, cut to 9-1/2".

One 6-wire cable, uncut.

One 2-wire cable, cut to 8-1/2".

Seven individual wires, each cut to 1-3/4".

NOTE: To prepare wires, as in the following steps,
cut the wires to the lengths indicated and remove
1/4" of insulation from each wire end. Tightly twist
each bare wire end and add a small amount of solder
to hold the fine strands together.

(1) Refer to Pictorial 1-29 (Illustration Booklet,
Page 6) and prepare the 10-wire, 6-wire, and
2-wire cables. Separate and shorten the wires
as shown.

(L) Prepare the ends of the black, red, yellow and
gray wires. NOTE: The remaining three wires
will be prepared later.

Set the cables and wires aside until they are called
for later.

Refer to Pictorial 1-30 (Illustration Booklet, Page 7)
for the next two steps.

] Locate the remaining length of 25-wire flat
cable and cut it to 28". Remove the orange and
yellow wires from one side and the black wire
from the other side. You may discard these
wires.

( v) Separate and shorten the wires as shown and
prepare the ends. On end A, form the wire
ends exactly as shown then cut the ends
squarely.

( 1) Refer to Detail 1-30A and prepare both ends
of two 24-1/2" shielded cables.

Refer to Pictorial 1-31 (Illustration Booklet, Page 8)
for the next two steps.

(/) Position the 22-wire flat cable so the red wire

' is toward the top as shown. Tape the two

shielded cables along the side of the flat cable

at six locations. Lay the cables side by side

so the ends are even with the ends of the flat
cable.

( '\} To identify one of the shielded cables later,
install a piece of tape on each end of the cable
(approximately 1" from the end) that is nearest
the red wire of the flat cable.

PREPARE EACH END AS SHOWN

< 24-1/2"
—3/4" 3/4"

—b-|,-'4-1-4— —.11!4"

i —m

SHIELD LEAD

TAKING CARE NOT TO CUT THE SHIELD LEAD,
REMOVE THE OUTER INSULATION.

—_—

(

PEEL OFF THE FOIL,

REMOVE
FOIL
Q?é SHIELD LEAD
INNER
INSULATIDN

REMOVE THE INNER INSULATION,

Detail 1-30A
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Refer to Pictorial 1-32 (Illustration Booklet, Page 9)
for the following steps.

( ) Position the cable assembly with the indicated
end as shown and the outside brown wire to-
ward the top.

In the following steps, you will install male pins
and small spring connectors on this end of the flat
cable and the shielded cables starting with the out-
side brown wire. Before you install them, cut the
end of each wire to 1/8".

(

Refer to inset drawing #1 and install male pins
on the first seven wires (brown through violet).

Refer to inset drawing #2 and install small

spring connectors on the next five wires (gray
through red).

Install male pins on the next four wires
(orange through blue). NOTE: Install the yel-
low and green wires in one pin.

Install small spring connectors on the ends of
the remaining wires and shielded cables.

Locate the three 4-hole sockets and cut off both
tabs on each one.

In the following steps, you will insert the male pins
into three 4-hole sockets, starting with the outside
brown wire. Be sure to position the sockets with the
beveled side up as shown when you insert the pins.

SOCKET $401
(“) Brown wi‘re in hole 1.
(1) Red wire m hole 2.
()  Orange wire in hole 3.
(.) Yellow wire in hole 4.
SOCKET $501

(v) ‘Green wire in hole 1.

(V)

Blue wire in hole 2.

QLI e o 32 (INCHES) 2

() Violet wire in hole 3.

Hole 4 is unused.

()
SOCKET S1101
(“)
(v)
(;)
(1)

Orange wire in hole 1.
Yellow and green wire in hole 2.
Blue wire in hole 3.

Hole 4 is unused.

In the following steps, you will insert the spring con-
nectors into the 6-hole sockets. Be sure to position
the sockets with the slotted side up and the connec-
tors with the small tab up when you insert them.

SOCKETSIII
(1) ‘Gray wire in hole 1.

White wire in hole 2.
Black wire in hole 3.

Brown wire in hole 4.

Position a polarizing plug with the small tab
up and insert it into hole 5. -

) Red wire in hole 6.

SOCKET S704

(v } Violet wire in hole 1.

(' ) Inner lead of the marked cable in hole 2.
: Shield lead in hole 5.
Inner lead of the unmarked cable in hole 3.
Shield lead in hole 4.

()

Push a polarizing plug into hole 6.

( /) Tape together the shielded cables and the vio-
let wire as shown.

e R N T I s o
B I
0O 5 1 (cm) 2 3 4 5 ) 7 8
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SOCKET S703

(/) Gray wireinhole 1.

( 1) White wire in hole 2.

() Black wire in hole 3.

() Brown wire in hole 4.

() “Red wire in hole 5.

(+) Push a polarizing plug into hole 6.
Set this cable assembly aside temporarily.

Refer to Pictorial 1-33 for the following steps.

Connect the previously prepared 2-wire, 6-wire, and
10-wire cables and the hookup wires to the circuit
board in the following steps. Solder them to the foil
side and cut off the excess wires lengths.

6-WIRE CABLE

([ ) Lay the cable on the circuit board with ends
A and B as shown.

End B

(y) Green wire to hole CB.
(v ) Yellow wire to hole BZ.
() Orange wire to hole BY.
( 1) Red wire to hole BP.

( ! ) Brown wire to hole BN.
(}) Black wire to hole BM.
End A

(v ]. Green wire to hole CT.
() 'Yellow wire to hole CD.
(') Orange wire to hole CC.

The black, brown, and red wires will be connected
later.

2-WIRE CABLE
End A

()  Blue wire to hole CR.
(] ] Violet wire to hole CS.
EndB’

( ) Blue wire to hole CU
() Violet wire to hole CV.

( ) Pretrim one end of the 1-3/4” yellow and gray
wires to 1/8". Refer to inset drawing #1 and
install female terminals on the shortened end
of the yellow and gray wires.

Connect the free end of these wires to the circuit
board in the following steps.

(V) Yellow wire to hole A/D. Push the terminal
onto PCB pin NORM.

( ) Gray wire to hole CAL. Push the terminal onto
PCB pin NORM.

NOTE: When you solder these wires to the banana
jacks in the following steps, move the end of the
bracket, that they are mounted to, away from the
circuit board slightly so you will not burn the clear
sleeving on the switch assembly. Install the wires
straight up from the banana jack lugs.

( ) Red wire to the red banana jack.

() Black wire to the black banana jack.

(.) Cut two 1-1/4" lengths of white sleeving and
slide them over the black and red hookup
wires.

(+) Move the bracket back onto the circuit board

and connect the other end of the black wire
to hole CA.

( ) Connect the red wire to hole BX.

O v w ¥ 1 (INCHES) 2 3 B 5 6 7
REFLME T L | T [ e [ S L e B 0 ] | L e il e 1 e ] | o |
[Ty T T Y T T T T T T T T T T T T T T T T Y T T T T r

0O & 11 (cwm 2 3 4 L] ] 7 a8 10 1" 12 13 14 14 16 17
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Refer to Pictorial 1-34 for the following steps.

10-WIRE CABLE

End A
(V) Black wire to hole CE.
(1 '} Brown wire to hole CF.

() Red wire to hole CG.

(.') Orange wire to hole CH.

PICTORIAL 1-34

(*) Yellow wire to hole CJ.

(+) Green wire to hole CK.

(1) Blue wire to hole CL.

() Violet wire to hole CM.

(~) Gray wire to hole CN.

(*) White wire to hole CP.
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End B

( ) Form the cable as shown at end B by folding

the group of five wires under where they split
at the orange wire.

Black wire to hole BL.
Brown wire to hole BK.
Red wire to hole BH.
Orange wire to hole B]J.
Yellow wire to hole BW.
Green wire to hole BV.
Blue wire to hole BU.
Violet wire to hole BT.
Gray wire to hole BS.

White wire to hole BR.

CIRCUIT BOARD CHECKOUT

Carefully inspect the circuit board for the following
conditions:

()

(\)
()

()

()

Unsoldered connections, except for the “+”
and “—" solder pads which will remain unsol-
dered temporarily, and the rows of hules at
the front and rear.

Poor solder connections.

Solder bridges between foil patterns.
Protruding leads that could touch together.
Transistors for the proper type and installa-
tion. Note that the flat of all transistors and

U1126 are positioned in the same direction.

Electrolytic capacitors for the correct position
of the positive (+) and negative (—) leads.

Diodes for the correct position of the banded
end.

Set the circuit board aside and proceed to “Display
Circuit Board.”




Page 50

[ ') Position the display circuit

DISPLAY CIRCUIT BOARD

board as shown.

(1 ) Install five 14-pin IC sockets at

locations V1201 through V1205.

(' ) Locate the three remaining 1-3/4"

wires that you set aside earlier.
Remove 1" of insulation and
apply a small amount of solder
gver the entire length of each
/wire end. Then cut off the 1” bare
wires.

Form each 1" wire into a 5/16"
U shape as shown. Install the
wires at locations W. Solder the
wires to the foil and cut off the
excess wire lengths.

WIRE
TEMPLATE

5‘; 16”

=
| 2224
|7
)
epn—
L 000
w WA N

000

PICTORIAL 2-1

Heathkit
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When you install the red LEDs, insert

the leads into the holes with the short
lead near the outline of the flat on the
board. The short lead must be next
to the flat or the device will not work.
Then turn the board over and bend
the SHORTER lead 1/8" from the end
so the LED will not fall out. Do not
solder the leads at this time.

Heathkit

To install a display LED, position it o

so the two dots on one side are to- —— —

ward the left, as shown. Make sure r @@

the pins are straight. Then match up I

the pins with the holes in the socket

and install the LED. Be careful that I @@ FLAT
none of the pins bend as you insert R e s

hem. " . =i
2 W//% Install four red LEDs at the following
; /////,7% locations:
() V1205: 5-segment LED (light- //
emitting diode). :/; ///////% { ) V1206.
Errre,
I %%/4/ () Vi207.
Install four 7-segment LEDs at the fol- I il I
lowing locations: 7R 7 ¢
I :'//,'W (<) Vizos.
W1204 (cvvvavcas i / 47
& I ) - (w"V1308.
- PR T - P N . Y
N | . ‘
UM VAZO2 «oiviaamsvasssiivasims I //f//////;% l Insta!l six red LEDs at the following
2N locations:
el KT BTy A R | | Bz
- () Vi21z.
| () Vi213.
—u—=" =
| (') Vi214.
N () Vi215.
(') vizie.
PICTORIAL 2-2
oy Ye % 1 (INCHES) 2 3 4 -} 6 7
l'_r'v{"’TTL:fT“Jf;'“J’ilel:111.|._|.I.1.|.:.I.1.| L [JCN 1 ]| [ I (IO RN (PO SO
T T RN AR ) A ) A TR A ] | TIE A TR R T
(o] 5 1 (Cm) 2 3 - -] a T a e o " ‘é 13 14 18 18 17T
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CIRCUIT BOARD CHECKOUT

Carefully inspect the circuit board for the following
conditions:

(./) Unsoldered connections (except for the red
/ LEDs, and the row of holes at the edge).

( ) Poor solder connections.
() Solder bridges between foil patterns.

Set the circuit board assembly aside and proceed
to Front Panel Assembly.
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FRONT PANEL ASSEMBLY

o fl

FRONT PANEL

L
;
—
=9
v
mm
-
S
=5
w
w

SMALL

END Ct%
|

BOSS

PLACE THE SMALL END
OF A BRASS INSERT
INTO THE BOSS

®
\
®)

APPLY HEAT TO
THE TOP OF THE
BRASS INSERT WITH

YOUR SOLDERING IRON.
USING A SLIGHT DOWNWARD

PRESSURE SEAT THE
BRASS INSERT FLUSH WITH
THE TOP OF THE HOLE.

SOLDERING TOP OF BRASS

S IRON INSERT EVEN
WITH THE TOP

OF THE BOSS

PICTORIAL 3-1

Refer to Pictorial 3-1 for the following steps.

() Refer to Part A of the Pictorial and position
the front panel as shown.

NOTE: Before you install brass inserts make sure
your soldering iron is clear of solder or it may flow

down into the insert. Refer to steps 1, 2, and 3 in
Part B of the Pictorial to install the inserts.

(") Install seven 4-40 brass inserts into bosses B,
GC,D,E F,G,and H.
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Refer to Pictorial 3-3 for the following steps.

(~) Position the front panel as shown.

(') Position the display circuit board so the side
with the six red LEDs are toward the left. Then
mount the board on bosses E and F with 4-40
X 5/16" screws, #4 lockwashers, and display
brackets. Be sure to position the brackets with

FRONT PANEL

LABEL the shorter side as shown. As you place the
) > board on the bosses, insert the ten LEDs into
B;’éifﬁs their respective holes in the front panel. Do
not be concerned if the LEDs fall through the
holes at this time.
PICTORIAL 3-2 () Refer to the inset drawing on Pictorial 3-3 and
seat each LED on the edge of the window hole
Refer to Pictorial 3-2 for the following steps. as shown. As you position each LED, solder
the leads to the foil and cut off the excess lead
() Remove the paper backing from the front panel lengths.
label. Carefully touch one lower corner only
to the front panel while centering the openings
in the label and panel. Then press the label
in place on the panel.
( ) Remove any protective film from the rear and
the two pieces of protective paper from the
front of the window, and install the window
in the opening behind the front panel. Make
sure the end with the six holes is as shown.
INSET
% ?4-40::5!16" SCREW
& SHORT @ #4 LOCKWASHER

SEAT ON
EDGE OF
HOLE

e

DISPLAY
CIRCUIT BOARD

— A
. EE 1) HEB68ER ,
l _]

PICTORIAL 3-3
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DISPLAY
CIRCUIT BOARD

s

PICTORIAL 3-4

Refer to Pictorial 3-4 for the following steps. ()

(

) Insert the leads of a 22-conductor interconnect
assembly into the circuit board holes starting
from the left side. Positon the assembly so the (.')
insulation is 1/16” away from the board and
solder the leads to the foil.

) Cut two conductors from the remaining assem-
bly and install the assembly in the same man-
ner.

Carefully inspect both assemblies for solder
bridges between foil patterns. NOTE: It may
be helpful to use a magnifying glass.

Refer to Detail 3-4A and place a regular size
pencil on the circuit board between the cables
and brackets. Then form the cables approxi-
mately 90° over the pencil. Make sure the ends
of the cables are straight; then remove the pen-
cil.

PLACE PENCIL BEHIND THE CABLES
AND FORM THEM OVER,

Detail 3-4A
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Refer to Pictorial 3-5 for the following steps.

(") R1028: Position the right support bracket and
a 20 kQ control (#10-1198) as shown. Mount
the control with a control lockwasher and con-
trol nut.

CONTROL NUT ;

CONTROL
LOCKWASHER

RIGHT
SUPPORT
BRACKET

(. ) Mount the bracket on bosses B, C, and D with
~ 4-40 X 5/16" screws and #4 lockwashers.

( /) Position the left support bracket as shown and
mount it on bosses G and H with 4-40 x 5/16"
screws and #4 lockwashers.

s
W

LEFT
SUPPORT
BRACKET Q%;

#4 LOCKWASHER

4-40 x 5/16"
SCREW

20kQ
CONTROL
(#10-1198)

PICTORIAL 3-5
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i MAIN CIRCUIT
BOARD

LDISPLAY
~BRACKET

[[] " I\\\\\\\\\\\\\\\\O

—é=l

\ 7
INTERCONNECT CABLES

FRONT PANEL

PICTORIAL 3-6
Refer to Pictorial 3-6 for the following steps. (+) Position the front panel as shown, in front of
the circuit board with the display brackets on
( 1) Position the main circuit board with the foil the foil side. Then insert each lead of the inter-
side up as shown. connect cables into the circuit board holes. Do

not solder the leads at this time.
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P =a

4-40 x 5/ 16" ?
SCREW

44 LOCKWASHER €

PICTORIAL 3-7

() Refer to Pictorial 3-7 and turn the circuit board
over, making sure the cable leads do not pull
out of the board. Then fasten the front panel
to the board finger tight with 4-40 x 5/16"
screws and #4 lockwashers. NOTE: You may

! have to loosen the two bracket screws slightly
to center the holes.

( ) Solder the interconnect cable assemblies to the
foil on the component side of the board.

() On the front panel, test the action of the four
leftmost switches (OFF, T, F, VDC). Each
should latch to the “in” position, while un-
latching any of the other three to the “out”
position. Test the action of the two rightmost
switches (PROBE, CHAN). Each should inde-
pendently alternate between the “in” and
“out” positions. If any of these switches does
not operate as required, loosen the four dis-
play board mounting screws and adjust the
display board away from the right side of the
switch mechanism.

Refer to Pictorial 3-8 (Illustration Booklet, Page 10)
for the following steps.

( ) Starta6-32 x 1/8” setscrew in the knob. Then
install the knob on control R1028. Keep the
control approximately 1/16” away from the
front panel. Disregard the pointer setting of the
knob.

Solder the three wires coming from the 6-wire flat
cable to control R1028 in the following steps.

() Red wire to lug 3.

() Brown wire to lug 3,

() Black wiretolug1.

Position the 22-wire flat cable with the outside
brown wire to your right. Connect the wires to the

circuit board in the following steps. Then solder the
wires to the foil and cut off the excess lengths.
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NOTE: Hole AA is not used.
(/) Brown wire to hole AB.
() Red wire to hole AC.
(1) Orange wire to hole AD.
( ) Yellow wire to hole AE.
( ) Green wire to hole AF.
(v) Blue wiretohole AG.
(V) Violet wire to hole AH.
(,) Graywireto hole AJ.
(1) White wire to hole AK.
() Black wire to hole AL.
(! ) Brown wire to hole AM.
() Red wire to hole AN.
NOTE: Holes AP and AR are not used.
(%) Orange wire to hole AS.

() Yellow wire to hole AT.

(/ j Green wire to hole AU.

() Blue wire to hole AV.

NOTE: Holes AW and AX are not used.

( V’f Violet wire to hole AY.

( vf. Inner lead of the marked shielded cable to hole
AZ, shield lead to hole BA. Do not solder the
shield lead at this time.

(V) Inner lead of the unmarked shielded cable to
hole BB, shield lead to hole BA. Solder both
shield leads.

( ) Gray wire to hole BC.

() White wire to hole BD.

( /) Black wire to hole BE.

( ) Brown wire to hole BF.

( ) Red wire to hole BG.

(. ) Carefully inspect the cable connections for sol-
der bridges between foil patterns.

Set the assembly aside temporarily.
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6-32x 1/4"
FLAT HEAD

SCREW

7

>

“®
6-32x 1/4"
SCREW

CABINET COVER
ce

E—

h@@/

PICTORIAL 4-1
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CHASSIS

Refer to Pictorial 4-1 for the following steps.

In the following steps, you will remove the cabinet
top from your 10-4360 Oscilloscope and mount the

(\] Cut a 2-7/8" length of nylon gasket and slide

it over the edge of the cutout in the chassis
and cabinet top.

chassis and circuit board assembly on it. NOTE: If () Cut off the LO CAL and HI CAL portion from
your Heathkit Oscilloscope is a different model, con- the calibration-warning label. Peel the backing
sult that specific manual for related assembly infor- from the label and install the label on the Mod-
mation. ule chassis at the location shown.
( ) Remove the cabinet cover and cabinet sub- () Peel the backing from the blue and white label
cover. These parts will not be used again. and install the label on the back of the Module
chassis. Align the label at the bottom edge of
( ) Remove the nine 6-32 x 1/4” cabinet mounting the chassis; do not cover any holes. NOTE: Be
screws and remove the cabinet top. Save these sure to refer to the numbers on this label in
SCrews. any communications with the Heath Company
about this kit.
Refer to Pictorial 4-2 (Illustration Booklet, Page 10)
for the following steps. (') Route the large flat cable, coming from the
main circuit board, under the board and to the
(.) Position the chassis as shown and mount it front. Temporarily mount the Module assem-
on the cabinet top with 6-32 x 1/4” screws, bly on spacers P and R with 4-40 x 1/2"
#6 lockwashers, and 6-32 nuts at locations J, screws. Make sure the cable is routed to either
K, L, and N. Be sure the Oscilloscope and side of the center spacer on the chassis. NOTE:
Module notches are aligned. The remaining screws will be installed later.
o v Yo Y 1 (INCHES) 2 3 4 5 6 7
J”‘_.‘:"I_luarfrslff"l’f"|Lll: L. 1 ]Lrl.l' ! ‘.] P =l | J__LILAL | . D | |
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TEST LEAD ASSEMBLY

Refer to Pictorial 4-3 for the following steps.

( .) Remove 1/2" of insulation from one end of the
large red wire.

( ©) Install a test probe on this end of the red wire
as follows:

1. Unscrew the insulator from the probe tip
and insert the wire through the smaller
hole in the insulator.

2 Twist the fine wires together and insert
them through the hole in the probe.
Then form the wires around the probe
and screw the probe collar (recessed side
first) over them. Screw the insulator
back on the probe.

(+) Remove 3/4" of insulation from the free end
of the large red wire.

( ) Insert this end of the red wire into a banana
plug as shown. Then bend the wire flat against
the plug body.

( V) Place the banana plug on a small phillips
screwdriver (or similar tool) and push a red
plug insulator onto the plug and wire until the
plug is fully seated.

(\) Remove 3/4" insulation from one end of the
~ large black wire.

(/) Inthe same manner, install a banana plug and
black plug insulator on this end of the black
wire.

() Remove 1/4” insulation from the free end of
the large black wire.

() Insert this end of the black wire through the
~ smaller end of the alligator clip insulator.
Twist the fine wires together insert them into
the alligator clip, and solder them. Slip the
alligator clip insulator down over the alligator

clip after the clip has cooled.

This completes the Step-By-Step Assembly of your
kit. Save all the remaining parts, solder, wire, etc,
for use later. Proceed to “Tests and Adjustments.”

TEST
PROBE
;[",‘
‘ :fgvm:::j:ﬁﬁ7
'ff¢fa;:5 \a’
PROBE
LARGE pRUBE COLLAR
RED TIP
INSULATOR W'“E
RECESSED
,Hff*"“ SIDE
INPUT
LARGE RED WIRE PLUG
t
34"
SCREWDRIVER }
BLADE
/
BANANA PLUG
PLUG INSULATOR
ALLIGATOR
cLIP

ALLIGATOR ALLIGATOR

LARGE CLIP
INSULATOR gLk SOLDER
WIRE
PICTORIAL 4-3
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TESTS AND ADJUSTMENTS

As previously noted, this Manual deals with the ap-
plication, testing, calibration, etc., of your Module
for use with the Heathkit Triple Trace Oscilloscope,
Model 10-4360. The application of this Module to
other Heathkit Oscilloscopes will be dealt with in
the Manuals written for those other products. Be
sure to refer directly to those Oscilloscope Manuals
for the installation, testing, and operation of this
Module with other than the 10-4360 Oscilloscope.

This section of the Manual is divided into two parts,
“Resistance Checks” and “Operational Tests.” In the
first part, “Resistance Checks,” you will use an ohm-
meter to verify wiring and component installation,
and in “Operational Tests,” you will use a DC volt-
meter to make certain voltage measurements, as well
as other tests, as you install designated integrated
circuits.

(INCHES) 2 3

— O

“ on % 1
1/8, 3/8 | 8/8 7/8 i
g1 il Sl I

You will need an ohmmeter that provides a 1.5-volt
DC test voltage; most analog volt-ohmmeters (VOM)
have this test voltage. In addition, the meter should
have a center-scale number greater than 5 but less
than 50.

You also will need a DC voltmeter that has an input
impedance of 10 M or greater for the operational
tests. This meter should also be of the analog type.
Do not use a meter that has its common lead con-
nected to an earth ground. You may use a digital
voltmeter; however, the readings for some measure-
ments may be jittery.

IMPORTANT: Do not proceed with the following
tests unless you have these recommended test in-
struments.

\ARaRazazy: T T e T T r
S 1 (ewm) 2 3 4 5 6 7 8

o

e SRR I..lll_.l.l.l.
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RESISTANCE CHECKS
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PICTORIAL 5-1

CAUTION: Do not install any of the connectors from
the Module to the Oscilloscope connectors until you
are directed to do so in a step.

NOTE: In the following tests, if you do not obtain
the proper readings, do not proceed further until you
have found and corrected the problem. Refer to the
“Resistance Checks Problem Charts” on Page 69.

On the Module, set the switches as follows:

( ) Pushthe OFF switch to the “in” position, mak-
ing sure the T, F, and VDC switches are in
their “out” positions.

(1) Release the PROBE and CHAN switches to
their “out” positions.

() Release the EXT VDC and TRACKING
switches to their “out” positions.

Make sure the “+" and “—" solder pads on
the foil side of the main circuit board are open
(unsoldered).

Refer to Pictorial 5-1 for the following steps.

NOTE: Most chmmeters have a positive test voltage
polarity (+ input test lead), while some others have
a negative test voltage polarity. You will determine
the polarity of your ohmmeter test voltage in the
following steps.

() Connect the ohmmeter “common” test lead to
the circuit board TPC (test point “C”) connec-
/ tor,
f ') Set the ohmmeter range to X10 or X100.

(\) Touch the ohmmeter input probe to the
banded-end lead of diode D1004 and note the
resistance reading,

() Reverse the ohmmeter leads and again note the
resistance reading.
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NOTE: If the resistance reading was higher during
the first test, your meter has a positive polarity, and
identifies the ohmmeter input lead as the “+” lead.
If the first reading was the lower of the two, your
meter has a negative polarity, and the common lead
is the “+" lead. Be sure to keep this in mind as
you perform the following tests.

CAUTION: In the following steps, use only the X10
or the X100 ranges. Other meter ranges could cause
excessive currents or'may produce erroneously low
readings.

Allow time for circuit capacitors to become fully
charged before you take a final reading.

Refer to Pictorial 5-2 (Illustration Booklet, Page 11)
and to Chart A for the following steps.

() Connect the ohmmeter “—” lead, to the TPC
connector.

( \‘;/ Refer to the Pictorial and, in turn, check each
of the test points on socket S111 and the chas-
sis ground connector referred to in Chart A
for the readings indicated.

NOTE: In the following charts > means greater than;
=~ means approximately.

Chart A

TEST POINT READING
S111 Pins: \
(b1 & >4000 Q) -
()2 v’ >100 kQ2
(W) 3 / >100 k2
(V) a6V~ ~0Q

() CHASSISGND | >100kQ

( l// Reverse the ohmmeter test leads and touch the
“-" lead to the same test points, and observe

the readings as indicated in Chart B.

Chart B
TEST POINT _, /. READING
1 L& M >100kQ)
/(1) 2 $—g3 K >100kQ $&— 1
( }31/ >60009
(] a6v” ~0Q
(| ) CHASSIS GND ,,/ .>6000(1

( Refer to Pictorial 5-3 (Illustration Booklet,
Page 12) and, on your Oscilloscope, remove
the 2-pin shorting plug from horizontal circuit
board P704 as shown in the inset drawing.
/Save this shorting plug for possible future use.

' laneL
M/Cunnect Module plug S401 to Oscilloscope Q
socket 5401, R

/ IR

(\/)] Connect Module plug S501 to OscilluscopeB
socket S501.

( ) AConnect Module socket S111 to Oscilloscope
))l’ug P111.

(1) Connect Module plug $1101 to Oscilloscope
7 socket S1101. A

)

ush Module socket S704 onto Oscilloscope
plug P704.

() A#ush Module socket S703 onto Oscilloscope

( Set (do not secure) the Oscilloscope cabinet
top onto the Oscilloscope chassis. NOTE: Be
sure not to pinch any wires or cables between
the two assemblies. =

WARNING: Do not connect the Oscilloscope line
cord to an AC outlet until you are specifically in-
structed to do so in a step.
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TRIPLE TRACE

PICTORIAL 5-4
Refer to Pictorial 5-4 for the following steps. IATIME!DIV: Pull out and set to 50 ps/DIV.
() On the Oscilloscope, set the front panel con- L/HORJZ POS: COARSE and FINE at centers of
trols and switches as follows. rotation.
Vertical Preamp (both channels) l/{ULL FOR X10: Pushed in.
/ INPUT: ‘No prodie connected. (AELAY TIME POS: Fully counterclockwise
: y (may be several turns until some resistance is
¥ COUPLING (AC-GND-DC): Switch at GND. encountered).
¢/ VOLTS/DIV: 50 mV, VARIABLE at CAL. %JARIABLE TIME: CAL.
 POSITION (POS): Center of rotation. Triggering

ODE: AUTO (in).
Horizontal
OUPLING: DC (in).

/' MODE: A (in). G SELECT: Y1+ with LEVEL at center of

/A TIME/DIV: 1 ms/DIV. rotation.

\)MRIABLE HOLDOFF: NORMAL.
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Display Mode ( ) Reverse the ohmmeter leads. Then refer to
Chart D below and, using the “—” meter lead,
VY1, In. check the listed points for the indicated read-

ings.
U ALT/CHOP: Out.
ChartD
v Y2 INVERT: Out.

\//?N SITY: Fully CCW to OFF. TE;T POI]? READING
. FOCUS: Center of rotation. Pall I .Aj//' =00

/NPUT: No input. (1B >100 n/
Y3 POSITION: Center of rotation. * C'/ >5000 (17
45"

Refer to Pictorial 5-5 (Illustration Booklet, Page 13) (.) D >200

for the following steps. E/ ‘
() , >2000 K7
( Connect the ohmmeter “—" test lead to the '

/'odule TPC connector. ( // >100 kQ) /
( As in a previous step, check each of the follow- ( >100 k2 -—W M

Eng Module test points for the indicated read- T
ing as shown in Chart C. ( >100 kQ
Chart C ( ]]7 >100knL/
(] K >300 ¢
TEST POINT READING WL / >100kQ”
() A ~00 v« 0n ( ./ >100kn/
(B >100 kﬂ/rP_‘:"'
v KL >50 k) b/fpz"
() D O >50000‘/2-5_61LS‘“
(LE 60000 v 35K
{9)F >4ﬂoﬂ/fs3Mﬂ'
( G >400 Q /J-"Mﬂ’
() H >5000 Qv 335
ALY >5000 21 3547
7 1(‘ >500/I50"" '
(rk >50kﬂ/‘7{‘3kﬁ’
L*
oA, - >100ka 20k
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Refer to Pictorial 5-6 (Illustration Booklet, Page 13)
for the following steps.

()

Connect your ohmmeter “~" lead to the A/D
GND connector.

Touch the “+" meter probe to the points de-
signated in Chart E to check for the indicated
resistances.

ChartE

TEST / POINT READING
(") AA 7 >5000
() AB >2000
V) AC /7 >300
() AD >50
() AE >100 O
(") AF >5000 £
() AG >5000 ()
(') AH >5000 ()
(") A) >5000
() AK | >100 O
() AL >10 kQ*

*Except >300 {2 at 4B and 4C.

()

Reverse the ohmmeter leads. Then refer to
Chart F for the indicated resistances, using the
“~" ohmmeter lead.

Chart F

TESTPOINT READING
() anv” >300Q

(\) AB *~ >100 O

(YL AC & >5000
(V) _AD/ >2000 O
() AE >4000 Q
( ) AF >100 kQ
() AG >100 kQ
( ) AH >100 kQ
() A >100 k2
(<) AK >100 k)
(LY AL >100 kQ

* Except >300 () at 4B and 4C.

() Connect either ohmmeter lead to the A/D GND
connector. Touch the other lead to the CHAS-
SIS GND connector. The reading should indi-
cate greater than 180.k().

A0 kn
(. ) On the Module front panel, push the VDC
switch to its in position. You should measure
approximately 0Q at the CHASSIS GND con-
nector and an open circuit (infinity) at the
COM banana jack.

( ) On the Module side panel, push the EXT VDC

switch in. You should measure an open circuit
at the CHASSIS GND connector and approxi-
mately 0(2 at the COM banana jack.

(- ) Disconnect the ohmmeter leads from the Mod-
ule.

Proceed to Page 71.
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RESISTANCE CHECKS PROBLEM CHARTS

NOTE: When you check for the cause of improper
readings during your resistance checks using the fol-
lowing chart, be sure to carefully check all foil areas
adjacent or connected to the listed component(s) for
solder bridges between adjacent foils. The most com-
mon faults in circuit board difficulties are poor sol-

der connections and bridged adjacent foils. As you
check the foils on the board, it may be heipful if
you refer to the “Circuit Board X-Ray Views,” (Illus-
tration Booklet, Page 25).

If you still are unable to find the cause of a problem,
refer to the “In Case of Difficulty” section of this
Manual.

PROBLEM

POSSIBLE CAUSE OF LOW READING

Improper reading at S111, pin 1.

1. Wiring at socket S111.
2. +5-volt circuits.

Improper reading at S111, pin 2.

1. Wiring at socket S111.
2. —15-volt circuits.

Improper reading at S111, pin 3.

1. Wiring at socket S111.
2. +15-volt circuits.

Improper reading at S111, pins 4 and 6.

1. Wiring at socket S111.

Improper reading at Test Point A. (CHASSIS GND
connector).

1. Wiring at plug P401.
2. Shorted connections at U1011, U1012, or
SW1003 circuits.

Improper reading at Test Point B.

1. Wiring at socket S704.
2. Check U1002 circuits.

Improper reading at Test Point C.

1. Wiring at socket S704.
2. Check U1008 circuits.

Improper reading at Test Point D.

1. Wiring at R1028.
2. Check for shorts in the circuits of U1003,
SW1001, or SW1002.

Improper reading at Test Point E.

1. Check for shorts in the circuits of U1005,
U1006, SW1001, or SW1002.

Improper reading at Test Point F.

1. Check for shorts in the circuits of SW1001,
U1113, or“1.”

Improper reading at Test Point G.

1. Check for shorts in the circuits of SW1002,
U1114,0or“F."

Improper reading at Test Point H.

1. Check for shorts in the circuits of Q1012/U1115.
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Improper reading at Test Point J.

Check for shorts in the circuits of
Q1013/U1116.

Improper reading at Test Point K.

Check for shorts in the circuits of U1017,
U1117, SW1005.

Improper reading at Test Point L.

Check for shorts in the circuits of
U1017, SW1005.

Improper reading at Test Point M.

Check for shorts in the circuits of
U1118, SW1004.

Improper reading at Test Points AA or AB.

Check for short in circuitry at U1125.

Improper reading at Test Points AC or AD.

Check for short in circuitry at U1126.

Improper reading at Test Point AE.

Check for shortin + 5-volt or
SW1101 circuits.

Improper reading at Test Point AF.

Check for shorts in — 5-volt circuits.

Improper reading at Test Point AG.

Check for shorts in + 4-volt circuits.

Improper reading at Test Point AH.

Check for short in circuits of Q1111.

Improper reading at Test Point AJ.

Check for short in circuits of Q1112.

Improper reading at Test Point AK.

Check for shorts in circuits of Q1107, Q1108,
and Q1109.

Improper reading at Test Point AL.

Check for shorts in U1103, V1201-V1205 circuits,
or at one or more of the display interconnections.

This completes the “Resistance Checks” on your
Module. Proceed to “Operational Tests.”

Heathkit
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OPERATIONAL TESTS

The charts in this part of the “Tests and Adjust-
ments” provide a series of instructions and tests
which verify the basic operation of all of the Module
circuits. Make sure you obtain the correct test results
in each step before you proceed. If you fail to obtain
the correct results, an “Area of Possible Problem”
column identifies the most likely area that would
cause an incorrect indication. The problems you are
most apt to encounter are shorted circuits due to
solder bridges, open circuits, incorrectly installed
components and, in rare instances, a defective part.

CAUTION: When you make voltage measurements,
be sure to touch your probe only to the indicated
test point. Should your probe slip and short to an
adjacent wire, lead, or connection, severe damage
to the Module circuits might result.

Most of the integrated circuits used in this Module
are CMOS (complementary metal oxide semicon-
ductor) devices. They are rugged and reliable parts
once they are installed, but they may be damaged
by static electricity as you instail them. The remain-
ing ICs are not subject to the same kind of damage.
However, you should treat all ICs as though they
were of the CMOS type to avoid any confusion be-
tween them, thereby providing the proper protection
in every instance. Use the following procedure,
without interruption, to install an IC. Refer to Figure
1 (Illustration Booklet, Page 4).

1. Hold the protective foam pad for any IC so
packaged, and remove the IC with the other

hand.

2, While holding the IC, straighten any bent IC
pins.

3. With your free hand, touch any foil area near

the location where this IC is to be installed;
then install the IC. Once you have installed
the IC, it is then protected.

If you do not obtain the correct results in the follow-
ing steps, turn off the Oscilloscope power (turn the
Intensity knob to the OFF position). Carefully re-
check to make sure you performed the test exactly
as directed. Then proceed as follows:

® Be sure the IC is correctly positioned. Refer to
Figure 1 and check to make sure its pin 1 is
in the correct position in the socket.

® If you still do not obtain the correct results,
refer to the “Area of Possible Problem” column
and check the circuits listed for the proper in-
stallation of associated parts, such as diodes
for the correct position of the banded ends, or
capacitors for the correct position of either the
“+" or “-” marked leads. Refer to the “Circuit
Board X-Ray Views" or to the schematic to help
to locate these other components.

®  (Carefully check the ICs and make sure none
of the IC pins have become accidentally bent
under. Make sure all pins are in their socket
holes.

®  (Carefully inspect the foils near the circuit areas
listed in the charts for solder bridges. Compare
the foil areas with the “Circuit Board X-Ray
Views.”

® If you are still unable to locate the problem,
refer to the “In Case of Difficulty” section of
the Manual for further assistance.

Use the following sequence for each test in the
Charts.

1 Carefully and completely read the “Instruc-
tion or Test” information in each step to be
sure you are familiar with the procedure and
what the result will be.

2. Before you follow any instruction where an
IC is to be installed or a solder connection
is to be made, turn off the Oscilloscope
power. Then, after you have performed the
operation, turn the Oscilloscope power back
on again.
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connect plug and socket P1101/S1101 (see Pic- ~ outlet.
torial 5-3, Illustration Booklet, Page 12).

Refer to Pictorial 5-8 for the following steps.

(/) On the Module, push the OFF switch to its

in position, making sure the other seven () Turn the Oscilloscope power (Intensity con-
switches are in their out positions. trol) on.
() Connect the common (—) DC voltmeter lead NOTE: In the following steps, you will alternately

to the CHASSIS GND connector.

NOTE: All voltage readings are +10% unless other-
wise stated. a)
WARNING: Be especially careful to avoid the “High
Voltage Areas” in the Oscilloscope at any time the
Oscilloscope line cord is plugged in. THE VOLT-

AGES IN THESE AREAS ARE POTENTIALLY
LETHAL. See Pictorial 5-7 (Illustration Booklet, Page

14). Do not remove the Oscilloscope cover while its

line cord is plugged into an AC outlet.

Heathkit

(/) At the Oscilloscope power transformer, dis- (1) Connect the Oscilloscope line cord to an AC

check for indicated DC voltages, adjust certain con-
trols, and install IC's. Perform each step carefully
and make sure you install each IC as directed in
the step and on Figure 1 (Illustration Booklet, Page

a9
- ¢ =

- | CHASSIS
et _— J GND
B =

PICTORIAL 5-8

o Of]
E : Jﬁwu' ?'__-;'QE+ ~F~
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INSTRUCTION OR TEST AREA OF POSSIBLE PROBLEM
1. Measure where indicated for the following volt- 1. S111 improperly installed.
ages.
2. Open or short in +5, +15, or —15-volt supply cir--
() U1001pin16: +5V. cuitry.

|/) U1005pin7:  +15V.

[/(/} U1005pin4: —15V.

2. NOTE: Be sure to turn off the Oscilloscope
power when you install ICs in any of the following
steps. Turn on the power following IC installa-
tion.

Install the following ICs.
() U1003: LM308A IC (#442-639).
( ) U1004: LF353IC (TLO72)(#442-707).

M ) U1005: LM308A IC (#442-639).

-

3. ( ) Touch the voltmeter probe to the Module S704 improperly installed.
TPA connector and, as you rotate the Os- 2. U1003 circuitry.
cilloscope DTP (Delay Time Position) con- £
trol from fully CCW to fully CW, check for 5€ 4
+0.3 to +5.3V. Set the control for a read- = | Vo*

7, ingof +1.0 volt.5=——
4 ( )’é’ouch the voltmeter probe to U1005 pin U1004A/Q1008 circuitry.

\ . As you rotate the A Deiay control, check | 2= U1004B/Q1011 circuitry. E
. for =05 to +7.0 V (fully CCW to fully | 3- U1005circuitry. M ¢ 0v®

—

X/ CW). Set the control for a reading of +4.0
volts. Turn off the Scope power.

5. Install the following ICs:

7 ) U1002: 74LS76 (#443-829).

‘/(» U1007:— 4016 (#442-99).
"V () U1008:_ LM310 (#442-648).

B R e e e e 0Bk i
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INSTRUCTION OR TEST

AREA OF POSSIBLE PROBLEM

yi
\}/{ An the Module, push the T switch. On the

Scope, push the A-B switch, set the A
Timebase switch to 1 ms, and pull and set
the B Timebase switch to 50 ps.

NOTE: Place the leading (left) edge of the left cursor at
the indicated position when you are directed to position

the cursor in the following step.
\/ Adjust the Intensity control as required for

a somewhat dim trace on the CRT. You
should see a “cursor” or intensified area
at each side of the trace. As you rotate
the DTP control, both of these cursors
should move. Set the DTP control fully
CCW. Using the Horiz Pos control, set the
left cursor at the left CRT vertical graticule

U1002 circuitry (see Waveforms I, II, and Ill).
U1007 or U1008 circuitry (see Waveform IV).
SW1001 circuitry.

ol s e

line.
8. ( ) Onthe Module, rotate the A Delay control
to position the right cursor, first at the left
Q CRT graticule, and then at the right vertical
IO/\O/ graticule line. The left cursor should not

move. Tumn off the Scope power.

h_—_——_——————————l

Refer to Pictorial 5-9 (Illustration Booklet, Page
15) for the following steps.

9. Install the following ICs.
(V) U1001: Cap/Gain ROM (#444-194). /
(V) U1006: 4016IC (#442-99).
(v uUl014: dgjﬁ IC (#442-99). \
10. (\A/ On the Module, set the CA Cal control fully
CCW, the CB Cal control to the center of
its rotation, and the CC Cal control fully

CW. Connect the voltmeter common lead
to the A/D GND connector.
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INSTRUCTION OR TEST

AREA OF POSSIBLE PROBLEM

1.

NOTE: In the following steps, the voltmeter read-
ing may “flicker” as you rotate the Scope con-
trols.

(+ ) Touch the voltmeter probe to U1006 pin
4. Adjust the T Cal control for a reading
of +2.0 volts.

() Touch the voltmeter probe to U1006 pin
3. As you rotate the Scope A timebase
switch from fully CCW to fully CW, observe
the voltmeter readings as follows:

a. +2.0Vin all “2" positions.
b. +1.0 Vin all “1” positions (and x-y).
c. +0.5 Vin all “5" positions.

1. S703 improperly installed.

2. U1001, Q1001 to Q1006 circuitry (see Logic Charts
I, 10).

3. U1006 Circuitry for problem at pin 3.

4. U1014 circuitry for problem at pin 9.

5. SW701, SW1001 circuitry.

12.

(“) Tum the A Timebase switch fully CCW.
Place the voltmeter probe on U1014 pin
9 and check for the following readings as
you rotate the switch to fully CW.

a. +1.05V from 100 ms to 2 ms.

b. +1.00 V from 1 ms to 20 ps.

c. +0.95V from 10 ps to X-Y.
Turn off the Scope power.

13.

Install the following ICs:
() 'U1015: LF353 (TLO72)(#442-707).

() U1016: 4016 (#442-99).

14.

() On the Scope, set the A timebase switch
i to 1 ms. Pull and set the B timebase switch
to 50 ps.

(+ ) On the Module, set the CA Cal and the
CC Cal controls to the centers of their rota-
tion.

e e e ——— —— — ——— — — — — — — —

15.

(+) With the voltmeter probe, check SW1007
pins 8 and 17 for +1.0 V. Two cursors
should still be displayed on the CRT.

1. U1015, U1016 circuitry.
2. SW1001 to SW1003, SW1007.
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INSTRUCTION OR TEST

AREA OF POSSIBLE PROBLEM

16. ( ) Turn off the Oscilloscope power and re-
move the line cord from the AC socket.
Refer to Pictorial 5-10 (lllustration Booklet,
Page 15) and temporarily slide the Scope
top rearward. Plug P1101 into power
transformer socket S1011 and return the
top to its former position. Reconnect the
line cord. Do not turn on the Ocilloscope
power.

17. CAUTION: In the next step, if you do not
immediately measure the required voltages,
turn off the Oscilloscope power and locate the
problem before you proceed.

Refer to Pictorial 5-9 (lllustration Booklet, Page
15). Turn on the Oscilloscope power and check
for the indicated voltages on the Module main
circuit board.

( ) Measure at TPE for +5.0V.

( ) Measure at TPF for —5.0V.

18. ( ) Turn off the Oscilloscope power.

(') Dismountthe Module assembly.
~~ ()~ Refer to Pictorial 5-11 below and, on the
underside of the main circuit board, solder
the “+" and “— " foil pads.

(. ) Remount the Module assembly. Do not

1. P1101 incorrectly installed.
2. U1125 or U1126 circuitry.
3. Power transformer T1.

turn on the Oscilloscope power.

s S S s o S T )

FOIL SIDE OF
MODULE
CIRCUIT BOARD

PICTORIAL 5-11
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INSTRUCTION OR TEST

AREA OF POSSIBLE PROBLEM

19. CAUTION: In this step, if you do not
immediately measure the correct voltages, turn
off the Oscilloscope power and correct the prob-

lem before you proceed.

Turn on the Oscilloscope power and, on the A/D
jumper pins, check for the following voltages:

() +5.0Vonthe.2V pin.

(

() +43V at the cathode (banded) end of
diode D1109.

) —=5.0Vonthe2V pin.

A display “1” should be lit.

Turn off the Scope power.

Refer to Pictorial 5-12 (lllustration Booklet, Page
186) for the following steps.

Install the following ICs:
( ) U1101: LF353(TLO72) IC (#442-707).
() U1102: 4016 IC (#442-99).

() U11038: 7107 IC (#442-724).

1. Openorshortinthe +5, +4, or —5V circuitry.
2. “+"or"-"foil pads not soldered.
3. Short at one or more of the display connections.

21. NOTE: In the following steps, ignore any display

lighting.

Using the voltmeter probe, check the pins of IC
U1103 for the indicated voltages:

(

(+) —5.0Vatpin 26.

) +5.0Vatpini.

LA
( ) Zerovolts at pin 35.
() Approximately + 1.0V at pin 36.

(1) Approximately +2.8V at pin 38.

1. U1101, U1102 circuitry.
2. U1103 (see Waveform V).
3. V1201-V1205 circuitry.

2. (

) Using a screwdriver blade, short the Lamp
Test pins together. The display should in-

dicate “— 1888".

L-______-_—_--__—I

B e s
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INSTRUCTION OR TEST AREA OF POSSIBLE PROBLEM

23.* () On the Module, turn the A Delay control 1. U1101, U1102 circuitry.
CCW. You should be able to uniformly set 2. U1103 (see Waveforms Vl to IX).
the display from approximately “1000" to
“—0100". Set the display to read “0000".

() On the Scope, turn the DTP control to po-
sition the cursors at the center graticule
“line.

(#) On the Module, turn the A Delay control
to display “0505". Push the F switch; the
display should read approximately “1980".

24. () Tum the A Delay control CCW; the display
"~ should quickly indicate “1 " (over-
range). When the cursors are super-
imposed, the display should change to
“—~1 " Turn the control CCW until the
display comes out of overrange. Set the

display for a reading of “— 1980".

(.4 On the Module, push the T switch. The
display should indicate approximately
“—0505".

()" On the Scope, turn the DTP control to set
the center cursor at the left vertical
graticule line.

() On the Module, turn the A Delay control
for a display reading of “0950".

 Tumoff the Scope power.

25. Install the following ICs:
() Seven 4N26 ICs (443-808) at U1106
through U1109, U1111, U1113, and
Ui114.

() U1112: T/F ROM (#444-196).

26. Plug the black test lead into the Oscilloscope
GND jack.

L—-———_——_——_-———_---———_—_———-————__-
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INSTRUCTION OR TEST AREA OF POSSIBLE PROBLEM

27. In the following steps, you will verify the Module 1. For incorrect logic voltages:
display readings at all of the positions of the A a. U1106-U1114 circuitry (see Logic Chart |, lll).
Timebase switch. Touch the alligator clip on the 2. Forincorrect decimal point, V1201-V1205 circuitry.
black test lead to Module pin TPD to obtain the 3. Forincorrect indicator lighting:

PD-GND readings. The “A" Timebase heading a. Ut112.
indicates the settings of the A Timebase switch. b. V1212-V1216 circuitry.
These numbers are approximate.
A Timebase TPD OPEN TPD-GND
100 ms 0.950s .0950 s
50 ms 0.475s .0475s
20 ms 190.0 ms 19.00 ms
10 ms 095.0 ms 09.50 ms
5ms 047.5ms . 04.75ms
2ms 19.00 ms 1.900 ms
ims 09.50 ms 0.950 ms
Sms 04.75ms 0.475ms
.2ms 1.900 ms .1900 ms
Ams 0.950 ms .0950 ms
50 ps 0.475ms .0475 ms
20 ps 190.0 ps 19.00 ps
10 ps 095.0 ps 09.50 ps
5us 047.5 ps 04.75 ps
2us 19.00 ps 1.900 ps
1ps 09.50 ps 0.950 ps
Sps 04.75 ps 0.475 ps
2us 1.900 ps .1900 ps
dps .0.9.5.0 .0.9.5.0
X-Y .09.50 .09.5.0

28. -( ) Setthe A Timebase switch to 100 ms.

(._) Setthe A Delay control for a display read-
ing of “1.050 s”. Push the F switch.

29. NOTE: Perform the following steps for the vari-
ous positions of the A Timebase switch exactly
as in the preceeding steps. The numbers are
approximate.

A Timebase TPD OPEN TPD-GND

100 ms 0.950 Hz 09.50 Hz
10ms 09.50 Hz 095.0 Hz
ims .0950 kHz 0.950 kHz
Ams 0.950 kHz 09.50 kHz
10 ps 09.50 kHz 095.0 kHz
1ps .0950 MHz 0.950 MHz
2ps 0.475 MHz 04.75 MHz
A ps .095.0 .0.9.5.0
X-Y .0.95.0 .0.9.5.0

Turmn off the Scope power.
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Refer to Pictorial 5-13 (Illustration Booklet,
Page 16) for the following steps.

INSTRUCTION OR TEST AREA OF POSSIBLE PROBLEM

30. Install the following ICs:
() U1121: 4023 (#443-887).

() U1123: 4023 (#443-887).

31.. () Setthe A Timebase switch to 2 ms.
( ) Onthe Module, push the T switch.

( ) On the Module, plug the A/D jumper onto

the 2 V pin.
32. NOTE: The following display sequence must be 1. U1122, U1128 circuitry.
set precisely, since latching circuitry is activated. 2. Q1102 to Q1105 circuitry.

If you overshoot the required display, it may be
necessary for you to start again at “00.00 ms”.

“( ) On the Module, set the A Delay control
for the indicated display. Then measure
the indicated voltages on U1123, pins 6

and10:
DISPLAY PIN 6 PIN 10
4 “00.00 ms” -5.0V +5.0V
[) “01.10 ms” -5.0V +50V
“19.90 ms” -50V +5.0V
< . ms? +5.0V -5.0V
J “19.90 ms” +5.0V -5.0V
“01.10 ms” +50V =50V
“00.90 ms” -50V +5.0V
“00.00 ms” -5.0V +50V
Tumn off the Scope power.

33. Install the following ICs:
() U1105: 4016 (#442-99).

() U1122: 4016 (#442-99).

34 () Set the A Timebase switch to 1 ms. Set 1. U1015,U1016, U1105, or U1122 circuitry.
the B Timebase switch to 50 ps. 2.  Q1114circuitry.

. () On the Module, connect the A/D jumper
wire to the NORM pin.
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INSTRUCTION OR TEST

AREA OF POSSIBLE PROBLEM

35. NOTE: Be sure to carefully read through each
of the next two paragraphs before you perform

ihe indicated operations.

(/) Turn the A Delay control slowly CW; the
display number should increase from
“0.000 ms". When the cursors are approxi-
mately 2 cm apart, the display should indi-
cate up to “1.999 ms”, briefly show over-
range, and then display approximately
“02.00 ms". Turn the A Delay control
CCW. When the cursors are 1 cm apart,
the display should decrease to “01.00 ms”,/
briefly flicker, and then show approxi-
mately “1.000 ms”. _/

1. U1015,U1016, U1105, or U1122 circuitry.
2. Q1114 circuitry.

36...( ) Tum the A Delay control CW and set it
for a display reading of “10.50 ms". Push
the F switch; the display should flicker
briefly, and then indicate approximately
“0950 kHz". Turn the A Delay control
CCW. When the cursors are approxi-
mately 5 cm apart, the display should in-
crease to “.1999 kHz", briefly show an
overrange, then show approximately
“0.200 kHz".

Turn off the Scope power.

37. Install the following ICs:
. (¥) U1119: Volts ROM (#444-195).

() U1124: 4023 IC (#443-887).

38~ () On the Module, push the EXT VDC switch
in (on). On the main circuit board, set the
.2 V Cal and the 2 V Cal controls to the
centers of their rotation.
«. () Plug the red test lead into the red Module
banana (IN) jack.

e — — e — — — —— —— S — — — —

e e



Page 82

Heathkit

INSTRUCTION OR TEST
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39.- () Touch the red test probe to the Hi Cal con-
nector. The display should show approxi-
mately “1.200".

() Touch the red test probe to the TPE con-
nector; the display should autorange to ap-
proximately “05.00".

1. If C (collector) of Q1107 does not measure + 4.5 V:
a. U1119.
b. U1107 circuitry.
c. Q1115-Q1117 circuitry.
2. If decimal point(s) improper:
a. U1112, U1119 circuitry (see Logic Chart Ill).
3. If numerals displayed are incorrect:

40. NOTE: In the following step, be sure the black
test lead does not touch any circuit or ground
except as directed.

( ') Unplug the black test lead from the Oscil-
loscope. Connect the alligator clip across
both of the SET HV connector pins on the
main circuit board. Touch the red probe
to the black lead banana plug; the display
should read approximately “—005.0".

() Touch the black lead banana plug to the
CAL jumper connector. The display should
show “—1 5

a. RY1101, RY1102 circuitry.
b. RP1101 circuitry.

41.- ( ) Disconnect the black test lead clip from
the SET HV pins. Plug the black test lead
into the Module COM jack. Connect the
alligator clip to the TPB connector.

( *) Touch the red test probe to U1005 pin 7.
The display should momentarily overrange
and then autorange to approximately
“030.0". When the probe is removed, the
display should briefly show “000.0", and
then autorange to show “0.000".

WARNING: Do not use any test instrument as you test
the A/D circuitry without first removing the alligator clip from
test point TPB; otherwise the circuits under test might be-
come severely damaged.

1. If pins 2 of U1123 or U1124 never change from “high"
or “low," check U1122 circuitry.
2. If autorange does not occur, or is unstable:
a. U1122-U1124 circuitry.
b. R1141to R1144.
c. C1112to C1116. (See Waveform X.)

42... (, ) Disconnect the alligator clip from TPB.

Turn off the Scope power.

43. Install the following ICs.
() U1017:40186 IC (#442-99).

- () Four 4N26 ICs (#443-808) at U1115-
u1118.

44. Onthe Module:
(+ ) Release the EXT VDC to its out position.

() Release the Probe and Chan switches to
their out positions, if necessary.

( )~ Push the front panel VDC switch in.

" () Connect the voltmeter common lead to the
main circuit board CHASSIS GND connec-
tor.

St s o A o N s i s s Sl s e e o P
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INSTRUCTION OR TEST

AREA OF POSSIBLE PROBLEM

45. NOTE: In the following steps, disregard any de-
cimal point lighting.

(1) On the Module, operate the indicated
switches to verify the following “truth table”
for the indicated lighting:

SWITCH ouT IN

CHAN Y1on Y2on
J

PROBE x1on x10on

() Release both switches to their out posi-
tions.

1. P401, P501 incorrectly installed.
2. U1017,U1115-U1119 circuitry.
3. SW1004, SW1005 circuitry.

46. NOTE: In the following steps, you will check the
Module display in the various positions of the
Oscilloscope Channel Y1 Volts/Div switch.

( ) Rotate the Y1. Volts/Div switch from fully
CCW to fully CW and check for the follow-

ing display readings:

VOLTS/DIV DISPLAY
10Vto 1V “x1Y100.00"
5Vto.1V “x1 Y1 0.000"

50 mVto2mV “x1Y1.0000"

47.--( ) Push in the Probe switch on the Module,
then rotate the Y1 Volts/Div switch and
check for the following display readings:

VOLTS/DIV DISPLAY
10Vto 1V *x10 Y1 000.0"
SVto.1V “x10 Y1 00.00"

50mVto2mV “x10 Y1 0.000"

48.~( ) Carefully short U1122 pins 3 and 4 to-
gether as you rotate the Y1 Volts/Div
switch and check for the following display

readings:

VOLTS/DIV DISPLAY
10Vto 1V “x10 Y1 0000
S5Vto .1V “x10 Y1 000.0"

50 mVto2mV “x10 Y1 00.00"

Turn off the Scope power.

1. U1115-U1119circuitry.
2. Q1012,Q1013, Q1015 circuitry.
3. SW402, SW502 circuitry. (See Logic Charts IV, V.)

S ————————— e S e .
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.
/

49. hstall the following ICs:

= () U1011:TLO61 (#442-679).

() U1009: LF353 (TLO72)(#442-707).

() U1012:TLO61 (#442-679).

50. .

On the Oscilloscope, set the Y1 Volts/Div
switch to 50 mV. Connect a BNC cable
with alligator clips or a x1 probe to the Y1
Input.

()

On the Module, release the Probe switch
to its out position.

51.

( /) On the Module main circuit board, adjust 1.
Y1 Zero control for a display of “x1 Y1 2
.0000".
(4 On the Scope, set the Y1 input switch to
DC.

On the Module, touch the Scope probe to
the Lo Cal connector pin; the display
should indicate approximately “x1 Y1
.1900". Touch the Hi Cal connector; the
display should autorange to approximately
“x1Y11.200".

U1011, U1009A circuitry.
SW1005.

52.

Remove the BNC connector from the Os- 16
cilloscope Y1 input jack and connect it to
the Y2 Input jack.

On the Module, push the Chan switch to
the in position. Adjust the Y2 Zero control
to display “x1 Y2 .0000".

On the Oscilloscope, set the Y2 Input
switch to DC.

Touch the test cable to the Lo Cal connec:
tor pin; the display should now indicate ap-
proximately “x1 Y2 .1900". Touch the Hi
Cal connector pin; the display should auto-
range to show approximately “x1 Y2
1.200".

U1009B, U1012 circuitry.

(

)

Disconnect all test leads from the Module and
from the Oscilloscope.

Turn off the Oscilloscope power and discon-
nect the line cord from the AC outlet.
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Refer to Pictorial 5-14 (Illustration Booklet, Page 17)
for the following steps.

() Temporarily dismount the Module assembly.
Refer to Detail 5-14A for the next four steps.

( ) Identify the foil side of each foil shield. Re-
move any protective film from the other side
of each one.

( ) Cuttwo 3" x 5" pieces from the 5" X 8" paper
insulator. Remove the paper backing from one
of the 3" x 5" insulators and press it squarely
onto the foil surface of a foil shield in the man-
ner shown. -

() In the same manner, press a 3" X 5" insulator
on the foil surface of the remaining foil shield.

(] Cut the “Warning” segment from the calibra-
tion label. Remove the paper backing from the
“Warning” label and press the label in place
on one of the paper insulators as shown.

(1) Mount this “labeled” foil shield to the under-
side of the Module main circuit board using
two 4-40 nuts and two #4 flat washers as
shown in the Pictorial.

( . )© Secure the main circuit board onto the chassis
"~ using five 4-40 X 1/2" screws with #4
lockwashers to mount the board. Use four 6-32
X 1/4" screws to secure the front panel brack-

ets. Tighten the bracket screw at A.

() Mount the remaining foil shield, foil-side
down, onto the top of the display circuit board
brackets using 4-40 X 3/16" screws and #4 flat
washers as shown in the Pictorial.

() Refer to Pictorial 5-15 and mount the remain-
ing 2" x 5" paper insulator on the inside of
the cabinet top along its rear edge as shown.
Set the cabinet top aside.

This completes the “Tests and Adjustments.” Pro-
ceed to the “Calibration” of your Module on the fol-
lowing pages.

Detail 5-14A

CABINET TOP

REMOVE PAPER
BACKET

PAPER
INSULATOR

PICTORIAL 5-15
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CALIBRATION

NOTES:

1.

Before you start to calibrate your Time-
Voltage Module, you should accurately re-
calibrate your Oscilloscope to assure the best
possible calibration of the Module.

The following “Calibration” information is di-
rectly applicable to the Heathkit Model 10-
4360 Triple-Trace Oscilloscope. If you have
a different Heathkit Oscilloscope, refer di-
rectly to the Operation Manual for that scope
for complete information on the installation,
application, operation, and calibration of the
Time-Voltage Module for use with that oscil-
loscope.

IMPORTANT: Be sure to turn off the Oscilloscope
power and remove the line cord from the AC outlet
before you remove the cabinet top from the Time-
Voltage Module.

( ) If necessary, remove the cabinet top from the
Module by removing the two screws from the
rear panel. Slide the cover from the Module
and set it and the screws aside temporarily.

( ) Plugthe Oscilloscope line cord into an AC out-
let and turn the INTENSITY control on. Then
adjust the intensity of the Oscilloscope display
for a good viewing level.

IMPORTANT: Allow the Oscilloscope and the Time-
Voltage Module to warm up for at least one full hour
before you proceed with the following steps.
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COARSE ADJUSTMENTS

You may perform the steps of this “Coarse Adjust-
ments” if you are not familiar with the locations of
the various calibration controls, or if your Module
has recently been serviced. If you have just assem-
bled the Module, you may proceed directly to the
section titled “Fine Adjustments.”

This section will:

A. Familiarize you with the locations and the
nomenclature used to identify various calibra-
tion controls and jumpers.

B. Minimize the possibility of erroneous high or
low readings which may occure at various
points during the calibration, caused by ran-
domly-positioned controls which will be set
correctly during the “Fine Adjustments.”

C.  Improve the effectiveness of voltage and resis-
tance measurements during troubleshooting if
a problem should arise during calibration.

NOTE: When you are directed to turn a control in
either direction, clockwise or counterclockwise (CW
or CCW), this direction refers to the knob-end of
panel-mounted controls and to the rotating front of
circuit board mounted controls.
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PICTORIAL 6-1
Refer to Pictorials 6-1 and 6-2 (Illustration Booklet, FCAL: Center of rotation.
Page 17) and, on the Module, set the switches, con-
trols, and jumpers as follows. .2V CAL: Fully CCW.
T (Time) switch: In. 2V CAL: Fully CCW.
TRACKING switch: Out. Y1ZERO: Center of rotation.
EXT VDC switch: Out. Y1CAL: Fully CCW.
ADELAY: CCW. Y2 ZERO: Center of rotation.
T CAL: Fully CCW. Y2 CAL: Fully CCW.
CACAL: Fully CCW. CAL jumper: Install to NORM pin.
CBCAL: Fully CCW. A/D jumper: Install to NORM pin.

CCCAL: Fully CCW.
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FINE ADJUSTMENTS

NOTE: To accurately calibrate your Time-Voltage
Module, you should perform the following steps in
a room with an ambient temperature of 72° F (22°
C), within +5°F (3°C).

Calibration of the Time and Frequency (T and F)
functions requires the use of a calibrator capable of
producing time pulses (square waves) having inter-
vals of 1 ms, 100 s, and 1 ps (repetition rate of

1000 Hz, 10 kHz, and 1 MHz). The accuracy of this
calibrator should be +0.1%.

Two methods of calibrating the VDC functions are
provided. One method will utilize the built-in refer-
ences. The other method, using laboratory stan-
dards, requires a DC source providing 0.19 VDC and
1.9 VDC with an accuracy of +0.025%.



Heathkit

Page 91

Refer to Pictorial 6-3 (Illustration Booklet, Page 18)
and, on the Oscilloscope, set the controls and
switches as follows.
Vertical Preamp (both channels)
INPUT: No probes connected.
COUPLING (AC-GND-DC): GND.
VOLTS/DIV: .2V, VARIABLE at CAL.

POSITION (POS): Center of rotation.

Horizontal
MODE: A (in).
A TIME/DIV: 2 ms.

B TIME/DIV: Pull out, set to .1 ms.

HORIZ POS: COARSE and FINE at cen-
ters of rotation; with PULL
FOR X10 knob pushed in,
DELAY TIME POSITION: CCW.

VARIABLE TIME: CAL.

Triggering
MODE: AUTO (in).
COUPLING: DC (in).

TRIG SELECT: Y1+; LEVEL at center
of rotation.

VARIABLE HOLDOFF: NORM.

Display
MODE: Y1 (in).
ALT/CHOP: Out.
Y2 INVERT: OQut.
INTENSITY: Asrequired.
FOCUS: Normal position.
Y3 INPUT: (None)..

Y3 POSITION: Center of rotation.
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TIME-FREQUENCY CALIBRATION

On the calibration instrument, set the switches and
controls as follows:

Output Level: .5to1.0V,P-P.

Pulse Interval: 1 ms (1000 Hz).

NOTES:

; In the following steps, when you are directed
to adjust a switch or a control, the step will
include an “(M)” or an “(0)” to indicate that
the switch or control is located on the Module
(M) or on the Oscilloscope (O).

2. During the following steps, if you fail to ob-
tain the desired results, refer to the “In Case
of Difficulty” section of this Manual. Be sure
to locate and correct any difficulty before you
continue the calibration of your Module.

3. When you are directed to move a cursor to
a specific place (on a pulse, for example):
— Use the leading edge of the left cursor;
— And the trailing edge of the right cursor
(unless you position it to the left graticule,
where you'd use the leading edge).

() (O): Set the Y1 INPUT switch to DC. Connect
the calibrator output to the Y1 input. Adjust
the Oscilloscope INTENSITY, FOCUS, and
Triggering as required to obtain a stable dis-
play on the CRT. Adjust the HORIZ POS con-
trol so alternate pulses are aligned with the
CRT graticule lines.

( ) (O): Push the A-B switch in. An intensified
area, or cursor, should appear on the left side
of the CRT.

() (M): Rotate the A DELAY control clockwise
until a second cursor appears. Position this
cursor in the right half of the CRT.

RESTART

NOTE: Some of the following steps have two check-
off spaces. Complete each of these steps once; then
when you are instructed to do so, return to this point
and complete each of these steps again as a touch-
up.

() () (O): Rotate the DELAY TIME POS control to
position the left cursor on the third pulse
(at the second CRT graticule line).

() () (M): Rotate the A DELAY control to position
the right cursor on the 19th displayed pulse
(at the 10th CRT line).

() () (O): Push the B (Timebase) switch. Adjust
the DELAY TIME POS control to center the
waveforms in the CRT viewing area.

() () (M): Adjust the A DELAY control to pre-
cisely superimpose the waveforms.

() (M): Adjust the T CAL control to display
“15.50 ms” (=.10). NOTE: Perform this step
only once.

() () (M): Adjust the CA CAL control to display
“16.00 ms” (+.01).

() () (O):Push in the A-B switch.

() () Set the calibrator pulse interval to 100 us
(10 kHz).

() () (O): Set the A TIME/DIV switch to .2 ms.
Set the B TIME/DIV switch to 10 ps. Adjust
the HORIZ POS control so alternate pulses
are aligned with the CRT graticule lines.

() () (O): Adjust the DELAY TIME POS control
to position the left cursor on the third pulse
(at the second CRT line).

() () (M): Adjust the A DELAY control to position
the right cursor on the 19th pulse (at the 10th
CRT line).

( ) () (O): Push the B (timebase) switch. Adjust the
DELAY TIME POS control to center the
waveforms in the CRT viewing area.

() () (M): Adjust the A DELAY control to pre-
cisely superimpose the waveforms.

() () (M): Adjust the CB CAL control to display
“1.600 ms” (*.001).

() () Set the calibrator pulse interval to 1 ps (1
MHz).

() () (O):Push the A-B switch.
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() () (O): Set the A TIME/DIV switch to 2 ps. Set
the B TIME/DIV switch to .1 ps. Adjust the
HORIZ POS control so alternate pulses are
aligned with the CRT graticule lines.

() () (O): Adjust the DELAY TIME POS control
to position the left cursor on the third pulse
(at the second CRT line).

( ) () (M): Adjust the A DELAY control to position
the right cursor on the 19th pulse (at the 10th
CRT line).

() () (O): Push the B (timebase) switch in. Adjust
the DELAY TIME POS control to center the
waveforms in the CRT viewing area.

(") () (M): Adjust the A DELAY control to pre-
cisely superimpose the waveforms.

() () (M): Adjust the CC CAL control to display
“16.00 ps” (+.01).

() () (O):Push the A-B switch.

(1) () (O): Set the A TIME/DIV switch to 1 ps. Ad-
just the HORIZ POS control so a pulse is
aligned with each CRT graticule line.

() () (O): Adjust the DELAY TIME POS control
to position the left cursor on the second
pulse (at the second CRT line).

(+) (') (M): Adjust the A DELAY control to position
the right cursor on the third pulse (at the
third CRT line).

( ) (1) (O): Push the B (timebase) switch. Adjust the
DELAY TIME POS control to center the
waveforms in the CRT viewing area.

() () (M): Adjust the A DELAY control so the dis-
play is down-ranged to show approximately
“1.000 ps” and so the waveforms are pre-
cisely superimposed. Note only the numbers
displayed.

() () (M):Push the F (Frequency) switch.

() () (M): Note only the numbers displayed and,
compute the difference between this and the
previous display. Then carefully adjust the
F CAL control to reduce this difference by
one-half. :

() () (O): Set the A (timebase) switch to 2 ms, the
B (timebase) switch to .1 ms, and push the
A-B switch.

(1) () (M): Push the T (Time) switch.

() Setthecalibrator to 1 ms (1000 Hz).

() Return to “Restart” and again perform each
step that has a double checkoff space. When
you have completed each of these steps twice,

proceed with the followings steps.

( ) Turn off the calibrator and disconnect it from
the Oscilloscope.

Proceed to “Voltage Adjustments.”
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VOLTAGE ADJUSTMENTS

NOTE: Depending on the DC voltage standard you
have available, (discussed at the beginning of the
“Calibration” section), proceed to the following
“Built-In References” or “Laboratory Standards”
(Page 95) sections to complete the calibration of your
Module.

BUILT-IN REFERENCES

External VDC Calibration

Refer to Pictorial 6-2 (Illustration Booklet, Page 17)
for the following steps.

NOTE: In this section, disregard any decimal-points,
and note only the numbers displayed.

( ) (M):Push the EXT VDC on the side of the Mod-
ule to the in position.

( ) (M): Unplug the gray CAL jumper (at the left
side of the main circuit board). Connect the
black test lead alligator clip onto the end of
the wire (connector). Position the test lead
away from any contact with the circuit board
components or any ground.

NOTE: In the following step, if auto-ranging should
occur, and the display indicates “0190"”, momentar-
ily touch the black test-lead plug to the nearby dis-
play board bracket. This will cause the correct range
to be selected.

NOTE: Complete the next two steps once each; then
return and complete each one again as a touch-up.

() () (M): Touch the black test-lead banana plug
to the LO CAL test point. Adjust the .2V CAL
control to display “XXXX" (£.0001), where
“XXXX" is the number on the calibration
label.

() () (M): Touch the black test-lead banana plug
to the HI CAL test point. Adjust the 2V CAL
control to display “YYYY” (+.0001), where
“YYYY"” is the HI CAL number on the calib-
ration label.

( ) (M): Disconnect the black test-lead alligator
clip from the gray CAL jumper. Reconnect the
jumper connector to its NORM pin.

( ) (M): On the side of the Module, push the EXT
VDC switch to return it to the “out” position.

Internal VDC Calibration

( ) (M): Push the Module VDC switch. Push the
PROBE and CHAN switches to illuminate the
X1 and Y1 indicators.

( “) (O): Set the Y1 and Y2 VOLTS/DIV switches
to their 50 mV positions. Set the Y1 and Y2
input switches to GND.

() (0O): Connect a BNC (with alligator clips) test
lead or a X1 oscilloscope probe to the Y1
INPUT connector. DO NOT use a X10 probe.

RESTART

NOTE: Some of the following steps have two check-
off spaces. Complete each of these steps once; then
return to this point and complete each one again
as a touch-up.

() () (M): Adjust the Y1 ZERO control to display
“X1Y1.0000” (+.0001).

() () (O): Set the Y1 Input switch to DC.

() () (M): Touch the test probe or clip to the HI
CAL connector. Adjust the Y1 CAL control
to display “X1 Y1 XXXX"” (+0001), where
XXXX is the HI CAL number on the calibra-
tion label.

NOTE: In the following step, if auto-ranging should
occur and the display shows “0190”, momentarily
lift the test probe or clip from the test point to cause
the correct range to be selected.

() () (M) Touch the test probe or clip to the LO
CAL connector. Carefully note the difference
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between the display and the LO CAL
number on the calibration label. Turn the Y1

CAL control to reduce this difference by one-
half.

() () (O): Move the BNC cable or test probe con-
nector to the Y2 Input connector.

() () (M): Push the CHAN switch to light the Y2
indicator.

() () (M): Adjust the Y2 ZERO control to display
“X1Y2.0000" (+.0001).

() () (O): Set the Y2 Input switch to DC.

() () (M): Touch the test probe or clip to the HI
CAL connector. Adjust the Y2 CAL control
to display “X1 Y2 XXXX” (%£0001) where
the XXXX is the HI CAL number on the
calibration label.

NOTE: In the following step, if auto-ranging should
occur and the display shows “0190,” momentarily
lift the test cable clip or probe from the test point
to cause the correct range to be selected.
20
(') () (M): Touch the test probe or clip to the HL
CAL connector. Note difference between
the display and the HL CAL number on the
calibration label. Then adjust the Y2 CAL
control to reduce the difference by one-half.

() () (O): Set the Y1 and Y2 switches to GND.

() () (M): Push the CHAN switch to the Y1 posi-
tion.

( ) (O): Move the test probe or clip to the Oscillos-
cope Y1 Input connector.

Return to “Restart” and again perform each step that
has a double checkoff space. When you have com-
pleted each one twice, continue with the following
steps.

() Disconnect the test cable or probe.
( ) Turn the Oscilloscope INTENSITY control to

OFF, and unplug the line cord from the AC
outlet.

Refer to Pictorial 6-4 (Illustration Booklet, Page 18)
for the following steps.

( ) Secure the Module cabinet top onto the Mod-
ule using two 6-32 X 1/4” screws. NOTE: Be
sure the cabinet top edge is under the flanges
as shown.

( ) Making sure that you don’t pinch any wires
or cables, secure the cabinet top onto the Os-
cilloscope using the nine 6-32 x 1/4” screws
previously removed.

This completes the “Calibration” of your Time-Volt-
age Module. Proceed to the “Summary” on Page 97.

LABORATORY STANDARDS

External VDC Calibration

NOTE: In the following steps, disregard any decimal
point lighting and note only the numbers displayed.

() (M): On the side of the Module, push the EXT
VDC switch to the “in” position.

() Setthe DC voltage standard output to 0 volts.

() (M): Plug the black test lead banana plug into
the COM jack.

( ) Connect the black test lead alligator clip to the

low (negative) terminal of the DC voltage stan-
dard.

( ) Plug the red test lead into the (positive) output
connector on the DC voltage standard.

Refer to Pictorial 6-2 (Illustration Booklet, Page 17)
for the following steps.

() (M): Unplug the gray CAL jumper wire from
the NORM pin and position the wire connec-
tor so it does not touch any other components
or grounds on the circuit board. NOTE: This
jumper is located on the left side of the main
circuit board.

/86.6 to
[, 2/0 K/
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NOTE: Complete the next four steps once each; then
return and complete each one again.

() () Set the voltage standard output to +190.0
mV.

NOTE: In the following steps, if auto-ranging should
occur and the display shows “0190”, hold the probe
to the connector and momentarily set the DC voltage
standard to 0 to cause the correct range to be
selected.

() () (M): Touch the probe to the connector on
the end of the CAL jumper wire. Adjust the
.2V CAL control to display “1900” (£ 0001).

() () Setthe DC voltage standard to +1.900V.

() () Touch the test probe or clip to the connector
on the end of the CAL jumper wire. Adjust
the 2 V CAL control to display “.1900"
(+0001).

( ) Setthe DC voltage standard to 0.

( ) (M): Disconnect the test leads and reconnect
the gray CAL jumper wire to the NORM pin.

( ) (M): Push the EXT VDC switch on the side
of the Module to the out position.

Internal VDC Calibration

( ) (M): Push the VDC switch to the in position.
Push the CHAN and PROBE switches to turn
on the X1 and Y1 indicators.

( ) Setthe DC voltage standard to 0.

( ) (O): Set the Y1 and Y2 VOLTS/DIV switches
to their 50 mV positions and the Y1 and Y2
Input switches to GND.

( ) (O): Connect a BNC test lead or a X1 oscillos-
cope probe to the Y1 input connector. Do NOT
use a X10 probe. Connect the probe end of the
test lead to the DC voltage standard output,
with the ground lead to the low (negative) ter-
minal.

RESTART

NOTE: As before, complete each of the following
steps once; then return and complete each one again
when you are instructed to do so.

() () (M): Adjust the Y1 ZERO control to display
“X1Y1.0000" (+.0001).

() () Setthe DC voltage standard to +190.0 mV.

NOTE: In the following steps, if auto-ranging should
occur and the display shows “0190"”, momentarily
position the Oscilloscope Y1 Input switch to GND
to cause the correct range to be selected.

() () (O): Set the Y1 Input switch to DC.

() () (M): Adjust the Y1 CAL control to display
“X1 Y1 1900" (£ 0001).

() () SettheDC voltage standard to + 1.900V.

() () (M): Note the difference between the display
and “X1 Y1 1.900”. Adjust the Y1 CAL con-
trol to reduce the difference by one-half.

() () (O): Move the BNC test lead or probe to the
Y2 Input connector.

() () (M): Push the CHAN switch to light the Y2

indicator.

() () (M): Adjust the Y2 ZERO control to display
“X1Y2.0000" (+.0001).

() () SettheDC voltage standard to +190.0 mV.

NOTE: In the following steps, if auto-ranging should
occur and the display shows “0190”, momentarily
position the Oscilloscope Y2 Input switch to GND
to cause the correct range to be selected.

() () (O): Set the Y2 input switch to DC.

() () (M): Adjust the Y2 CAL control to display
“X1Y21900" (+=0001).

() () SettheDC voltage standard to + 1.900V.
() () (M): Note the difference between the display

and “X1 Y1 1.900". Adjust the Y1 CAL con-
trol to reduce the difference by one-half.
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() () (O): Move the test cable or probe to the Y1
Input connector.

() () (M): Push the CHAN switch to light the Y1
indicator.

() () (O): Set the Y1 and Y2 Input switches to
GND.

Return to “RESTART" and perform each step again.
When you have completed each step twice, proceed
with the following steps.

( ) Setthe DC voltage standard to 0 volts.

( ) Disconnect the BNC test lead or probe from
the Oscilloscope.

() (O): Turn the INTENSITY control to OFF and
unplug the line cord from the AC outlet.

Refer to Pictorial 6-4 (Illustration Booklet, Page 18)
for the following steps.

( ) Secure the Module cabinet top onto the Mod-
ule using two 6-32 x 1/4” screws.. NOTE: Be
sure the cabinet top edge is under the flanges
as shown.

() Resecure the Oscilloscope cabinet top (if nec-
essary) using the nine 6-32 x 1/4” screws pre-
viously removed. Make sure you don’t pinch
any wires or cables between these compo-
nents.

This completes the “Calibration” of your Time-Volt-
age Module.

SUMMARY

1. All newly-assembled Modules will require
time to stabilize any small calibration shifts
due to initial aging of components.

2. Modules that are “time-stabilized” may still
have small calibration shifts when they are
exposed to high or low temperature extremes
for the first time. If you are likely to use your
Module over a wide temperature range, you
should condition it for a period of time at both
high and low temperatures and then recalib-
rate the instrument.

3. Some of the Module circuits may show calib-
ration shifts if the instrument is calibrated at
low humidity and used at high humidities,
or vice versa. These changes are generally re-
versible.

4, All precision instruments require regular re-
calibration to assure maximum accuracy even
after time and temperature stabilization. The
period between calibrations may vary from a
few weeks for newly-assembled instruments
to several months for those that have fully
stabilized. You should also consider recalib-
ration prior to critical use.

5. When you are in doubt about the accuracy
of your Module, verify it only against a preci-
sion standard. Other forms of verification may
be significantly in error.

This completes the “Calibration” of your Module;
proceed to “Operation”.
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OPERATION

to rain or moisture.

WARNING: To prevent fire or shock hazard,
do not expose your Oscilloscope or Module

This section of the Manual is divided into two parts.
The first part, “General,” briefly describes the opera-
tion of each switch, control, or connector on the
Module. It also provides you with some safety pre-
cautions to observe whenever you use the Module.
The second part, “Measurements,” includes specific
operating instructions for each function as well as
some guidelines and techniques that will provide
optimum measurement accuracy.

NOTE: Be sure to read the information under “Gen-
eral” before you use the Module. Pay particular at-
tention to “Safety Markings” and “Safety Precau-
tions.” In addition, be sure to observe all Warnings,
Cautions, and Notes provided in the “Measure-
ments” information.
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PICTORIAL 7-1

CONTROL FUNCTIONS

Refer to Pictorial 7-1 for the locations of the follow-
ing front panel switches and controls.

OFF switch — Turns all Module functions off. The
Oscilloscope must be turned on for the Module to
operate.

T switch — Enables the Module to measure time.
One of the time indicators (s, ms, or ps) will light,
depending upon the position of the TIME/DIV
switch on the Oscilloscope.

F switch — Enables the Module to measure fre-
quency. One of the frequency indicators (Hz, kHz,
or MHz) will light, depending upon the position of
the TIME/DIV switch on the Oscilloscope.

VDC (internal) switch — Enables the Module to
measure the DC voltage present at the Y1 or Y2
INPUT connector on the Oscilloscope. The follow-
ing conditions apply:

; 1 The input toggle switch on the Oscilloscope
must be at DC.

2. The VOLTS/DIV switch on the Oscilloscope
must be set to the correct range. See “VDC
(internal) Measurements” on Page 111.

3. Be sure the PROBE and CHAN switches are
set correctly.

PROBE switch — When this switch is out, the dis-
play indicates the Y1 or Y2 INPUT DC voltage di-
rectly and the X1 indicator is lit. When this switch
is in, the display indicates ten times the Y1 or Y2
INPUT DC voltage and the X10 indicator is lit. This
provides a direct reading display when a X10 probe
is used.

CHAN switch — Selects the Y1 INPUT or Y2 INPUT
for VDC (internal) measurements. The correspond-
ing Y1 or Y2 indicator will be lit.

X1 & X10 indicators — Indicates the VDC (internal)
range that is selected by the PROBE switch.

Y1 & Y2 indicators — Indicates which Oscilloscope
INPUT connector is selected by the CHAN switch
for VDC (internal) measurements.

s, ms, & ps indicators — Indicates the time measure-
ment units selected by the TIME/DIV switch on the
Oscilloscope.

Hz, kHz, & MHz indicators — Indicates the fre-
quency measurement units selected by the TIME/
DIV switch on the Oscilloscope.

A DELAY control — Changes the position of the
measurement cursor for time or frequency measure-
ments.
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PICTORIAL 7-2

Refer to Pictorial 7-2 for the locations of the follow-
ing side panel switches and connectors.

TRACKING switch — Affects the operation of the
cursors during time and frequency measurements.
When this switch is out, the DELAY TIME POSI-
TION (DTP) control on the Oscilloscope changes the
position of both the measurement and reference cur-
sors. When this switch is pushed, the DTP control
moves only the reference cursor and the A DELAY
control moves the measurement cursor.

IN & COM jacks — Inputs for measuring an external
DC voltage.

EXT VDC pushbutton — Causes the Module display
to indicate the voltage that is present at the IN and
COM jacks. All of the pushbutton switches on the
front of the Module (except OFF) are disabled.

Refer to Pictorial 7-3 for the locations of the follow-
ing controls accessible through holes in the rear
panel.

NOTE: You may have to adjust the following con-
trols if you use your Oscilloscope at high or low
temperatures, or if you want to make a quick mea-
surement without allowing the Oscilloscope to com-
pletely warm up. These controls affect only the VDC
(internal) function.

Y1 ZERO AD] control — Allows you to zero the
Module display when no voltage is present at the
Y1 INPUT connector (or the input switch is in the
GND position).

Y2 ZERO ADJ] control — Allows you to zero the
Module display when no voltage is present at the
Y2 INPUT connector (or the input switch is in the
GND position).

Hea
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SAFETY MARKINGS

The side panel of the Module contains the following
standard operator warnings:

A Whenever you see this symbol, you should
refer to this Manual for operating instructions.

< This symbol means that there may be danger-
ously high voltage present at this location, or
you should be careful not to exceed the voltage
limitation of this terminal.

Refer to “Measurements” for specific limitations of
the Module.

SAFETY PRECAUTIONS

Occasionally, you may use your Module to check,
maintain, and repair electronic equipment which
contains DANGEROUSLY HIGH VOLTAGES. Be-
cause of this potential danger, you should always
observe the following safety practices:

1. Always handle the test probes by the insu-
lated portions only. Be careful not to touch
any exposed metal parts.

2. Whenever you measure high voltages, be sure
to turn off the power to the equipment you
are testing before you connect the test leads.
If this is not possible, be very careful to avoid
accidental contact with any object that could
provide a ground return (circuit completion).

3. If possible, use only one hand when you make
tests on equipment that is turned on. Keep
one hand in your pocket or behind your back
to help avoid accidental shock.

4, Insulate yourself from ground while you make
measurements. Stand on a properly insulated
floor or floor covering.

INPUT OVERLOAD PROTECTION

CAUTION; Before you make any measurements with
your Module, try to determine, if possible, that the
measurement will not exceed the limitations of each
Module input.

Each function is protected against input overloads,
as long as the overload is within the limitations indi-
cated in the “Specifications” section of this Manual
(beginning on Page 133).

OVERLOAD/OVERRANGE INDICATION

Whenever an overload/overrange condition occurs
(greater than 1999 counts on the range you have
selected), a 1 will light in the left-most digit and
the appropriate decimal point will appear. All other
display digits are blanked.

=1 COUNT

The right-most display digit will normally alternate
one number above or below an indication on succes-
sive readings. Under certain conditions, it may vary
one or two numbers.

DISPLAY UNITS/POLARITY

During measurements, the display indicates directly
and automatically lights the correct decimal point
and quantity indicator (s, ms, ps, Hz, kHz, or MHz).
The measurement polarity for all functions has an
implied “+ " and a displayed “ —".
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WARM-UP

To provide maximum stability and accuracy, you
may wish to leave the Oscilloscope and Module
turned on continuously during your daily work
period. To insure best accuracy, allow a 30-minute
warm-up from a cold start before you make measure-
ments. You can, however, use the Module im-
mediately after turn-on. You may wish to slightly
readjust the Y1 ZERO or Y2 ZERO controls on the
rear panel to zero the display, when you use the
VDC (internal) function.

The following “Measurements” section explains
how to use each measurement function. In addition,
you are provided application information for the
VDC functions to assist you in harsh measurement
environments. The “Specifications” section of this
Manual (beginning on Page 133) provides you with
information concerning the accuracy of displayed
mesurements.

The following are included in the “Measurements”
section:

TIME/FREQ MEASUREMENTS

*  Repetitive Pulse Time and/or Rate.

* Time Duration of Pulse Width.

* Time Difference Between Pulses from Dif-
ferent (synchronous) sources.

* Risetime.

*  Burst Frequency Measurement

VDC MEASUREMENTS

* Measurement Inputs.

* VDC (internal) Measurements.

» EXT VDC Measurements.

* Additional Considerations for VDC Mea-
surements.

* Minimizing Voltage Measurement Errors.

NOTE: For VDC measurements, it is important that
you read “Minimizing Voltage Measurement Errors”
to become familiar with the techniques described.
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MEASUREMENTS

TIME/FREQ MEASUREMENTS

NOTE: If the EXT VDC switch (on the side of the
Module) is pushed in, the T and F functions will
be inoperative.

The Time and Frequency functions of the Module
improve the accuracy of waveform measurements
and make them easier. The following examples show
you how to perform some common time/frequency
measurements. Keep the following in mind as you
read through each of the examples:

A.

Two cursors are used to make time and fre-
quency measurements. When the TRACKING
pushbutton on the side panel is in the ON
position (out), the DELAY TIME POSITION
(DTP) control moves both cursors (reference
and measurement cursors) and the A DELAY
control on the Module moves only one (mea-
surement) cursor. When the TRACKING
switch is in the OFF position (in), the DTP
control moves only the reference cursor and
the A DELAY control moves only the mea-
surement cursor. Generally you measure re-
petitive waveforms when the TRACKING
switch is ON (out).

When you make frequency measurements, the
display will indicate an overrange condition
when the cursors are close together as shown
below:

A TIMEBASE Cursor
switch setting spacing

“1" decades .5 division
“2" decades .25 division

“5"” decades 1.0 division

The reference cursor will move slightly to the
right on the 1.0 ps/div (and lower) ranges,
from where it was positioned on a higher
range. This does not cause a measurement
error, but will require you to use the DTP and/
or HORIZ POS control to reposition the cur-
sor. On the .2 s range, this also reduces the
measurement range slightly.

Be sure the VARIABLE TIME control on the
Oscilloscope is in the detented (CAL) position
when you make time and frequency measure-
ments, or the measurement will be in error.
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"REFERENCE" —t—F— = | "MEASUREMENT"
CURSOR | 37 CURSOR
REPETITION
TIME TO BE
HORIZ: A-B MEASURED
T
il
"REFERENCE" : “MEASUREMENT"
CURSOR i CURSOR TO BE
/7 SUPERIMPOSED
HORIZ: B
PICTORIAL 7-4
Repetitive Pulse Time and/or Rate 2. Use the DTP control to position the reference

Refer to Pictorial 7-4 as you read the following exam-

ple. 3.
1. Preset the Oscilloscope and Module controls
as follows: 4,
DISPLAY: Y1 (or Y2).
FUNCTION:  TIME (T). 5.
HORIZ: A-B.

A TIMEBASE: To display 2 (or more) pulses.
B TIMEBASE: 3 or 4 positions more clockwise.

than the A TIMEBASE.
TRACKING: ON (out). 6.
ADELAY: Move the measurement cursor to

the right of the reference cursor.

cursor to a point on one of the pulses.

Use the A DELAY control to position the mea-
surement cursor to approximately the same
point on the next pulse.

Push the B TIMEBASE switch. Then slightly
readjust the DTP control to center the
waveforms.

Adjust the A DELAY control to superimpose
the waveforms. Then read the display and in-
dicators to determine the pulse repetition
time.

If you desire to display the pulse frequency
(repetition rate), push the FREQ (F) switch on
the Module.
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PICTORIAL 7-5
Time Duration of Pulse Width 2. Use the DTP control to position the reference
cursor on the leading edge on the waveform.
Refer to Pictorial 7-5 as you read the following exam-
ple. 3 Use the A DELAY control to position the mea-
surement cursor to the trailing edge on the
1. Preset the Oscilloscope and Module controls pulse to be measured.
as follows:
4, Push the B TIMEBASE switch. Then slightly
DISPLAY: Y1 (or Y2). readjust the DTP control to center the
FUNCTION:  TIME (T). waveforms.
HORIZ: A-B. _ .
ATIMEBASE: To display the start and finish of 5.  Adjust the A DELAY control so the leading
an event. and trailing portions cross in the center of the
B TIMEBASE: 3 or 4 positions more clockwise than amplitude (50% point). Then read the display
the A TIMEBASE. and indicators to determine the pulse width.
ADELAY: Move the measurement cursor to the

right of the reference cursor.

NOTE: You may find it easier to make measurements
if you press the TRACKING switch on the Module,
which allows you to separately control the position

of the cursors.
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PICTORIAL 7-6

Time Difference Between Pulses from Different
(Synchronous) Sources

Refer to Pictorial 7-6 as you read the following exam-
ple.

1 Preset the Oscilloscope and Module controls
as follows:

DISPLAY: DUAL.

FUNCTION: TIME (T).

HORIZ: A-B.

ATIMEBASE: To display the reference waveform on
Y1 and the measurement waveform

onY2.

B TIMEBASE: 3 or 4 positions more clockwise than
the A TIMEBASE.

ADELAY: Move the measurement cursor to the

right of the reference cursor.

NOTE: You may find it easier to make measurements
if you push the TRACKING switch on the Module,
which allows you to separately control the positions
of the cursors.

2.

4,

Use the DTP control to position the reference
cursor to a point on the reference waveform.

Use the A DELAY control to position the mea-
surement cursor to a point on the measure-
ment waveform.

Push the B TIMEBASE switch. Then slightly
readjust the DTP control to center the
waveforms.

Adjust the A DELAY control to align the
waveform points. Then read the display and
indicators to determine the pulse time differ-
ence.
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PICTORIAL 7-7
Risetime
Refer to Pictorial 7-7 as you read the following exam- sions. Then position the display vertically so
ple. the bottom touches the 0% line and the top
touches the 100% line.
: Preset the Oscilloscope and Module controls
as follows. 3. Set the A TIMEBASE switch to display the
leading (or trailing) edge of the waveform.
DISPLAY: Y1 (or Y2).
FUNCTION: TIME (T). 4. Set the B TIMEBASE switch 3 or 4 positions
HORIZ: A-B. more clockwise than the A TIMEBASE.
A TIMEBASE: To display 2 (or more) pulses.
ADELAY: Move the measurement cursor to the 5. Adjust the DTP control to position the refer-
right of the reference cursor. ence cursor on the 10% dashed graticule line.

NOTE: You may find it easier to make measurements 6. Adjust the A DELAY control to position the

if you push the TRACKING switch on the Module, measurement cursor on the 90% dashed
which allows you to separately control the positions graticule line. Then read the display and indi-
of the cursors. cators to determine the pulse risetime.

2. Set the VOLTS/DIV switch and the VARI-
ABLE control on the Oscilloscope so the
amplitude of the display is exactly 8 divi-
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PICTORIAL 7-8

Burst or Ringing Frequency Measurement

Refer to Pictorial 7-8 as you read the following exam-

ple.
1 Preset the Oscilloscope and Module controls
as follows.

DISPLAY: Y1 (or Y2).

FUNCTION: TIME (T).

HORIZ: A-B.

ATIMEBASE: To display several cycles of the burst
or “ringing” frequency.

BTIMEBASE: 3 or4 positions more clockwise than
the A TIMEBASE.

ADELAY: Move the measurement cursor to the

right of the reference cursor.

NOTE: You may find it easier to make measurements
if you push the TRACKING switch on the Module,
which allows you to separately control the positions
of the cursors.

2.

Use the DTP control to position the reference
cursor to a point on the waveform.

Use the A DELAY control to position the mea-
surement cursor to the same point of the next
cycle.

Push the B TIMEBASE switch. Then slightly
readjust the DTP control to center the
waveform. Also readjust the A DELAY control
to superimpose similar points of the two
waveforms.

Push the FREQ (F) switch. Then read the dis-
play and indicators to determine the fre-
quency.
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VDC MEASUREMENTS

Be sure to read “Safety Precautions” on Page 102
before you attempt to make any DC voltage measure-
ments.

NOTE: If the EXT VDC switch (on the side of the
Module) is pushed in the VDC (internal) function
will be inoperative.

Measurement Inputs

WARNING: Never use uninsulated, cracked, or
frayed test leads. Always repair or replace any ques-
tionable test leads.

For VDC (internal), you can make measurements di-
rectly at the BNC input connectors (Y1 and Y2). This
provides maximum sensitivity (.2 volts full-scale
with .1 mV resolution), but the input resistance is
lower (1 MQ2) than when using a X10 probe (10 M{2).
You may find it advantageous to use the Y1 INPUT
with a X10 probe for AC and/or high impedance
measurements, and a direct input to the Y2 INPUT
for low-level DC voltage measurements. Be sure the
PROBE switch is set so the proper probe indicator
(X1 or X10) is lit for each input, so the decimal point
in the display is in the correct position.

For EXT VDC, connect your test leads to IN and
COM (common) jacks on the side panel. These are

spaced to accommodate either separate banana plugs
or a dual banana plug (3/4" centers). You can use
the test leads supplied with the Module or make
your own test leads. For low-level measurements,
you may find that “twisted pair” test leads, coaxial
cable, or shielded cable provide more stable and ac-
curate measurements.

If needed, you can connect a high voltage probe to
the IN and COM jacks (as long as the probe is de-
signed to be used with a meter that has a 10 M{}
input impedance). Such a probe is available from
the Heath Company. When you use a high voltage
probe, you must interpret the auto-ranged display
indication and the voltage division ratio of the
probe. If, for example, you have a 100:1 high voltage
probe and the Module display indicates 140 VDC,
the voltage at the tip of the probe is approximately
14,000 volts DC (the display indication times 100).
CAUTION: Make sure you do not exceed the voltage
rating of the probe.

You can also use an RF probe with the Module to
make high-frequency voltage measurements. An RF
probe suitable for operation with the EXT VDC func-
tion of the Module is available from the Heath Com-
pany. Be sure to consult the manufacturer’s informa-
tion and specifications. CAUTION: Do not exceed
the input voltage rating of the RF probe.
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VDC (internal) Measurements 3.

WARNING: The cabinet and ground circuit of the
Oscilloscope is connected through the line cord to
earth ground to protect you from a shock hazard.
Do not defeat this ground or attempt to connect the

Connect a probe or test leads to the Oscillo-
scope Y1 or Y2 INPUT connector. Then push
the CHAN switch on the Module to light the
proper (Y1 or Y2) indicator. If you use a X10
probe, push the PROBE switch.

Be sure the Y1 or Y2 input switch is at DC.

Connect the ground test lead to circuit ground
of the circuit under test. CAUTION: This
ground is connected to earth ground.

Set the VOLTS/DIV switch to the range that
corresponds to the DC voltage to be measured.
Figure 2 shows the display limits for each
range.

Touch the test probe to the measurement
point in the circuit. The display will auto-
range to indicate the voltage being measured.
If the display shows an overrange condition,
turn the VOLTS/DIV switch to a higher range.
Be sure the correct CHAN and PROBE indi-
cators are lit.

Oscilloscope ground to a voltage source that is above 4.
earth ground. This can present a safety hazard or
damage the Oscilloscope. 5.
CAUTION: +400 volts (DC plus peak AC) is the
maximum voltage allowable at the Y1 or Y2 inputs
of the Oscilloscope. Be sure to consult manufac- 6.
turer’s specifications for the input voltage limit
when you use a X10 probe.
Use the following procedure to make a VDC (inter-
nal) measurement: 7.
1 Turn the Oscilloscope and Module on and
allow them to warm up.
2. Push the VDC switch on the front of the Mod-
ule.
Direct Input
VOLTS/DIV
Range Low
2mV to 50 mV .0000 to .1999
100 mV to 500 mV 0.000 to 1.999
1Vto10V 00.00 to 19.99
With X10 Probe
VOLTS/DIV
Range Low
2mV to 50 mV 0.000 to 1.999
100 mV to 500 mV 00.00 to 19.99
1Vto10V 000.0 to 199.9

AUTO-RANGING DISPLAY LIMITS

AUTO-RANGING DISPLAY LIMITS

High

0.100 to 1.999
01.00 to 19.99
010.0 to 199.9

High

01.00 to 19.99
010.0 to 199.9
0100 to 1999

Figure 2
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EXT VDC Measurements

WARNING: When you make any EXT VDC measure-
ment, do not connect the COM jack on the Module
(black test lead) to a voltage that exceeds 500 volts
(DC plus AC), or 350 volts AC (rms) above earth
(power line) ground. This can present a safety haz-
ard or damage the Module.

CAUTION: The maximum voltage allowable be-
tween the IN and COM jacks is +=1000 volts (DC
plus AC).

Use the following procedure to make EXT VDC mea-
surements:

1. Turn the Oscilloscope and Module on and
allow them to warm up.

Depress the EXT VDC pushbutton on the
Module.

Plug your test leads into the IN and COM
jacks.

Connect the free end of the black test lead
to ground in the circuit under test.

Touch the red test lead probe to the measure-
ment point in the circuit. Allow the auto-rang-
ing display to stabilize. Figure 3 shows the
display limits for each range.

RANGE AUTO-RANGING DISPLAY LIMITS

2 0.000 to 1.999

20 01.00to 19.99

200 010.0 to 199.9
2000 0100 to 1999 (1000 max)

Figure 3
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Keep the following guidelines in mind when you
make VDC measurements:

A.

The measurement accuracy specification
(Laboratory Standards) for VDC (internal) is
+ (0.75% of reading + 2 counts) for voltages
at the Y1 and Y2 inputs. For EXT VDC, the
accuracy is = (0.25% of reading + 2 counts).
For example, a display indication of 1.000
volt from a low impedance source has an un-
certainty of +0.0095 volts for VL ™ finternal)
and +0.0035 for EXT VDC. In addi if you
use a X10 probe for VDC (internal} ‘asure-
ments, its possible error (tolerance) must be
included in the measurement uncertainty.

For VDC (internal), the input resistan. e of the
Oscilloscope at the Y1 and Y2 inputs is 1 M(Q).
If you use a X10 probe, the input resistance
is 10 M(). For EXT VDC, the input resistance
is 10 M{). Measurements at relatively high
source resistances will cause a significant
reading error. You can determine the amount
of error, due to loading, from the following
equation:

R source
= — 100
% Errar [ R source + R input ]

For example, a source resistance of 10 k{) re-
sults in a loading error of —1.0% for a 1 MQ}
input resistance and —0.1% for a 10 M{) input
resistance. NOTE: Since the loading always
reduces the voltage under “load” from its “un-
loaded” value, the error always has a ainus

(—) sign.

For 10 M(}, the loading error becomes very
significant for source resistances above 100

kQ.

When the input is open-circuited (for either
function), stray AC radiation may cause sev-
eral counts to be displayed. This is normal
and does not produce a significant error when
the input is connected to a low resistance
source,
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PICTORIAL 7-9

Minimizing Voltage Measurement Errors

You can obtain optimum performance from your
Module by observing a few precautions when you
establish test measurement conditions. The hints in-
cluded in the following paragraphs are only indica-
tive of a number of measurement environment prob-
lems that may influence the performance of the
Module.

Avoid ground loops. A potential difference may
exist between the ground of the power source and
the ground of the circuit under test. This difference
in ground potential may set up ground-loop currents
and affect the measured values. The NMRR (Normal-
Mode Rejection Ratio) and CMRR (Common-Mode
Rejection Ratio) capability of the Module will greatly
reduce this effect. You can also reduce this problem
by connecting the test source ground to earth (power

line) ground, where possible. Make the connection
as close to the Oscilloscope Power ground as you
can.

Pictorial 7-9 shows a “typical” ground loop condi-
tion.

When you make a “floating” EXT VDC measure-
ment, it is possible to introduce a common-mode
voltage by reactive coupling through the Oscillos-
cope ground circuit. For these measurements, the
CMRR capability of the Module should maintain
measurement accuracy under most conditions.

Pictorial 7-10 shows a “typical” common-mode volt-
age condition.

This completes the “Operation” section of your
Manual.

- MODULE
TEST
SOURCE EXT VDC
"FLOATING" [ o SOM

LINE
VOLTAGE
SOURCE

COMMON
MODE
SOURCE

PICTORIAL 7-10
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IN CASE OF DIFFICULTY

NOTE: It is important that you read the entire “Gen-
eral Troubleshooting Information” and “Trouble-
shooting Precautions” sections, which follow, before
you attempt to service your Module.

This section of the Manual is divided into four parts.
The first part, titled “General Troubleshooting Infor-
mation,” describes what to do about the difficulties
that may occur right after your Module is assembled.

The second part, titled “Troubleshooting Precau-
tions,” points out the care that you should use when

you service your Module to prevent damage to com-
ponents.

The third part, titled “Troubleshooting Procedures,”
provides specific methods to locate problems that
could occur and lists one or more conditions or com-
ponents (“Possible Cause”) that could cause each
difficulty.

The fourth part, “Circuit Board Cleaning,” should
be used only as a last resort to clean a contaminated
main circuit board.
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GENERAL TROUBLESHOOTING INFORMATION

WARNING: Be sure to turn the power (INTENSITY)
switch on the Oscilloscope to OFF before you re-
move the Module cover.

1.

Recheck the wiring. Trace each lead with a
colored pencil on the Pictorial as you check
it. It is frequenctly helpful to have a friend
check your work. Someone who is not famil-
iar with the unit may notice something that
you consistently overlook.

About 90% of the kits returned for repair do
not function properly due to poor soldering.
Therefore, you can correct many problems by
carefully inspecting the connections to make
sure they are soldered as decribed in the “Sol-
dering” information near the front of this
Manual. Reheat any doubtful connections.

Closely examine each circuit board foil to
make sure that there are no solder bridges be-
tween adjacent foils. If you are suspect that
you have a solder bridge, but are not positive,
compare the circuit board foil against the “X-
Ray Views” (Illustration Booklet, Page 25). To
remove a solder bridge, turn the circuit board
foil-side down, and hold a clean soldering
iron tip between the two points that are
bridged until the excess solder flows down
onto the tip of the iron. Examine the compo-
nent side of the main circuit board for solder
that may have built up on the top side.

Make sure each transistor is in its proper loca-
tion (correct part number and/or type
number). Make sure each transistor lead is in
the correct hole and has a good solder connec-
tion to the foil. NOTE: All transistors (and in-
tegrated circuit U1126) have their flats facing
the same direction.

Check each integrated circuit (IC) for correct
installation. Make sure the dot or marked (pin
1) end of each IC is over the index mark on
the circuit board. Check to make sure each
lead is in its socket and not bent out or under
the IC. NOTE: All ICs (except U1103) have
the pin 1 end facing in the same direction.

6. Check each display for the correct installa-
tion. Make sure the decimal point end of each
display is toward the bottom edge of the dis-
play circuit board. Also check each lead to
make sure it is in its socket and not bent out
or under the display. NOTE: All displays have
the pin 1 end facing in the same direction.

7 Check each capacitor value. Make sure the
correct value capacitor is installed at each lo-
cation. Check elecuolytic capacitors to make
sure the positive (+) or negative (—) marked
lead is in its corresponding circuit board hole.

8. Carefully check each resistor value. It would
be easy, for example, to install a 22 k() (red-
red-orange) resistor where a 220 k() (red-red-
vellow) resistor should be installed. This is
especially true for resistors that have five
color bands, since the bands can be quite nar-
row. A resistor that is discolored, cracked, or
shows any signs of bulging would indicate
that it is damaged and should be replaced.
Since damaged resistors are usually the fault
of some other difficulty (such as faulty wir-
ing), you should try to find out what caused
the damage before you replace the part.

9. Make sure the banded end of each diode is
positioned correctly.

10. Check for bits of solder, wire ends, or other
foreign matter which may be lodged in the
circuit board wiring.

11.  Check all component leads connected to the
circuit boards. Make sure the leads do not ex-
tend through the circuit board and come into
contact with other components or parts.

NOTE: In an extreme case where you are unable to
resolve a difficulty, refer to the “Customer Service”
information inside the rear cover of this Manual.
Your Warranty is located inside the front cover.
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TROUBLESHOOTING PRECAUTIONS

Observe the following precautions when you troub-
leshoot your Module:

1. Make sure you do not short any adjacent ter-
minals or foils when you make tests or voltage
measurements. If a probe or test lead should
slip, for example, and short together two adja-
cent connections, it is very likely to damage
one or more of the transistors, diodes, or inte-
grated circuits.

2 Be especially careful when you test any cir-
cuit that contains an integrated circuit or tran-
sistor. Although these components have al-
most unlimited life when used properly, they
are much more vulnerable to damage from ex-
cess voltage and current than many other
parts.

CAUTION: Be particularly careful when you remove
or install any CMOS integrated circuit. It is a good
idea to treat all ICs as if they are of this type. This
eliminates any confusion or question about their
type. Refer to the special handling procedures for
CMOS ICs on Page 71 of this Manual.

3. Do not remove any components while the
Module is turned on. Always turn the power
off before you remove any components.

4. When you make repairs to the Module, make
sure you eliminate the cause as well as the
effect of the trouble. If, for example, you find

. a damaged resistor, be sure you find out what
damaged the resistor. If you do not eliminate
the cause, the replacement resistor will most
likely become damaged when you place the
Module back into operation.

5. In several areas of the circuit boards, the foil
patterns are quite narrow. When you unsolder
a part to check or replace it, avoid excessive

heat while you remove the part. a suction-
type desoldering tool makes part removal
easier. You may also wish to use the desolder-
ing braid supplied with the kit. Refer to the
directions on the package.

6. Do not flex the Oscilloscope to main circuit
board wiring repeatedly. When you service
the Module, position the circuit board for
good access and leave it there throughout the
servicing procedure.

COMPONENT REPLACEMENT

To remove faulty resistors and capacitors, first clip
them from their leads. Then heat the solder on the
foil side and allow each lead to fall out of its hole.
Preshape the leads of the replacement part and insert
them into their circuit board holes. Solder the leads
to the foil and cut off the excess lead lengths.

You can remove transistors in the same manner as
resistors and capacitors. Make sure you install the
replacement transistor with its leads in the proper
holes. Then solder the leads quickly to avoid heat
damage. Cut off the excess lead lengths.

FOIL REPAIR

To repair a break in a circuit board foil, bridge solder
across the break. Use a length of bare wire to bridge
large gaps in the foil. Lay the wire across the gap
and solder each end to the foil. Carefully trim off
any excess bare wire.
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TROUBLESHOOTING PROCEDURES

This part of the “In Case of Difficulty” section is
divided into four areas — Basic Meter Tests, Troub-
leshooting Charts, Waveforms, and Logic Charts.

The Basic Meter Tests portion is intended to identify
a general problem area in the Module. A high input
impedance (10 M) or higher) DC voltmeter is re-
quired. Voltage readings may vary +10% (unless
otherwise indicated) from those shown in the charts.

In a newly-assembled Module, the “Initial Tests”
section provides a systematic, circuit-by-circuit,
check of the Module operation as you install the in-
tegrated circuits. If the Module has been in service
for some time, you can still use the tests in that sec-
tion to locate a problem (but in a more general
sense). If you do not know the specific area of the
problem, you should check the Module for the prop-
er operation by using the procedures listed in this
section.

The Troubleshooting Charts identify problems (and
possible causes) of a specific nature in each of the
measurement functions of the Module. If you have
a specific problem in the area identified, you should
read through the applicable chart until you find the
“Possible Cause” associated with the problem.

The Waveforms and Logic Charts sections provide
support information for detailed troubleshooting.

In any of these areas, keep the following in mind:

1. In any area where circuit operation appears
to be improper, but is not clearly so, you may
find it helpful to review the “Circuit Descrip-
tion” beginning on Page 137.

2. Refer to the “Circuit Board X-Ray Views" and
the Schematic to locate the various compo-
nents or circuit areas listed in the “Possible
Cause” column of the charts.

3, Refer to the “Semiconductor Identification
Charts” beginning on Page 157 for identifica-
tion of diode, transistor, and integrated circuit
basings. A cross-reference of Heath part num-
bers and manufacturer’s type designations is
also included. In several cases, where perfor-
mance parameters of the part are critical, only
the Heath part number is shown.

4, Some circuit areas use integrated circuits or
LEDs of the same type. You can often inter-
change an IC or LED that you think is faulty
with one known to be good.
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Basic Meter Tests

In these procedures, you are directed to tests and
adjustments described in various steps of the “Initial
Tests” section of this Manual. A testing setup may
also be given prior to an actual test step. If you do
not obtain the indicated results in a step, consult
the “Possible Cause” column for the step that iden-
tifies components or circuit area which may be at
fault.

Follow this sequence for each test:

L Carefully and completely read through the in-
struction or test information in each step to
be sure you are familiar with what is required
and what is expected to result from the test.

2. In any instruction where you install or re-
move an IC or make a solder connection, turn
the Oscilloscope Intensity control to OFF be-
fore you perform the instruction.

NOTES:

14 Ignore a step that directs you to install an IC
where one is already installed. Use the infor-
mation provided, however, to verify that the
correct IC is installed. Also make sure the IC
is installed correctly in its socket.

2. The “Initial Tests” section is primarily in-
tended to check unloaded IC outputs and con-
trol signals in a newly-assembled Module.
You can also use the tests at these points to
troubleshoot a Module that has been in use
for a period of time. These signals, however,
will now have loads connected to them which
may affect the results you obtain in a test. If
you do not obtain the proper indication at an
IC output, for example, it may indicate a fail-
ure in that area. It could also be due to a prob-
lem in another area. If you are in doubt, con-
sult the Schematic Diagram to see if you can
remove other IC loads from the output under
test to eliminate these as possible causes of
a problem.

TEST PREPARATION

Refer to the “Tests and Adjustments” section of this
Manual and Pictorial 8-1 (Illustration Booklet, Page
19) for the locations of the following test points.

() Unsolder and clear the “+” and “—" solder
pads on the foil side of the main circuit board.

( ) Connect the common lead of a DC voltmeter
to the A/D GND connector.

( ) Pushthe EXT VDC switch.

( ) Move the A/D jumper to the 0.2 position.

POWER SUPPLY AND A/D CIRCUITRY

Perform the steps in the following numbered boxes,
starting on Page 76:

( ) Box1s.
( ) Box17.
( ) Box1s.
() Box19.
( ) Box2o.
( ) Box21.

( ) Box22.

EXT VDC CIRCUITRY

( ) Move the A/D jumper to the NORM position.

Perform the steps in the following numbered boxes,
starting on Page 81:

( ) Boxa3s.
() Box39.
( ) Box4o0.
( ) Box41.
( ) Box42.

CAUTION: BE SURE to disconnect the alligator clip
from TPB.
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This completes the “Basic Meter Tests.” If yvou ob-
tained the proper results in the previous tests, this
shows that the A/D circuitry (and most of the EXT
VDC function) is operating properly. Return to the
Manual section which directed you to this ”In Case
of T fficulty” section. If, however, you obtained the

yper results in the above procedures, but have
sume difficulty in any of the functions of the Mod-
ule, you may proceed with the following:

Refer to the Troubleshooting Charts to deter-
mine if any of the problems listed there de-
scribe the problem you are encountering.

Repeat the “Basic Meter Tests.” You may
want someone else to observe the tests with
you, in the event you overlooked something.

Contact a Heathkit Electronic Center or the
factory for further assistance, or for servicing
your Module.
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Troubleshooting Charts

EXT VDC OPERATION

NOTE: Make sure the basic meter circuit operates
properly, as determined by the previous troub-
leshooting procedures, before you proceed to the fol-
lowing chart.

The following chart lists the “Problem” and the
“Possible Causes” of a number of malfunctions in
the EXT VDC circuitry of the Module. If a particular
part or area is mentioned (SW1002, Q1003, etc.) as
a possible cause, make sure these parts are correctly
wired or installed. Also, make sure that the proper
part is installed in that location. It is also possible
for a part to be faulty.

PROBLEM

POSSIBLE CAUSE

EXT VDC has one of the following problems in the
2V range, at room temperature, after one-hour
warmup:

Does not read 0000 ( +=0002) with IN and COM
inputs shorted, or reads a high count with open-
circuit inputs.

-

Open circuit in the IN/COM socket, RP1101, CAL
jumper, SW1007, or R1108 circuitry.

U1101 to U1105, U1115, U1116, U1124 circuitry.
Q1107 to Q1109, Q1116, Q1117, circuitry.
RY1101, RY1102.

RP1104.

C1101 to C1106.

High resistance leakage in SW1007 or U1103
circuitry, possibly due to high humidity or con-
taminants. See “Circuit Board Cleaning” on

Page 132.

D e ey O

Reads low (greater than 0 but less than 200 counts).

U1105, U1123, U1124 circuitry.
Q1108, Q1109 circuitry.
RP1104.

WP

Reads more than 200 counts but cannot be calibrated
to LO CAL number on calibration label.

1. U1103 to U1105 circuitry.
2. LOCAL voltageinerror. -
3. R1123circuitry.

Calibrates properly for LO CAL but is overranged for
HI CAL.

Reads high or low (but not overranged), and cannot be
calibrated to HI CAL number on calibration label.

1. U1103to U1105 circuitry.
2. HICAL voltage in error.
3. R1119circuitry.

Is inaccurate (when compared to Laboratory Standards) 1. Improper adjustment of R1119 or R1123.
at full-scale readings only, or + readings of the same 2. U1103 circuitry.
voltage differ by more than 3 counts. 3. RP1101.
i 4. C1101,C1102.
5. Leakagein SW1007, C1102, U1103 circuitry.
Inaccurate at low readings only, or has excessive 1. U1102, U1103 circuitry.
zero drift. 2. C1101,C1102.
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PROBLEM

POSSIBLE CAUSE

EXT VDC is inoperative on any or all ranges after
calibration procedure.

1. Openin IN/COM socket, SW1007, RP1101
circuitry.

RY1101, RY1102 circuitry.

EXT VDC switch not pushed in.

CAL jumper not on NORM pin.

Pt ol A

Auto-ranging is unstable or improper for input
voltages less than 20 volts.

U1121 to U1123 circuitry.
Q1102 to Q1105 circuitry.
C1112to C1115.

A/D jumper not on NORM pin.

o et i

Auto-ranging is unstable only for input voltages

1. U1123, U1124 circuitry.

greater than 20 volts. 2. Q1108,Q1109, Q1114 circuitry.
3. RY1101,RY1102.

Decimal point is improper or not lighted on one or 1. U1106to U1114, U1119 circuitry.

more ranges. 2. RP1004 RP1006, RP1105 to RP1107 circuitry.
3. V1202to V1205.

VDC (Internal), TIME, or FREQ indicators are 4. Q1115 circuitry.

lighted. 5. D1104.

Readings on any range are unstable or erratic. 1. High normal-mode or common-mode voltage.
2. C1107toC1109,C1111,C1117.
3. Shields not properly installed at display circuit

board brackets.

Heathkit
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VDC (internal) OPERATION

NOTE: Make sure the basic meter and the EXT VDC
circuitry operates properly as determined by the pre-
vious troubleshooting procedures before you pro-
ceed with the following chart.

The following chart lists the “Problem” and the
“Possible Causes” of a number of malfunctions in
the VDC (internal) circuitry of the Module. If a par-
ticular part or area is mentioned (SW1002, Q1003,
etc.) as a possible cause, make sure these parts are
correctly wired or installed. Also, make sure that
the proper part is installed at that location. It is also
possible for a part to be faulty.

PROBLEM

POSSIBLE CAUSE

VDC (Internal) is inoperative (or reads 0000) with
Y1 input connected to “1VCAL (P-P)" connector on

1. OpeninP401,S111,U1011, SW1003, SW1005
circuitry.

switch to GND.

50 mV/div range with Y1 Input switch to DC and 2. U1011 circuitry.
CHAN switch out. 3. EXT VDC switch pushed in.

4. Improper +15, — 15, or +5 power supply voltages.
Y1 input operates (as above), but Y2 does not. 1. Openin P501 circuitry.

2. U1012circuitry.

3. SW1005.
Indicators are not lighted or are improper for CHAN 1. Openin P401, P501, SW1004, SW1005 circuitry.
and PROBE switch positions. 2. U1017,U1112to U1119 circuitry.

3. Q1012, Q1013 circuitry.

4, RP1005, RP1006, RP1106, RP11089 circuitry.

5. V1206 to V1209.
Readings for Y1 or Y2 inputs are inaccurate at low 1. Improper adjustment of R1047 or R1054.
readings or display does not read 0000 with Input 2. U401,U501, U1011, U1012 circuitry.

Readings for Y1 or Y2 input have excessive drift at
warm-up or at high or low temperatures.

NOTE: Itis normal for there to be a few counts
of zero shift (less than 10) when the Oscilloscope
is turned on and not warmed up.

VDC readings for Y1 or Y2 inputs are inaccurate
(when compared to Laboratory Standards) at full-scale
readings only, or cannot be calibrated to HI CAL
number on calibration label.

1. Improper adjustment of R1048 or R1055.
2. U1011, U1012 circuitry.
3. Q401 to Q403, Q501 to Q503 circuitry.

VDC (Internal) readings are unstable or erratic.

High normal-mode voltage.
U10089 circuitry.
C1018to C1025.

o
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TIME/FREQ OPERATION

NOTE: Make sure the basic meter and the VDC (in-
ternal) circuitry operates properly as determined by
the previous troubleshooting procedures before you
proceed with the following chart.

Heathkit

The following chart lists the “Problem” and the
“Possible Causes” of a number of malfunctions in
the Time and Frequency circuitry of the Module.
If a particular part or area is mentioned (SW1002,
Q1003, etc.) as a possible cause, make sure that these
parts are correctly wired or installed. Also, make
sure that the proper part is installed in that location.
It is also possible for a part to be faulty.

PROBLEM POSSIBLE CAUSE
TIME (or FREQ) shows no cursor, one cursor, or 1. Open at S704, SW1001 circuitry.
two cursors, but none can be controlled by the 2. U1002, U1003, U1007, U1008 circuitry.
DTP control. 3. Q1007, Q1008 circuitry.
4. D1001, D1002.
5. Shortin TPA connector circuitry.
TIME shows one or two cursors and neither is 1. U1005, U1007 circuitry.
controlled by A DELAY control with TRACKING 2. R1028 wiring.
switch pushed in. 3. D1003 to D1005.
4. SW1006.

TIME shows proper cursor operation with TRACKING
switch pushed in but not when it is released.

1. U1004A/Q1009 or U1004B/Q1011 circuitry.

TIME cursor operation is proper, but display reads:

0000 for any setting of A DELAY control.

U1001, U1006 circuitry.
SW1001, SW1002 circuitry.
Q1001 to Q1006 circuitry.
EXT VDC switch pushed in.

ot e e

Overrange for any setting of A DELAY control.

U1013 to U1016 circuitry.
SW1001, SW1002 circuitry.

N =

Overrange for “negative” cursor positioning.

-

U1101, U1102 circuitry.
2. C1101.
3. uti03.

TIME display shows overrange for any A TIMEBASE
position with less than 4 divisions of cursor separation,
or less than 200 counts with 10 divisions of cursor
separation.

-

U1005, U1006, U1015, U1016 circuitry.
2. R1035to R1039.

TIME display NUMBERS do not show approximately
2000 counts in “2" ranges, 1000 counts in “1" ranges,
or 500 counts in “5" ranges of A TIMEBASE switch
with 10 divisions of cursor separation.

Open at S704.

U1001, U1006, U1013 to U1016 circuitry.
Q1001 to Q1006 circuitry.

Improper adjustment of R1035.

R1035 to R1038.

il e
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PROBLEM POSSIBLE CAUSE
TIME display NUMBERS are inaccurate (when 1. Improper adjustment of R1035, R1062 to R1064.
compared to Laboratory Standards) at 10 divisions of 2. VARIABLE TIME control not in detented position.
cursor separation in A-B mode for any A TIMEBASE 3. U1013 to U1015 circuitry.
position.
TIME display NUMBERS are inaccurate (when
compared to Laboratory Standards) in B TIMEBASE
position with waveforms superimposed:
For more than 4 divisions of cursor separation. 1. Improper adjustment of R1062 to R1064.
2. U1007, U1008 circuitry.
3. R1037to R1039.
4. C1004,C1014to C1017.
5. D1004, D1005.
For less than 4 divisions of cursor separation with 1. Improper adjustment of R1073.
greater than 100 counts. 2. U1016.
3. R1071to R1074.
4. C1004.
5. Open in coax cable shield wires.
FREQ display NUMBERS are inaccurate (when 1. Improper adjustment of R1073.
compared to Laboratory Standards). 2. R1071to R1074.
3. U1103.
TIME or FREQ indicators are improper or not lighted. 1. U1106 to U1114 circuitry.
2. RP1105, RP1107, RP1108.
3. Q1113 circuitry.
4, V1211toV1216.
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Waveforms

Refer to the Waveform illustrations (Illustration
Booklet, Page 20) and to Table A (Illustration Book-
let, Page 21).

The waveforms shown correspond to the proper op-
eration of the circuitry listed in Table A. Each num-
bered step corresponds to the same numbered loca-
tion shown on the Schematic. These waveforms are
also referred to in the “Area of Possible Problem”
column of the “Initial Tests” section of this Manual.
They are provided to help verify circuit operation
in addition to DC voltmeter readings and/or visual
checks, in the event you are not sure about the re-
sults you obtain in any of the steps.

To check for the presence of the following
waveforms, you need a DC-coupled oscilloscope that
has a vertical calibration at 0.5 V/DIV, 1 V/DIV, 2
V/DIV, and 5 V/DIV and a timebase (horizontal) cali-
bration of 10 ws/DIV, 5 ms/DIV, 100 ms/DIV, and
200 ms/DIV. You must also use a high impedance
(10 MQ recommended), low capacitance probe with
the oscilloscope.

NOTE: You cannot use the same oscilloscope (to
which the Module is attached) to make these tests.

( ) Turnthe power (INTENSITY) switch On.
( ) Setthe A TIMEBASE switch to 1 ms.
( ) Pushthe A-B switch.

( ) Pull out the B TIMEBASE switch and set it
to 50 ps.

( ) Set the VARIABLE TIME control to its detent
position.

( ) Push the TIME and TRACKING switches.
() Setthe DTP control fully counterclockwise.
( ) SettheADELAY control fully clockwise.

Perform each of the following steps at each
waveform step:

1 Adjust the oscilloscope for the designated
voltage settings for the waveform that you will
observe. Adjust the vertical position (zero)
level to some convenient point. (NOTE: The
dot on the left edge of each waveform indi-
cates the DC “zero” level to which it is refer-
enced.

2: Connect the oscilloscope ground lead to the
GND connector listed in Table A.

3. Connect or touch the oscilloscope probe to the
indicated test point.

4, Adjust the triggering controls of the oscillo-
scope until you obtain a clear presentation.

5. If you obtain the proper waveform, proceed
to the next step. If you do not obtain the prop-
er waveform, make sure you have the correct
test connections. If you still cannot obtain the
proper waveform, refer to the information in
the “Comments” column of the chart to deter-
mine which circuit areas could be at fault.
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Logic Charts

Sections of the VOLTS/DIV and TIME/DIV switches
have combinations of closures that are determined
by the range you have selected. In addition, U1001,
U1112, and U1119 are read-only-memory (ROM) in-
tegrated circuits that have many possible output
voltage combinations. These combinations are deter-
mined by their input voltage combinations (called
a truth table).

The Logic Charts in this section indicate the switch
closures and the ROM outputs that are used in the

LOGIC CHARTI
Logic ground : CHASSIS GND.
Logic low (L) : Less than +0.5 volt DC.

Logic high (H)  : Greater than + 3.0 volts DC.

Comments: U1001 and the U1106 through U1111
circuitry act as a pull-up to the data sig-
nals of the A Timebase switch. If S704
is open, all U1001 inputs are high.

NOTE: For clarity, only the low (L) locations are
shown. All others are high (H).

Module circuitry. This information will aid you
when you perform some detailed troubleshooting.
The charts indicate the voltage levels that corres-
pond to a logic high (H) and a logic low (L) for these
components in reference to the indicated ground cir-
cuit.

When you trace the operation of a circuit, be sure
to consider how these logic signals are used as in-
puts or control signals to the associated circuitry.

A TIMEBASE U1001 Inputs
position Pin14 Pin13 Pin12 Pin 11 Pin 10
"As” MA4I| uASI! nA2l| llA1l|
100 ms L E E L I
50 ms L L = L
20 ms L L L L
10ms L L L
5ms L L L i
2ms L L L
ims L L L
.5ms L L
.2ms L L L L
.1ms L L L
50 ps E e L
20 ps E L
10 pus L L L
5pus L L
2us L L
1ps L
Sps L L L i
2 us I L L
A ps L L L
X-Y L L
200 ms* L E L

* where applicable
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LOGIC CHART II
Logic ground : CHASSIS GND.
Logic low (L) : Less than +0.25 volt DC.

Logic high (H)  : Greater than +0.5 volt DC.

Comments: RP1001 acts as a pull-up at the outputs
of U1001. Output highs (H) are limited
by the base-to-emitter voltages of Q1001
through Q10086.

NOTE: For clarity, only the low (L) locations are
shown. All others are high (H). Also, only legal input

codes (21 of the 32 possible) are shown in the upper
part of the chart.

U1001
INPUT QUTPUT
A TIMEBASE
position Pin9 Pin7 Pin6 Pin5 Pind Pin3 Pin2 Pin1
“A5" to "A1" “Q8" Q7" “Q6" Q8" “Q4" “Q3" Q2" Q1"
100 ms L
50 ms
20 ms
10ms
5ms
2ms
1ms
Sms
.2ms

L

[~ el e [l
r

rprrrrrprr
r

gt |l e | vl il o |l s 1 ) |l ol e | ol el gl | ot il i | el
=i e T e e rr s e e

gL Lt Lol sl 7 LR
e

* where applicable

AllH L L L L L L L L
(llegal)
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LOGIC CHART III-A (TIME operation)

Logic ground : A/D GND.
Logic low (L) : Less than + 0.5 volt DC.
Logic high (H)  : Greater than + 3.0 volts DC.

Comments: Highs (H) at inputs A1 through A8 are

through pull-up resistors. Highs (H) at
outputs Q1 through Q7 are through LED
pull-ups that have a voltage drop of 1.7
volts.

Ground TPD to obtain a high (H) at A8.
For a low (L) at A8, the low outputs of
Q1 through Q4 move to the next higher
output. That is, the L at Q1 is at Q2,
Q2 is at Q3, and Q3 is at Q4. This causes
the display decimal point to “shift
right.”

For the TIME/FREQ function, the enable
signal from Q8 to pin 15 of U1119 is
high (H) and all of the outputs of U1119
are open-circuited. For the EXT VDC or
VDC (internal) functions, a high (H) at
A6 and A7 of U1112 causes the Q8 out-
put to be low (L), and all other outputs
are open-circuited. See the chart below.

NOTE: For clarity, only the low (L) output locations
are shown. all others are high (H). Also, only legal
codes (23 of the possible 256) are shown in the upper
part of the chart.

u1112

INPUT

OUTPUT

Other Inputs

A TIMEBASE
position
uA5l| to IIA1 "

Pin9
MOBI!

“A?n

Pin7
ﬂQ?”

Pin6
MOS‘!

Pin5 Pin4 Pin3 Pin2 Pin1
“‘Q5” 0 1, SR - e “‘Q1”

100 ms
50 ms

L L
L 13

20ms
10 ms
5ms

| i zh =

2ms
1ms
S5ms

gl

.2ms
Ams
50 ps

|t e et | =t el 2 ) it el e

| ot ! o

20 ps

=

| L L e

—
—
-
ryr

FIIIIIIIIIIIIIIIIIIIIIIQ

T I I T I I T I I T ITIE T I I I I|IT X
IIl_l_f'r’r_l_l_l_r_l_r*l_'t-l-f'r_l_r_l—l_r‘g

* where applicable

H
E

L
L

{Illegal)

Any
Any

| it i

| ol
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LOGIC CHART I1I-B (FREQ operation)

Logic ground : A/D GND.
Logic low (L) : Less than +0.5 volt DC.
Logic high (H)  : Greater than + 3.0 volts DC.

Comments: Highs (H) at inputs A1 through A8 are

through pull-up resistors. Highs (H) at
outputs Q1 through Q7 are through LED
“pull-ups” that have a voltage drop of
1.7 volts.

Ground TPD to obtain a high (H) at A8.
For a low (L) at A8, the low outputs of
Q1 through Q4 move to the next lower
output. That is, the L at Q4 is at Q3,
Q3 is at Q2, and Q2 is at Q1. This causes
the decimal point to “shift left.”

For the TIME/FREQ function, the enable
signal from Q8 to pin 15 of U1119 is
high (H) and all of the outputs of U1119
are open-circuited. For the EXT VDC or
VDC (internal) functions, a high (H) at
A6 and A7 of U1112 causes the output
of Q8 to be low (L) and all other outputs
are open-circuited. See the chart below.

NOTE: For clarity, only the low (L) output locations
are shown. All others are high (H). Also, only legal
input codes (23 of the 256 possible) are shown in
the upper part of the chart.

u1112

INPUT

OUTPUT

HABI

Other Inputs
Pin19 Pin18 Pin17

A TIMEBASE
position

“A7" “A6" “A5" to “A1" “‘Qs”

Pin14 Pin13 Pin12 Pin11
MQ?"

u%n

Pin9
SIQ4|"

Pin8
Iloal‘

Pin6
Qa1

Pin7

“Qs” ‘Qz2"

100 ms
50 ms

L
L

20ms
10ms
5ms

el s | il =
| il el =

2ms
1ims
.5ms

i

.2ms
.1ms

-rr

rrerrprrrrrpeerr

| il it =

! Al

e r

I FE
i 0T

FITEIIE I T I I III T IIIIIIIEI I X

TIIrrrirjirercjrererjrrerirerjrrerrer
TTITEIT BT T IIXT T IIT T T X XTI T IT
n
o

* where applicable

H
L

L
L

(llegal)

Any
Any

Iy




Heathkit

Page 131

LOGIC CHART IV
Logic ground : CHASSIS GND.
Logic low (L) : Less than +0.5 volt DC.

Logic high (H) : Greater than + 3.0 volts DC.

Comments: RP1003 (togther with R1082/R1083 or
R1084/R1085) acts as a pull-up on clo-
sures of the Y1 or Y2 VOLTS/DIV
switch. If S401 or S501 is unplugged,
no voltage is present at S401 or S501,

respectively.
Y1 (orY2) u1017
VOLTS/DIV “YA" YB"
position Pin 4 (or 1) Pin 8 (or 11)
2mVto 50 mV H L
100 mV to 500 mV L L
1Vto10V L H
Logic Chart IV
LOGIC CHART V
(Ilustration Booklet, Page 22)
Logic ground : A/D GND. output is always high. Codes for Q6 to
Logic low (L) + Less than + 0.5 volt DC. Q1 (except as shown) are the same.

Logic high (H)  : Greater than + 3.0 volts DC.

Comments: Highs (H) at the inputs A1 through A5
are through pull-up resistors. Highs (H)
at outputs Q1 through Q8 are through
LED “pull-ups” that have a voltage drop
of 1.7 volts.

Push the CHAN switch in to obtain a
high (H) at A3. The logic codes shown
(16 of the 32 possible) are for Y2. For
Y1, push the CHAN switch to out to ob-
tain a low (L) at A3. Q7 output then fol-
lows the code shown for Q8, and Q8

For the TIME/FREQ function, the enable
signal at pin 15 of U1119 is high (H)
and all of the outputs of U1119 are
open-circuited.

For the EXT VDC or VDC (internal)
functions, a high (H) at A6 and A7 of
U1112 causes the output of Q8 to go low
and all other outputs are open-cir-
cuited.

NOTE: For clarity, only the low (L) output locations
are shown. All others are high (H).
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CIRCUIT BOARD CLEANING

Certain areas of the main circuit board contain cir- CAUTION: Do not let water get into the switches
cuitry that has very high impedance requirements when you perform the next step.
to operate properly. The solder-resist coating pro-

vides the necessary inter-foil isolation, but the sur- 2. Use demineralized water and a soft brush to
face of the resist can become contaminated by skin clean the entire foil side of the main circuit
oils, conductive dusts, excess solder rosin, etc. You board. Be sure to brush all foil areas in and
can use the following procedure to remove some or around the switches and in the areas of inte-
all of the effects of this contamination. grated circuits U1101 through U1103.

3. Bake the circuit board assembly at 150° F for
5 hours. CAUTION: Allow the circuit board

; inated
Use the following procedure to clean a contaminate axsomibly’ 10; conl. befoie: you reinstall the

main circuit board: ahisld:
4, Remount the circuit board assembly to its
1. Remove the circuit board assembly from the chassis.

Module chassis. Then remove the metalized
shield from the foil side. 5: Immediately recalibrate the Module.
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SPECIFICATIONS

TIME

Decimal Point . . . . . . .. ... ... ......

TOEREALATE.L o it 5 talas b 5 e o e 5 e T e §

ACCUTHCY v v & v 5 & i

Temperature Coefficient

Accuracy specifications apply at 22°C
(72° F) after a 30 minute warm-up period.

Displays time between positioned cursors.

+ 1.000 second to *= 2.000 microseconds full scale
in a 1000, 2000, 500 count sequence.

On each range, the display auto-ranges by a factor
of 10 to provide higher resolution below 200 counts
of full scale, except auto-ranging occurs at 100
counts.

Automatic placement where required.

Automatic lighting of “s” (seconds), “ms” (mil-
liseconds), or “ps” (microseconds) as required.

+(2% of reading + 1 count), except 3% when auto-
ranging to a higher resolution.

+ (0.1% of reading + 0.1 count) /°C.
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FREQ (Frequency)

OPOREHON = & v 4 o v & b W o W S G

Decimal-Point . o o6 soarsi g v v n B W@ o v a s G

1§72 11072102 ) 3 LT S <l e s

PCCUTHEY v v v w0 v o mpims vy 4 & & 0 0 coi a0 % 5 & e 4

Temperature Coefficient. . . . . . .. . ... ...

VDC (internal)

OPEREOR o o o = 5 e o S e e B b e e

Decimal Point . . . .. ... . .. ... ... ...

TRAICALOTS « + v « v o orvi 6 & & & % % st ol 5 o % s 2o s

Displays the frequency that corresponds to a single
cycle between positioned cursors.

+1.000 Hz to +0.500 MHz for cursors positioned
10 divisions apart with a 1000, 500, 2000 count se-
quence.

On each range, the display auto-ranges by a factor
of 10 to provide a higher measurement range for dis-
plays above 2000 counts of the 10-division display.

Maximum display is 19.99 Hz on the 100 ms/DIV
range to 19.99 MHz on the 0.2 ps/DIV range.

Automatic placement where required.

Automatic lighting of “Hz”, “kHz", or “MHz" as re-
quired.

+ (3% of reading + 1 count).

+(0.1% of reading + 0.1 count) /°C.

Displays the DC voltage at the Y1 or Y2 input
(switch-selected) when the corresponding DC-GND-
AC switch is set to DC. Displays zero when the
switch is set to GND or AC.

+2 volts on the 2 mV/DIV to 50 mV/DIV ranges;
+ 20 volts on the 0.1 V/DIV to 0.5 V/DIV ranges; and
+ 200 volts on the 1 V/DIV to 10 V/DIV ranges.

On each range, the display auto-ranges by a factor
of 10 to provide higher resolution below 200 counts.
Auto-ranging occurs at 100 counts.

The full-scale voltage of the range is increased by
10 if you use a X10 probe.

Automatic placement where required and shifts by
a factor of 10 (switch-selected) if you use a X10
probe.

“Y1” or “Y2” for channel; “X1” or “X10" for probe.
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.........................

.......................

........................

.......................

Maximum Input

...................

NMRR (50 Hz to 1 kHz)

CMRR (1 k€ unbalanced,
COM driven, up to
500 volts maximum)

Built-in reference calibration:
+ (1% of reading + 2 counts).

Laboratory standards calibration:
+(0.75% of reading + 2 counts).

For voltages applied directly to the Y1 or Y2 inputs:
Add the tolerance of a X10 probe, if you use one.

400 volts DC (or DC + peak AC).
Greater than 50 dB, within maximum input limits.

Not applicable, since measurement circuitry is refer-
enced to earth ground.

+(0.025% of reading + 0.5 count)/° C.

Displays the DC voltage that is applied to the IN
and COM jacks on the side panel.

+2 volts, =20 volts, =200 volts, and +2000 volts;
auto-ranging.

The display auto-ranges to the next higher range for
greater than 1999 counts and to the next lower range
for less than 100 counts.

Automatic placement where required.

Built-in reference calibration:
+(0.5% of reading + 1 count), except 2 counts on
the 2-volt range.

Laboratory standards calibration:
+(0.25% of reading + 1 count), except 2 counts on
the 2-volt range.

+1000 volts DC (or DC+ peak AC) on any range.
Greater than 50 dB on the 2-volt and 20-volt ranges;

greater than 40 dB on the 200-volt and 1000-volt
ranges.

Greater than 100 dB at DC; greater than 80 dB at
50 and 60 Hz.



Page 136

Heathkit

Sampling Rate . . . .. ...............

Polarity Indication. . . . ... ...........

Overrange Indication .. ..............

Operating Temperature . . . .. ..........

DImERBIONS & & . . woss v o0 m shober meniostorass bor o o s

COM input may float 500 volts (peak) from earth
(power line) ground.

+(0.025% of reading + 0.1 count)/ C.

The DTP control on the Oscilloscope positions both
cursors in tandem; the A DELAY control on the Mod-
ule positions only one cursor.

The DTP and A DELAY controls position cursors
separately and independently.

3-1/2 digit (1999 maximum count), 0.43", 7-segment
LED (light-emitting diode).

2-1/2 per second.

Automatic minus (—) for negative, positive (+) is
implied.

Displays “1” or “—1" in the left-most digit and deci-
mal point (as applicable); three right-most digits are
blanked.

50°F to 104° F (10° C to 40° C).

1-1/2" high x 10-3/4" wide x 9-3/4" deep
(3.8 X 26.9 X 24.4cm).

The Module increases the height of the Oscilloscope
to 7-1/2" (19.1 cm).

3.2 1bs. (1.45 kg).

The Module increases the weight of the Oscilloscope
to 26.1 Ibs. (11.8 kg).

— - S <EESTomee cyes=

The Heath Company reserves the right to discon-
tinue products and to change specifications at any
time without incurring any obligation to incorporate
new features in products previously sold.
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CIRCUIT DESCRIPTION

Refer to the Block Diagram (Illustration Booklet,
Page 23) and the Schematic (fold-in) while you read
this “Circuit Description.” The component numbers
are arranged in the following groups to help you lo-
cate specific parts on the Schematic and circuit
boards:

1000 — 1099 Parts in the chassis ground cir-
cuitry of the main circuit board.
1100 — 1199 Parts in the A/D ground circuitry
of the main circuit board.
1200 — 1299 Parts mounted on the display cir-
cuit board.
GENERAL

All of the Module functions provide a proportional
DC voltage that is applied through function switches

to the input of an A/D (analog-to-digital) converter.
The fullscale sensitivity of the A/D circuitry is either
+0.2 volts DC or *+ 2 volts DC. Auto-ranging circuits
control the A/D sensitivity to maintain good resolu-
tion.

The A/D converter uses a dual-slope ramp technique
to convert DC voltages to a digital display. A single
integrated circuit, which incorporates counting, de-
coding, and display-driving circuitry, performs this
function.

The following simplified circuit descriptions ex-
plain how the A/D circuitry operates in each Module
function. Detailed descriptions of the individual cir-
cuits are presented later.
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A
(NO CONNECTION)|TIMEBASE g
iy B
e A
4 .__A___IL_ HORIZ.
>—T|M£Bi;nss o ! DEFLECTION
JER -—<Ee—>>—— el
CONTROL ieER 7 B |
8 COMPARATOR |
JL L "owg 5 BeAM
INTENSITY
o)
IIA_BII
IIBII
| I | | |
INPUT | | | | | |
SIGNAL
A
TIMEBASE =
Ll | '
| | | |
gl Ml |l | |l | |
comPARATOR L] || P |1 I | -
INPUT = = — = — ———
I I || |1 | | VOLTAGE
[ 4 | } |1 [ |
B | | | I | [
TIMEBASE ; | | i |
DTP
CURSOR—*;D
CRT TRACE

"A —B" g

PICTORIAL 9-1
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SIMPLIFIED TIME, FREQ CIRCUIT

When you use the Oscilloscope for normal delayed-
sweep (A-B) measurements without the Module, the
Oscilloscope uses the A Timebase, B Timebase, and
B Comparator circuitry shown in Pictorial 9-1. Also
shown in the Pictorial are the associated waveforms.

Each time the A Timebase sweeps, the sweep voltage
starts at a low value and increases. This voltage is
applied to one input of the B Comparator and a DC
voltage from the DTP control is applied to the other
input. When the sweep voltage equals the DC volt-
age, the B Comparator triggers the B Timebase and
the A Timebase is intensified (brightened). When
you select the B Timebase, the CRT beam sweeps
for only the brief period of the B Timebase. This,
as shown, allows you to view a highly magnified
portion of the input signal.

When you make delayed-sweep measurements with
the Module, the direct connection between the DTP
control and the B Comparator is opened and some
additional circuitry is added as shown in Pictorial
9-2 (Illustration Booklet, Page 24).

The voltage from the DTP control is now applied
to the buffer circuit (U1003), which provides a low-
impedance output that is equal to the DTP voltage.
The output of the buffer is connected to the center
of two “batteries” in the A Delay Bridge circuit and
results in the voltage being V(DTP)+6V at the top
of the A Delay control and V(DTP) —6V at the bottom
of the control. You can set the wiper of the A Delay
control to any voltage above or below the DTP volt-
age (for the full DTP voltage range). When the con-
trol is at the center of its range, the wiper voltage
is equal to the DTP voltage.

The circuitry of U1005 buffers the A Delay voltage
(D1003 clamps any negative value) and applies the
voltage to one input of electronic switch U1007. The
DTP voltage is applied to the other input. Diodes
clamp any negative voltage in the U1005, U1007 cir-

cuitry, Voltage follower U1008 buffers the output
voltage from the electronic switch and applies it to
one input of the B comparator.

At the completion of each A Timebase sweep, the
“cursor toggle” signal causes flip-flop U1002 to alter-
nate the electronic switch to the other position.
Therefore, on each odd sweep, the DTP voltage trig-
gers the B Timebase and on each even sweep, the
A Delay control voltage triggers the B Timebase. For
each pair of odd and even sweeps, two intensified
areas (cursors) show on the CRT. For faster sweep
rates, they appear to be “on” together. You can posi-
tion these cursors on a waveform to measure the
time between two points, or at similar points on a
repetitive signal. The waveforms on Pictorial 9-2
show the result of this circuit. When you select the
B Timebase (B), the two magnified cursor displays
are both shown on the display. For highly precise
measurements, the A Delay control is set to superim-
pose the displays. The cursors are then positioned
an exactly whole number of cycles apart.

Since the A Timebase sweep voltage ramp is very
linear versus time, the coincidence of the sweep
voltage with these two DC voltages results in cursor
positions that are also proportional to the sweep
time. The cursor voltages may be varied so the cur-
sors can be superimposed to “zero” time, or to the
full width of the graticule.

As Pictorial 9-2 shows, the difference between the
A Delay and DTP voltages is applied to a precision
resistive divider. When the proper difference voltage
to separate the cursors by 10 divisions is applied
(approximately =6 volts), the divider circuit pro-
vides 2, 1, or 0.5 volts as shown. The setting of the
A Timebase switch determines which of these volt-
ages is applied to the A/D converter and corresponds
to the 2, 1, or 5 position. This allows 10 divisions
of cursor separation on the A Timebase ranges to
be digitally displayed by the converter as 2000,
1000, or 500 counts. Proper positioning of the deci-
mal point supports the display along with time-re-
lated indicators to provide a direct-reading display.
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The above description shows how time measure-
ments are made in which the A/D circuitry displays
counts that are proportional to the time-related input
voltage. In addition, the A/D circuitry can display
counts that are inversely proportional to an input
voltage. Since frequency is inversely proportional to
time, this capability provides a means to display fre-
quency as well as time. This is decribed in more
detail later.

SIMPLIFIED VDC (internal) CIRCUIT

Pictorial 9-3 shows the VDC (internal) circuitry that
allows you to measure DC voltages at the Y1 or Y2
input connectors.

Y1
AC-GND-DC
Y1 —o
INPUT

g

AMPLIFIER

Y2
CIRCUIT

Any voltage at either input passes through the AC-
GND-DC switches to the Attenuator circuits. De-
pending upon the setting of the Volts/Div switch,
these circuits provide input voltages to the split-path
amplifier, which are x 1 (direct), X 1/10, or X 1/100
of the voltage present at the input connectors.

The DC component coming from the split-path
amplifiers is filtered and routed to the U1011, U1012
buffer circuitry in the Module. In these circuits, the
U1009 active filters provide a very great reduction
of any AC component to obtain maximum display
stability. The Chan switch applies one of these buf-
fer outputs to the A/D converter for measurement.
Proper decimal point location and indicator lights
provide a direct-reading display.

VERTICAL
X1, X10, X100

ATTENUATOR | ™ CIRCUITS
SPLIT-PATH

Y1
BUFFER/FILTER

i

VDC
U1011, UT009A) (lNTEENﬁLl EXTIVDC
\ !
CHAN \ !

B

1 I
] |
] ]
I 1
: o Y0
BUFFER/FILTER .2V,
(U1012, U1009B) : : 2y
] I
]
ool Bl
AV

PICTORIAL 9-3
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SIMPLIFIED EXT VDC CIRCUIT

The EXT VDC function of the Module allows you
to measure external DC voltages through the IN and
COM jacks as shown in Pictorial 9-4.

The high-precision voltage divider circuit, RP1101,
provides output voltages at 1/10 and 1/1000 of the
input voltage. For the 2 V or 20 V measurement
ranges, the upper relay (K1102) closes and the sen-

sitivity of the A/D circuit is 0.2 V or =2 V, respec-
tively. For the 200 V or 2000 V (limited to 1000V)
ranges, the lower relay (K1101) closes and the A/D
sensitivities are again either + .2 V or + 2 V. Proper
decimal point position provides a direct-reading dis-
play.

The above simplified descriptions showed you the
general operation of each Module function. The in-
dividual circuits are described in detail below. Since
the A/D converter circuitry is used for each function,
it will be described first.

EXT VDC

(K1102)

(K1101)

-_f\\3:520v

200v, 2000V

O—0

PICTORIAL 9-4
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A/D CONVERTER

Most of the A/D circuitry is contained in integrated
circuit U1103. The following description shows you
how this circuit operates.

The simplified oscillator shown in Pictorial 9-5 con-
trols the timing sequence of the entire A/D converter.
Resistor R1111 and capacitor C1103 cause this oscil-
lator to operate at 40 kHz, which is internally di-

vided to provide a 10 kHz “clock” signal that is used
by the digital and timing circuitry within the A/D
converter. This frequency provides 2-1/2 conver-
sions per second (400 millisecond period) and has
sufficient speed to respond to measurement trends
and also suppresses 50 and 60 Hz noise. The Lamp
Test pins on the circuit board allow you to check
the display segments. These pins short the supply
voltage to the oscillator, which stops the 40 kHz os-
cillator and causes the display to indicate “ —1888".

J‘CIIIB

39} 3§,—

LAMP
TEST

Cc1108 ‘ :

g

—T
WV

10KHz
4 —9 NTERNA
iz "Clock
500Q
AAAN —9- >

TTEST

u1103

PICTORIAL 9-5
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The 10 kHz clock provides the timing intervals
shown in Pictorial 9-6 for the switching circuit
shown in Pictorial 9-7.

The three sequential time intervals in each measure-
ment cycle are: integration of the input signal (INT),
application of a reference voltage (REF), and offset
self-correction interval (auto-zero, or A/Z). These
time intervals are each described below.

INT (Integration)

At the beginning of this interval (internal clock
counters at 0000), the INT switch closes and the REF
and A/Z switches are open.

The A/D input voltage, which is filtered by R1108
and C1102 to reduce any AC component that may
be superimposed on the DC you wish to measure,
is applied to U1103 pin 31 (IN HI). Pin 30 of this
IC (IN LO) is connected to the A/D ground circuit.
Any voltage that is present at pin 31 is coupled
through a high-input impedance, unity gain buffer
to resistance R. This resistance has two values that
are consistent with the two sensitivities of the A/D
converter and depend upon the condition (open or
closed) of U1105C. The value of R is R1113 for 0.2-
volt sensitivity or R1112 in series with R1113 for
2-volt sensitivity.

T REFERENCE
+.1V
OR

R1108 31

A/D ———)
INPUT |
HI
c1102

T INT—| REF }E{
“ql.
| AlZ »
Wy BuER
oUTPUT
INPUT- |CONSTANT
a1 VARIABLE| (REF)
SLOPE | SLOPE
INTEGRATOR| X,
OUTPUT
COUNTS e
COMPARATO ¥ ACCUMULATED
1 outpur
cLock
SOk o 100 a0 30 oo
—INT —> 3
———RE—|
—A/Z —»
BUFFER
EEE
HIGH :
(NEGATIVE)  yaRIAmE L _SLOPE
INPUT SLOPE
INTEGRATOR
oUTPUY
OUNTS [
COMPARATOR —=COUNTS
OUTPUT par
|
cLOCK
count %000 1000 200 3000 0000
PICTORIAL 9-6
U1105¢
)ﬁ—w{'—{
RI1112  R1113
U AlZ
BUFFER c1igs 5
R LOGIC
b= AND
CONTROL
L, INTecRaToR | COMPARATOR

PICTORIAL 9-7
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Assume that capacitor C1106 has 0 volts of charge
and consider capacitor C1105 to be shorted. DC volt-
age at the output of the buffer causes current to flow
through resistor R. The gain of the integrator causes
an equal current of opposite polarity to flow into
C1106 to hold the negative (—) input of the integ-
rator equal to the positive (+) input (circuit ground).
This causes C1106 to develop a charge voltage that
is opposite in polarity to the input voltage and has
a peak magnitude (at the end of the INT interval)
that is proportional to the input voltage. Since the
two values of R have a 10:1 ratio (approximate), the
peak integrator output voltage at the end of the INT
interval is about the same for a 10:1 input (2-volt,
.2-volt) voltage ratio. This results in the same circuit
operating range (peak voltage) for both values of R.
The actual value of R or C1106, however, is not criti-
cal to measurement accuracy (as is explained later).

The INT interval is a constant 1000 clock pulses (0.1
second) for each measurement cycle. This 0.1 sec-
ond interval was chosen to improve measurement
stability in the presence of radiated (or input-
coupled) AC signals at the line voltage frequencies
of 50 and/or 60 Hz. The 0.1 second period contains
an exactly even number of cycles at these frequen-
cies (five for 50 Hz and six for 60 Hz) and, since
the voltage is equal at the same (even) points on
a sine wave, the display stability is not greatly af-
fected by the presence of AC on the DC. At the end
of the INT interval, the comparator output is either
high or low, depending upon the polarity of the in-
tegrator output voltage (even for very low A/D input
voltages). The state of the comparator output at the
end of the INT interval controls the polarity of the
reference voltage described next.

REF (Reference)

During this interval, the REF switch (see Pictorial
9-7) is closed and the INT and A/Z switches are
open. The reference circuit shown is internal to
U1103 and should not be confused with other refer-
ence circuitry.

The reference voltage applied during the REF inter-
val has one or two values (0.1 volts or 1 volt), de-
pending upon the required sensitivity of the A/D

converter. This voltage may be either + or —, de-
pending upon the polarity of the A/D converter
input. The circuitry which provides this voltage is
described later.

The polarity of the reference voltage is determined
as a result of the comparator output (logic level) at
the end of the preceding INT interval, and is oppo-
site in polarity to the input voltage. In a manner
similar to the previous INT operation, this voltage
causes the integrator output to down ramp from its
peak back to a zero level. When it reaches the zero
level, the comparator output changes state, which
is a signal that the REF interval is complete.

The difference between the INT and REF intervals
is that during the INT interval, the slope of the integ-
rator output (to the peak value) is proportional to
the input voltage. During the REF interval, however,
the slope is proportional to the REF (constant) volt-
age.

Note that the change in the buffer input voltage (A/D
input during INT; reference voltage during REF) is
the only change during these intervals. For this
reason, the measurement results (display) depends
only upon the A/D converter input and the reference
voltages. The actual value of R or C1106 is unimpor-
tant since the same parts are used for both the up-
ramp and the down-ramp. This also cancels any
long-term or temperature-related changes in these
parts.

Since the slope of the integrator output during the
REF interval is constant, the time when the integ-
rator output is returned to the zero level is propor-
tional to the peak voltage that is reached at the end
of the INT interval, and is proportional to the input
voltage. Therefore, the time it takes for the REF
down-ramp to reach the zero level is proportional
to the input voltage.

Counting circuits inside the integrated circuit ac-
cumulate clock pulses during the REF interval, until
the comparator output changes state (reaches zero
level). For a low input level, the zero level is reached
quickly and only a few counts are accumulated. For
fullscale inputs, however, up to 2000 counts may
be accumulated. Refer back to Pictorial 9-6 to see
this graphically.
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The circuit operation, as described earlier, depends
only upon the A/D input and reference voltages. The
following equation shows this mathematically:

(INHI — IN LO)
(REF HI - REF LO)

where IN HI — IN LO = A/D input = Vyy and
REF HI — REF LO = reference voltage = Vggr

Counts Displayed = x 1000

The following equation further simplifies this re-
lationship:

Display Reading = x 1000

REF

Since Vggr is normally either 0.1 or 1 volt, a Viy
of 0.2 volt or 2 volts produces a 2000 count display.
If 2000 counts are accumulated and the integrator
output has not returned to the zero level, the com-
parator output does not change states. This is used
to indicate an overrange condition.

The number of counts that are accumulated is stored
internally, while other storage circuits register the
polarity (or if an overrange occurred). The count and
polarity (and overrange) information is then de-
coded to drive the LED display. The duration of the
REF interval varies from 0 counts (0 seconds) to 2000
counts (0.2 seconds). The auto-zero interval begins
immediately upon completion of the REF interval
and is described next.

A/Z (Auto-Zero)

Without correction circuitry, the operation of the
A/D circuit would be highly sensitive to some vari-
able conditions such as temperature, semiconductor
error voltages, etc. The integrated circuit automati-
cally performs a self-correction on each measure-
ment cycle and almost completely eliminates the ef-
fects of these variables.

During the A/Z interval, the A/Z switches shown in
Pictorial 9-7 (Page 143) are closed and the INT and
REF switches are open. The switch that closes to

ground at the buffer input causes its output (one end
of C1105) to be equal to any offset voltage error in
the buffer. The switch that closes across the com-
parator (and integrator) causes the other end of
C1105 to be at a voltage that is equal to the total
offset voltages of these circuits (and any current-
induced error voltages). The end-to-end voltage on
C1105 at the end of the A/Z interval is therefore
equal to the sum of all of these errors, and offsets
the operation of the circuit by this amount during
the next INT and REF intervals. Since the integrator
and A/Z switches are very high resistance semicon-
ductor circuits, there is no discharge path that would
affect this voltage during the INT and REF intervals.
Any input to C1105 is not reduced at its output and,
therefore, C1105 appears as a short circuit during
the INT and REF intervals. This auto-zeroing action
makes U1103 seem to have perfect circuitry during
each measurement cycle.

The A/Z interval begins at the end of the combined
INT and REF intervals (1000 to 3000 clock cycles)
and ends when the internal clock counter circuits
increment from 3999 to 0000. A new INT interval
begins and the measurement cycle repeats.

The only component parameters that have an effect
on this circuit’'s measurement performance are the
long-term stability of the reference voltage (after
calibration), any temperature-induced changes in
this voltage (high-stability components are used),
the leakage resistance of C1105 and C1106 (which
is very large), and any stray leakage currents on the
circuit board (which has a very high resistance coat-
ing). These all combine to provide a very stable mea-
surement circuit.

A/D DISPLAY and SUPPLY VOLTAGE CIRCUIT

As you can see from the Schematic, numeric LED
displays V1201 through V1205 are powered from the
+4 volt supply. Each display segment that is con-
nected to U1103 is returned (pin 21) to the power
supply ground through current-regulating drivers
(FET’s) inside U1103. This display drive technique
minimizes variations in brightness for any +4-volt
supply variation.
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Decimal numbers are shown on V1201 to V1203 as
lighted combinations of the seven segments, while
V1204 contains a 1 that is continuously lighted
through resistors R1135 and R1136. A signal coming
from U1103 (pin 19) is applied through Q1105
(which will be explained later) and biases Q1106
on for displays between 000 and 999. This signal,
through resistors R1131 - R1134, produces 0 (C and
1) in display V1204 so the display can indicate 0000
through 0999. For displays greater than 0999, the
signal from pin 19 is applied through Q1105 to
Q1106 and turns Q1106 off. This causes V1204 to
display a 1 for displays 1000 through 1999.

Display V1205 has a segment that can indicate a
negative value. Pin 20 (SIGN) of U1103 directly
drives this segment, which is also driven by the au-
xiliary minus (—) driver. (The auxiliary minus
driver and decimal point circuitry will be described
later.)

The measurement circuits of U1103 are powered
(VDD at pin 1) by the + 5-volt supply, which is fil-
tered by C1109, and by the —5-volt supply (pin 26),
which is filtered by C1107. The internal digital sup-
ply voltage (Vpp to test) is filtered by C1108.

A/D AUTO-REFERENCE CIRCUIT
(U1101 & U1102)

Earlier in this circuit description, a simplified refer-
ence voltage circuit was described. Pictorial 9-8 (Il-
lustration Booklet, Page 24) shows the actual cir-
cuitry. The following paragraphs describe the opera-
tion of the auto-reference circuit for both Time and
Frequency (FREQ) functions.

For T (time) measurements, auto-ranging circuits
(described later) apply a +0.1V ora + 1.0V reference
voltage (Vg) to the auto-reference circuit. Since these
voltages are both positive, the output of U1101A is
driven fully positive (resistors R1102 through R1104
have little effect). This positive voltage is applied
to U1101B and causes its output to be driven fully
negative (resistors R1105 through R1107 have little
effect).

The positive output of U1101A causes the U1102
plus (+) switches to be closed and the negative out-
put of U1101B causes the minus (—) switches to
be open. This connects pin 36 (REF HI) of U1103
to the +0.1V or + 1.0V reference voltage and con-
nects pin 35 (REF LO) to the A/D ground. Capacitor
C1101 filters the reference voltage at U1103.

During time measurements, the reference voltage ap-
plied to the auto-reference input is the A Delay-re-
lated time voltage (V) which is applied to pin 31
(IN HI) of U1103. As was described earlier, this is
either + 2.0, 1.0, or 0.5 volts for 10 divisions of
cursor separation on the corresponding A Timebase
switch settings.

For

X 1000, this develops:
REF

3 X 1000 = 2000, or L2
1.0 Y 1.0

x 1000 = 1000,
S o 1000 = 500
1.0 rl

display counts. For a Vyy that is 1/10 of these, the

+ 0.1 volt reference also produces 2000, 1000, or 500
counts.

For F (frequency) measurements, the SW1001/
SW1002 switch circuitry shown in Pictorial 9-8 ap-
plies the 0.1 or 1.0-volt reference voltage to the IN
HI (Vi) input and the (variable) time voltage (V)
to the auto-reference circuit input. For positive time
voltages, the voltages at U1101 and the switches in
U1102 are the same as before. This function does,
however, invert the equation for display counts.
Therefore, for the 2.0, 1.0, or 0.5-volt “time” voltages

and the +1.0-volt reference voltage, the display
count is

10 X 1000 = 500
20 = , or

X 1000 = 1000,

or Lh X 1000 = 200
0.5 v o

This is the method used to convert time measure-
ments to frequency measurements.
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During negative time voltages, the output of U1101A
is driven fully negative and the output of U1101B
is fully positive. This opens the plus (+) switches
and closes the minus (—) switches. Pin 36 (REF HI)
is now connected to A/D ground and pin 35 (REF
LO) is connected to the negative time voltage. This
circuit action thus always maintains the REF HI to
REF LO voltage as positive.

For positive time voltages decreasing toward zero,
the negative voltage at pin 7 of U1101B causes pin
2 of U1101A to be slightly negative due to the R1106/
R1103 voltage divider. When the time voltage also
becomes slightly negative, the outputs of U1101A
and B quickly change polarity and the voltage at pin
2 becomes slightly positive. This “hysteresis” volt-
age speeds the change in polarity by reinforcing the
input polarity change.

For the frequency function, both the V;y and Vggr
polarities are positive at U1103 for either time volt-
age polarity. The SIGN output (pin 20) is off (pulled
to +5-volts by a weak current source in U1103). To
indicate a negative voltage at the auto-reference
input, the positive voltage at the output of U1102B
(through R1126) biases auxiliary driver Q1101 on
and lights the minus ( —) segment of V1205 (through
R1127).

For VDC functions, the Vggr voltage is either +0.1
or +1.0 volt. This voltage is provided by circuitry
that will be described later. The auto-reference cir-
cuit operates accordingly.

As a result of the auto-reference circuit operation,
the REF HI to REF LO voltage is always positive
and is 0.1 or 1.0 volt, or the time voltage. During
the A/Z interval, the A/Z switches within U1103
connect C1104 to the REF HI and REF LO inputs,
and C1104 charges (+ at pin 34 to — at pin 33)
from the Vggr input. During the REF interval, either
the + REF switches are closed, which connect C1104
directly as a positive voltage source to the buffer
input, or the —REF switches close and connect
C1104 upside-down as a negative voltage source.
This operation provides the required positive or
negative reference voltage for the internal circuitry
in U1103, as was described earlier.

If U1101 is removed form the circuit, resistors R1104
and R1107 establish a positive (+) switch condition
in U1102.

A/D AUTO-RANGING CIRCUIT
(U1121 & U1123)

When higher or lower A/D sensitivity is required on
any range, overrange and underrange signals must
be generated. Overrange is automatically defined by
U1103, which lights a 1 in V1204 and blanks V1201
through V1203. An underrange level is set by the
circuitry for any display less than 100 counts. If a
more sensitive range is available, this maintains at
least a 1% (1 in 100 counts) display resolution.
These signals are not directly available from U1103
and must be decoded from the outputs of the display
segments.

If a display segment is off, circuitry within U1103
pulls the segment to +5 volts. When the segment
is on, however, the voltage drop across the LED (ap-
proximately 1.7 volts, from the +4-volt supply) and
results in a segment output voltage (from U1103) of
approximately +2.5 volts. The on and off states of
3B, 3E, and 3G segment outputs applied to V1203,
and the (combined) B and C segment outputs (4BC)
are decoded to provide up-range (display greater
than 1999) and down-range (display less than 100)
signals. Since the 4BC output does not drive the LED
segment directly, its low is 0 volts.

In the Q1102 to Q1105 translator circuits, the bases
of the transistors are held (through one of the resis-
tors in RP1103) at + 3.0 volts. For a + 5-volt segment
output voltage, the corresponding transistor is
biased on and its collector is at +5 volts. Fora + 2.5-
volt (or 0 volt) segment output voltage, the transistor
is off and the collector circuit is pulled to —5 volts
(through one of the resistors in RP1102). This level
sensitive operation provides the 3B, 3E, 3G, and 4BC
logic signals to U1121.

The 3B and 3G signals at the inputs of U1121A are
high only if V1203 is blanked, since one or both
of these segments is lighted for 0 through 9. A low
at the output of U1121A is the required up-range
signal. Resistor R1141 and capacitor C1112 provide
a small amount of noise filtering.

The output of U1121B is high whenever 3E is low
(the e segment in V1203 is lit). When this occurs
with a high at 4BC and 3G (the g segment in V1203
and the 1 segment in V1204 are not lit), the display
number must be 0099 or less. This produces a low
at the output of U1121C, which is the required
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down-range signal. Resistor R1143 and capacitor
C1114 provide filtering for a glitch that occurs at
the inputs of U1121C because U1121B delays the
3E signal so it cannot be decoded simultaneously
with the 3G and 4BC signals.

Since the up-range and down-range conditions can-
not both occur at the same time, only one of the
outputs of U1121A or U1121C is low at any time.
U1122A and U1122D are used only for EXT VDC
function, which is described later.

The state of the outputs of the latch circuit formed
by U1123B and U1123C depends upon whether an
up-range or down-range signal occurred last. The
output of U1123B goes high when an up-range oc-
curs, and stays high by the action of the latch. The
output of U1123C goes high and stays high when
a down-range occurs. These outputs are normally
complimentary and not high together. When power
is first applied to this circuitry, a low coming from
C1116 causes the latch (and other latching circuitry)
to reset. Resistor R1153 charges C1116 within 1.0
second to enable the circuit. Diode D1103 quickly
discharges C1116 when the power is turned off.

For time (and VDC) measurements, the display
count is proportional to the Vyy input. For fullscale
measurements, the A/D sensitivity is 2 volts and the
Vger voltage is 1.0 volt. When the Vin voltage de-
creases to 0.1 volt, the display count is 0100. Auto-
ranging to a 0.2 volt A/D sensitivity (with a Vggr
of 0.1 volt) would improve resolution to 1000
counts. For the time (and VDC) function, the F signal
is high and Q1114 is off. The control input to
U1122B (pulled to —5 volts by R1147) causes it to
be open and the SC (sensitivity control) signal comes
from the output of U1123C (R1146 has little effect).
This is the output that goes high when a down-range
signal occurs and is now used to cause the sensitiv-
ity of the A/D circuit to be 0.2 volts (this will be
described later). Later when an up-range occurs, the
outputs of U1123B and U1123C reverse and the SC
signal becomes low. This causes the sensitivity of
the A/D circuit to be 2 volts.

For the frequency (FREQ) function, the display
count is inversely proportional to the time voltage
at the input of the auto-reference circuit. A full-scale
input again requires a 1.0-volt reference voltage, but
when the time voltage decreases, the display count
increases. Therefore, when overrange occurs and an
up-range signal is generated, the high at the output
of U1123B must make the sensitivity of the A/D cir-
cuit 0.2 volts.

For the frequency function, the F signal is low and
Q1114 (through R1145) is biased on so it has +5
volts on the collector. This causes U1122B to be
closed and the SC signal comes directly from the
output of U1123B, which overrides any signal from
the output of U1123C. This provides the required
opposite control operation.

This completes the description of the A/D measure-
ment, reference, and auto-ranging circuitry. The
input, scaling, and reference circuitry for the indi-
vidual functions are described next.

DTP VOLTAGE FOLLOWER CIRCUITS (U1003)

Voltage from the DTP control is applied to pin 3
of U1103 and is filtered by R1016 and C1005. Resis-
tor R1017 and capacitor C1007 provide AC and DC
feedback to pin 2 of this unity-gain circuit. Capacitor
C1008 provides a high degree of AC and noise filter-
ing at the output, while R1018 decouples this high
capacitance from the output of the operational
amplifier. Capacitor C1006 provides frequency com-
pensation.

A DELAY BRIDGE CIRCUIT

This circuit is formed by U1004A, U1004B, R1028,
and SW1006 and their associated circuitry. Except
for polarity, the circuits for U1004A and U1004B
are identical.
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For the U1004A positive current source, R1011 and
R1012 divide the +15-volt supply to provide 2.5
volts across R1011, which is applied to the IC at
pin 3. Current through R1015 produces a propor-
tional voltage drop that is applied at pin 2. The out-
put of U1004A (pin 1) biases Q1009 (through R1014)
to maintain equal input voltages at pins 2 and 3.
This maintains the current through Q1009 at a con-
stant value and is independent of the collector volt-
age of Q1009. The circuit formed by Q1011 operates
in an identical manner, with R1025 providing a
slight adjustment of the negative current source ver-
sus the DTP voltage.

Transistors Q1009 and Q1011 drive R1026/R1027
which are in parallel with R1028 (when SW1006 is
on). Any voltage change at the junction of R1026
and R1027 directly changes the voltage at each end
of R1028 by the same amount. This makes R1028
appear to be connected to isolated batteries as was
mentioned earlier.

The above description shows how “tracking” cursor
voltages are provided. When SW1006 is off, R1028
is connected to fixed 0 volt and + 6-volt levels and
the A Delay cursor can be set separately from the
DTP cursor.

A DELAY VOLTAGE FOLLOWER CIRCUIT
(U1005)

The A Delay voltage from R1028 is filtered by R1033
and C1009 before it is applied to pin 3 of U1005.
Resistor R1034 provides impedance matching feed-
back (equal to R1033) in this unity-gain circuit.
Capacitor C1011 provides frequency compensation.
For low DTP voltages, the A Delay voltage can be
negative, although this is an abnormal input to the
Oscilloscope’s B Comparator. Higher negative volt-
ages are clamped by D1003 at pin 3. The output of
U1005 is applied to one side of the electronic switch
circuit formed by U1007 and the T and F scaling
circuit.

ELECTRONIC SWITCH CIRCUIT
(U1007 & U1008)

The A Delay and DTP voltages are the inputs to this
circuit. R1042, C1014, C1015, and D1004 provide
filtering for the A Delay voltage and clamp against
any negative voltages. R1043, C1016, C1017, and
D1005 provide the same function for the DTP volt-
age. For time and frequency measurements, either
switches U1007A/U1007D or switches U1007B/
U1007C alternately close and apply a two-level
square-wave voltage to pin 3 of U1008. The feedback
circuitry for U1008 is self-contained and the output
(pin 6) is equal to the two-level input and drives
the input of the B Comparator through R1009 and
C1004. This circuit provides a slight delay on the
overshoot at the output of U1008 for the fastest set-
tings of the A Timebase switch.

Flip-flop U1002A receives a cursor toggle pulse
(through the noise filter formed by R1001 and
C1001) at the end of each sweep of the A Timebase.
The Q and Q outputs (pins 15 and 14) drive switch
driver circuits Q1007 and Q1008 through speed-up
networks C1002/R1004 and C1003/R1005. These
transistors invert and level shift the 5-volt TTL out-
puts of U1002A to drive the +15-volt U1007 cir-

cuitry.

For the time and frequency functions, the T and F
control signals, which are coupled through D1001
or D1002, enable the U1002 circuit by applying a
high at pin 3. When neither of these signals is high,
R1003 pulls pin 3 low and causes U1007 to continu-
ously select the DTP voltage to drive the input of
the B comparator. The parallel connection of
U1002A and U1002B has no effect on circuit opera-
tion.
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T & F SCALING AND GAIN-SELECT CIRCUIT
(U1006)

The voltage difference between the A Delay and DTP
voltages for 10 divisions of cursor separation is ap-
proximately +5.5 volts. To display this as either
2000, 1000, or 500 counts, the voltage difference is
divided by resistors R1035 through R1039. R1035
provides a coarse adjustment, while R1036 through
R1039 are high precision parts. One of the U1006B,
C, or D (GAIN) switches is closed for each position
of the A Timebase switch. This provides the 2.0,
1.0, or 0.5 time voltages (V) to switches SW1001
and SW1002.

T & F REFERENCE SOURCE CIRCUIT
(U1013 through U1016)

Circuitry inside U1013 (biased by R1058) provides
a high-stability zener voltage of 1.2 volts, which is
bypassed by C1028. This is applied to the divider
circuit formed by R1059 through R1065 and pro-
vides three separately adjustable 1.0-volt outputs.
One of these outputs is switched through U1014B,
C, or D to the U1015A circuit. The voltage selected
depends upon the setting of the A Timebase switch.
In the Oscilloscope's A Timebase sweep circuitry,
there are a series of precision timing resistors that
are used in a repeated fashion for each of the three
timing capacitors (CA, CB, or CC). The 1.0-volt out-
put that is switched to U1015A corresponds to the
timing capacitor (CAP) for the present setting of the
A Timebase switch.

The input voltage to U1015A4, is filtered by R1067
and C1029, and is buffered to provide a low-imped-
ance 1.0-volt output to R1071 through R1074. R1068
provides unity-gain feedback, while D1006 allows
only positive voltages to be applied to U1016. The
voltage divider circuit provides either 1.0 volt di-
rectly at R1071, or 0.1 volt at the wiper of R1073
as a reference voltage to the A/D circuitry. R1073
provides a calibration for low time voltages (or high
frequency displays).

When a 1.0-volt Vggr is required by the A/D circuit,
the SC control signal is at —5 volts. This negative
voltage is applied to U1015B (pin 5) through R1079
and causes the output at pin 7 to be fully negative.
D1007 is reverse-biased and U1016D is open, with
0 volts at pin 12 (pulled low by R1076). The low
at pin 13 causes U1016A to be open. When U1016D
is open, R1075 pulls pin 5 of U1016B to +15 volts,
which closes U1016B and applies 1.0 volt (Vg) to
SW1001 and SW1002.

When a 0.1 volt Vggy is required by the A/D circuit,
SC is at +5 volts and the circuit formed by U1015
and U1016, with opposite logic levels, selects the
0.1 volt reference from U1016A to SW1001 and
SW1002.

CAP/GAIN ROM CIRCUIT (U1001)

Each position of the A Timebase switch has separate
conditions as to which timing capacitor is selected
and which full-scale count (2000, 1000, or 500) is
applicable. To control the necessary U1006 and
U1014 switches, the A Timebase switch provides
BCD (binary coded decimal) logic signals to the in-
puts of U1001. Each input state causes a program-
med output state to drive Q1001 through Q1006.

When one of the outputs of U1001 (Q1 through Q6)
is high (actually open-circuited), the associated re-
sistor in RP1001 biases the transistor fully on. The
low at the collector causes the associated U1006 or
U1014 switch to be open. For a low at the output
of U1001, the transistor is off and the associated re-
sistor in RP1002 pulls the switch control input to
+15 volts and closes the switch.

The BCD signals from the A Timebase switch also
control other circuitry to provide the proper decimal
point and indicators as described later.
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TIME & FREQ FUNCTION SWITCHING

For the selected function, switch SW1001 or
SW1002 does four things. First, it provides the ap-
propriate T or F control signal to U1002 and an input
to the decimal point and indicator circuitry. Second,
it applies a voltage to the A/D input (Vy for time
and Vg for frequency). Third, it applies a voltage
to the auto-reference circuit (Vg for time and Vy for
frequency). And last, both connect the A/D ground
circuit to the output of U1003 (TPA) which provides
a zero voltage level to which the A/D measurements
are referred.

VDC (internal) BUFFER CIRCUIT
(U1011 & U1012)

As was previously described, all DC voltages at the
Y1 and Y2 Oscilloscope inputs are scaled by the at-
tenuators and buffered by the split-path amplifier.
The voltages from these circuits are then applied to
U1011 and U1012. Since each circuit is identical,
only the circuitry of U1011 will be described.

The DC voltage to be measured may have a substan-
tial amount of AC superimposed on it. This is fil-
tered at the output of the split-path circuit and by
R1044 and C1018. U1009A provides an additional,
very high, degree of filtering action to provide a
stable measurement display. U1009A operates with
0 volts of DC at its output (R1046 provides unity-
gain feedback) and has a very high AC gain. Any
AC voltage at pin 3 of U1011 is AC-coupled through
C1019 to pin 2 of U1009A. The output of U1009A,
through C1021, provides any AC current required
to counteract AC voltage at the input of U1011. This
circuit operates with a high degree of filtering for
frequencies above 20 Hz.

U1011 is an FET-input buffered operational
amplifier that has very high input impedance.
Therefore, the voltage to R1044 is not reduced by
R1044 and R1045. The DC gain of the split-path
amplifier may not be unity and may also have a DC
offset (with the AC-GND-DC switch set to GND).
R1047 (the Y1 Zero control) allows the output of
U1011 to be 0 volts for 0 volts from the attenuator
and corrects for any Oscilloscope or Module offset.
R1048 (the Y1 CAL control) provides control of the
feedback for U1011 and allows a gain adjustment
range (1.0 to 1.11) to correct ior non-unity-gain in
the split-path amplifier.

One of the outputs from U1011 or U1012 is selected
by SW1005 (CHAN), filtered by R1057, C1025, and
applied to SW1003.

VDC (internal) DATA SELECTOR CIRCUIT
(U1017)

For each Oscilloscope attenuator ratio (x 1, X 10,
or X 100), a two-bit BCD code is provided to the
switches in U1017. When the Y1 input is selected
by SW1005, switches U1017B and C are closed and
connect the inputs of Q1012 and Q1013 to Y1A and
Y1B. When either or both are low, Q1012 and/or
Q1013 are on and apply +5 volts on the YA and
YB outputs. When the signals at Y1A and/or Y1B
are high (actually open-circuited), the pull-up action
of R1082 and R1084, along with resistors in RP1003,
cause Q1012 and/or Q1013 to be off (open circuit
at YA and/or YB). R1086 and R1087 provide the
pull-down functions for the Y1 and Y2 control sig-
nals.
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Along with the YA and YB signals, direct voltages
from SW1005 (Y1) and SW1004 (x 10) are provided
to the circuits that control the decimal points and
indicators. These are described later.

Switch circuit SW1003 connects the selected Y1 or
Y2 voltage to be measured to the A/D input. It also
connects a reference voltage (+0.1 or 1.0 volt) to
the auto-reference circuit. Last, it connects the A/D
ground to the Oscilloscope (earth) ground. The
source of the reference voltage is described later.

TIME, FREQ, & VDC (internal)
POWER SUPPLIES

The input, control, and switching circuitry for these
functions are all powered by + 15 volts, —15 volts,
and +5 volts coming from the power circuits in the
Oscilloscope. L1001 through L1004 and C1031
through C1064 decouple and filter these supplies to
prevent interference to and from the Module cir-
cuits.

EXT VDC ISOLATION CIRCUITS

To make floating DC voltage measurements, it is nec-
essary to completely isolate and electrically separate
the A/D circuitry from the Oscilloscope circuitry.
This is accomplished by SW1007 and optoelectric
isolator ICs U1106 through U1111 and U1113
through U1118. These ICs contain an LED and opto-
transistor which are electrically isolated from each
other. When current is applied to the LED (limited
by resistors RP1004 through RP1006), the light that
is emitted energizes the base junction of the transis-
tors and it is biased on. By using these ICs, the BCD
signals from the A Timebase switch, the T and F
control signals, and the YA, YB, Y1, and x 10 sig-
nals are transmitted to the A/D circuitry.

For the EXT VDC function, the Vy, Vg, Vy, V., and
SC signal circuits are all opened and isolated. The
IN and COM inputs are connected into the A/D cir-
cuitry.

The optoisolator, switch, and foil separation of the
A/D circuitry allows the A/D ground to float as much
as 500 volts from Oscilloscope (earth) ground.

The section of SW1007, which open-circuits the
LEDs in U1113 through U1118, provide a special
circuit condition that is described later.

VDC (internal) & EXT VDC REFERENCE CIRCUIT
(U1104 & U1105)

For a floating A/D circuit, a separate reference circuit
is required. U1104 is a high-stability, 1.2-volt zener
(like U1013) that is biased by R1114 and then ap-
plied to the voltage divider formed by R1117
through R1124. This circuit provides +0.1 or +1.0
volt at U1105A and B. The U1104 voltage is bypas-
sed by C1111.

When the SC signal is high (+5 volts), U1105B is
closed to connect + 0.1 volt to the input of the auto-
reference circuit (through SW1007). U1105D is also
closed and connects a low (=5 volts) to pin 13 of
U1105A to make it open. The high from SC causes
U1105C to close across resistor R1112 and, with the
0.1-volt Vrgr, establishes a 0.2-volt A/D sensitivity,

When the SC control signal is low (—5 volts),
U1105D is open and U1105A is closed with its con-
trol input pulled to +5 volts by R1125. U1105B and
C are both open, and the A/D circuit has a sensitivity
of 2 volts.

Note that a high on the control input of U1105C
causes it to close across R1112 whenever the SC sig-
nal is high for any function (not just for the VDC
functions).

For testing purposes, the A/D jumper can be set to
+5 volts or to —5 volts so you can manually set
the A/D sensitivity to 0.2 volts or 2 volts.

The resistors in the voltage divider formed by R1115
and R1116, along with U1104, were temperature-
aged and factory-measured to provide built-in calib-
ration voltages at the HI CAL and LO CAL test
points.
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EXT VDC DIVIDER CIRCUIT (RP1101)

DC voltages from the IN socket are applied to the
voltage divider formed by RP1101 and R1101 to pro-
vide a tap point at pin 5 that is 1/10 the input volt-
age. For A/D sensitivities of 0.2 volt and 2 volts, this
provides EXT VDC ranges of 2 volts and 20 volts.
The tap point at pin 3 is at 1/1000 of the input volt-
age. For A/D sensitivities of 0.2 volt and 2 volts, this
provides EXT VDC ranges of 200 volts and 2000
volts (limited to 1000 volts). The A/D input is con-
nected through SW1007, the CAL jumper, and one
of the contacts of K1101 or K1102 to a divider tap
point. K1102 is closed on the 2 volt and 20 volt
ranges and K1101 is closed on the 200 volt and 2000
volt ranges.

The CAL jumper allows you to directly connect the
A/D input to the LO CAL and HI CAL test points
for calibration of the 0.2-volt and 2-volt sensitivities.

EXT VDC RELAY CIRCUIT

Transistors Q1107 to Q1109 drive relays RY1101
and RY1102. When you select the EXT VDC func-
tion, Q1107 is biased on (by circuitry that will be
described later) and +5 volts is applied to RY1101
and RY1102. On the 2-volt and 20-volt ranges, the
HV signal from U1124B is low and Q1108 is off.
This allows current to flow (below the activation
level for RY1101) through RY1101 and RP1104 (7
and 8) to Q1109 and biases it on, which energizes
RY1102 and K1102 is closed. On the 200 volt and
2000 volt ranges, the HV signal is high and Q1108
is biased on (through RP1104 4 and 3). This ener-
gizes RY1101 and closes K1101, while it shunts the
base circuit of Q1109 and turns it off.

D1101 and D1102 provide switching transient pro-
tection from RY1101 and RY1102 to Q1108 and
Q1109.

EXT VDC RELAY AUTO-RANGING CIRCUIT
(U1124)

For the EXT VDC function, the 2 volt range is in-
itially established with K1102 closed and the A/D
has a sensitivity of 0.2 volt. When a voltage between
2 volts and 20 volts is applied between the IN and
COM jacks, the 0.2 volt sensitivity is overranged and
the 2 volt sensitivity is selected by U1121 and U1123

B and C. When a voltage greater than 20 volts is
applied, the 2 volt sensitivity becomes continuously
overranged. The up-range (low) signal from U1121A
pin 9 causes U1122A to open. C1113 was previously
held at —5 volts (discharged) when U1122A was
closed, but now charges towards +5 volts through
R1142.

The low at pins 3 and 4 of U1123B causes a high
at pin 6 (and at pin 11). With pins 12 and 13 also
high, pin 10 goes low to select the 2-volt sensitivity.
With the HV signal being low, the LV signal is high
at pin 8 of U1124A. When C1113 causes pin 2 to
reach a high level, all three inputs of U1124A are
high and causes the output at pin 9 to go low. This
forces a high at the output of U1124B (HV), which
selects the 200 volt and 2000 volt ranges. With
U1122D closed, pin 2 of U1123A is low and its out-
put is high. When all inputs of U1124C are high,
its output goes low and reinforces the high output
at U1124B.

The 2 volt A/D sensitivity and the HV ranges that
are selected just after U1124B and C latches provides
the 2000-volt range. The overrange condition is no
longer present and U1122A again closes to discharge
C1113 and stabilize the display. If the display is
greater than 100 counts (100 volts), no further
change occurs. If the display is now less than 100
counts, the down-range signal at pin 10 of U1121C
latches U1123B and C to select the 0.2-volt A/D sen-
sitivity, which provides the 200-volt range. The
down-range low signal at U1122D (which causes it
to open) is not present long enough to allow C1115
to charge and affect the U1124B/C circuit.

When you remove the input voltage, the low down-
range signal at U1121C is continuous, U1122D is
open, and C1115 is charged through R1144. When
it reaches a high level, this combines with the high
levels at the other inputs of U1123A to latch the
circuit in the original state, with a low at HV. Latch
circuit U1123B and C then control the A/D sensitiv-
ity to select the 2-volt or 20-volt range as required.

Shorting the SET HV pins together provides a means
to manually establish the HV signal, by applying a
low to pin 3 of U1124B. R1148 prevents shorting
the output of U1124A.

Resistors R1149, R1151, and R1153 establish legal
input voltages if U1123 or U1124 is removed from
the circuit.
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T & F ROM CIRCUIT (U1112)

On all of the ranges of the Module functions, U1103,
Q1101, and Q1106 provide display numbers from
0000 to +=1999. So that you can read the display
directly, a decimal point and other indicators (as re-
quired) must also be lit.

The BCD signals from the A Timebase, as described
earlier, are coupled through optoisolators U1106
through U1111 as a logical low (the transistor is on)
to the inputs of U1112, for any low TBA to TBE.
In addition, the T and F control signals are coupled
through U1113 and U1114 as the complementary T
and F signals to U1112. Finally, the SC control signal
is applied (through the translator formed by U1122C
and Q1113, which is described later) to the remain-
ing input to U1112. Six resistors in RP1105 and two
resistors in RP1106 provide pull-ups for the inputs
of U1112.

At full scale for the time and frequency functions,
on each of the A Timebase switch settings, a specific
placement of the decimal point and correct indicator
lighting is required. In addition, for close cursor
spacing, the decimal point in the display must be
shifted. These display elements are powered by a
low level at the outputs of U1112, through one of
the resistors in RP1107 or RP1108. When any of
these outputs is not selected, it is an open circuit.

For the time and frequency functions, the Q8 output
of U1112 is high (pulled to +5 volts by RP1105-1/8).
This disables U1119 so all of its outputs are open-
circuited and do not interfere with the outputs of
U1112. The decimal outputs of U1112 (Q1 through
Q4), which are connected to V1205 through V1202,
light the decimal-point segments when they are low.

The indicators for the time and frequency functions
are separately enabled by Q1111 (for time) and
Q1112 (for frequency). For example, on the time
function, Q1111 is on (biased through R1137) and
+5 volts is applied to only the time indicators. No
current can flow in the frequency indicators. A low
at Q5, Q6, or Q7 output of U1112 lights the “s”
(V1211), the “ms” (V1212), or the “us” (V1213) indi-
cator through one of the resistors in RP1108. Q1112
operates in the same manner for the frequency func-
tion to enable the “Hz"” (V1214), the “kHz" (V1215),
or the "MHz" (V1216) indicators via the Q5, Q6, and
Q7 outputs of U1112.

The translator circuit formed by U1122C and Q1113
interfaces =5 volt logic levels to +5-volt TTL levels.

When SC is low (-5 volts), U1122C is open and
Q1113 is biased on (low collector voltage) by R1139.
When SC is high (+5 volts), U1122C is closed and
Q1113 is off. RP1104 pulls the collector circuit to
+5 volts. TPD provides a means to manually test
the action of the Q1113 circuit.

VOLTS ROM CIRCUIT (U1119)

When neither the time or frequency function is
selected, the T and F signals are both high. This dis-
ables both of the Q1111 and Q1112 circuits and also
results in an output state of U1112 where the Q1
through Q7 outputs are all off (open circuited) and
the output of Q8 is low, which enables U1119.

On the VDC (internal) function, a low is always pre-
sent at the output of either U1115 or U1116. This
prevents the logic extender circuitry formed by
Q1115 through Q1117 from affecting the inputs of
U1119 (as is explained later), and you can ignore
this circuit. The SC-related signal, and the signals
from U1115 through U1118, control the inputs of
U1119. These inputs cause the VDC (internal) indi-
cators to be powered from the outputs of U1119
(through RP1109) as follows:

A low x10 input to U1118 causes U1112 to light
the x1 indicator (from the Q5 output) and a high
causes it to light the X10 indicator (from the Q6 out-

put).

A high Y1 input to U1117 causes U1119 to light
the Y1 indicator (from the Q7 output) and a low
causes it to light the Y2 indicator (from the Q8 out-
put).

The YA, YB, x10, and Y1 signals are coupled
through U1115 through U1118, and are combined
with the SC-related signal from Q1113 to light the
correct decimal point. This is based upon the setting
of the Volts/Div, Probe, and Chan switches and de-
pends upon the input voltage at Y1 or Y2. The Q1
through Q4 outputs of U1112 do not interfere with
the outputs of U1119.

For the EXT VDC function, a special condition at
the outputs of Q1113 through Q1118 occurs when
SW1007 open-circuits all of the LED’s in these cir-
cuits. This allows the resistors in RP1106 to pull
all six outputs high. C1117 bypasses the F output
so any common-mode voltage on this function does
not affect U1114.
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When the outputs of U1115 and U1116 are both
high, Q1116 and Q1117 (in the logic extender cir-
cuit) are both biased on. This pulls RP1104-2 low,
biases Q1107 on, and enables the Q1108 and Q1109
circuitry. Since the emitter of Q1115 is now ground-
ed, the A4 input of U1119 can be controlled by
Q1115. Since the A1 to A3 inputs are all fixed high,
the combinations of the HV-related signal at A4 with
the SC-related input at A5 determines the four deci-
mal point conditions for the EXT VDC function. The
decimal point at V1204 for 2 volts, at V1203 for 20
volts, at V1202 for 200 volts, and no decimal point
is lit for 2000 volts.

D1104 prevents any reverse current flow from Q1115
into U1118 on the VDC (internal) function.

A/D CIRCUITRY POWER SUPPLY CIRCUIT
(U1125 and U1126)

To allow you to make floating measurements, a sepa-
rate oscilloscope power transformer winding is con-
nected to the Module through P1101.

The full-wave circuits formed by diodes D1105 to
D1108 rectifies the AC voltage. The positive half cy-
cles through D1105 and D1106 charge capacitors
C1121 and C1122 to approximately +8.3 volts DC.

The negative half cycles through D1107 and D1108
charge capacitors C1124 and C1125 to approxi-
mately — 8.7 volts DC.

The +8.3-volt DC supply is reduced and regulated
by U1125 to provide +5 volts DC which is filtered
by C1123. Similarly, U1126 regulates the —8.7-volt
DC supply to —5 volts DC which is filtered by
C1126.

For testing purposes, the “+ " and “ —" solder pads
allow you to disconnect the regulator circuits from
the +5 and —5 volt loads. C1127 to C1144 bypass
the + 5-volt and — 5-volt supplies.

The + 5-volt supply is reduced by the voltage drop
in D1109 to provide the +4-volt supply. This volt-
age lowers the power dissipation in U1103 for a
high-segment display. The +4-volt supply also pro-
vides power to the time, frequency, and VDC (inter-
nal) indicator circuits. When you push the Off
switch, the +4-volt supply to the display is opened
to turn it off.

A voltage divider formed by resistors R1157 and
R1158 is connected across the +4-volt supply to
provide a + 3-volt supply. This supply provides bias
for the level-sensitive Q1102 to Q1105 circuitry.
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SEMICONDUCTOR IDENTIFICATION
CHART

DIODES
CIRCUIT HEATH MAY BE
COMPONENT PART REPLACED IDENTIFICATION
NUMBER NUMBER WITH (TOP VIEW)
D1001,D1002, | s6-56 1N4149 IMPORTANT: THE BANDED END OF DIODES CAN
D1003, D1006, BE MARKED IN A NUMBER OF WAYS.

D1007,D1101,

D1102, D1103, /
D1104 /
D1004, D1005 56-89 GD510 / / / |
. >y

~
BANDED END (CATHODE)

D1105-D1109 | 57-65 1N4002
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DISPLAYS

CIRCUIT
COMPONENT
NUMBER

HEATH
PART
NUMBER

MAY BE
REPLACED
WITH

IDENTIFICATION
(TOP VIEW)

V1206, V1207,
V1208, V1209,
V1211, V1212,
V1213, V1214,
V1215, V1216

412-654

HLMP1002
(Selected)

SHORTER LEAD

OR

RED

M\GDt\

N CcATHODE

SHORTER LEAD

V1205

411-855

HP7656

N

-~ o oW

TOP VIEW

oD
=

=20 2

o
=

OO0 O B R e |

CONNECTION
CATHODE d
ANODE d

NO PIN
CATHODE ¢
CATHODE e
ANODE e
ANODE ¢
ANODE dp
CATHODE dp
CATHODE b
CATHODE a
NO PIN
ANODE a
ANODE b

V1201, V1202,
V1203, V1204

411-853

HP7651

W e

TOP VIEW

S
ﬂlﬂ:ézgﬂb
0

J]

0

0
0
0

d dpﬂ

PIN

SO0~ O B e

e

e
B P

CONNECTION

CATHODE a
CATHODE f
ANODE

NO PIN

NO PIN

NO CONN.
CATHODE e
CATHODE d
CATHODE dp
CATHODE ¢
CATHODE g
NO PIN
CATHODE b
ANODE
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TRANSISTORS
CIRCUIT HEATH MAY BE
COMPONENT PART REPLACED IDENTIFICATION
NUMBER NUMBER WITH
Q1001 -Q1008] 417-864 MPSA05
Q1108, Q1109,
Q1113,Q1115,
Q1116,Q1117
B
Q1012,Q1013,| 417-865 MPSAS5 E] C
Q1102, Q1103,
Q1104, Q1105,
Q1107, Q1111,
Q1112,Q1114
Q1011,Q1101,] 417-881 MPSA13
Q1106
Q1009 417-885 MPSAB5
INTEGRATED CIRCUITS
CIRCUIT HEATH MAY BE
COMPONENT PART REPLACED IDENTIFICATION
NUMBER NUMBER WITH
U1125 442-54 UA7805 ok \/
llk:;MD INGND
out out
/ CONT CONT |IN out ouTt IN
Voo A 0 n 0 C C
U1006, U1007, | 442-99 CD4016AE ‘\E
U1014, U1016, w®
U1017, U1102, F-\-T
U1105, U1122
A A B B B C \-’,\5
IN ouT ouTt IN CONT CONT |-‘|
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Integrated Circuits (Cont’d.)

CIRCUIT HEATH MAY BE
COMPONENT PART REPLACED IDENTIFICATION
NUMBER NUMBER WITH
COMP v+ OUTPUT N.C.
8 7 6 5
“UT103, U105 442-639 MLM308AN
Vw3
J
y 1 2 3 4
[5{_ nY COMP INV_ NON- V-
- W INPUT INV
INPUT
BALANCE Y+ OUTPUT BOOSTER
8 7 6 5
Ut108 442-648 LM310
=
UivD¥?
1 2 3 4
BALANCE NC INPUT V-
U1126 442-665 79L05AC
GND
IN
ouTr
OFFSET
NULL
Ne Vecs OUTPUT (N2
8 7 (] 5
U1011,U1012 442-679 TLO61CP
1 2 3 4

OFFSET INV. NON  Vcc-
NULL INPUT [NV
INIY INPUT
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Integrated Circuits (Cont’d.)

CIRCUIT HEATH MAY BE
COMPONENT PART REPLACED IDENTIFICATION
NUMBER NUMBER WITH
U1013 442-680 ICL8069DC Q CATHODE N nga)
\
U1104 Part of Not separately \ TAB
100-1807 available KNOBE
, E 25 i5
> 8. | r= EE
U1004, U1009, 442-707 LF353/
uU1015, U1101 TLO72
< < = 0
5 25 T 7
% "z 8%
I RN B ) s el ) 2a sl 2 21]
U1103 442-724 ICL7107CPL r l
tBEEZEEEzzzo2zggzgiia
25555553 BEgEEEESE B3
ﬂ?ﬁzﬁsﬁa”sn 3 ?‘HSH‘JHEH lﬁlzﬁtaﬂuﬁlsn 16 [ 17l 1sﬁ‘1al
BASE COLLECTOR EMITTER
uU1106, U1107, 443-808 4N26
u1108, U1109,
Ui111,U1113,
U1114, U1115,
Ui116, U1117,
Uii118
ANODE CATHODE NC
1K 10 10 GND 2K 20 ) 2J
16 15 14 13 12 11 10 9
U1102 443-829 741876




Page 162

Heathkit

Integrated Circuits (Cont’d.)

CIRCUIT HEATH MAY BE
COMPONENT PART REPLACED IDENTIFICATION
NUMBER NUMBER WITH (TOP VIEW)
U1121,U1123, 443-887 4023
Uii124
uU1001 444-194 Available only from
Heath Company
U1119 444-195 Available only from
Heath Company
utii112 444-196 Available only from

Heath Company




A







CUSTOMER SERVICE

REPLACEMENT PARTS

Please provide complete information when you request re-
placements from either the factory or Heath Electronic Cen-
ters. Be certain to include the HEATH part number exactly as it
appears in the parts list.

ORDERING FROM THE FACTORY

Print all of the information requested on the parts order form
furnished with this product and mail it to Heath. For telephone
orders (parts only) dial 616 982-3571. If you are unable to
locate an order form, write us a letter or card including:

® Heath part number.

® Model number.

® Date of purchase.

® | ocation purchased or invoice number.

® Nature of the defect.

® Your payment or authorization for COD shipment of parts
not covered by warranty.

Mail letters to:  Heath Company

Benton Harbor

Ml 49022

Atin: Parts Replacement

Retain original parts until you receive replacements.
Parts that should be returned to the factory will be listed
on your packing slip.

OBTAINING REPLACEMENTS FROM
HEATH ELECTRONIC CENTERS

For your convenience, “over the counter” replacement parts
are available from the Heath Electronic Centers listed in your
catalog. Be sure to bring in the original part and purchase
invoice when you request a warranty replacement from a
Heath Electronic Center.

TECHNICAL CONSULTATION

Need help with your kit? — Self-Service? — Construction? —
Operation? — Call or write for assistance. you'll find our Tech-
nical Consultants eager to help with just about any technical
problem except “customizing” for unique applications.

The effectiveness of our consultation service depends on the
information you furnish. Be sure to tell us:

® The Model number and Series number from the blue and
white label.

® The date of purchase.

® An exact description of the difficulty.

® Everything you have done in attempting to correct the prob-
lem.

Also include switch positions, connections to other units,
operating procedures, voltage readings, and any other infor-
mation you think might be helpful.

Please do not send parts for testing, unless this is specifi-
cally requested by our Consultants.

Hints: Telephone traffic is lightest at midweek — please be
sure your Manual and notes are on hand when you call.

Heathkit Electronic Center facilities are also available for tele-
phone or "walk-in" personal assistance.

REPAIR SERVICE

Service facilities are available, if they are needed, to repair
your completed kit. (Kits that have been modified, soldered
with paste flux or acid core solder, cannot be accepted for
repair.)

If it is convenient, personally deliver your kit to a Heathkit
Electronic Center. For warranty parts replacement, sup-
ply a copy of the invoice or sales slip.

If you prefer to ship your kit to the factory, attach a letter
containing the following information directly to the unit:

® Your name and address.

® Date of purchase and invoice number.

® Copies of all correspondence relevant to the service of the
kit.

® A brief description of the difficulty.

e Authorization to return your kit COD for the service and
shipping charges. (This will reduce the possibility of delay.)

Check the equipment to see that all screws and parts are
secured. (Do not include any wooden cabinets or color televi-
sion picture tubes, as these are easily damaged in shipment.
Do not include the kit Manual.) Place the equipment in a strong
carton with at least THREE INCHES of resilient packing mate-
rial (shredded paper, excelsior, etc.) on all sides.. Use addi-
tional packing material where there are protrusions (control
sticks, large knobs, etc.). If the unit weighs over 15 Ibs., place
this carton in another one with 3/4” of packing material bet-
ween the two.

Seal the carton with reinforced gummed tape, tie it with a
strong cord, and mark it “Fragile” on at least two sides. Re-
member, the carrier will not accept liability for shipping dam-
age if the unit is insufficiently packed. Ship by prepaid express,
United Parcel Service, or insured Parcel Post to:

Heath Company
Service Department
Benton Harbor, Michigan 49022
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