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HITACHI DENSHI LTD HDEG/HDUK

Product Line-up

Cam era

HDTV M ulti-Standard Camera
  (SK-3000 Series)

Digital SDTV Camera
  (SK-2600/2700/777 Series)

Professional Digital Cam era
  (Z-ONE.DA,V21, S-3000)

Camcorder(DVC PRO)
  (Z-V1A,Z-V1B… )
Special Camera
  (Harpicon,Herico,Telecine)

Broadcast System

Non-Linear On-Air Server System

Rem ote Control System for ENG
  M icrowave Link and Camera

OB-Van & Studio System
Codec (M PEG-2)
Sync Gen.,Router

M icrowave Link
  (Z1-Z7)
STL/TSL(Analog & Digital)

TV and Radio Transmitter

      Terrestrial Digital Transmitter

                    M ulti M edia Digital
                    M icrowave
                     Transm ission System

Industrial

                     Industrial 3-CCD Camera
                     (HV-D30, HV-D15, HV-D5W )

Codec(M -JPEG)

Robotics/Surveillance/CCTV Camera

M icrowave

-LSI Development
-Camera Video Processing
-Digital Transmission
-M icrowave/RF Power Amp
-Video Codec
-Non-Linear Server System

Core Technology

Broadcast & Video System Division
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Fully Digital System
*  2.2 M io. pixel FIT CCD

* Digital Optical Fiber Transmission /1.5 Gbps)

* HDTV 1080i, NTSC and D1 outputs

M ulti Scan Format
* 1080i/525i (16.9/4:3)

* 720p/525i  (16:9/4:4)

High Quality
* Resolution : HDTV 1000 lines, NTSC 900 lines

* f:8.0/2000lx

* S/N 54 dB

System Compatibility
* Remote Control & Setup control as SDTV SK s̀
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FEATURES

M ost Compact & Light weight body (approx.4,9Kg
w/W F
Good weight balance ad operability
Lowest power consumption
(30W :SK-3100P,33W :SK-3300P at DC-IN)
Good picture quality by Digital processing
HD-SDI output from Camera head

Built -in pixel concealment
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– High pixel Density CCD

* 600k FIT-CCD(SK-2700P)

* 740K wide FIT-CCD(SK-2700PW )

Easy Operability
* Two channel intercom system

* 8-mode Gate for Auto iris

* VF Slide mechanism
  (Front and back, right and left)
* Digital Encoder / Combfilter (Option)
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New High pixel density FIT CCD
* 740K wide FIT-CCD

High Quality & Easy Operability
* Broadcast quality

* high resolution 850 (4:3) / 800 (16:9) lines
* choice of 1.5-inch viewfinders

* choice of 5-inch studioVF´s

* choice of operation control panels

* Setup control for up to 12 cameras
* digital encoder / combfilter

New Studio Adapter, SA-777T available for large lenses
Various System Configurations
Very cost effective Broadcast Camera
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Component Triaxsystem
TU-Z3/CX-Z3

 FEATURES
High quality video transmission
•FM transmission assures high S/N ratio
•Wide bandwidth of Y(10MHz) and Pb/Pr(5MHz)
Digital audio transmission
•Bi-directional digital transmission
  between camera head and base-station
Digital video interface
•Two D1 serial outputs and two D1 serial inputs for
    return video (option)

SK-777 with CX-Z3

TU-Z3



SK-777 SYSTEM CONFIGURATION
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SET U P CARD
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Microphone MC-Z2
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Microphone ME-66
Microphone holder

MH-Z3

Microphone cable
C-300MA

Zoom lens

Tripod adaptor
TA-Z3

5-inch view finder
VF-507

w/cable adaptor VA-51

View finder adaptor
AT-30

Camera control panel
CP-7JY/ CP-7

Lens cable kit

:New accessories for SK-777 system

:Current accessories

:Others

Notes

26.05.00

Cameras

Camera head
SK-777

TRIAX SYSTEM

Camera Triax base station
TU-Z3

Triax adaptor
CX-Z3

�
�

1.5-inch view finder
VF-158

�
2-inch view finder

VF-201

5-inch view finder
VF-506

��

���

Setup control unit
SU-2100

Digital Interface
DI-Z3

HDEG/ HDUK

HITACHI DENSHI LTD

SK - 777 System  configuration

Carrying case
CL-Z4



SA-777T Studio Adapter
 1,Outline

The SA-777T studio adapter is specifically  intended  for use with the
SK-777 portable colour  camera.
Not required any change from standard composition for mounting.
Easy interfacing of portable Broadcast camera with a 5 inch(VF-507) or
7-inch (VF-712) viewfinder and large size Standard BTA mount studio
lens.
The power for lens and VF are supplied from the AC output of CCU
(TU-Z3)
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3CCD Colorcamera
S-3000

FEATURES

1.4:3 Dockable Cam era
 ・2/3”CCD 620K pixel
 ・High Resolution 900TVline
 ・High sensitivity(F11,2000lx)
2.High perform ance DSP
 ・Fully digital signal process including encoder block
 ・Digital noise reduction(S/N 63dB)
3.Light weight diecast body
4.Auto pixel concealm ent
5.DVCPRO 50(4:2:2) Dockable
6.Betacam  SX + D9 Dockable
7.Com ponent Triax available
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3CCD Colorcamera
S-3000W

FEATURES

1.16:9/4:3 Switchable Cam era
 ・2/3”CCD 600Kpixel
 ・High sensitivity(F11,2000lx)
2.High perform ance DSP
 ・Fully digital signal process including encoder block
 ・Digital noise reduction(S/N 63dB)
3.Light weight diecast body
4.Auto pixel concealm ent
5.DVCPRO 50(4:2:2) Dockable
6. Betacam  SX + D9 Dockable
7. Com ponent Triax available
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S-3000/ 3000W  system  configuration

S-3000
S-3000W

  

Personal computer

MULTI SYSTEM

SET UP CARD

Microphone MC-Z2

Microphone ME-66

Microphone holder
MH-Z3

Microphone cable
C-300MA

Zoom lens

Tripod adaptor
TA-Z3

Camera cable
C-152KAB
C-502KAB
C-103KAB

Camera base station
RU-Z2

Camera cable
C-152KR
C-502KR
C-103KR

Remote operation uinit
RU-Z1

5" switchable view finder

GM-51
View finder adaptor

AT-30Camera adaptor

CA-Z31

Camera adaptor
CA-Z32

Betacam adaptor
IM-Z3B

Junction unit
JU-Z2

Camera control panel
RC-Z1/RC-Z11

Camera control panel
RC-Z3/RC-Z21A

Betacam SP
Betacam SX
(special handle HA-Z3D)

DVCAM inner module
IM-Z3S

PVV-3
DSR-1

Digital-S inner module
IM-Z3J

BR-D40
BR-S422

1.5" switchable view finder
 GM-9

Lens cable kit

Betacam
MII

S-VHS
U-matic

VTR cable C-201TE

VTR cable C-201TB
C-501TB

VTR cable C-201TD
C-501TD

VTR cable C-301TF

Extention adaptor
EA-Z3

Battery mount
(for ANTON BAUER)

QR DP800

AC adaptor

Battery mount
(for NP-1 series)

Battery mount
(for BP-90)

Carrying case
CL-Z4

Camera head

AJ-D90
AU-45H

DVCPRO inner module

IM-Z3D

:New  accessories for V-21system

:Current accessories

:Others

Notes

RU-Z3 with D1 out
NEW Camera base station

NEW Camera adaptor
CA-ZD 1
with D1 out

IM-Z3P

Triax cable

Triax base station
TU-Z3   w/RC-Z3
optional D1 output

Triax adaptor
CX-Z3
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Component Triaxsystem
TU-Z3/CX-Z3

 FEATURES
High quality video transmission
•FM transmission assures high S/N ratio
•Wide bandwidth of Y(10MHz) and Pb/Pr(5MHz)
Digital audio transmission
•Bi-directional digital transmission
  between camerahead and base-station
Digital video interface
•Two D1 serial outputs and two D1 serial inputs for
    return video (option)

S-3000W with CX-Z3

TU-Z3



Camera setup unit
SU-2100 for S-3000 /SK-777 series

FEATURES

•Camera setup up-to Max 12 x  S-3000 /SK-777 series

•Easy operation with TU-Z3

•Large liquid crystal display with touch panel 

•Direct SW control

•Built-in external control for video switcher 

•Data transfer between cameras

•Memory card filing



Camera control panel
RU-777 for S-3000/SK-777 /TRIAX System

 FEATURES

• Easy Adjustment of the camera functions by the lighting 
  LED switch and the potentiometer.
• Max 100 m control cable
• The CS (Customer Selection) switch ist established to set
   the key function switch which meet the user`s need
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HDEG/ HDUK
Camera      base       station
RU-Z3 with D1 output
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NEW Camera  Adapter, CA-ZD1
for S-3000 series

FEATURES

Direct D1 output from camera head
selectable : BNC or VTR connector

for direct digital Stand-alone recording
or
direct use / transmission of D1 signal
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NEW  Carrying case, CL-Z4
for  S-3000 / SK-777 series

FEATURES

To fit in :
camera head incl. 1,5-inch VF
tripod adapter
ENG lens
+
camera adapter
         or
dockable VTR ś :
- DSR-1
- BVV-5
- DNV-5
- PVV-1, PVV-3
- AJ-D90, AU-45H
- BR-D40, BR-S422



High Perform ance 3-CCD Digital
HV-D5W

FEATURE

Switchable aspect ratio 16:9 / 4:3
Newly developed high perform ance DSP
・Fully digital system including Encoder block
・Digital noise reduction for high picture quality
・Double speed Y channel processing for high resolution
Flexible interfacing with a broad range of applications
・M ultiple video signal output( D1,VBS, RGB, YC, Component)
・Remote filter (option), remote control from a PC
・Built in AUX connector for external control such as Pan/Tilt
Digital Output option

HDEG/ HDUK

HITACHI DENSHI LTD



 System Configuration

Personal computer
Camera contorol panel

RC-Z3
REMOTE FILTER

FD-Z5

SDI Adaptor
DI-D5

 HV-D5W
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Standard Rear Panel
SDI Adaptor Rear

Panel
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Cable TV studios

Remote controlled Soap Productions (Big Brother)

NASA Project

Long Distance remote controlled Parliament camera (YLE)

All type of small High quality camera applications where

- switchable aspect ratio

- D1 output

is required

Typical HV-D5W  Broadcast Applications



High Perform ance B-M ount  3-CCD
Digital
HV-D15FEATURE

Newly developed high perform ance DSP
・Fully digital system including Encoder block
・Digital noise reduction for high picture quality
・Double speed Y channel processing for high resolution
Flexible interfacing with a broad range of applications
・M ultiple video signal output(VBS,RGB,YC,Component)
・Remote control from a personal computer or remote control unit
・Built in AUX connector for external control such as Pan/Tilt
Sm all size and low power consum ption

HDEG/ HDUK

HITACHI DENSHI LTD
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Caption scanner (ZDF Germany)

Automated night news (ZDF Germany)

Long Distance remote controlled Parliament camera (YLE)

Big brother (Turkey)

Video Conference applications

Typical HV-D15 Broadcast Applications
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C-m ount 3CCD color cam era

HV-D25

NEW  FEATURES

•Basic characteristics are same as HV-D15

•Various kinds iris control(Video type, Cosmicar type, DC control type)

•Auto iris over-ride function by using Video type lens

•Changeable control speed of AGC and AES functions(slow, standard, fast)

•Changeable gamma table by function m enu(low, standard, high)

•Can use the lens for the HV-C20 series



HV-D15/25

Personal computer
Camera contorol panel

RC-Z3

 

Newly control the full function of camera from RC-Z3



C-m ount 3CCD color cam eras
HV-D27/HV-D37

M AJOR FEATURES

Rem ote head cam eras

・Small and lightweight camera head

・HV-D27:1/2 inch CCD type,HV-D37:1/3 inch CCD type

One-chip VLSI

Cable length :3m , 10m  ,20m

Extended AES function(1/50,000 sec)

HDEG/ HDUK

HITACHI DENSHI LTD



KP-D8
DSP M ini-Color Cam era

FEATURE
Com pact and Light W eight

DSP Performs HIGH Quality Picture

Remote Control from PC(RS-232C)

Built in 2H Enhancer,Aperture,Knee

Auto electronics shutter

Auto W hite Balance

       IM AGE DEVICE         : 1/3" 752x582 PIXEL PAL
       H.RESOLUTIOIN       : 460 TV-L PAL
       S/N                               : 48dB(AGC OFF)
       M IN.ILLUM INATION : 4 lx(F1.2 AGC ON)
       SYNC SYSTEM          :  INTERNAL
       POW ER SUPPLY       :  DC 12V,150mA
       SIZE                            :  22x22x86 mm
       M ASS                          :  80g

HDEG/ HDUK

HITACHI DENSHI LTD

SPECIFICATIONS

Ideal applications : Car racing

                               : A Helmet Camera
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Sports like i.e.
– - Cricket (BBC)

– - Sailboat races

– - DTM  series Car racing Germany (W ige TV)

– - Big Brother (Turkey)

Typical KP-D8 Broadcast Applications
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