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The PT-MFA  multi function adapter allows multiple additional features with EAGLE™ pan 
tilt systems. It has eight programmable relay closures, an RS-232 serial control output, and 
a configurable serial/digital/analog input port. 

PRECAUTIONARY STATEMENT 

Please read all of the following documentation before attempting the in stal la tion 
and confi guration of these systems. If any of the instructions are unclear to you, call 
your servicing dealer or Hitachi before proceeding for clarifi cation. Failure to cor-
 rect ly confi gure and install these systems may cause damage to the equipment, and 
will void the warranties. Please make sure before connecting or disconnecting any 
ca bles that the power supplies are turned OFF.

WARRANTY

Hitachi Denshi America, Ltd. warrants to the original customer that each unit shall be free 
from malfunction due to defective workmanship or component failure for a pe ri od of ONE 
YEAR from the original date of delivery to the customer. For service under the war ran ty pe-
riod, return authorization must be obtained before returning the product. This warranty does 
not apply to finish or appearance items, to mal func tion due to abuse or operation in viola-
tion of published operating specifications, or to failures caused by im prop er con nec tions, 
mod i fi ca tions, al ter ations, or other unauthorized repairs. This war ran ty does not cover labor 
or shipping costs for removal and/or reinstallation of equip ment under war ran ty. Under no 
cir cum stanc es shall Hitachi Denshi Amer i ca, Ltd. or Dis play De vic es, Inc., their owners or 
em ploy ees be liable to you for any special dam ag es, in clud ing any lost prof its, lost savings, 
or other incidental or con se quen tial dam ag es, or for any claim by any other party.

OPERATIONS

The PT-MFA system allows the user to have remote control relay closure and serial 
switch er control when used in conjunction with the PT-C or PT-TSC2 touch screen 
controller, or with custom user written software using the Eagle™ control protocol. 
The eight relays may be configured by the user for nor mal ly open, nor mal ly closed, 
tog gling, or mo men tary closures. They are rated at up to 120 VAC, 10A. THE RE-
LAYS ARE NOT IN TEND ED TO BE USED IN DIRECT CLOSURE OF HIGH VOLTAGE CIR-
CUITS. They are to be used for switch ing of contactor units that in turn switch the 
high voltage circuit on and off. They should not be used for direct con nec tion of 
screen or drape motors, lighting fixtures, etc.

The serial switcher control output can be custom configured for your system by Eagle™ to 
pro vide simple video switching controlled by the PT-TSC controller. When a user calls up a 
cam era / pan-tilt combination via the controller, the router output is automatically switched 
to that cam era. For example, when you press “CAMERA, 2” the PT-MFA sends a serial 
com mand string to the video switch to send INPUT 2 to the video out of  the switch. This 
can only be done with a custom program written by Eagle™ for your specific switcher pro-
tocol. 



CONNECTIONS

Connect the PT-MFA to the RS-485 network via the supplied DB-9 female connector. You 
can hook  the PT-MFA  to the network in a star configuration or in parallel with the the pan 
tilt heads.  Use the sup plied 12VDC trans form er to power the PT-MFA. Turn on power with 
the ON/OFF switch. The POW ER LED on the front will blink twice and then stay lit.

Connect the relay output contacts to your equipment via the supplied detachable screw 
ter mi nal blocks; each relay output has one pair of contacts. The relays may be config-
ured for nor mal ly open, normally closed, momentary contact, or toggling open / closed. 
Con fig u ra tion of the relays is done by using the Eagle™ PT-PCS Windows®-based 
software program. This soft ware can be downloaded from the Eagle website at http:
//www.eaglepantilt.com. Once the software is installed and started, click on the icon of the 
eagle on the opening screen to access the PT-MFA configuration area. 

ADDRESSING

Addressing of the PT-MFA is accomplished using a PT-C or PT-TSC2 controller, or 
the Eagle™ software. It is done in a similar man ner to the ad dress setting of a pan 

PHOTO 1: REAR PANEL OF PT-MFA



tilt head, where the PT-MFA needs to be the only unit powered up on the comm 
line. Make sure that the PT-MFA is pow ered ON, and all other ac ces so ries are pow-
 ered OFF. Select CAMERA, 0 (to talk to all heads at any address) if using the TSC 
touchscreen control, or CAMERA, ALL if using a PT-C. 

PT-TSC2: Choose FUNCTION, Set Head Address. The screen will prompt you to 
enter the address you wish to set in the PT-MFA. Enter the number now, followed 
by ENTER.  If using the PT-C controller, hit FUNCTION, 11; at the prompt, enter the 
address number you want it to be set to.

RS 485 TERMINATION

In a system where the PT-MFA is used in combination with a pan-tilt head,  RS485 ter mi -
na tion should be set to OFF (Jumper J1 open); this is the factory default setting. If you are 
using the PT-MFA  in a standalone mode (without a pan-tilt head) the lid must be removed 
and RS485 ter mi na tion should be set to ON  (Jumper J1 closed).

USAGE OF PT-MFA

The PT-MFA can be controlled from either the PT-TSC2 or PT-C controllers. If using 
the PT-TSC2 touch screen controller, simply press the button on the PT-TSC main 
page labeled RELAY CONTROL. This will jump to a sub page where you can open, 
close, toggle, or sequence relays. Pressing the OPEN RELAY button will bring up a 
keypad; enter in the number of the relay you wish to open, 1 through 8. The pro-
cess works the same way for closing and toggling relays as well. 

If using the PT-C controller, the PT-MFA is controlled by a combination of key-
strokes. Pressing the OPT B button will bring up the LCD display "Relay Function". 
Enter the number of the function, 1 for OPEN, 2 for CLOSE, or 3 for TOGGLE; then 
enter the number of the relay you wish to control, 1 through 8. It will then actu-
ate the command you have selected on the selected relay of the PT-MFA. The LCD 
display will automatically clear after the relay number is chosen.
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