
350 Series Digital Multimeters

Easy-to-use multimeters for
residential, commercial and
light industrial environments

Audible and visual 
non-contact voltage 
indicator

Measures AC/DC voltage,
resistance and continuity

Large numbers and 
symbols for easy reading

Cat III-600V 
safety rating

600V

Each multimeter has 
a convenient non-contact
voltage indicator.
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IDEAL 350 Series Digital Multimeters are versatile 
workhorses that every electrician should own. Easy to 
use and loaded with features, the 350 Series is perfect 
for residential, commercial and light industrial uses. 
Plus, these feature-packed multimeters are priced 
so that everyone can carry one. 

350 Series Digital Multimeters

600V

350 Series Common Features:
Auto/manual ranging
Non-contact voltage 80-600VAC
Measures AC/DC voltage
Resistance
Audible continuity
Data hold
Diode test
Low battery indication
Auto power off
Large numbers and symbols
Electronic overload protection on all ranges
Rubber boot
Cat-III-600V
Lifetime limited warranty

61-350 61-354 features:
Measures AC/DC current  
Max/min
Frequency 
Capacitance 
True RMS

61-352 features:
Measures AC/DC current  
Max/min
Frequency 
Capacitance 
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Test & Measurement

Innovation with a Purpose.

The 61-352 and 61-354 models can test 
for current, frequency and capacitance.

350 Series Specifications

61-350 61-352 61-354
RANGE & RESOLUTION RANGE & RESOLUTION RANGE & RESOLUTION ACCURACY

AC VOLTAGE 200m/2/20/200/750 VAC 200m/2/20/200/750 VAC 200m/2/20/200/750 VAC 1.5%

DC VOLTAGE 200m/2/20/200/1000 VDC  200m/2/20/200/1000 VDC  200m/2/20/200/1000 VDC  0.5%

AC/DC CURRENT — 2.000A/10.00 A 2.000A/10.00 A 1.5%

RESISTANCE 200/2k/20k/200k/2M/20M Ω 200/2k/20k/200k/2M/20M Ω 200/2k/20k/200k/2M/20M Ω 0.7%

CAPACITANCE — 2n-200µ/2.000m F 2n-200µ/2.000m F 2.0%

FREQUENCY — 2k/20k/200k/2M/20M Hz 2k/20k/200k/2M/20M Hz 0.01%

Optional Accessories
C-290 Carrying Case
61-451 300AAC Clamp Adapter
61-334 600A AC/DC Clamp Adapter

N12966
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