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SPECIFICATIONS

Sound System

PAL/NTSC 3.58 /NTSC 4.43 (ENMODELS)___

Content
ltem AV-28BT 8ENS AV-28 BTSEPS _

AV-28BT8ENB AV-28BTS8EPB ﬁx _gg gg EEg AV-28BS88EN
AV-28BT 80EN AV-28 BTSOEP

Dimensions (W XH XD ) 77 x 58 x 48 cm

Mass 33.2kg

TV RF System B/G B/G , L/’ DK, K1 B/G

Colour System TVMode | PAL PAL/ SECAM PAL/ SECAM PAL

Video Mode | PAL/ SECAM /NTSC 3.58 / NTSC 4.43 (EP/EE MODELS)

Geman + NICAM

Teletext Systé-m

Fastext/ Toptext

Receiving Frequency
VHF (VL)
(VH)
UHF
CATV

46.25MHz ~ 168.25MHz
175.25MHz ~ 463.25MHz
471.25MHz ~ 863.25MHz
S01-S41 & S75-S79

Intermediate Frequency
VIF Carrier
SIF Carrier

Colour Sub Carrier Freq.

38.9MHz (B/G , D/K , L) /33.9MHz(L’)

33.4MHz (5.5MHz:B/G) / 32.9MHz (6.0MHz:D/K)/ 32.4MHz (6.5MHz:L) / 40 4MHz (6 5MHz:L’)

PAL| 4.43MHz
SECAM | 4.43MHz
NTSC | 3.58MHz / 4.43MHz
Power Input AC 220V ~240V , 50Hz
Pov;;rCOnsu;pﬁon - 114W (Max) 114W (MAX) Taw (Max)

4W (Standby) 4W (Standby) 4W (Standby)

4W (Standby)

Aerial Input Term

75 Qunbalanced, Coaxial

Picture Tube Size

Visible size : 66cm, Measured diagonally

High Voltage 30.3kV 30.3KV 30.3Kv | 29.6kV
Speaker 5.7cm X 16cm Oval type X 2
Audio Output 10W x 2
Input Video| 1Vp-p, 75Q
S/Video| Y : 1Vp-p Positive
C:0.286Vp-p

Audio(L/R)| 500mVrms, High Impedance
Output Video| 1Vp-p75Q

Audio(L/R)| 500mVrms, Low Impedance

Input Terminal Rear Side

Front Side

AV1 (Video/Audio/RGB)
AV2 (Video/Audio/S-VHS)

AV 3 (Video/Audio)

Front Side
Rear Side

Output Terminal

Headphone jack (Stereo mini jack 3.5 ¢)

AV 1 (Video/Audio)
AV2 (Video/Audio) (Selected TV,AV1 or AV3)

Remote Control Unit

VE-30017763 (RM-C 1100), (AA/RO6 dry battery X 2)

Design & specifications are subject to change without notice.
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M 21-pin Euro connector (SCART socket) : AV-1/ AV-2
(P-P= Peak to Peak, S-W= Sync tip to white peak, B-W= Blanking to white peak)

::': Signal Designation Matching Value AV-1 AV-2
1 AUDIO R output 500mVrms(Nominal),Low impedance o O
’ (TVOUT) (TVILINE OUT)
2 AUDIO R input 500mVrms(Nominal),High impedance O O
3 AUDIO L output 500mVrms(Nominal),Low impedance o O
’ (TV.OUT) (TVILINE OUT)
4 AUDIO GND O O
5 GND (B) O @)
6 | AUDIOL input 500mVrms(Nominal), High impedance @) O
7 Binput 700mVB-W,75Q O NC
8 FSLI'_%C\;A-/F%’\\/IV)SW Low : 0-3V, High : 8-12V, High impedance @) NC
9 GND (G) O O
10 |- NC -
11 | Ginput 700mVB-W, 75Q o) NC
12 - NC -
13 | GND (R) O O
14 | GND (YS) O NC
. R :700mVB-W, 75Q O O
15 | R/Cinput C - 300mVP-P, 75Q (RIC) (only C)
16 Ys input Low :0 —0.4,High: 1-3V, 75Q O NC
17 | GND(VIDEO output) O @)
18 | GND(VIDEO input) O O
19 VIDEO output 1VsWw (Negative going sync), 75Q & o
(TV) (TVILINE OUT)
20 | VIDEO/ Yinput 1VsW (Negative going sync), 75Q O O
21 COMMON GND O O

[Pin assignment]
20 18 16 14 12 10 8 6 4

DDDDDDDDDD
DDDDDDDDDD

21 19 17 15 13 1 9 7 5 3
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SAFETY PRECAUTIONS

The design of this product contains special hardware, many
circuits and components specially for safety purposes. For
continued protection, no changes should be made to the original
design unless authorized in writing by the manufacturer.
Replacement parts must be identical to those used in the original
circuits. Service should be performed by qualified personnel
only.

Alterations of the design or circuitry of the products should not be
made. Any design alterations or additions will void the
manufacturer's waranty and wil further relieve the manufacturer
of responsibility for personal injury or property damage resulting
therefrom.

Many electrical and mechanical parts in the products have
special safety-related characteristics. These characteristics are
often not evident from visual inspection nor can the protection
afforded by them necessarily be obtained by using replacement
components rated for higher wltage, wattage, etc. Replacement
parts which have these special safety characteristics are
identified in the parts list of Service manual Electrical
components having su ch features are identified by shading
on the schematics and by (A) on the parts list in Service
manual. The use of a substitute replacement which does not
have the same safety characteristics as the recommended
replacement part shown in the parts list of Service manual may
cause shock, fire, or other hazards.

Don't short between the LIVE side ground and ISOLATED
(NEUTRAL) side ground or EARTH side ground when
repairing.

Some model's power circuit is partly different in the GND. The
difference of the GND is shown by the LIVE side GND, the
ISOLATED(NEUTRAL) side GND and EARTH side GND. Don't
short between the LIVE side GND and ISOLATED(NEUTRAL)
side GND or EARTH side GND and never measure with a
measuring apparatus (osciloscope etc.) the LIVE side GND and
ISOLATED(NEUTRAL) side GND or EARTH side GND at the
same time.

If above note will not be kept, afuse or any parts will be broken.

If any repair has been made to the chassis, it is recommended
that the B1 setting should be checked or adjusted (See
ADJUSTMENT OF B1 POWER SUPPLY).

The high voltage applied to the picture tube must conform with
that specified in Service manual. Excessive high wlage can
cause an increase in X-Ray emission, arcing and possible
component damage, therefore operation under excessive high
voltage conditions should be kept to a minimum, or should be
prevented. If severe arcing occurs, remove the AC power
immediately and determine the cause by visual inspection
(incorrect installation, cracked or melted high voltage harness,

9.

Isolation Check

(Safety for Electrical Shock Hazard)

After re-assembling the product, always perfom an isolation
check on the exposed metal parts of the cabinet (antenna
terminals, video/audio input and output terminals, Control knobs,
metal cabinet, screwheads, earphone jack, control shafts, etc.)
to be sure the product is safe to operate without danger of
electrical shock

(1) Dielectric Strength Test

The isolation between the AC primary circuit and all metal parts
exposed tothe user, particularly any expos ed metal part having a
retum path to the chassis should withstand a voltage of 3000V
AC (r.m.s.) for a period of one second.

(.. .. Withstand a voltage of 1100V AC (r.m.s.) to an appliance
rated up to 120V, and 3000V AC (r.m.s.) to an appliance rated
200V or more, for a period of one second.)

This method of test requires atest equipment not generally found
inthe service trade.

(2) Leakage Current Check

Plug the AC line cord directly into the AC outlet (do not use a line
isolation transformer during this check.). Using a "Leakage
Current Tester", measure the leakage current from each exposed
metal part of the cabinet, particularly any exposed metal part
having a return path to the chassis, to a known good earth
ground (water pipe, etc.). Any leakage current must not exceed
0.5mA AC (r.m.s.).

However, in tropical area, this must not exceed 0.2mA AC
(r.ms.).

® Alternate Check Method

Plug the AC line cord directly into the AC outlet (do not use a line
isolation transformer during this check.). Use an AC voltmeter
having 1000 ohms per volt or more senstivity in the following
manner. Connect a 1500Q 10W resistor paraleled by a 0.15uF
AC-type capacitor between an exposed metal part and a known
good earth ground (water pipe, etc.). Measure the AC voltage
across the resistor with the AC voltmeter. Move the resistor
connection to each exposed metal part, particularly any exposed
metal part having a retum path to the chassis, and measure the
AC voltage across the resistor. Now, reverse the plug in the AC
outlet and repeat each measurement. Any voltage measured
must notexceed 0.75V AC (r.m.s.). This coresponds to 0.5mA
AC (r.m.s.).

However, in tropical area, this must not exceed 0.3V AC (r.m.s.).
This comresponds to 0.2mA AC (r.m.s.).

L

O O

0.15,F AC-TYPE

ACVOLTMETER
(HAVING 1000 Q/V,
OR MORE SENSITIVITY)

poor soldering, etc.). To maintain the proper minimum level of A 4 w , PLACETHISPROBE
soft X-Ray emission, components in the high voltage circuitr ON EACH EXPOSED
Y P > 9 y 1500 Q 10W METAL PART

including the picture tube must be the exact replacements or
altematives approved by the manufacturer of the complete
product.

Do not check high voltage by drawing an arc. Use a high voltage
meter or a high voltage probe with a VTVM. Discharge the
picture tube before attempting meter connection, by connecting
a clip lead to the ground frame and connecting the other end of
the lead through a 10k 2W resistor to the anode button.

When service is required, observe the original lead dress. Extra
precaution should be given to assure correct lead dress in the
high voltage circuit area. W here a short circuit has occurmred,
those components that indicate evidence of overheating should
be replaced. Always use the manufacturer's replacement
components.
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FEATU RES

100 programmers from VHF, UHF bands or cable channels can

be preset.

® |t has two Euroconnector sockets for external devices (such as
videorecorder, video games, audio set, etc.)

® Stereosound systems (Nicam + German) are available.

® APS ( Automatic Programming System)

MAIN DIFFERENCE LIST

AV-28BT8ENS AV-28BT8EPS
Model Name K
A AV-28BTS8ENB AV-28BTS8EPB ﬁz ggg;ggsg AV-28BS88EN
Part Name AV-28BT80EN AV-28BT80EP -
MAIN PWB VE-20101577 VE-20101576 VE-20101622 VE-20101578
A 'B'\BSOTEU CTION VE-50028493 VE-50028296 VE-50028326 VE-50028511

A | FRONT CABINET

VE-20082289(ENS)
VE-20081489(ENB)
VE-20082289(EN)

VE-20082289(EPS)
VE-20081489(EPB)

VE-20082289(EES)
VE-20081489(EEB)

VE-20082289

A | REAR COVER

VE-20084616(ENS)
VE-20069018(ENB)
VE-20084616(EN)

VE-20084616(EPS)

E
VE-20082289(EP)

(
VE-20069018(EPB)
VE-20084616(E

VE-20084616(EES)
VE-20069018(EEB)

VE-20086416

A | LENS

VE-20069218
(ENS/ENB)
VE-20096162(EN)

P)
VE-20069218
(EPS/EPB)
VE-20096162(EP)

VE-20069218

VE-20096162

A | RATING LABEL

VE-20102137(ENS)
VE-20102147(ENB)
VE-20102144(EN)

VE-20101937(EPS)
VE-20101939(EPB)
VE-20101934(EP)

VE-20101919(EES)
VE-20101915(EEB)

VE-20102141

CARTON BOX

VE-50028496(ENS)
VE-50028502(ENB)
VE-50028500(EN)

VE-50028423(EPS)
VE-50028424(EPB)
VE-50028221(EP)

VE-50028218(EES)
VE-50028216(EEB)

VE-50028498

CABINET COLOUR

Model Name

FRONT CABINET & REAR COVER

LENS

AV-28BT8ENS
AV-28BT8EPS
AV-28BT8EES

SILVER

BLACK

AV-28BT8ENB
AV-28BT8EPB
AV-28BT8EEB

BLACK

BLACK

AV-28BT80EN
AV-28BT80EP
AV-28BS88EP

SILVER

SILVER
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SPECIFIC SERVICE INSTRUCTIONS

DISASSEMBLY PROCEDURE

REMOVING THE REAR COVER

1. Unplugthe powercord.

2. Remove the 8 screws marked A as shown inthe Fig. 1.

3. Remove the 4 screws marked B around the AV TERMINAL
BOARD.

4. Withdrawthe rear cover toward you.

REMOVING THE AV TERMINAL BOARD
® Removing the rear cover.

1. Remove the 2 screws marked C fastened the AV TERMINAL
BOARD.

2. Remove the AV TERMINAL BOARD.

REMOVING THE MAIN PWB

® Removing the rear cover.

® Removing the AV TERMINAL BOARD.

1. Remove the 3 screws marked D as shown inthe Fig.1.

2. Slightly raise the both sides of the chassis by hand and withdraw
the MAIN PWB backward.
(If necessary, take off the wire clamp, connectors etc.)

REMOVING THE SPEAKER

® Removing therear cover.

1. Removethe 4 screws marked E, and remove speaker as shown
inFig. 1.

2. Remove the speaker.

REMOVING THE FRONT AV & HEADPHONE PWB
® Removing therear cover.

® Removing the MAIN PWB.

1. Remove the 2 screws marked F.

2. Remove the FRONT AV & HEADPHONE PWB.

REMOVING THE FRONT CONTROL PWB
® After removing the rear cover .
1. Remove the MAIN PWB ASS'Y.

2. Remove the 5 screws marked G, and removwe the FRONT
CONTROL PWB.

CHECKING THE PW BOARD
To check the back side of the PW Board.
1) Pul out the PW Board. (Refer to REMOVING THE MAIN
PWB).
2) Erect the PW Board wertically so that you can easily check
the back side of the PW Board.

[CAUTION]

® \When erecting the PW Board, be careful so that there will be no
contacting with other PW Board.

® Before turning on power, make sure that the wire connector is
properly connected.

® When conducting a check with power supplied, be sure to confirm
that the CRT EARTH WIRE (BRAIDED ASS’Y) is connected to
the CRT SOCKET PW board.

WIRE CLAMPING AND CABLE TYING
1. Be suretoclamp the wire.

2. Never remowe the cable tie used fortying the wires together.
Should it be inadvertently removed, be sure to tie the wires with
anew cable tie.
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REAR COVER

AV TERMINAL BOARD

&
!
/

/

pr—— 0 'i‘ - - FRONT AV &

’mm =i @m% & | HE ADPHONE PWB

A
‘ 1 FRONT CABINET ERONT CONTROL
REAR SIDE | ‘777 o
|
® é)
=
Fig. 1
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REPLACEMENT OF CHIP COMPONENT
B CAUTIONS

1. Avoid heating for more than 3 seconds.

2. Donot rubthe electrodes andthe resist parts of the pattern.
3. When removing a chip part, melt the solder adequately.

4. Donot reuse achip part after removing i.

B SOLDERING IRON

1. Use ahighinsulation soldering iron with athin pointed end of it.
2. A30wsoldering iron is recommended for easily removing parts.

B REPLACEMENT STEPS

1. How to remove Chip parts 2, How to install Chip parts
@ Resistors, capacitors, etc € Resistors, capacitors, etc
(1) As shown in the figure, push the part with tweezers and (1) Apply solder to the pattern as indicated in the figure.

altemately melt the solder at each end. /i
\Y
\
\\y
~—r

(2) Grasp the chip part with tweezers and place it on the solder.

(2) Shift with tweezers and remove the chip part. Thenheatand melt the solder at both ends of the chip part.
& Transistors, diodes, variable resistors, etc & Transistors, diodes, variable resistors, etc
(1) Apply extra solder to eachlead. (1) Apply solder to the pattern as indicated in the figure.

(2) Grasp the chip part with tweezers and place it on the solder.

(3) Firstsolderlead A as indicated in the figure.
SOLDER SOLDER
(2) As shown in the figure, push the part with tweezers and B
altemately melt the solder at each lead. Shift and remove the
chip part. C

(4) Thensolder leads Band C.

&

Note : Afterremoving the part, remove remaining solder from the
pattern.

8 No.52057



MEMORY IC REPLACEMENT
1. MemoryIC

This model use a memory IC.
This memory IC stores data for proper operation of the video
and deflection circuits.

When replacing, be sure to use an IC containing this (initial
value) data.

2. Memory IC replacement procedure
(1) Power off
Switch off the power and disconnect the power cord from
the wall outlet.

(2) Replace the memory IC
Initial value must be entered intothe new IC.

(3) Power on
Connect the power cord to the wall outlet and switch onthe
power.

(4) SERVICE MENU setting

1) Press MENU key and, whie the displayed MENU
screen, press 4, 7, 2, 5 key on the remote control unit or
press MUTING key and INFORMATION key at the
simultaneously.

2) The SERVICE MENU screen of Fig.1 is displayed.

3) Verify what to set in the SERVICE MENU, and set
whatever is necessary (Fig.1). Refer to the SERVICE
ADJUSTMENT for setting.

4) Press the STANDARD key to exit SERVICE MENU.

(5) Receive channel setting
Refer to the OPERATING INSTRUCTIONS (USER’S
GUIDE) and set the receive channels (Channels Preset) as
described.

(6) User settings
Check the user setting tems according to after page.
Where these do not agree, refer to the OPERATING
INSTRUCTIONS (USER’S GUIDE) and set the items as
described.

No. 52057
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SERVICE MENU

JVCAK30/37_ B04
osD 064
IE1 001
IF2 076
IF3 003
-4 083
AGC 033
VLIN 044
RGBH 037
VSOF 059
VPOF 008

1 1

SERVICE MENU SELECT KEY

MUTING POWER

C TU D
D[] ® K
OROIIO) NUMBER
@@ @ /STANDARD
INFORMATION 4+—(®8) (0) Y | COLOUR ey

[ Y O -]'/
ITEM

SELECT(A) ——@,{P‘f (o —4—— MENU

VALUE
—— SELECT(+)

ITEM
——SELECT('V)

Fig.2
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SETTING OF THE LAST MEMORY FOR SHIPMENT
B USER SETTING VALUES

Setting ltem Setting Value Setting ltem Setting Value
SOUND MENU FEATURE MENU
BALANCE CENTER SLEEP TIMER OFF
BASS 7 CHILD LOCK OFF
TREBLE 1 LANGUAGE ENGLISH
MODE STEREO AV-2 OUTPUT TV
EFFECT OFF
3D PANORAMA OFF
(only AV-28B S88EN)
PICTURE MENU INSTALL
BRIGHTNESS These adjust are automaticaly PROGRAMME
CONTRAST restored when APS bit in Service BAND
COLOUR menu is set. CHANNEL Refer to the INSTRUCTION
SHARPNESS The procedure for setting APS SEARCH BOOK.
HUE (only NTSC) bit is described bellow. FINE TUNING
PICTURE MODE AUTO STORE

B SETTING APS BIT IN SERVICE MENU
1) Enter service menu in TV mode by pressing “INFORMATION” and “MUTING” keys simultaneously. Service Menu will appear.
2) Select TX1(TELETEXT OPTION) by pressing Up/Down keys on remote control unit.
3) Press the 7 key onremote control unit to set AP S bit. (After this, bit 7 of TX1 will be “1”)
4) Press STANDARD key onremote control unit to exit service mode.
NOTE : DONOT TURN OFF THE TVBY USING POWERBUTTON ON THE FRONT PANEL.
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SERVICE ADJUSTMENTS

ADJUSTMENT PREPARATION

1.

You can make the necessary adjustments for this unit with
either the Remote Control Unit or With the adjustment tools
and parts as given below.

2. Adjustment with the Remote Control Unit is made on the
basis of the initial setting values, however, the new setting
values which set the screen to its optimum condition may
differ from the initial settings.

3. Make sure that AC power is turned on comrectly.

4. Turn on the power for set and test equipment before use, and
start the adjustment procedures after waiting at least 30 minutes.

5. Unless otherwise specified, prepare the most suitable reception
or input signal for adjustment.

ADJUSTMENT EQUIPMENT

1. DC voltmeter (or digital voltmeter)

2. Signal generator (Pattern generator) [PAL/SECAM/NTSC]

3. Remote control unit

MAIN PARTS LOCATIONS

HEADPHONE JACK

6.

Never touch any adjustment parts which are not specified in the
list for this adjustment - variable resistors, transformers,
condensers, efc.

. Presetting before adjustment.

Unless otherwise specified in the adjustment instructions, preset
the following functions with the remote control unit.

BRIGHTNESS
CONTRAST
COLOUR

CENTER

SHARPNESS

ADJUSTMENT ITEM

SCREEN ADJUSTMENT

OSD HORIZONTAL POSITIONADJUSTMENT
IF ADJUSTMENT

AGC AUTOMATICALLY ADJUSTMENT
DEFLECTION CIRCUIT ADJUSTMENT
GEOMETRY MENU ADJUSTMENT

WHITE BALANCE ADJUSTMENT

FRONT U TOP
t REMOCON MENU ((+) (=) +) (=)
D RECENER I—P/FéOhG I—v0|_—I
FRONT AV & HEADPHONE PWB FRONT CONTROL PWB
IC502 FRONT
] IC501
MEMORY IC MICOM
FBT
O
SCART SCART
U jack - jack
TUNER AV-1 AV-2 MAIN PWB UPPER: FOCUS VR

LOWER : SCREEN VR

No. 52057 1"
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BASIC OPERATION SERVICE MENU

B HOW TO ENTER THE SERVICE MENU
1) Press the MENU key.

2) MENU screen of fig.1 will be displayed REMOTE CONTROL UNIT key NAME
MENU SCREEN
MENU Q“‘“’““_"!
(G
» SOUND : )
PICTURE
PICTURE DID|®
INSTALL
PROGRAM : NUMBER key @ @ @
Fig.1 @ @ STANDARD
. o INFORMATION |G (9) ’@" key
3) While the MENU screen is displayed , press the 4,7,2,5 key or key
INFORMATION key and MUT ING key simultaneously. COCO COLOUR key
4) The SERVICE MENU screen of (Fig.2) will be displayed. AV K
ey MENU key
SERVICE MENU
FUNCTION
JVCAK30/37 B04 key
JOSD 1 ,064 |
1 IF1 1 10011
'IF2 , '076!
1 IF3 1,003,
1IF4 ' 10631
I AGC | 1033!
i VLIN « 044,
1 RGBH!' 1 0371
! VSOF; ! 059!
1LYPOFT 1.Q08. -
.0 A VG
rRM-C1100 TV
[ADJUSTMENT ITEM | [SETTING VALUE|
Fia.2
B SELECTION OF ADJUSTMENT ITEMS
1) Enter the SERVICE MENU ® FUNCTION OF COLOUR key
2) Press the FUNCTION A /¥ key and select the ADJUSTMENT RED key :
ITEM. It switches the AVL to ON or OFF mode on service
3) Press the FUNCTION 4 /P> key and setthe SETTING VALUE. menu. AVL word is visible on service menu when
AVLison.
B HOW TO EXIT SERVICE MODE GREEN key :
1)  Press the STANDARD Key on REMOTE CONTROL UNIT. It switches to GEOMETRY adjust menu. Geometry
of the picture is adjusted in this menu.
B HOW TO ENTER THE GEOMETRY MENU YELLOW key :
® This model is buit-in GEOMETRY MENU for geometry It switches to VERT ICAL SCAN DISABLE mode.
adjustment. Itis useful to adjust screen voltage.
1) Enter the SERVICE MENU BL UE key:
2) Press the GREEN key, geometry menu appears (Fig. 3). It is used to adjust AGC and IF automatically on
3) Press the FUNCTION ANV key and select the ADJUSTMENT service menu.
ITEM.
4) Press the FUNCTION /P key andsetthe SETTING VALUE.

GEOMETRY MENU

| GEOMETRY |

W) VSZ i 023
VPOS 1 [f028
VSCO , ['000
VCCO T [1008 T
HSEZ 1 [y007 1

1 1 1

APN 1 1015 |

ADJUSTMENT ITEM Fig.3 | SETTING VALUE I
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B ADJUSTMENT ITEM & INITIAL (Recommended) SETTING VALUE in the SERVICE MENU

1/2
Q?MUSTMENT DESCRIPTION INITIAL VALUE
0SD HORIZONTAL POSITION OF OSD 065
IF1 IF COARSE ADJUSTMENT 004
IF2 IF FINE ADJUSTMENT 065
IF3 IF COARSE ADJUSTMENT FOR L-PRIME 004
IF4 IF FINE ADJUSTMENT FOR L-PRIME 065
AGC AUTOMATIC GAIN CONTROL Automatically
VLIN VERTICAL LINEARITY Not used
RGBH RGB MODE HORIZONTAL SHIFT OFFSET 007
VSOF VERTICAL SIZE OFFSET for 60Hz -01 +05
(Only AV-28BS88)
VPOF VERTICAL POSITION OFFSET for 60Hz -01
-02
HSOF HORIZONTAL SIZE OFFSET for 60Hz +00 (Orly AV-265.588)
-06
HPOF HORIZONTAL POSITION OFFSET for 60Hz +00 (Only AV-28B588)
HTOF HORIZONTAL TRAPEZOID OFFSET for 60Hz +01 -03
(Only AV-28BS88)
WR WHITE POINT ADJUSTMENT FOR RED 030
WG WHITE POINT ADJUSTMENT FOR GREEN 030
WB WHITE POINT ADJUSTMENT FOR BLUE 030
BR BIAS FOR RED 028
BG BIAS FOR GREEN 029
APR AUTOMATIC RGB PEAK REGULATION THRESHOLD 004
BRI BRIGHTNESS 032
CON CONTRAST 033
CoL COLOUR 031
SHR SHARP 006
HUE HUE 031
VOL VOLUME 009
WRR WHITE POINT ADJUSTMENT for RED (RGBmode) 022
WG-R WHITE POINT ADJUSTMENT for GREEN (RGBmode) 032
WB-R WHITE POINT ADJUSTMENT for BLUE (RGBmode) 022
FMP 1 FM PRESCALER WHENAVL IS OFF Not used
NIP1 NICAM PRESCALERWHENAVL IS OFF Not used
SCP1 SCART PRESCALER WHEN AVL IS OFF Not used
SEC1 SECAMPRESCALERWHEN AVL IS OFF Not used
FMP2 FM PRESCALER WHENAVL IS ON 015
NIP2 NICAM PRESCALERWHENAVL IS ON 045
SCP2 SCART PRESCALER WHEN AVL IS ON 017
SEC2 SE CAMPRESCALERWHEN AVL IS ON Not used
F1H HIGH BYTE OF VHF1-VHF3 CROSS-OVER FREQUENCY 00001001
FIL LOW BYTE OF VHF1-VHF3 CROSS-OVER FREQUENCY 10010010
F2H HIGH BYTE OF VHF3-UHF CROSS-OVER FREQUENCY 00011011
FaL LOW BYTE OF VHF3-UHF CROSS-OVER FREQUENCY 10000010
BS1 BAND SW ITCHING BYTE FOR VHF1 00000011
BS2 BAND SW ITCHING BYTE FOR VHF3 00000110
BS3 BAND SW ITCHING BYTE FOR UHF 10000101
CB CONTROL BYTE 10001110
OP1 PERIPHERAL OPTIONS 01110101

No. 52057
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AV-28BT8ENS / AV-28BT8ENB / AV-28BT80EN
AV-28BT8EPS / AV-28BT8EPB / AV-28BT80EP
AV-28BT8EES / AV-28BT8EEB/ AV-28BS88EN

2/2
ﬁ.'éJMUSTMENT DESC RIPTION INITIAL VALUE
- 00001001 EN)
OP2 RECEPTION STANDARD OPTIONS 01011001 EP)
00011001 (EE)
01101100(EN)
OP3 VIDEO OPTIONS
111011 00(EP /EE)
OP4 TV FEATURES 10001000
OP5 CHANNEL TABLES 0000000D
11010101 EN)
™1 TELETEXT OPTIONS 11000101 EP)
11001101 (EE)
GEOM GEOMETRY OPTIONS 00100000
OP8 PIP PRESET CHANGE 00000100
[GEOMETRY MENU]
INITIAL VALUE
Tem e DESCRIPTION 4:3MODE 16:9 MODE
VSIZ VERTICAL SIZE for 50Hz 038 009
VPOS VERTICAL POSITION for 50Hz 022 025
VSCO VERTICAL S-CORRECTION for 50Hz 005 005
VCCO VERTICAL CORNER CORRECTION for 50Hz 007 007
HSIZ HORIZONTAL SIZE for 50Hz 009 013
HPOS HORIZONTAL POSITION for 50Hz 030 030
HPIN HORIZONTAL PINCUSHION for 50Hz 014 012
HCCO HORIZONTAL CORNER CORRECTION for 50Hz 010 010
HTRP HORIZONTAL TRAPE ZOID for 50Hz 013 018
VZSzZ VERTICAL ZOOM SIZE for 50Hz Not used Not used

14
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AV-28BT8ENS / AV-28BT8ENB / AV-28BT80EN
AV-28BT8EPS / AV-28BT8EPB / AV-28BT80EP
AV-28BT8EES / AV-28BT8EEB/ AV-28BS88EN

Hl SCREEN ADJUSTMENT
Measuring ] . .
Item instrument Testpoint Ad justment part Description
SCREEN Remote SCREEN VR 1. Enter SERVICE MENU.
adjustment control unit [On the FBT] 2. Press YELLOW key to disable vertical scan.
3. Adjust SCREEN VR. on the FBT as thin as possible.
4. Press YELLOW key again to enable vertical scan.
5. Press STANDARD key toleave service menu.
O——Focus R
O—T—sCREEN VR
| | FBT
Hl OSD HORIZONTAL POSITION ADJUSTMENT
Measuring . . s
Item instrument Testpoint Ad justment part Description
HORIZONTAL |[Remote osD 1. Enter SERVICE MENU.
POSITION OF |control unit 2. Select OSD with FUNCTION ( 4/ ¥) key
osD 3. Adjustthe OSD horizontal position with the FUNCTION ( 4/»)
adjustment SERVICE MENU SCREEN key, which shifts the reference bar on the bottom of the
SERVICE MENU horizontally, so that the OSD is positioned on
JVCAK30/37 804 the screen center. (X=X’)
Bor o
IF2 076
IE3 003
IF4 063
AGC 033
VLIN 044
RGBH 037
VSOF 059
VPOF oo8
1 1 I
B | Reference bar |
—>|x - — x |-
Screen size -
B IF ADJUSTMENT
Measuring ] . e
Item instrument Testpoint Ad justment part Description
IF adjustment |Remote IF 1 1. Receive a PAL colour bar pattern.
control unit IF 2 2. Enter SERVICE MENU.
IF3 3. SelectIF 1 with FUNCTION (4&/Y) key
IFa 4. Press BLUE key during IF 1is highlighted, IF 1 and IF 2 values
are adjusted automatically by software.
5. If thestandard is L-prime, IF 3 and IF 4 values are adjustment
automatically when BLUE key is pressed during IF 1 is
highlighted.
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AV-28BT8ENS / AV-28BT8ENB / AV-28BT80EN
AV-28BT8EPS / AV-28BT8EPB / AV-28BT80EP
AV-28BT8EES / AV-28BT8EEB/ AV-28BS88EN

B AGC AUTOMATICALLY ADJUSTMENT

| Measuring T i Adi D L
tem instrument est point justment part escription
AGC Remote AGC 1. Enter SERVICE MENU.
AUTOMATIC- | control unit 2. Receive a 60dB ¢V RF signal level.
ALLY 3. Select AGC with the FUNCTION (4A/¥) key.
adjustment SERVICE MENU SCREEN 4. Press BLUE key on the remote control unit.
& check 5. Thenthe adjustment wil be done automatically by software.
YCAIIOST 204 6. Seethe AGC indicator on SERVICE MENU, it mustbe “1”.
EE% §Z§ 7. Check that pictureis normal at 90dB u V signal level.
Rdc 035
VLIN 044
e g ———— 1 1
anYd
IF INDICATOR AGC INDICATOR NONE
] ] ]
B DEFLECTION CIRCUIT ADJUSTMENT
Iltem i“r’::tarzlrjr::enn% Testpoint Ad justment part Description
RGB MODE Signal RGBH 1. Input R/G/B circle pattern signal viavideo inputterminal.
HORIZONTAL | generator 2. Press AV key on the remote control unit, force the TV to RGB
SHIFT mode.
OFFSET Remote 3. Enter SERVICE MENU.
adjustment control unit 4. Select RGBH with the FUNCTION (A/¥) key.
5. Adjust RGBH with the FUNCTION (4/®) key until the circle
—A pattern is horizontally centered.(A=B)
6. Check and readjust RGBH item if the adjustment becomes
improper after some other geometric adjustments are done.
I | |
VERTICAL Signal VSOF 1. Receive a NTSC-M cross-hatch pattern of vertical frequency
SIZE OFFSET | generator 60Hz.
adjustment 2. Enter SERVICE MENU.
(60Hz) Remote 3. Select VSOF with the FUNCTION (A/Y) key.
control unit 4. Adjust VSOF with the FUNCTION (€4/» ) key until the
horizontal black lines on both the upper and lower part of the
Very close pattern become very close to the upper and lower horizontal
sides of picture size and nearly about to disappear.
1 2 A 5. Check and readjust VSOF item if the adjustment becomes
i improper after some other geometric adjustments are done.
Screen E Picture
i H size
size :
! 100%
@ \ & [ J
Very close
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AV-28BT8ENS / AV-28BT8ENB / AV-28BT80EN
AV-28BT8EPS / AV-28BT8EPB / AV-28BT80EP
AV-28BT8EES / AV-28BT8EEB/ AV-28BS88EN

Item Measuring | testpoint Adjustment part Description
instruments
VERTICAL Signal VPOF 1. Receive aNTSC-M circle pattern of vertical frequency 60Hz.
POSITION generator 2. Enter SERVICE MENU.
OFFSET 3. Select VPOF with the FUNCTION (A/Y) key.
adjustment Remote 4. Adjust VPOF with the FUNCTION ( ‘/') key until the
(60Hz) control unit picturer is vertically centered.(C=D)

5. Check and readjust vertical position item if the adjustment
becomes improper after some other geometric adjustments
are done.

HORIZONTAL |Signal HPOF 1. Receive a NTSC-M circle pattern signal of vertical frequency
POSITION Generator 60Hz.
OFFSET 2. Enter SERVICE MENU.
. Remote ] 3. Select HPOF with the FUNCTION (4/¥) key.
adjustment | control unit 4. Adjust HPOF with the FUNCTION (94/™) key until the circle
(60Hz) pattern is horizontally centered.(E=F)
. E 5. Check andreadjust a horizontal positionitemif the adjustment
- becomes improper after some other geometric adjustments
are done.
| | |
HORIZONTAL |Signal HT OF 1. Receive a NTSC-M cross-hatch pattern signal of vertical
TRAPEZOID Generator frequency 60Hz.
OFFSET 2. Enter SERVICE MENU.
adjustment Remote 3. Select HTOF with the FUNCTION (A/Y) key.
(60Hz) control unit 4, Adjust HTOF with the FUNCTION ( 4/P ) key until both
lengths of the upper side and lower side of the closs-hatch
Pallalel pattern become equal.
5. Check and readjust HTOF position item if the adjustment
= '.,"----'"----": = becomes improper after some other geometric adjustments
i | | i are done.
! ] \ !
Screen : L :
Vertica [—>ujn =S
Center ' T !
' :
! i
cmcec e e oY
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AV-28BT8ENS / AV-28BT8ENB / AV-28BT80EN
AV-28BT8EPS / AV-28BT8EPB / AV-28BT80EP
AV-28BT8EES / AV-28BT8EEB/ AV-28BS88EN

B GEOMETRY MENU ADJUSTMENT (Adjust 4:3MODE / 16:9MODE respectively)

Item Measuring Test point Adjustment part Description
instruments
VERTICAL Signal vsiz 1. Receive a PAL B/G cross-hatch pattern of vertical frequency
SIZE generator 50Hz.
adjustment 2. Enter SERVICE MENU.
(50Hz) Remote 3. Press the GREEN then enter the GEOMETRY MENU.
control unit 4. Select VSIZ (Vettical size) with the FUNCTION (A /¥) key.

5. Adjust VSIZ with the FUNCTION ( €4/» ) key until the

Very close horizontal black lines on both the upper and lower part of the
pattern become very close to the upper and lower horizontal
f 4 sides of picture size and nearly about to disappear.
6. Check and readjust VSIZ item if the adjustment becomes
improper after some other geometric adjustments are done.
Screen Picture
size 13(;(2);
+ A 4 A
f
Very close
VERTICAL Signal VPOS 1. Receive a PAL B/G circle pattern signal of vertical frequency
POSITION generator 50Hz.
adjustment 2. Enter GEOMETRY MENU.
(50Hz) Remote 3. Select VPOS (Vertical position) with the FUNCTION (4A/Y)
control unit key.

4. Adjust VPOS with the FUNCTION (€/®) key until the circle
pattern is vertically centered.(A=B)

5. Check and readjust VPOS item if the adjustment becomes
improper after some other geometric adjustments are done.

VERTICAL Signal VSCO 1. Receive a PAL B/G cross-hatch pattern signal of vertical
S-CORREC- generator frequency 50Hz.

TION 2. Enter GEOMETRY MENU.

adjustment Remote 3. Select VSCO (Vertical scomrection) with the FUNCTION
(50Hz) control unit (A/Y) key.

4. Adjust VSCO withthe FUNCTION (4/P) key until the vertical
length of the center squarer of the cross-hatch pattern
becomes equal to upper and lower part squares of the cross-
hatch pattern.

5. Check and readjust VSCO item if the adjustment becomes
improper after some other geometric adjustments are done.
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AV-28BT8ENS / AV-28BT8ENB / AV-28BT80EN
AV-28BT8EPS / AV-28BT8EPB / AV-28BT80EP
AV-28BT8EES / AV-28BT8EEB/ AV-28BS88EN

Item m:frzl;:gt Testpoint Ad justment part Description
VERTICAL Signal VvCCO 1. Receive a PAL B/G cross-hatch pattern signal of vertical
CORNER gener ator frequency 50Hz.
CORRECTION 2. Enter GEOMETRY MENU.
adjustment Remote 3. Select VCCO (Vertical s-correction) with the FUNCTION
(50Hz) control unit (A1) key.

4. Adjust VCCO with the FUNCTION (€/®™ ) key until the vertical
length of the upper and lower part squares of the cross-hatch
pattern become equal to each other.

5. Check and readjust VCCO item if the adjustment becomes
improper after some other geometric adjustments are done.

HORIZONTAL |Signal HSI1Z 1. Receive a PAL B/G cross-hatch pattern signal of vertical
SIZE generator frequency 50Hz.
adjustment 2. Enter GEOMETRY MENU.
(50Hz) Remote 3. Select HSIZ (Horizontal size) withthe FUNCTION (4/V) key.
control unit 4. Adjust HSIZ with the FUNCTION (4 ) key until the vertical
black lines on both the left and right part of the cross-hatch
pattern become very close to the left and right horizontal sides
of picture tube and nearly about to disappear.
B Picture size 100% -
= Screen size =
Very close Very close
HORIZONTAL |[Signal HPOS 1. Receive a PAL B/G circle pattem signal of vertical frequency
POSITION generator 50Hz.
adjustment 2. Enter GEOMETRY MENU.
(50Hz) Remote 3. Select HPOS withthe FUNCTION (4 /V¥) key.
control unit 4. Adjust HPOS with the FUNCTION (4/P) key until the circle
pattern is horizontally centered.(C=D)
5. Check and readjust HPOS item if the adjustment becomes
D > improper after some other geometric adjustments are done.
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AV-28BT8ENS / AV-28BT8ENB / AV-28BT80EN
AV-28BT8EPS / AV-28BT8EPB / AV-28BT80EP
AV-28BT8EES / AV-28BT8EEB/ AV-28BS88EN

Item mz?ril:;:?t Test point Ad justment part Description
HORIZONTAL | Signal HPIN 1. Receive a PAL B/G cross-hatch pattern signal of vertical
PINCUSHION | generator frequency 50Hz.
adjustment 2. Enter GEOMETRY MENU.
(50Hz) Remote 3. Select HPIN (Horizontal pincushion) with the FUNCTION
control unit (A/Y) key.
4. Adjust HPIN with the FUNCTION (4/P) key until the bending
of the vertical line of the cross-hatch pattem are corrected.
5. Check and readjust HPIN item if the adjustment becomes
improper after some other geometric adjustments are done.
HORIZONTAL | Signal HCCO 1. Receive a PAL B/G cross-hatch pattern signal of vertical
CORNER generator frequency 50Hz.
CORRECTION 2. Enter GEOMETRY MENU.
adjustment Remote 3. Select HCCO (Horizontal corner correction) with the
(50Hz) control unit FUNCTION (A/¥)key.
4. Adjust HCCO with the FUNCTION (/») key until the bending
of the vertical line of the cross-hatch pattem are corrected.
5. Check and readjust HCCO item if the adjustment becomes
improper after some other geometric adjustments are done.
HORIZONTAL | Signal HT RP 1. Receive a PAL B/G cross-hatch pattern signal of vertical
TRAPEZOID generator frequency 50Hz.
adjustment 2. Enter GEOMETRY MENU.
(50Hz) Remote 3. Select HTRP (Horizontal trapezoid) with the FUNCTION
control unit (A V) key.
4. AdjustHTRP withthe FUNCTION (€/» )key until both lengths
of the upper side and lower side of the cross-hatch pattern
A become equal.(A=B)
l___‘L‘_ ______________ ;_Jr__‘ 5. Check and readjust HTRP item if the adjustment becomes
! T 1 ' improper after some other geometric adjustments are done.
| | '
E I 1
Screen : l l :
Verticd |5 / TR
Center | I I '
! | | !
: T
: i
'L"T-""""""m —.
< = >
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B WHITE BALANCE ADJUSTMENT

AV-28BT8ENS / AV-28BT8ENB / AV-28BT80EN
AV-28BT8EPS / AV-28BT8EPB / AV-28BT80EP
AV-28BT8EES / AV-28BT8EEB/ AV-28BS88EN

Measuring . i o
Item instrument Test point Ad justment part Description
WHITE Signal WR 1. Receive a black & white signal (colour off).
BALANCE generator WG 2. Enter SERVICE MENU.
adjustment WB 3. Select WR/WG /WB withthe (4 /) key, res pectively.
(Low light) Remote 4. Adjust WR / WG / WB with the FUNCTION (4/» ) key,
control unit respectively, until the white parttums to pure white without any
other color..
Item WR WG wB
Recommended value 030 030 030
WHITE Signal BR 1. Receive a black & white signal (colour off)
BALANCE generator BG 2. Enter SERVICE MENU.
adjustment 3. SelectBR/ BG with the FUNCTION (4/¥) key respectively.
(High light) Remote 4. Adjust BR / BG with the FUNCTION (4/») key respectively
control unit until the white part of screen make white colour.
Item BR BG
Recommended value 028 029
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MEMO
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