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CAUTION! HIGH VOLTAGE 230 VOLTS, PRESENT

Insert the 270B card into the program B connector, number side up. Set the
slide switch to 190 V. i

Insert the 271A card into the program A connector, nuﬁber side up.

Insert the 270C clfé%into the test fixture, number EI&E up,

Connect the Molex connector from the 271A card to the Display Board,

Connect the Red E-Z hook from the 270B card to the TP2 on the Display Board.

Set the slide switch on the 270B card to 190V. NOTE! If the switch is not set
for 190V, permanent damage may be done to the diaplay panel!

Slide the 5 VOLT, switeh to "ON".
S1lide the POWER switch to "ON",

Each digit on the display pansl {s enabled one at a time and any one may be
selected as desired by pushing the proper switch,

SR-1 1's Digit

SR-2 10's nigic

SR-3 100's Digit
SR-4 1,000's Digit
SR-5 10,000's Digit
SR-6 100,000's Digit

Pushing the COIN switch will cause the count circuilt on the 270C card to count
by one. Holding the COIN switch will causa the count circuit to continue
counting at approximately 1 PP5, The count circult counts to 15 and starts
over, so tha digit selected should be blank between 9 and 0, The count
circuit may be reset any time by pressing START 2,
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