


Purpose:  To replace the front bezel on an LS140	





Description:





1. 	Disconnect power cable from the instrument.


2.	Place the LS140 face down into the plastic front panel protective cover that was  shipped with the unit or on a soft surface to protect the BNC's and front panel  knob.


3.	Remove the four screws attaching the rear feet to the rear bezel as shown in  Fig. 5.1


4.	Remove the six screws attaching the cabinet to the rear bezel as shown in Fig.  5.1


5.	Hold the cabinet by the two sides.  Carefully lift the cabinet using a left and  right rocking motion.


6.	Disconnect the ribbon cable connecting the front panel board to the 724-F-7  video interconnect board as shown in Fig. 5.6.


7.	Disconnect the four wires attached to the rear of the front panel power switch as  shown in Fig. 5.6.


8.	Place the LS140 face down into the plastic front panel protective cover that was  shipped with the unit or on a soft surface to protect the BNC's and front panel  knob.


9.	Remove the two screws attaching the two top side rails to the front bezel as  shown in Fig. 5.4.


10.	Remove the screw attaching the front bezel to the bottom side rail just below  the front panel power switch as shown in Fig. 5.4.


11.	Remove the two bottom screws attaching the CRT to the front bezel as shown  in Fig. 5.4.


12.	While applying pressure on the front bezel to  hold the unit together, gently lie  the unit down so that the unit is sitting right side up.


13.	Remove the two top screws attaching the CRT to the front bezel as shown  in Fig. 5.4.


14.	Hold on to the CRT and gently remove the front bezel from the rest of the  chassis.


15.	Remove the front panel control knob by simply pulling it straight up off the front panel.


16.	Remove the four screws attaching the front panel panel to the front bezel.


17.	Attach front panel to the new front bezel by attaching four screws.


18.	Reverse steps 15 -6 above to install the new front bezel.


19.	Make sure all cables are neatly tucked out of the way.  Make sure the end of  the  ribbon cables  connecting the 724-F-1 and 724-F-5  (J3 & J4) are folded down toward the 724-F-5 board.


20.	Hold the cabinet by the two sides.  Make sure you have the cabinet at the  correct orientation (i.e. The kick stand is facing the bottom of the unit)  Carefully slide the cabinet down using a left and right rocking motion. 


21. 	Replace the four feet and screws attaching the rear feet to the rear bezel.


22. 	Replace the six screws attaching the cabinet to the rear bezel.
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