Connecting a cable TV box (adaptor)

A specially designed cable TV box (adaptor) may be required to watch CATV broadcasts.
e Before proceeding with the connections, turn off the power of the components and make sure that your hands are dry.
e#Read the operating instructions of the TV set and home terminal as well. (For further details, consult the CATV company.)

Connect the components correctly in the order below.

@ Household cable TV jack O RF output connector @ S-video output connector

to cable input connector to VHF/UHF antenna input connector to external input 1 (S-video) connector
9 Cable output (VTR) connector 6 Video and audio output connector 6 Video and audio output connectors

to VHF/UHF input connector to external input 1 (video/audio) to video input (video/audio) connectors
€ VHF/UHF output connector connector

to video RF input connector
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(5]

TV set (not supplied)

=] =
- =040 of

5] (6]

Audio/video cable
(not supplied)

\

S-video cable

(not supplied) ~ 75 ohm coaxial

cable (not supplied)

RFFONT R LFRONT L 8] ot

susmup. suming [

Wheen cams

Notes:

¢VCR Plus+ programming is not possible unless the guide
channels of each broadcast station have been set. For
details on setting the reception channels, refer to p. 19.

e Switch the unit’s input when pay-per-view broadcasts are to
be received. The pay-per-view broadcasts received by this
unit’s tuner will not be reproduced clearly. Switch to the
external input that the cable TV box is connected (external
input “L1” in the connections example shown above). (For
further details, consult the CATV company.)

e When both compositte video (yellow) and S-video cables
are connected to the same input connectors (L1 or L2 or
L3), the S-video connector has higher priority.

(To view the compositte video signal, unplug the S-video
cable.)
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