
CYLINDER UNIT

UPPER CYLINDER
UNIT 

CAPSTAN STATOR C.B.A.

PIN
P3502
:PATTERN ONLY

PIN
P3503
:PATTERN ONLY

P2502
(12 Pins)

P3551P3501

MAIN C.B.A.

P6201

VIDEO
OUT
VIDEO
IN 1
AUDIO 
OUT L-CH
AUDIO 
IN 1 L-CH

P4001

FULL ERASE HEAD UNIT 

AC CORDAC120V

INFRARED
RECEIVER
UNIT

UHF/VHF 
TUNER/TV
DEMODULATOR 
UNIT

UHF/VHF
IN
UHF/VHF
OUT

(8 Pins)

(9 Pins)

AUDIO 
OUT R-CH
AUDIO 
IN 1 R-CH

PIN
(2 Pins)

17 Pins

PIN

PIN

Hi-Fi AUDIO/VIDEO
HEAD AMP C.B.A. 

(12 Pins)

P6202P2601
(12 Pins)

P4451P4401
(4 Pins)

AUDIO CONTROL
HEAD UNIT 

P4091P4092
P4091 (12 Pins)

LOADING MOTOR

P2503 PIN
(2 Pins)

OPERATION C.B.A. 

VIDEO
IN 2
AUDIO 
IN 2 L-CH

AUDIO 
IN 2 R-CH

P6320P6302
(20 Pins)

(6 Pins) A
B, C

B, C

B, C
C

P1051

POWER SUPPLY C.B.A.

P1001
(9 Pins)

B, C

HEAD AMP C.B.A. A

NOTE:
FOR SCHEMATIC DIAGRAM AND CIRCUIT BOARD LAYOUT NOTES,
REFER TO BEGINNING OF SCHEMATIC SECTION.

COMPARISON CHART
OF MODELS & MARKS

NV-SJ4020PX
NV-FJ4520PX
NV-FJ4620PX
Not Used

A
B
C
Z

MODEL MARK

IMPORTANT SAFETY NOTICE:
COMPONENTS IDENTIFIED BY THE SIGN         HAVE
SPECIAL CHARACTERISTICS IMPORTANT FOR SAFETY.
WHEN REPLACING ANY OF THESE COMPONENTS,
USE ONLY THE SPECIFIED PARTS.


