1L
LA
CAUTION THE STRIPED FRAME INDICATES THE PRIMARY CIRCUIT TO DISTINGUISH THE PRIMARY 51230 T
FROM THE SECONDARY CIRCUIT. D1230 &(1)330
ERA22-04 u
PAY ATTENTION NOT TO RECEIVE AN ELECTRIC SHOCK DURING REPAIR AND SERVICE OF A 2 N
T1150
THE PRODUCTS. 7L oo 1 com -
HOT (L 5082 I 0.01 T on
O Cl242 7 P21 GND
% 100P +—3] GND
1 — — »——4[ GND
D1240 L1240 ——5| GND
22 R
A - o A ® o e - AN T
'__{VV\—
P1101 D1140 C1240 - C1241 g :EQTEZRQ
VJS3306 A A S1WBAS0 L1122 e 10V1200 L1250 10V1000 0T HEATERD
125 ¢
IéH:zl?iNOOSA I|§1L|1=2117N004A N + 0 P2 100P 22u 11| UNREG 36V
’ . 0 > ’ ’ —@ O————I »——112[ GND
D1250 2 +—13[ GND
C1250 - C1251
4 53 o, I A Ege | A8 —_lul ciogton
©“r
A A A =g i
= cl140 |+ I A~ PL G |
ACINLET 5.11120 531&0 s 5211121 I ggov pus ;371%55 h @—,,\, 1P1270 0112;7-*‘ 77 |70 SYSTEM CONTROL & SERVO
0 100P SECTION P1001(C-13)
v X y AN\ D1270 L1270
2 1 0 3 115 D150 e p ERA22-04 100u
L L | 0P T ik APOLCV2 G @ ‘ L—rwx—l—-
F1180 ~ - C1270 c1271
A VSF0243C16 LB1123 50v120 gk 0.01
LB1120 0 C1262 L1260
V1 p 220F: 77 2
L c1300 W © ik '
A o1 01260 C1260 iy - C1261
crz 4L LB1124 21DQé6.FC4 10V1800 10V1000
1000P 0 1
7 I A s A\ A 3 @6 A
= 1P1280
D1301 L
T ERALS 08V P Too0p  Russ A VSFO015AL0T
Y -L -OM R1200 D1200
% - / 27 MA185 L v p
,47 R1153 {7 1 2
D1180 T4 _I_
R1180 MA4220H C1280 oo C1282
10K =1 / i 10v390 0.01
v = D1280
A\ IC1150 - Cl1114 D1182 ) HEYS00 I
) Bt
35v47 MA73008 d
STRMBSSOLF _ Lis7 | | ﬁ’ 1 cim
1 NI ]
-500
] | | —| DRIVE I—( )—'\N\'—l Vi A
| START | O.V.P | —| LATCH LB1150 R1183 Q1200
o VIPOOSS 1500 Ri20L & PC123FY2
200 = R1207
2700
D183 = C1201 .I_ R1203 RI206 < R1205
185254 4> 8200P T 560 2700 6800
03 —1 S.D 0.CP 13 g
1C1200
HAL17431PA
T 1 - |
| | 45 25
6 3
13 C1202  R1204
JT_ 01 2700
pugL 7
Ritgl L MAT00 //
0|
NOTE:THE MEASURMENT MODE OF THE DC VOLTAGE ON THIS DIAGRAM IS STOP MODE.
R1182 ot C1180 = C1181
120K 6v330 T 1000P
I NOTEL:WHEN MEASURE THE VOLTAGE OR WAVEFORM ON THE POWER TRANSFORMER
CIRCUIT,SET THE GND TERMINAL OF MEASURING POINT AS FOLLOWS.
PRIMARY SIDE.........
IMPORTANT SAFETY NOTICE: SECONDARY SIDE... n’? NOTE:DO NOT USE ANY PART NUMBER SHOWN ON THIS
COMPONENTS IDENTIFIED WITH THE MARK /\ HAVE THE SPECIAL CHARACTERISTICS FOR SAFETY. NOTE2:THE DC VOLTAGE INDICATED IN PRIMARY SIDE IS SHOWN THE VOLTAGE WHEN SCHEMATIC DIAGRAM FOR ORDERING.WHEN YOU
WHEN REPLACING ANY OF THESE COMPONENTS,USE ONLY THE SAME TYPE. INPUT AC IS 220V. ORDER A PART,PLEASE REFER TO PARTS LIST.
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