Panasonic Euro 2L TV ( Euro 2L Chassis ) repair tips and faults YeMoa 1 amo 1

Cuts out on high brightness (beam current limiter faulty)
The micro IC1201 should sense the beam current via pin 27, this may not be happening due to a faulty micro (new micro needs reprogramming in a reader), check R558 (120Kohms) before replacement

Add To / Edit This Fault |

id:=013573
No ew correction
Check R702 (220hms, 1/2w) for o/c and C554 (510nF,200v) for o/c

Add To/ Edit This Fault |

id:= 013574
Tuning drift and loss of mid range signals
Resolder the earths in the tuner

Add To / Edit This Fault |

id:= 013576
Ver incompatibility (pulling at top)
Incorrect channel in use, use channel 0 (AV)

http://www.e-repair.co.uk/faults/PC013573. HTM 15/11/2002



Panasonic TX28LD1/M TV ( Euro 2L Chassis ) repair tips and faults YeMoa 1 amo 1

Diagonal lines about 3cm apart running through the picture but only visible on saturated colours
Replace IC601 (VDP3108A) - after checking all supplies etc. not a cheap item, €40 trade !
(Tony Cattel)

Add To / Edit This Fault |

id:= 014545
Stuck in standby
Check R558 (120Kohms) for o/c

http://www.e-repair.co.uk/faults/PC014545.HTM 15/11/2002



