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Powerware 9150 battery runtime table

Long life batteries  ( Hawker PowerSafe SBS 8 ) 
Load power factor 0.7

9150 with internal batteries, number of cells 2 x 126


1 kVA
2  kVA
3  kVA
4  kVA
5 kVA
6 kVA

PW9150 internal batt.
210 min
105 min
68 min
50 min
37 min
30 min

PW9150 + L
8,5 h
4 h
165 min
120 min
90 min
72 min

PW9150 + XL
14 h
7 h
4 h
200 min
150 min
120 min

PW9150 + L + XL
21 h
10 h
6,5 h
4,5 h
3,5 h
3 h

PW9150 +  2 * XL
28 h
14 h
9 h
6 h 
5 h
4 h

PW9150 +  2 * XL+ 1* L
35 h
17 h
11 h
8 h
6 h
5 h

PW9150 +  3 * XL
42 h
21 h
13 h
9,5 h
7,5 h
6h

9150 with internal batteries, number of cells 2 x 126


7 kVA
8 kVA
10 kVA
12 kVA
14 kVA
15 kVA

PW9150 internal batt.
25 min
20 min
16 min
13 min
11 min
9 min

PW9150 + L
60 min
50 min
40 min
30 min
25 min
23 min

PW9150 + XL
100 min
85 min
65 min
52 min
43 min
40 min

PW9150 + L + XL
145 min
125 min
95 min
75 min
60 min
55min

PW9150 +  2 * XL
195 min
165 min
125 min
100 min
82 min
75 min

PW9150 +  2 * XL+ 1* L
4 h
3,5 h
160 min
125 min
105 min
95 min

PW9150 +  3 * XL
5 h
4 h
195 min
150 min
125 min
115 min

L = PW9150-BATI-L;
    XL = PW9150-BATI-XL

      Battery specifications

   Battery bank
Capacity
Pcs
Dimensions

WxDxH   mm
Weight

kg

   Internal
 7,3 Ah  12 V
42



PW9150-BAT-L
7,3 Ah  12 V
42
400 x 700 x 710
170 

PW9150-BAT-XL
2 x 7,3 Ah  12 V
2 x 42
400 x 700 x 710
290
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