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Operation (Cont.)

6. CHANMNELSELECTOR SWITCH. Selects any one of farty Citizens Band
channels desired. {The selected channel is indicated by the LED readout
% above the weather selector knob, Display will be off when radio i in
Woeather Band mode.)

7. ANL SWITCH, ress button Lo aclivate the Automatic MWoise Limiter in
the audio circuits. AMNL i3 effective on static and elher forms of atmos
spheric noise,

8. CB/WEATHER SWITCH. Used for selection between receiving
Weatherband broadeasts ar normal CB operation. Note: The radio will
not transmit in the Weatherband mode.

9. CH.9SWITCH. Used for instant selection of emergency Channel 9 (CHL
% position). When switched a}ul, all 40 CB channels are selacted by the
L I-[n\’\ll-] SELECTOR switch

10, S-METER. Swings prapartionally to the strength of the incoming signal
during receiving.
RE-METER.Swings proporhiotally to the RE outpul power while trans.
mitting.

e

11. RX/TX LED INDICATOR, When yvour radio is in the, CB recerve (RX)
mode, the LED will be green. When in rranamit (TX) mode, the LELD will
be red.

12, LED CHANNEL DISPLAY. The selected channel will be displayed,
Display will e off when radio is in Weatherband mo<de,

13, WEATHER MODE INDICATOR. In Weatherband Mode, WEATHER

will light red.

E. PRESS-TO-TALK MICROPHONE. Both lhe receiver and transmitter are
controlled by the Praga-to-Talk switch on the microphone. Press the switch and the
transmitler is activated; release the switch to receive. When teansmitting, hold the
microphone two inches from the mauth and speak clearly in a normal vaice, The
micraphone provided with vour radio is a detachable 1ow-is mpedance dynamic
tvpe. The radio will not transmit in the Weatherband mode even g]-.
prpaﬁmg the microphone switch will cause the red TX LED to illumin

Operation (Cont.)

= P

. Rear Panel

1. DCrOWER JACK: For emergencies @x’k as| .-f‘.( mzz&f{u ure, vour TR-193
Wi can be hooked up to 12VDC power using 2 DC wergord (not supplisd),
available from any electronics store or Caby eel:h:-t,]::l@,u]

ACPOWER CORD: Plugs lngnv%m@.
FUSE: Supplied with GMA

ANTENMA CONNECTOR: This 50-23% connector permits connection of the
ransmission line cable PL-259 connedtor to the transceiver.

b

! AL househald outlet.

L

yrpans fuise.

e

5. EXTERNAL SPEAKER: The External Speaker Jack is used for remote
receiver monitoring: The external speaker should have 8-phm impedance
and be ratedd 20 handle at lsast 4.0 watts. When the external speaker is

| 1 lpr:'r saker is avtamalically disconnected.

plugged in, thei
6. PE R'S{':I}JA‘I‘ HXADFHONE JACK: Connect any headphones from a per-
sonal stereo” 't{‘l]k’."pﬂﬂ“ tvpel for private listening.

O« {rperating Procedure to Receive CB Broadeasts

ire that the power stird, antenna and mi crophoene are connecled to the

Cproceeding further.

(l'ug the OFFOM VOLUME CONTROL koot clockwise.

RF G4l | CEONTROL b swite
4 'I'tnlzh*ﬂ({"l;?[—{ CNTROL counterclockwise until incoming signal is heard.

/5 “hannel Selector Switch to the desired channel.

6. Seb ’?C:{LL%-TL COMTROL toa comfortalle listening level.

Listen rriit:éharkgn:-und naise from the speaker. Turn the SQUELCH CONTROL
shgwly clockwise until the noise [UST disappears (no signal should be present).

: e the control at this setting. The squelch is now properly adjusted. The
Crecpiver will remain gquiet unlil & signal is actually received. Do not advance the

control too far, or some of the weaker signals will not be heard.

ad cut position,
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