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Operation (Cont.)

Operating Procedure to Transmit

1. Besure the aperalor has read and understands part 95, F.C.C, Rules and
Repulations prior to aperating the tranamitler.

Select the desived channel,
Set the DYMAMIKE contral fully clockwise

« The receiver amd transmitter are controlled hg-' tha ;l!'\h‘-?'tﬂ writch on the
mictophone. Press the switch and the transmitter is activated: release switch
ter receive. When transmitting (on a clear channel’, hald (e lIII\.]‘EJ‘J]'IEJ"'[‘ [STs]
inches from the mouth and speak clearly ina ..Urr_‘\-.] voicea.
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Ba aure the antenna is properly connected to the radio before transmitting.
Prolenged transmitting withoutan antenna, or a poorly matched amtenna, could
cause damage to the transmitter,

Operating Procedure (o Receive Weather Ba’nci

1. Place CH/WEATHER Switch in the WEATHER posili o WEATHER|
indicator will light.

2. Turn the Weather Channel Selector {1-7) until vou find the Weather
Channel with the clearest reception. Sometimes more than one channel can
e received depending on your location in the broadeast area; however,
the closest broadcast to you will ke the one with the clearest signal (the
least static or background neisel,

3. U threatening weather is neariy, the National Weather Service nay
braadeast @ 10 seconcd alert tone. This tone will be heard through the OB,
even if the CB/WEATHER Switeh s in the CB mode (receiving anlyl or
the unit is turned off. This vnables you to monitor CB feequencies and still
b warned by the Mational Weather Service Emurgency Alert, When vou
hear the alerl, place the CB/WEATHER switch in the W EATHER pusition
(| WEATHER indicator will light). Yo will then be able to hear the
Weather War ning Broadcast,

Operation (Cont.) |

ALTEENATE MICROPFHONES

For hest r|'-1|||'\_-_. the vser should select a 1\.'1\.":'11|‘.r\||‘.:1l'!= d ¥na i PE micro-
phone or a b ophone. bra tt:-L"L::u-:i by pe microphones have a
Lo atprat i ped n-;n er‘u._lu_-r :Ii’ The micraphanes must be provided with a

} elded lead rise twa of lhe
leads. The third |.¢.-.¢| is for receive contral, the forth is for grounding and fifth is
far transmit control
one should provide the funclions shown in schematic below.
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