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CHAPTER 4 INSTALLATION |

FRONT PANEL
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« MEC GAIN/ANF : This is a mulli funclion switch which conirols both

the gain o the microphone as well as the ANF (Advanced Neise Filter).
In the ooter position, the switch controls the AMF which improves the
signal {0 noise ratic when receiving a marginal signal, When the switch
is in the inner position it comtrols the amount of gain o the
microphone,

. ON/OFF VOLUME CONTROL : This knob controls the volume

and the pawer to the radio. To tun the radio on, mdate the knob
clockwise. Turning the knob further will increass (e volume of the
TECEVET,

L SOUELCH CONTROL : This switch is used 1o eliminate background

noise being heard throngh the recciver which can be disturbing when
no transmissions are being received. To use this featore of vour radio,
gently turn the switch counterclockwise until the switch will not turm
further, Then wrn the switch clockwise until the beckground moise is
just eliminated. If you trn the switch too far in a clockwise dsmc:tiny,ﬁ
you may nat be able to hear weak transmissions,

=1

3. CLARIFIER : Allows tuning of the n:cclvéai }r);qum )

9. CHANNEL SELECTOR :

(899x617x256 Jpeq)

4. RF GAIN CONTROL : A sirong signal can overpower the RF

amplifier. This control is used 1o reduce the gzin from strong signals.

5 SWR CAL CONTROL : This contral allows the user to calibrate the

SWER mefer, which is used 1o match the antenna 10 your radio.

6, SRF/CAL/SWR SWITCH : This 15 a three [unction switch. In the

5-RF positon, the meter wall indicate the strengih of the signal being
received, as well as the relative RF output of transmission. When
c;alihml:ing, the SWT mefer, you need to put this switch in the CAL
pasition. To use the meter (o measure the standing wive ratio, turn the
switch to the SWER position.

. DIMMER CONTROL : This knob controls the

of brightness for
the meter lamp, the (reguency display and the ¢ i

below the chanme] frequency by up o135 KHe.

Lransmit and receive chan

1LFRONT PANEL METE
monilor signal stirength, BF

ILTX/RX LED @ The red LED indicates the unit is in the transmit
mindz, The ENDQ.\ED indicanes the unit is in the receive mode.

12, FREQUE#O%TLR This display imbicates the frequency of

the selected

13 T(}N\I"-"HT 'S’WTTCFI This switch changes the tong quality, Press

<> <ihis swilch (TOME) and bass 15 increased . Depress this switch (B1)

- wc is mcn:as.od\\
“ I\JAN NTER | Vi : Press this switch for e frequency of the

selected channel e displayed on the frequency counter.
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