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INSTALLING THE RADIO

Channel Channel Frequency Channel Channel Freguency

1 26.965 MHz 21 27.215 MHz Choose a convenient location for eparation that does nat inerfees with
2 26.975 MHz 22 27.225 MHz the driver or passenger. This radio is supplisd with & wniversal mounting,
3 26 985 MHz 23 27.255 MHz bracket. When mounting the bracket and radio 1o your car, make cure it
4 27 005 MHz 24 27,235 MHz ig m&cl_mnlcallljy s:lo:nmg_ ?Isu: provide 2 good electrical grounding,
connection o the chassis of the vehicle, Proceed as follows to install the
5 27.015 MHz 25 27.245 MHz radio:
G 27.025 MHz 26 27.265 MHz
7 27 035 MHz 27 27 275 MHz |, Locate a canvenient aréa in your wehicle for the in icn of the
radio. Hold the meunting bracket with the radl{y/m,uml
B 27.055 MHz 28 27,285 MHz the radio 15 to be installed. Make sure @!un_g wil fi
9 27.065 MHz 29 27,295 MHz the radio or the mounting bolis M’a.ik then
10 27.075 MHz 30 27,305 MHz mounting bracket, P
11 27 DR5 MHz a4 27.315 MHz 2. Most radio antenmnas coimne - ]:ulugr Connect thig
plug, to the ANT. jack in of th
12 23105 Wb 32 27.325 MHz 3. Extending from the i is & \DC power wire, Locate a
13 27.115 MHz 33 27.335 MHz +13.8V DC pawer sourcs by teacing the powsr wire from your AM
14 27.125 MHz 34 27.345 MHz radio to the accessory box i your vehicle. Connecting the power wire
15 27 135 MHz 35 27 355 MHz frome your radio (o lh/is bow allows operation of your radio without the
engine mnnj.ng \also prevent battery drain throagh accidental
18 27.185 MHz 36 27.366 MHz failure 10 wrn your whan away from the vehicle.
17 27165 MHz a7 27,375 MHz 4. Cumnmﬂ;e\hl aam <138V DC. You ay connect the black wire
18 27175 MHz 38 27,385 MHz i the chas.&ls ucifiha yehicle or other ground as long as it is a negative
18 27 185 MHz a8 27 295 MHz <> greunu. Ma]m sure there is & good contact to bare metal. As a safity
) pmcaumn you should alse attach a ground wire to a part of the radic
20 27.205 MHz 40 27.405MHz e sis. if the radio is ot mounted to a metal surface.
\ L one bracket near the radio in an easily accessible
A provided
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