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15, NB/ANL/OFF SWITCH : In the NB/ANL position, the RF Naise
Blanker and the Automatic Naise Limiter in the eudio circuits are alio
activated. The Moise Blanker is very effisctive in eliminating repetitive
impulse noise such as ignition interfarence.

16.CB/PA SWITCH : This switch allows you to eperate the radio in
either the CB or 2 & PA system. In the PA mode, the tadio will not
(ransmit or racaive CB signals. It will broadeast fhrowgh the external
spezker plugged inte the PA. SP. jack in the rear of the radio. Mote
hake sure the speaker is plugeed into the jack labeled PA. 5P and
NOT the jack labeled EXT. SP.

17.R.B. : In the Roger Beap position, the radie transmils an audio tane at
the end of your transmission. This indicates the end of your
transmission g0 that people who sre having trowhle hearing you will
kenow that you are done speaking AS 8 courtesy to others, use the Roger
Beep only when necessary.

18 CH 1% SWITCH : The channel 1% switch is used for instant access to

Channel 19, which is aften used by truckers for transmission of traffic

and weather condition,

19.CHANNEL DISPLAY @ The channel display indicatss the cursent
salected channel
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FOWER : This accepts
power cord provided Wi i a hlack and red wire, The
black goes to negati iti

e

PA, SP. : This jack is for PA ion. Before operating. yow must
first connact a F'ﬁ. speaker { § ohms, 4W } to this jack.

EXT. SP 5 4 1o 8 ohms, 5 watts external speaker.
When Z%sa&er is connected o this jack, the banli-in
spemerw dusa ad
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