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PROCEDURE TO RECEIVE AND TRANSMIT

A, PROCEDURE TO RECEIVE

1. Before turning on the radio, make sure the radio is properly installed in
your vehizle and that the microphone and antenna have been connected.
Malke sure your antenna has been properly matehed o your radio.
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Turn umit on by turning, the ONOFF YVOL knob clockwase |

hake sure your radio is set to CB and not PA.

[

i

Adjust the squeleh go that any background nedse is eliminated. See prier
section of this manual for informatien on how 1o propecly adjust (he
sepuelch.
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Tuen the channel s2lactor to the channel you wish to monitor
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Turn the BF gain control fully clockwize initially, and then adjust when
a signal 15 recerved.

B. PROCEDURE TO TRANSMIT

. Before turning en the radie, make sure the tadio 5 propecdy installed in
yesur wehicle and that the microphone and antanna have been connected.
Make sure your antenna has been propecly matched to your eadio.
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Tum unit on by turning the OROFF VIOL knob clockwiss
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Make sure your radio is set o CB and not PAL
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- Sat the MIC GAIN control to maximum gain.

Ln

. To transmit over your radio, hold the microphons approximately two
inches from your mouth Depress the push-lo-talk seateh on the
micraphons and talk in 3 clear voice, Whan you releass the push-to-talk
gwitch, the radic will be in the receive mode.
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MICROPHONE INSTALLATION AND SUBSTITUTES

This radie is designed for use with, and supplied with, a low impedance
dynamic microphone If you replace the microphone supplied with this
radio, you should wse either a low-impedance mictophone, or a
transisterized one.

Replacement microphones must have a four-lead cable to properly work
with this radia, The microphone should be wired 1 accordance with the
microphone winng table and schematic below

4 WIRE MIC CABLE

Tim Number Mlie, Cable Lead
Audio Shield
Aundio Lead

Transmit Contral
Receive Contral
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) Fig. 1 Schamati¢ of microphong

[f‘thef\rj-‘e}' mi¢mp;m&§ you are uwsing has pre-cui leads, you must

connect the &%{ 1 follewing, manner
PN
\1. Cut leads 50 that they extend 7/1%" beyond the insulating jacket of the

vable, All leads should b2 approximately the same langth.

2 ﬁtﬁp\\\%lﬂmmmatc]y 1/8" of the insulabion. Tin all leads and
mﬁq&j‘tinns before soldennge

-12 -



	page1

