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How to Simply Connect WW, WS & PM Series via USB

This document contains instructions on how to simply connect to Tabor Electronics devices via their USB
port. The following devices are covered in this document.

¢ AllWW, PM (none “A”) and WS Series, excluding WS835x models

=2  To connect the Tabor unit via the USB port:

1. Install the USB device driver, which can be accessed either on the CD-ROM disk provided with your
Tabor device, or from Tabor Electronics web site at http://www.taborelec.com/.

2. To download the driver from the web site, click on Downloads, and select the model from the
Model Number drop-down box, and select “Drivers” from the Download Type drop-down box.
Click on the Search button.
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Welcome to Tabor Electronics Download Center. As a part of our quality service program, we at Tabor have
decided to enable our customers to download software, drivers, upgrades, manuals and datasheets free of
charge, provided that the customer will register and obey the terms of use in this site.

Please note that in order to download material from our site you will need to register only once.
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Download a suitable USB driver from the selection of drivers that appears.
e  The .EXE version for Win XP

e  The .ZIP version for Win7 64-bit

Drivers USE Driver for the entire Wonder Wave, Pulse  01/10/2009 B Download (1.3 Mb)
Master and Wave Standard Series (.exe version) Ver. 1.4
USE Driver for the entire Wonder Wave, Pulse
Master and Wave Standard Series (.exe version)

Drivers USE Driver for the entire Wonder Wave, Pulse  01/10/2009 B Download (725.9 Kb)
Master and Wave Standard Series (zipversion) Ver. 1.4

3. To activate the USB interface, access the Select Interface screen from the Top Menu>>Urtilities >>
Remote Setup menu, select the USB option, and press ENTER.
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4. Connect your computer to the device using a USB cable. The following message will appear on
your computer screen:

1) Found New Hardware  *

[device name]

“® 15:29
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5. The Hardware Wizard appears as shown below. Choose the Install from a list or specific location
(Advanced) option and click Next.

Found New Hardware Wizard

Welcome to the Found New
Hardware Wizard

This wizard helps you install software for:

TABOR USB Waveform Generator

«') If your hardware came with an installation CD
~up? or floppy disk. insert it now.

What do you want the wizard to do?

O Install the software automatically (Recommended)

Click Next to continue,

[ Next > ] [ Cancel J

6. The search window appears as shown below. If the driver is located on the installation CD, insert
the CD into the computer’s CD drive. Select the Search for the best driver in these locations
button, check the Include the location in the search box, and enter the search path of the CD or

the location of the driver on the PC (you can use the Browse button to select the path using the
Browse dialog box). Click Next.

Found New Hardware Wizard

Please choose your search and installation options. A

N

£

(® Search for the best driver in these locations.

Use the check boxes below to limit or expand the default search, which includes local
paths and removable media. The best driver found will be installed.

[] Search removable media (floppy, CD-ROM...)

Include this location in the search:

| d:\drivershusb v|

(O Don't search. | will choose the driver to install.

Choose this option to select the device driver from a list, Windows does not guarantee that
the driver you choose will be the best match for your hardware.

[ < Back ][ Nest > ] [ Cancel
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7. If the warning dialog box shown below is displayed, click Continue Anyway.

Hardware Installation

|| } The software you are installing for this hardware:
0
TABOR WhwW 25724 1ISB Waveform Generator

has not passed Windows Logo testing to verify its compatibility
with Windows XP. [Tell me why this testing is important.)

Continuing your installation of this software may impair
or destabilize the correct operation of your system
either immediately or in the future. Microsoft strongly
recommends that you stop this installation now and
contact the hardware vendor for software that has
passed Windows Logo testing.

| Continue Anpway | [ STOP Installation

8. When the completion window shown below appears, click Finish.

Found New Hardware Wizard

Completing the Found New
Hardware Wizard
The wizard has finished installing the software for:

G TABOR WwW25724 USB Waveform Generator

Click Finish to close the wizard,

The following message will appear on your computer screen:

i) Found New Hardware
LUSE Serial Port
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9. The Hardware Wizard appears as shown below. Choose the Install from a list or specific location
(Advanced) option and click Next.

Found New Hardware Wizard

Welcome to the Found New
Hardware Wizard

This wizard helps you install software for:

TABOR USB Waveform Generator

«') If your hardware came with an installation CD
~up? or floppy disk. insert it now.

What do you want the wizard to do?

O Install the software automatically (Recommended)

Click Next to continue,

[ Next > ] [ Cancel J

10. The search window appears as shown below. If the driver is located on the installation CD, insert
the CD into the computer’s CD drive. Select the Search for the best driver in these locations
button, check the Include the location in the search box, and enter the search path of the CD or

the location of the driver on the PC (you can use the Browse button to select the path using the
Browse dialog box). Click Next.

Found New Hardware Wizard

Please choose your search and installation options. A

N

£

(® Search for the best driver in these locations.

Use the check boxes below to limit or expand the default search, which includes local
paths and removable media. The best driver found will be installed.

[] Search removable media (floppy, CD-ROM...)

Include this location in the search:

| d:\drivershusb v|

(O Don't search. | will choose the driver to install.

Choose this option to select the device driver from a list, Windows does not guarantee that
the driver you choose will be the best match for your hardware.

[ < Back ][ Nest > ] [ Cancel
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11. If the warning dialog box shown below is displayed, click Continue Anyway.

Hardware Installation

1 ] E The software you are installing for this hardware:
L
UUSE Senal Port

has not passed Windows Logo testing to verify its compatibility
with Windows XP. [Tell me why this testing is important. |

Continuing your installation of this software may impair
or destabilize the correct operation of your system
either immediately or in the future. Microsoft strongly
recommends that you stop this installation now and
contact the hardware vendor for software that has
passed Windows Logo testing.

| Continue Anyway | [ STOP Installation J

12. When the completion window shown below appears, click Finish.

Found Mew Hardware Wizard

Completing the Found New
Hardware Wizard

The wizard haz finizhed installing the software for:

3 IJSE Serial Port

Click Finizh to cloge the wizard.
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13. To make sure the device’s USB port is correctly configured, open your Device Manager (Control
Panel >> Hardware and Sound >> Devices and Printers >> Device Manager) and compare the
settings to the settings displayed in the window below.

£ pevice Manager

File  Action Wiew Help

r & 2 =R
TESTING LAPTOR
Batteries
Computer
age Disk drives
é Display adapters
b DVDCD-ROM drives
@ Floppy disk controllers
|8 Human Interface Devices
I-{=y IDE ATASATAPT contrallers
@ IEEE 1394 Bus host controllers
\_,,- Kevboards
“| Mice and other pointing devices
L Maoderns
é Maonitors
|- H& Network, adapters
B PCMCIA adapters
I & Ports (COM & LPT)
ﬂ Processars
m Sound, wideo and game controllers
Syskern devices
é Universal Serial Bus controllers
@ Inkel(RY &2801CAJCAM USE Universal Host Contraller - 2482
= InkeliR) SESch.ﬁ.,I'C.ﬁ.M IJSE Universal Host Controller - 2454

|Z - G - - - - - - _+. _+. it _+. "'." - - '+',JEI

eform isenerakor

&5 USE oot Hub
&= 1ISE Root Hub

For More Information

To learn more about Tabor’s solutions or to schedule a demo, please contact your local Tabor representative
or email your request to info@tabor.co.il. More information can be found at our website at

www.taborelec.com

© Proprietary of Tabor Electronics Ltd.
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