Horizontal Driver Module 155-0241-XB Installation Instructions

( C A U T I O N (
This procedure requires the complete removal of the Main (A1) Circuit Board from the Oscilloscope Chassis.
Use extra caution as some components may have weakened over time and have become fragile.

The availability of a Service Manual is required for component reference designators and locations.
· Remove the Rear Panel, Cabinet and Top-Cover Plate as detailed in the Service Manual.

· Remove the Front-Panel and Variable Board as detailed in the Service Manual.

· Carefully remove the Main (A1) Circuit Board from the chassis as detailed in the Service Manual.

· De-solder U800 IC from the Main (A1) circuit board and thoroughly clean area with flux remover.

· De-solder CR811 diode, then jumper both through-holes with a lead from a donor 1/4W resistor.
· De-solder R811 330Ω 1/2W resistor, then leave the component through-holes empty.
· Replace C733 47uF 25V capacitor with lower vertical profile 47uF 25V aluminum capacitor.
· Replace C731 220uF 10V capacitor with lower vertical profile 220uF 10V aluminum capacitor.
· Insert the 12 pin Single-in-line Headers into the thru-holes vacated by the U800 Horizontal IC.
· Mount the 24-pin socket, about ½ half way on the 2, 12 pin single row headers to hold the headers in place for soldering then solder the 2 12 pin headers into place and remove the socket.
· Visually inspect all modifications for shorts and defective solder joints.

· Carefully reassemble the A1 Circuit board, Front panel and Variable board to the chassis.
· Carefully mount the Horizontal Driver Module on to the 24 pin Dual-in-line Header noting pin 1 location.

· Perform a Horizontal Calibration as detailed in the Service manual.
