
Features & Benefits

Improved Instrument 
Pre-scaled Trigger Sensitivity:
– ≤200 mV (8 to 12.5 GHz),

Typical

Applications

Non-standard Rate Optical
Communications
Conformance Testing

High-speed Electrical 
Signal Analysis

8000 Series Pre-Scaled Trigger Amplifier
80A01

The 80A01 Pre-scaled Trigger Amplifer pro-

vides enhanced triggering capability on low-

level signals up to 12.5 Gb/s. This module is

ideally suited for component designers and

manufacturers who are verifying the perform-

ance of optical and electrical components that

run at non-standard clock rates up to 12.5

GHz. The 80A01 can be applied to the devel-

opment of components for SONET/SDH sys-

tems with Forward Error Correction at rates

other than the standard 9.953 Gb/s. This

would include long-haul data transmission,

such as underwater fiber optic networks.

The 80A01 fits into any of four small module

slots on the TDS8000 / CSA8000.

Characteristics
Input/Output Impedance – 50 Ω.

Input/Output Connectors – SMA.

Coupling – AC.

Trigger Level – Fixed at 0 V.

Maximum Input Voltage – 1.1 Vp-p.

Amplifier Bandwidth – 8-12.5 GHz.

Instrument Trigger Sensitivity with 80A01
Installed – ≤200 mV, 8-12.5 GHz, typical.

Physical Characteristics
Dimensions mm in.
Width 79 3.1
Height 25 1.0
Depth 135 5.3
Weight kg oz.
Net 0.4 13
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Ordering Information

80A01

Pre-scaled Trigger Amplifier.

Includes: User manual, 2 – SMA 50 Ω
terminating caps.

Option R3 – Extended repair warranty to three years.

Recommended Accessories

Cables – Two SMA precision cables (50 Ω, 2 nS,
with connector, SMA, male each end, >15 GHz).
Order: 015-0560-00.
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Contact Tektronix

ASEAN Countries (65) 356-3900

Australia & New Zealand 61 (2) 9888-0100

Austria, Central Eastern Europe, Greece,

Turkey, Malta & Cyprus +43 2236 8092 0

Belgium +32 (2) 715 89 70

Brazil and South America 55 (11) 3741-8360

Canada 1 (800) 661-5625

Denmark +45 (44) 850 700

Finland +358 (9) 4783 400

France & North Africa +33 1 69 86 81 81

Germany +49 (221) 94 77 400

Hong Kong (852) 2585-6688

India (91) 80-2275577

Italy +39 (02) 25086 501

Japan (Sony/Tektronix Corporation) 81 (3) 3448-3111

Mexico, Central America & Caribbean 52 (5) 666-6333

The Netherlands +31 23 56 95555

Norway +47 22 07 07 00

People’s Republic of China 86 (10) 6235 1230

Poland (48) 22 251 5340

Republic of Korea 82 (2) 528-5299

South Africa (27 11) 254-8360

Spain & Portugal +34 91 372 6000

Sweden +46 8 477 65 00

Switzerland +41 (41) 729 36 40 

Taiwan 886 (2) 2722-9622 

United Kingdom & Eire +44 (0)1344 392000

USA 1 (800) 426-2200

For other areas, contact: Tektronix, Inc. at 1 (503) 627-1924


