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 TRACEABILITY CHART 

067-1338- 00 
Calibration Step Generator 
Rise time   15.0 ps  ±±±±  2 ps

 68047B 
Synthesized CW Generator 

10 MHz to 1.1GHz
-20 dBm to +20 dBm   ±±±±  0.2 dB 

PM 6681R 
Frequency Timer / Counter 

Frequency Reference 
DC to  2.7  GHz

Rubidium = ±±±± 1.0 X 10  – 10 / month 

NML 
National Measurement Laboratory 

AUSTRALIA

NPL 
National Physical Laboratory

UK 
NIST

National Institute of Standards Technology 
USA 

SPRING 
SINGAPORE 

 3458A 
Digital Multimeter

( 8  ½ Digit )
1 Volt Accuracy :  ±±±±  6 ppm 

5700A 
Calibrator 

1 Volt Accuracy :  ±±±±  8 ppm 

6062A 
Synthesized CW  Generator 

10  kHz to 1.1 GHz 
- 127 dBm to +13 dBm

       Accuracy :  ±±±± 1.5  dB

DC 5010
Frequency  Timer / Counter 

20 Hz to 80 MHz 
  ±±±±1 X 10 7

PG 506A 
Calibrator Generator 
Rise Time   < 1.0 ns

TDS 680B 
Digitizing Oscilloscope 
Rise Time  > 1.0 ns

11801C  Sampling Scope 
with

SD 24 Sampling Head 
Rise Time  >17.5 ps

DM 5110
Digital Multimeter

( 4 ½  Digit ) 
  DC  Accuracy :±±±±0.05%

CG 5011 
Calibration Generator 

Rise Time < 150 ps 

SG 503 and SG 504 
Sine Wave Generator
50 kHz to 1.05 GHz

2793-03 
Decade Resistor 
0.1 k ΩΩΩΩ  to   0.1G ΩΩΩΩ 
 Accuracy  : ±±±±   0.2 % 

8200 
Voltage and Current 

Calibrator 
10 V  Accuracy: ±±±± 10 ppm 
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   Current and Resistance 
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