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• 0.1mV sensitivity 

• up to 2MHz analogue bandwidth 

• 5mV to 20V/div in 12 steps 

• 200ns to 1hour/div time base in 

32 steps 
• trigger mode: run, normal, once, 

roll... 
• X and Y position signal shift 

• DVM readout with x10 option 

• audio power calculation (rms and 

peak) 
• dBm, dBV, DC, true rms ... measurements 

• signal markers for Volt and Time 

• frequency readout (through markers) 

• recorder function (roll mode) 

• signal storage (2 memories) 

• LCD: Negative Blue 128x64 / white backlight 

• power supply: 5 x 1.5V AA battery or Nicd / 

NiMH (not incl.) or 9Vdc / 500mA adaptor 

Package includes: 

� HPS10SE  unit 

� Insulated oscilloscope 
probe 

� User manual 

� Hard carry case 

 
Options: 
Soft bag: GIB 
Adaptor: PS905 
(PS905U for US) 
                    Practical holster:  BAGHPS 

The enormous success of our HPS10 Hand Held oscillo-
scope has resulted in the creation of a limited 

edition using a modern, blue 
 White backlit LCD. 
Because of its extreme value for money, 

the Personal Scope is well suited for edu-
cational use in schools and colleges. Suit-

able for measurements on audio equipment, 
mains voltage applications, digital signals, all 
kind of sensors, signal analysis in automotive 

applications, car stereo, etc… Its full auto setup 
function, makes measuring waveforms very easy.  


