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Panel mount Oscilloscope For Panel mount Oscilloscope For Panel mount Oscilloscope For Panel mount Oscilloscope For 
monitoring, System analyses, monitoring, System analyses, monitoring, System analyses, monitoring, System analyses, 
educational purposes, System educational purposes, System educational purposes, System educational purposes, System 
demonstrations, sensor testing...demonstrations, sensor testing...demonstrations, sensor testing...demonstrations, sensor testing...    
Or just for eye catching in your Car, Or just for eye catching in your Car, Or just for eye catching in your Car, Or just for eye catching in your Car, 
connected to the audio system!connected to the audio system!connected to the audio system!connected to the audio system!    
    

Never before an oscilloscope had so high 
potential use. A must Have! 

     

General specificationsGeneral specificationsGeneral specificationsGeneral specifications    
• input impedance : 1 Mohm / 30pFinput impedance : 1 Mohm / 30pFinput impedance : 1 Mohm / 30pFinput impedance : 1 Mohm / 30pF    

• Internal or external signal connect Internal or external signal connect Internal or external signal connect Internal or external signal connect     

• Bandwidth 2 Bandwidth 2 Bandwidth 2 Bandwidth 2 MHMHMHMHzzzz    

• Sampling Sampling Sampling Sampling 10MS/s10MS/s10MS/s10MS/s    

• 128 x 64 pixels LCD White backlight128 x 64 pixels LCD White backlight128 x 64 pixels LCD White backlight128 x 64 pixels LCD White backlight    

• vertical resolution: 8 bitvertical resolution: 8 bitvertical resolution: 8 bitvertical resolution: 8 bit    

• Sensitivity down to Sensitivity down to Sensitivity down to Sensitivity down to 0.10.10.10.1mVVVV    

• DVM readoutDVM readoutDVM readoutDVM readout    

• AC/DC input coupling selectionAC/DC input coupling selectionAC/DC input coupling selectionAC/DC input coupling selection    

• Supply: 9VDC / 300Supply: 9VDC / 300Supply: 9VDC / 300Supply: 9VDC / 300mmmmAAAA    

• dimensions: 195x90, depth 35mmdimensions: 195x90, depth 35mmdimensions: 195x90, depth 35mmdimensions: 195x90, depth 35mm    

FeaturesFeaturesFeaturesFeatures    
� Panel mountPanel mountPanel mountPanel mount    

� High contrast High contrast High contrast High contrast backlightbacklightbacklightbacklight LCD  LCD  LCD  LCD     

� Full auto set upFull auto set upFull auto set upFull auto set up    

� Recorder Recorder Recorder Recorder roll moderoll moderoll moderoll mode    

� Easy setEasy setEasy setEasy set----up menuup menuup menuup menu    

� Measurements: rms, Measurements: rms, Measurements: rms, Measurements: rms, dB(rel), B(rel), B(rel), B(rel), dBV, BV, BV, BV, dBmBmBmBm    

� Direct AudioDirect AudioDirect AudioDirect Audio power measurements power measurements power measurements power measurements    

� x1 and x10 probe calculationx1 and x10 probe calculationx1 and x10 probe calculationx1 and x10 probe calculation    

� 6  display modes6  display modes6  display modes6  display modes    


