VESTEL ELEKTRONİK A.Ş.
CHANGE BULLETIN
(TCN)
CHANGE NO: 48
REF NO :ÜDM-6 

AFFECTED MODELS: ALL MODELS WITH 11AK20 CHASSIS INCLUDING 170V/270V SMPS STAGE.
 

START DATE : 11.01.1999

REASONS OF CHANGE: TECHNICAL IMPROVEMENT

NOTE : THE CAPACITOR CX10 MUST BE CONNECTED IN PARALLEL TO THE TERMINALS OF DIODE 

               D806 UNDER THE PCB.

OUT

NO
PCB CODE
VESTEL CODE
COMPONENT NAME
POSITION NUMBER
QUANTITY

1
11AK20
3062714146
CAP CER 270 PF 1KV J
C820
1

2
11AK20
5326065110
HEADSINK 20-SMPS 220 V
-
1
















 
 
 
 
 

IN

NO
PCB CODE
VESTEL CODE
COMPONENT NAME
POSITION NUMBER
QUANTITY

1
11AK20
5326065113
HEADSINK 20- SMPS 110/220 V
-
1 

2
11AK20
3204711146
CAP CER 470 PF 1 KV J
C820
1 

3
11AK20
3032215048
CAP MPP 0.22 NF 630V K
CX010
1
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