
ò 100 Watt Mini Series Speaker
ò 90° x 90° HF Driver
ò 6 1/2-inch Woofer with Mylar Tweeter
ò Cabinet is available in Either a White (C130W) or 

Black (C130) Finish
ò Available in 70-Volt version C130/70 & C130W/70
ò 85 to 19,000 Hz Frequency Response

ò 2 x 1/4-inch Phone / Binding Post Inputs 

ò Injection Molded, ABS Plastic Cabinet Construction

ò Two-year Unconditional Warranty*

*Warrany valid in Canada and the United States only

The Coliseum C130 is a compact loudspeaker in the 100-watt range with a 6 1/2-inch
driver and 1-inch mylar tweeter. The trapezoidal shape makes the C130 ideal for install or
array mounting in tight locations.  Weather resistant plastic enclosure and mylar components
mean the C130 can be used indoors or outdoors, ideal for foyers, patio systems for music
and paging systems. Shipped with a rugged proprietary U-bracket for wall or ceiling 
mounting, they may be the most versatile and cost-effective solution for small installations,
or as a repeater or fill cabinet in larger venues. 

The C130 is available either in a n  8 - o h m  v e r s i o n ,  o r  a s  a  70-volt multi tapped
transformer version designed for fixed installation systems 130/70).  The integrated
70-volt ‘matching transformer’ allows multiple C130/70’s to be connected together
without danger of overloading the power amplifier due to impedance drop. The user has a
choice of three sensitivity settings (6w, 12.5w, 25w or bypass). Black (C130) or white
(C130W) versions are available. 

Coliseum C130Coliseum C130
Features:

Overview:

y o r k v i l l e . c o m

6 1/2-inch Mini Series Speaker6 1/2-inch Mini Series Speaker

C130 Specifications:
Model
TYPE
SYSTEM
PROGRAM POWER (watts)
IMPEDANCE (ohms)
SENSITIVITY (dB @ 1W/1m)
FREQ. RESP. (+/-3dB)
WOOFER
TWEETER
INPUTS
CABINET CONSTRUCTION
STANDARD COLOR
OPTIONAL COLOR
STANDARD HARDWARE

OPTIONAL HARDWARE

70V TRANSFORMER TAPS
DIMENSIONS (DxWxH inches)
DIMENSIONS (DxWxH cm)
WEIGHT (lbs / kg)

C130
2-Way, Tuned Port
Bass Reflex
100
Passive 8Ω
92
85 - 19k
5" 
Mylar (aimable)
2 x 1/4" Phone / Binding Post
Injection Molded ABS Plastic
Black
White (C130W)
Rear Key Hole Mounts (2) / U-Bracket 

Swivel Wall Mount Assembly
(C120MOUNT)
-

7.5 x 8.5 x 11.5 x 3.5
19 x 22 x 29 x 9
6.6 / 3.2

C130/70
2-Way, Tuned Port
Bass Reflex
100
70V Transformer
92
85 - 19k
5"
Mylar (aimable)
2 x 1/4" Phone / Binding Post
Injection Molded ABS Plastic
Black
White (C130W/70)
Rear Key Hole Mounts (2) / U-Bracket 

Swivel Wall Mount Assembly
(C120MOUNT)
6W / 12.5W / 25W
7.5 x 8.5 x 11.5 x 3.5
19 x 22 x 29 x 9
8.2 / 4

                                     


