
Synthesis of poly(glycolide) in supercritical carbon dioxide in the
presence of a hydrocarbon stabiliser†

Daniel Bratton,a Malcolm Brownb and Steven M. Howdle*a

a School of Chemistry, University of Nottingham, Nottingham, UK. E-mail: steve.howdle@nottingham.ac.uk;
Fax: 01159513058; Tel: 01159513486

b Smith & Nephew Research Centre, York Science Park, Heslington, York, UK

Received (in Cambridge, UK) 23rd October 2003, Accepted 29th January 2004
First published as an Advance Article on the web 24th February 2004

The first example of a hydrocarbon based stabiliser for ring
opening polymerisation in scCO2 is reported, allowing the
preparation of solvent free poly(glycolide) microparticles in a
clean, one step process.

Supercritical carbon dioxide (scCO2) has attracted much attention
in recent years as a replacement for traditional organic solvents.1
The key advantages with the use of scCO2 are the ease of recovery
of product and the elimination of potentially toxic solvent
residues.2 There has been a great deal of focus upon free radical
polymerisation in scCO2 and it has been demonstrated that an
effective stabiliser is required for synthesis of high molecular
weight polymers of well defined morphology, i.e. as latexes or
microparticles.3 Such stabilisers have so far largely contained
fluorinated4 or siloxane5 functionalities, these being examples of
the few classes of polymer to provide sufficient CO2-philicity.
Recent work by Beckman6,7 has focused attention on the possibility
of scCO2 soluble hydrocarbon polymers, i.e. those containing only
carbon, hydrogen and oxygen. Beckman proposed that copolymers
of ethers and carbonates have the most promising scCO2 solubility.
Such polymers are attractive because they should be relatively
inexpensive and environmentally benign compared to fluorinated
or siloxane based materials. To date however, only one example
exists of a hydrocarbon stabiliser being successfully used in scCO2,
during the synthesis of poly(carbonate) via a condensation route.8
In contrast to the body of work conducted on free radical
polymerisation in scCO2, comparatively little has been reported
concerning ring opening polymerisation (ROP).9–11 The precipita-
tion polymerisation of e-caprolactone has been reported,12 whilst
the synthesis of poly(D,L-lactide)-ran-(glycolide) in the presence of
a fluorinated stabiliser, poly(fluorooctylacrylate), was described
but with no reported morphological control.13 More recently, we
reported the development of a fluorinated triblock stabiliser that
was effective for ROP in scCO2, leading to high yields of
resorbable microparticles of poly(L-lactide) (PLLA) in a one step
process.14 This was the first example of an effective stabiliser
leading to morphological control over ROP in scCO2. Poly-
(glycolide) (PGA) is a related aliphatic polyester that is very
important in the biomedical and drug delivery industries.15 It is
normally synthesised in bulk, leading to intractable solid materials.
In fact, PGA is widely regarded as extremely difficult to process
owing to a high melting point and the general insolubility of PGA
in most organic solvents. Only hexafluoroisopropanol (HFIP) has
sufficient solvating ability to allow further processing of the bulk-
derived material. Here we report the discovery of a hydrocarbon
stabiliser that allows the polymerisation of glycolide in scCO2

leading to easily processed resorbable microparticles of PGA. The
stabiliser is based upon poly(propylene glycol)-poly(ethylene
glycol)-poly(propylene glycol) (PPG-PEG-PPG), a commercially
available block copolymer (Mn = 2700, Aldrich). Copolymers of
this type have a long history of use in biomaterial studies, and are
known to have low toxicity.16 We hypothesised that the PEG
section would anchor to the growing PGA particles, whilst the PPG
sections would provide the necessary CO2-philicity.7 Initial studies

of the commercially available triblock copolymer were un-
successful. The material did not show sufficient solubility, and the
hydroxyl terminal functionalities were found to initiate the ROP
reaction. Thus, these functionalities were end-capped with acetyl
chloride before use to improve scCO2 solubility7 and prevent this
undesirable side reaction (Scheme 1). Full experimental details for
this step can be found in ESI.†

Polymerisation studies were conducted in a 60 ml stainless steel
autoclave equipped with a magnetically driven overhead stirrer at
80 °C for 24 hours at 3500 psi (24 MPa, 249 bar). Tin(II) ethyl
hexanoate (Sn(Oct)2) was used as catalyst and butanol as initiator.
After 24 hours, the autoclave was cooled to room temperature and
vented slowly over a half hour period. The molecular weight
characteristics and yields (determined gravimetrically) of the PGA
obtained can be found in Table 1. In the absence of stabiliser, PGA
is obtained as a hard block-like material that must be chipped out of
the reactor vessel. This morphology is very similar to that obtained
by conventional bulk polymerisation at this temperature. By
contrast, the same procedure performed in the presence of 10% w/w
of the end capped PPG-PEG-PPG stabiliser leads to the formation
of a fine, free flowing powder, obtained directly from the autoclave

† Electronic Supplementary Information (ESI) available: Full experimental
section and scheme of PGA synthesis. See http://www.rsc.org/suppdata/cc/
b3/b313358c/

Scheme 1 End capping PPG-PEG-PPG.

Table 1 PGA synthesised in scCO2

Samplea
%
Stabiliserb

Stirring
rate
(rpm) Mn

c PDIc
Yieldd

(%) Morphologye
D3,2

f/
mm

1 0 300 4170 2.2 > 80 Aggregated —
2 10 300 4800 2.3 92 Fine powder 5.6
3 10 50 4080 2.2 94 Fine powder 6.6
4 10 0 4150 2.9 > 80 Aggregated —
5 5 50 4850 2.3 92 Fine powder 20
6 2.5 300 4280 2.4 > 80 Aggregated —
a PGA synthesised at 80 °C, 4 g monomer loading, 0.11 ml Sn(Oct)2, 0.06
ml butanol (M/I = 50) for 24 h. b Amount of stabiliser added as % with
respect to the mass of monomer (4 g). c GPC recorded in HFIP at 40 °C,
using 2 3 PL HFIP Gel columns and an RI detector against PMMA
standards (Polymer Laboratories Ltd.). d Mass of product obtained from the
autoclave. e Appearance of product directly from the autoclave. f Salter
mean average diameter (D3,2) of particles obtained on a Malvern
Mastersizer S laser diffractometer, using isopropyl alcohol as a dis-
persant.
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after venting of the scCO2 (sample 2, Table 1). SEM analysis
reveals that the powder consists of irregularly shaped micro-
particles of PGA (Fig. 1). Experiments in a view cell demonstrate
that both glycolide monomer and PGA are insoluble in scCO2 (at
3500 psi, 80 °C). Thus, the polymerisation must proceed via a
suspension mechanism, which involves the direct conversion of
monomer droplets in the continuous phase to polymer. Irregularly
shaped microparticles are formed in powder suspension polymer-
isations,17 i.e. one in which the polymer is not softened by its
monomer, as is the case for PGA. The stabiliser remains effective
down to 5 wt% loadings, and attempts to further reduce the loading
lead only to aggregated solids, implying that there is insufficient
stabiliser coverage on the PGA particles to prevent aggregation.
Table 1 also shows that the presence or absence of a stabiliser does
not significantly affect the final molecular weight, which is good
additional evidence that the end capping of hydroxyl functionalities
was successful, as hydroxyl groups act as initiators for ROP.

In suspension polymerisation, the morphology of the particles is
known to be sensitive to the rate of sirring during the reaction.17

Stirring is required to disperse the monomer droplets throughout the
continuous phase, and we have confirmed that in the absence of
stirring, no particles are formed (entry 4, Table 1). At higher stirring
speeds, smaller particles are formed as the monomer is dispersed
into smaller droplets. Fig. 2 shows the particle size distribution of
entries 2, 3 and 5 from Table 1. It can be seen that at 300 rpm with
10 wt% stabiliser the bulk of the particles formed are smaller than
those formed at 50 rpm (5.6 mm compared to 6.6 mm, Salter mean
diameter). All samples show a small amount of particulate material
less than 1 mm in size, which is apparently insensitive to stirring.
This is indicative of a small amount of emulsion polymerisation
taking place in the vessel in addition to suspension polymerisation.
This is a common occurence in suspension polymerisations
conducted with high stabiliser concentrations.17 The particle size
distributions given in Fig. 2 show an inverse relationship between
particle size and stabiliser concentration, as is commonly observed
in suspension polymerisation. Lowering both the stabiliser concen-
tration and the stirring rate leads to significantly larger particulate
material (entry 5, Table 1).

In summary, inexpensive non-toxic hydrocarbon stabilisers
based on easily modified commercially available materials have
been developed for ROP in scCO2. It has been shown that these

stabilisers are effective for the production of highly processable
fine, free flowing PGA powder. This is a significant breakthrough,
as previous stabilisers effective for ROP in scCO2 were based on
fluorinated materials, which may be inappropriate for biomedical
applications. Future publications will describe the effect of
stabiliser architecture on particle size.

The authors would like to acknowledge Mr. P. Fields and Mr. R.
Wilson for technical support, Professor N. Miles and Dr. G. Rice
for advice and technical help with particle size analysis, and the
EPSRC and Smith & Nephew plc. for studentship funding (DB).
SMH is a Royal Society-Wolfson Research Merit Award holder.

Notes and references
1 J. A. Darr and M. Poliakoff, Chem. Rev., 1999, 99, 495.
2 A. I. Cooper, J. Mater. Chem., 2000, 10, 207.
3 J. L. Kendall, D. A. Canelas, J. L. Young and J. M. DeSimone, Chem.

Rev., 1999, 99, 543.
4 P. Christian, S. M. Howdle and D. J. Irvine, Macromolecules, 2000, 33,

237.
5 M. L. O’Neill, M. Z. Yates, K. P. Johnston, C. D. Smith and S. P.

Wilkinson, Macromolecules, 1998, 31, 2838.
6 T. Sarbu, T. Styranec and E. J. Beckman, Nature, 2000, 405, 165.
7 C. Drohmann and E. J. Beckman, J. Supercrit. Fluids, 2002, 22, 103.
8 J. Y. Lee, C. H. Song, J. I. Kim and J. H. Kim, J. Nanoparticle Res.,

2002, 4, 53.
9 A. F. Mingotaud, F. Dargelas and F. Cansell, Macromol. Symp., 2000,

153, 77.
10 D. D. Hile and M. V. Pishko, Macromol. Rapid Commun., 1999, 20,

511.
11 F. Stassin and R. Jerome, Chem. Commun., 2003, 232.
12 F. Stassin, O. Halleux and R. Jerome, Macromolecules, 2001, 34,

775.
13 D. D. Hile and M. V. Pishko, J. Polym. Sci. Part A—Polym. Chem.,

2001, 39, 562.
14 D. Bratton, M. Brown and S. M. Howdle, Macromolecules, 2003, 36,

5908.
15 J. C. Middleton and A. J. Tipton, Biomaterials, 2000, 21, 2335.
16 T. Yamaoka, Y. Takahashi, T. Fujisato, C. W. Lee, T. Tsuji, T. Ohta, A.

Murakami and Y. Kimura, J. Biomed. Mater. Res., 2001, 54, 470.
17 E. VivaldoLima, P. E. Wood, A. E. Hamielec and A. Penlidis, Ind. Eng.

Chem. Res., 1997, 36, 939.
Fig. 1 SEM image of PGA synthesised in scCO2, 10% w/w stabiliser, 300
rpm stirring. Microparticles around 10 mm in size can be seen.

Fig. 2 Particle size distributions of particles obtained with (!) 10%
stabiliser, 300 rpm stirring, (Ω) 10% stabiliser, 50 rpm stirring, (-) 5%
stabiliser, 50 rpm stirring. It can be seen that particle size is inversely
proportional to stabiliser concentration and stirring rate.
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