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RuO2-doped Co3O4 electrodes were prepared by thermal decomposition of the corresponding ni-
trates using Ni as a support. The RuO2 content was varied between 0 and 20mol%. The kinetics of
hydrogen evolution from alkaline solution was studied by recording quasisteady state polarization
curves at several NaOH concentrations. A mechanism is proposed on the basis of Tafel slopes and
reaction orders. The electrocatalytic activity of the mixed oxides has been found to go through a
maximum at intermediate RuO2 contents. Some evidence of instability has emerged.
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1. Introduction

Giuseppe Bianchi was actively involved in the devel-
opment of oxide electrodes for technological applica-
tions [1±6]. Tests of materials for DSAâ were already
in progress in his laboratory during the early 1960s. It
was in 1967 that he suggested a systematic study of the
fundamental properties of RuO2 and RuO2-based
electrodes [7]. This marked the beginning of the work
of the present author in the area of electrocatalytic
oxide electrodes. In this context, it is very appropriate
to remember Giuseppe Bianchi by dedicating to his
memory a paper on such electrode materials.

One of the targets of research in the ®eld of oxide
electrodes [8] is the replacement of expensive com-
pounds with cheaper ones, or at least the development
of systems able to reduce capital costs. In this context,
in a previous paper [9], we have studied the surface
behaviour of RuO2-doped Ni/Co3O4 electrodes for
cathode applications in alkaline solutions. It turns out
that less than 10mol% RuO2 in a Co3O4 matrix is
su�cient to attain the same surface response as pure
RuO2. In the previous paper the properties of mixed
RuO2 � Co3O4 electrodes were investigated by SEM,
XPS and cyclic voltammetry in the composition range
0 to 20mol% RuO2. In this paper, we report results
concerning the kinetics, mechanism and electrocatal-
ysis of hydrogen evolution from alkaline solutions on
the same set of electrodes used in the previous work.

2. Experimental details

Electrodes were prepared by thermal decomposition
of appropriate mixtures of Co and Ru nitrate on a Ni

support at 400 �C. Details of the preparation proce-
dure have been given in the previous paper [9]. The
oxide loading was on average 2mg cmÿ2. Electrodes
were prepared with the following RuO2 content: 0, 1,
2, 3, 5, 7.5, 10, 15, 20, 100mol%.

Hydrogen evolution was studied in 1mol dmÿ3

NaOH prepared with Milli-Q water. Reaction orders
were determined by varying the NaOH concentra-
tion between 0.1 and 1.0 mol dmÿ3 keeping the ionic
strength constant with NaClO4. The measured pH
of the solutions was 12.9, 13.2, 13.3, 13.5, 13.8 for
0.1, 0.2, 0.3, 0.5 and 1.0 mol dmÿ3 NaOH, respec-
tively.

The Te¯on holder for the electrodes and the three-
compartment cell have been described previously [10].
Solutions were deaerated with puri®ed nitrogen.
Potentials were read and are reported against a
saturated calomel electrode (SCE). Electrochemical
measurements were carried out by means of Amel
instrumentation (model 553 potentiostat, model 568
programmable function generator, and model 863
XY-recorder).

Quasisteady state polarization curves were re-
corded by ®rst holding the electrode at ÿ150 mV vs
SCE for 10min (this is close to the open-circuit po-
tential), then at ÿ1:0V for 5min and stepping the
potential by 10mV and reading the current after
1min up to a potential were the current was of the
order of 200mA. The direction of potential variation
was then reversed and the run continued until the
current became anodic. For the determination of the
reaction order complete polarization curves were re-
corded at each NaOH concentration following the
procedure described above.
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3. Results and discussion

3.1. Polarization curves

The ®rst run of the polarization curves shows a
marked hysteresis, irrespective of composition. In the
second run the hysteresis disappears, as evident in
Fig. 1. Hysteresis has been observed both with pure
Co3O4 [11] as well as pure RuO2 [12], although the
origins are di�erent. In both cases, the surface turns
out to be `prepared' to hydrogen evolution by some
sort of reduction and/or site rearrangement. Since
hydrogen is evolved on a modi®ed surface, signi®cant
kinetic data are only those taken in the backward
direction of potential variation. Furthermore, to at-
tain more stable surface conditions, the whole kinetic
analysis has been carried out on the data recorded in
the backward direction during the second run.

All polarization curves show deviations from a
Tafel line at higher current densities. There are, as a
rule, related to uncompensated ohmic drops, but they
can also imply a change in Tafel slope. Uncompen-
sated ohmic drops include electrode, as well as elec-
trolyte, resistance. The latter tends to increase with
increasing current density due to the presence of gas
bubbles in the electrolyte. Furthermore, the eventual
presence of a ®lm of gas bubbles on the electrode
surface reduces the e�ective surface area. Both e�ects
converge to increase deviations from the actual Tafel
line with increasing overpotential.

With the aim of distinguishing between ohmic ef-
fects and change in Tafel slope, the experimental data
were treated by assuming that the electrode potential,
at each current, is given by the equation:

E � a� b ln I � RI �1�
where a and b are Tafel constant and slope, respec-
tively, and R is the uncompensated resistance. In
Equation 8 R is assumed to be a constant independent
of current. The implications of such an assumption

will be discussed later. Di�erentiating with respect to
current:

dE
dI
� b

I
� R �2�

Thus, plotting DE=DI (where DE is the potential
variation between two consecutive experimental
points and DI is the related current variation) against
1/I should result in a straight line whose slope is b
and whose intercept is R. The value of 1/I was taken
in the middle of the DI interval. The resulting R was
then used to correct the experimental polarization
curve.

Figure 2 shows a typical analysis of the kinetic
data. In Fig. 2(a) it is evident that two Tafel lines are
hidden in the nonlinear sections of the polarization
curves at high current densities (cf. Fig. 1). Figure
2(b) shows the experimental data when corrected
using the value of R extrapolated from Fig. 2(a).

In the case of single Tafel slope and of a value of R
increasing with current density, the plot in Fig. 2(a)
would show an increase in DE=DI for Iÿ1 ! 0:
Therefore, the observed shape of the plot can only be
attributed to a change in Tafel slope to a higher value
with increasing current density.

Figure 2(b) shows that subtraction of IR values
from the experimental potential, E, results in a rea-
sonably linear plot showing a modest deviation from
the theoretical value of 120mV. Thus, R turns out to
be under- rather than overestimated as would be the
case if it increased markedly with current as a con-
sequence of bubble e�ects. R values may be quanti-
tatively in error up to 20%.

Figure 3 gathers the polarization curves for a
number of compositions, after correction for un-
compensated IR drops. Two aspects are worthy of
comment: (i) the overpotential decreases as the RuO2

content increases, and (ii) a single Tafel line with
slope close to 120mVdecadeÿ1 is observed for elec-
trodes with composition close to Co3O4, while a
second Tafel line of slope close to 40mVdecadeÿ1

appears at lower current densities as the RuO2 con-
tent increases.

The results of the kinetic analysis are summarized
in Table 1. It is not possible to rule out the presence
of two Tafel lines at all compositions (with the ex-
ception, perhaps, of pure Co3O4). At certain com-
positions the second Tafel line probably falls outside
the explored current density range which is 0.01 to
100mA cmÿ2 here. It is in fact interesting to note that
the current where the break in the Tafel line is ob-
served, is a function of the oxide composition. This is
also shown in Table 1.

The uncompensated resistance, R, derived from the
treatment of the kinetic data, is summarized in Table
1. The value of R is relatively small at all composi-
tions, increasing slightly as the RuO2 content in-
creases. R encompasses the solution resistance (at the
Luggin capillary), as well as any ohmic drops across
the oxide layer. The latter includes any contact re-
sistance between the oxide overlayer and the Ni

Fig. 1. Potential versus current density curves for hydrogen evo-
lution from 1mol dmÿ3 NaOH on a Co3O4 electrode with 5 mol%
RuO2. (1) First run; (2) second run. Arrows indicate the direction
of potential variation. (- - - -) Position of the reversible potential for
the H2 reaction.
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support. Although separation of the various compo-
nents is impossible, it should be noted that the ob-
served R values are of the same order of magnitude as
those usually measured at metal electrodes and are
attributable to the electrolyte resistance. If insulating
layers were present between the active oxide and the
support, these would have resulted in much higher R
values. The small average value of R indicates that no
compact NiO has grown between the support and the

active layer in the course of preparation. The slightly
higher value of R at high RuO2 contents may be a
consequence of a poorer miscibility of NiO and
RuO2.

The introduction of a small amount of RuO2 to a
mixture with Co3O4 modi®es both the electrocatalytic
properties and the hydrogen evolution mechanism.
Figure 4 shows the dependence of the potential at
100mA cmÿ2 (after IR correction) on the RuO2 con-

Fig. 2. (a) Application of Equation 2 in the text to the current±potential data (2nd run, reverse direction) of Fig. 1 to derive ohmic drop
and Tafel slopes. Inset: enlargement of the initial part of the main plot to give evidence to the intercept. (b) Experimental data (j) corrected
for IR drop ((). (- - - -) Theoretical Tafel slope.
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tent. There is a jump of more than 0.2V between 5
and 10% RuO2. At higher RuO2 contents the over-
potential does not change appreciably. With refer-
ence to the XPS data reported in the previous paper
[9], the increase in activity occurs in the very com-
position range where a dramatic surface enrichment
with RuO2 takes place. The observed decrease in
overpotential may be related to a change in mecha-
nism as Ru replaces surfaces Co sites.

Figure 4 also shows that the overpotential for
100% RuO2 is higher than that for 20% RuO2 des-
pite the fact that the surface of the mixed oxide is
saturated with RuO2 and should thus behave as pure
RuO2. A reason for this may be the higher surface
area (as measured by the voltammetric charge) of
20% RuO2, as shown in the previous work [9], which
contributes to reduced overpotential. However,
synergetic e�ects in RuO2 + Co3O4 mixtures cannot
be ruled out. In fact, the Tafel slope is lower for
RuO2-rich mixtures than for pure RuO2, which
points to a mechanistic change.

3.2. Reaction order

Figure 5 shows complete sets of polarization curves at
di�erent pH values for two oxide compositions. The
Tafel slope does not depend on solution pH. At low
RuO2 content a single Tafel slope of about
120mV decadeÿ1 is found, whereas at high RuO2

contents the Tafel slope is close to 30mV decadeÿ1.
At intermediate compositions two Tafel lines are
possibly present. However, the composition range
where two Tafel lines are present was observed to
shift slightly to higher RuO2 content with prolonged
use of the electrodes. It is as though the surface
activity of RuO2 decreased.

The above phenomenon is particularly evident in
Fig. 4. In fact, the curve of the dependence of
overpotential on the mixed oxide composition is
shifted to higher RuO2 content on aged electrodes.
In view of the strong surface enrichment with RuO2,
such an e�ect can only be understood in terms of a
decrease in RuO2 surface concentration, which is
understandably more evident at intermediate surface
enrichment.

Reasons for such depletion in RuO2 may be sev-
eral. However, the most plausible ones are: (i) During
prolonged hydrogen evolution some surface layers
are mechanically removed with exposure of regions
with less RuO2; (ii) RuO2 dissolves in alkaline solu-
tion during anodic potential scans to determine the
surface voltammetric charge. The latter reason is less
probable since the anodic limit of the voltammetric
curves is below the critical potential for RuO2 dis-
solution [13]. On the other hand, erosion of the
Co3O4 surface during hydrogen evolution has been
detected in previous work [11]. Thus, these data point
to an intrinsic instability of the electrodes. Although
the rate of erosion may be very small, the conse-
quence on the electrode performance may be dra-
matic in view of the correlation between activity and
RuO2 surface concentration.

Fig. 3. Tafel plots in 1 mol dmÿ3 NaOH corrected for IR drop. The
content of RuO2 in the mixture is indicated. (- - - -) Position of the
reversible potential for the H2 reaction.

Table 1. Kinetic parameters for hydrogen evolution on Co3O4 +

RuO2 electrodes

RuO2

/mol%

b1

/mVdecade)1
R2

=X
jx

3

=mA cmÿ2

0 105 0.13 ±

1 115 0.18 ±

2 42 125 0.16 1

3 45 128 0.12 1.2

5 42 125 0.24 2.2

7.5 41 122 0.20 4.5

10 38 0.45 ±

15 31 0.55 ±

20 27 0.43 ±

100 41 0.35 ±

1 Tafel slope, eventually at low and high overpotentials.
2Uncompensated resistance, derived from the intercept of plots like

that in Fig. 2(a).
3 Value of current density at the transition point between two Tafel

slopes.

Fig. 4. Dependence of the electrode potential for hydrogen evo-
lution at 100 mA cmÿ2 on the electrode composition. (1) Initial
value; (2) value recorded after the whole kinetic study. (- - - -)

Position of the reversible potential for the H2 reaction (1 mol dmÿ3

NaOH). The value of the potential for pure RuO2 is also indicated.
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Figure 6 shows representative kinetic data as a
function of pH. For pure Co3O4 (Tafel slope close to
120mV decadeÿ1), the observed reaction order is
about ÿ0:5: For 10% RuO2, the reaction order in the
potential range of the higher Tafel slope is again close
to ÿ0:5, whereas in the low Tafel slope region it is
close to ÿ1:5. Finally, for 20% RuO2 for which is
single Tafel slope of 30mV is observed, the reaction
order is close to ÿ2.

3.3. Reaction mechanism

A general mechanism is proposed. The Tafel slope of
120mV decadeÿ1 is indicative of a slow primary dis-
charge step:

H2O� SAOH� eÿ ! S
=
H

n
OH

�OHÿ �2a�

where SAOH is a surface site. In alkaline solution the
discharging particles are water molecules. Thus, if

step (2a) is rate determining, the reaction order
should be zero with respect to OHÿ concentration.

The observed reaction order of ÿ0:5 can be un-
derstood in terms of surface acid±base equilibria [14].
The oxide surface is covered by OH groups which
undergo dissociation in solution with charging of the
oxide surface [15]. In alkaline solution:

SAOH�OHÿ ! SAOÿ �H2O �3�
The surface charge gives rise to an interfacial poten-
tial. Although the reaction order is determined at
constant ionic strength, the surface charge changes
with pH even at constant potential. Thus,

/� � ÿRT
F

ln OHÿ� � �4�

where /� is the electric potential at the reaction site.
For Reaction 2a, in the presence of a variable inter-
facial potential:

j / exp
ÿa E ÿ /�� �F

RT

� �
�5�

From Equations 4 and 5:

ln j / ÿaEF
RT

� �
ÿ a ln OHÿ� � �6�

According to the de®nition of reaction order (at
constant potential) [16]:

bOH
ÿ � d ln

d ln OHÿ� � � ÿa �7�

Equation 7 shows that the acid±base properties of an
oxide surface can produce fractional reaction orders.
Similar observations have been made with other ox-
ides for both hydrogen [12] and oxygen evolution [14].

Along the same lines, a reaction order close to
ÿ1:5 with a 40mV decadeÿ1 Tafel slope indicates that
the mechanism is limited by a second electron trans-
fer on an oxide surface giving rise to pH-dependent
surface charging. For instance, the step following step
(2a) can be

S
=
H

n
OH

� eÿ ! SAH�OHÿ �2b�

Such a step would correspond to complete reduction
of the surface active site (although this does not imply
destruction of the oxide structure).

With step (2b) rate determining and step (2a) close
to equilibrium, the rate equation is (assuming a very
small coverage with H):

j / ÿ 1� a� �EF
RT

� �
ÿ 1� a� � ln OHÿ� � �8�

The reaction order is thus

bOH
ÿ � d ln

d ln OHÿ� � � ÿ 1� a� � �9�

that is, ÿ1:5 with a � 0:5:
Finally, the reaction order close to ÿ2 with a Tafel

slope of about 30mV decadeÿ1 can be explained by a

Fig. 5. IR-corrected Tafel plots for hydrogen evolution at various
pH. (1) 12.9; (2) 13.2; (3) 13.3; (4) 13.5; (5) 13.8. (a) 2 mol% RuO2;
(b) 15 mol% RuO2.

Fig. 6. Current±pH plots for the determination of reaction orders
with respect to OHÿ. RuO2 content: (1; 1¢� 10mol%; (2) 20 mol%;
(3) pure Co3O4. Electrode potential: (1) )1.25 v; (1¢ ) )1.05 v; (2)
)1.025 v; (3) )1.1 v vs SCE. (- - - -) Theoretical slopes (indicated by
the lines).
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chemical step following the two consecutive electron
transfer steps (an EEC mechanism). For instance,

SAH�H2O! SAOH�H2 �2c�
In this case it is easy to show that the surface acid±base
equilibria do not result in fractional reaction orders.

The second Tafel slope of 120mV decadeÿ1 with
step (2b) being rate determining can be interpreted (i)
as a transition from hH � 0 to hH � 1: This would
imply that the active sites are always Ru atoms. Since
as step (2a) is rate determining the active sites are
presumably Co atoms, it cannot be ruled out that (ii)
the transition from 40 to 120mV Tafel slope marks
the di�erence between two types of active sites. In
view of the poorer activity of Co sites [12], however,
an intermediate Tafel slope would be more plausible.
The second Tafel slope could also be due to (iii)
transition from step (2b) to step (2a) as rate deter-
mining on the same Ru sites.

3.4. Electrocatalysis

The increase in activity from pure Co3O4 to 10±20%
RuO2 in Fig. 4 corresponds to about two orders of
magnitude in terms of reaction rate. In principle,
electronic e�ects should be separated from geometric
e�ects to detect true electrocatalytic e�ects. In this
work this is not possible. Although the voltammetric
charge, q�, is usually used as a measure of the elec-
trochemically active surface area [8], after prolonged
hydrogen evolution q� turns out to be much higher
than for fresh electrodes because of the Co3O4 matrix
reduction [11]. Thus, the di�erences in surface area
are concealed by the large q� variation related to the
matrix.

The above argument is illustrated by Fig. 7 where
the voltammetric charge for fresh electrodes is plotted
against the charge determined after the polarization
curves. It is evident that the charge is up to two or-
ders of magnitude higher after polarization. This
charge can no longer related to surface sites only, but
it includes also redox transition in the bulk of the

Co3O4 matrix; therefore, it cannot be used to nor-
malize the experimental current density.

Since the initial charge for 10±20% RuO2 elec-
trodes is about only twice that for 1% RuO2, the
much higher activity ratio cannot be related only to
surface area e�ects. On the other hand, q� includes Ru
and Co sites while hydrogen evolution takes place
mostly on Ru sites. Thus, the increase in activity is
associated with the surface concentration of RuO2.
Although one surface Ru site is (to a ®rst approxi-
mation) equivalent to one surface Co site in terms of
q�, this is not the case in terms of electrocatalytic
activity. In this context, the plot in Fig. 4 can be ra-
tionalized by using the surface concentration of Ru [9]
rather than the bulk composition. Figure 8 shows that
a linear correlation exists between log j and the sur-
face concentration of Ru sites. The fact that the re-
action rate is not simply proportional to the surface
concentration of Ru atoms implies that the major
factor in the electrocatalytic enhancement of these
electrodes is the decrease in Tafel slope with increas-
ing RuO2 content, that is, a typical electronic e�ect.

On the other hand, the slightly higher overpoten-
tial of pure RuO2 with respect to the saturation value
in Fig. 4 can be explained in terms of surface area
e�ects, since the surface composition is always 100%
RuO2. In fact, the surface charge for pure RuO2 for
fresh electrodes is somewhat lower than that for 20%
RuO2 by almost the same ratio as the electrocatalytic
activity [9].

4. Conclusions

(i) Doping Co3O4 with RuO2 increases the electro-
catalytic activity for hydrogen evolution in alka-
line solutions by about two orders of magnitude
as the doping content is only 10mol% RuO2. In
this composition range the surface of the mixed
oxides is dramatically enriched with Ru.

(ii) The introduction of RuO2 in a Co3O4 matrix
changes the mechanism of hydrogen evolution;

Fig. 7. Plot of the voltammetric charge in 1 mol dmÿ3 NaOH for
fresh electrodes against the voltammetric charge at the end of the
whole kinetic study. The ®gures by the lines indicate their slope.

Fig. 8. Semilog plot of current for H2 evolution in 1 mol dmÿ3

NaOH at E � ÿ1:08 V vs SCE (from data in Fig. 3) as a function
of the surface RuO2 concentration [9].
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the Tafel slope changes from 120mV decadeÿ1 at
low RuO2 content to 30mV decadeÿ1 at high
RuO2 concentrations passing through a com-
position range where the two Tafel slopes are
simultaneously present.

(iii) Fractional reaction orders with respect to OHÿ

are observed. These can be interpreted in terms
of double layer e�ects related to the pH-depen-
dent surface charging mechanism of oxides in
aqueous solution.

(iv) Prolonged hydrogen evolution shifts the transi-
tion region described above to higher RuO2

contents. This is indicative of surface RuO2 de-
pletion, presumably related to mechanical ero-
sion phenomena. Thus, these oxide mixtures,
electrocatalytically interesting for the small
amount of RuO2 necessary to attain higher ac-
tivities than pure RuO2, show stability problems
which need to be studied in greater detail.
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