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ABSTRACT: Enabling the widespread utilization of poly[(3-hydroxybutyrate)-co-(3-hydroxyvalerate)] (PHBV) is strongly associated

with enhancing its crystallization kinetics. In this article, we utilize a highly surface active (one reactive group per nanometer square)

anion exchanged layered-double hydroxide (LDH) functionalized by stearic acid to probe the crystallization kinetics of PHBV. Our

prior work has shown that the addition of LDH decreases the cold crystallization and induces a melt recrystallization peak in PHBV.

Since the melt-recrystallization temperature shifted to higher temperature and its corresponding enthalpy increased with increasing

LDH loading, this article is focused on understanding the effect of LDH on kinetics and energetics of PHBV crystallization. Both

Avrami and Lauritzen–Hoffman modeling are utilized to develop a comprehensive understanding of thermal history effects through

differential scanning calorimetry and polarized optical microscopy measurements. Five concentrations by weight of LDH are used: 1,

3, 5, and 7%. The results show that the addition of LDH promoted both primary and secondary nucleation at low concentrations

but additional LDH resulted in primary nucleation alone. The crystallization rate and activation energy show a significant increase,

which is accompanied by a decrease in the nucleation constant, the surface energy and the work of chain folding for PHBV crystalli-

zation. VC 2012 Wiley Periodicals, Inc. J Appl Polym Sci 000: 000–000, 2012
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INTRODUCTION

Biopolymers have been extensively investigated from ecological

and biomedical perspectives. As a consequence, many research-

ers are motivated to move towards materials that can be pro-

duced from renewable resources and would not remain in the

environment after disposal.1 Among them, poly(hydroxyalkanoic

acid)s (PHAs), poly-lactic acid, thermoplastic starch, and their

copolymers or blends with other biopolymers are attracting

much interest. They represent a potential substitute to petro-

leum-based synthetic polymers. However, many biopolymers are

expensive and exhibit inferior mechanical properties. When

processed under conventional methods such as injection mold-

ing and extrusion, their slow crystallization rate leads to part

tackiness and low-dimensional stability. There is thus a critical

need to improve the crystallization rate of the biopolymers to

make them fully competitive with conventional thermoplastics.

One approach is to combine them with nano-sized fillers.1

Many experimental studies have shown that incorporating

nanoscale inclusions in a polymer-matrix results in significant

improvement in mechanical, thermal, electrical, and other phys-

ical properties.2

PHAs are polyesters of hydroxyalkanoic acids synthesized by

bacteria as intracellular-carbon and energy storage compounds

and accumulated as granules in the cytoplasm of cells.3 As bio-

degradable and biocompatible materials, they have attracted

much attention in diverse applications.4 A frequently utilized

member of the PHAs family is poly(3-hydroxybutyrate) or

P(3HB), a polymerized 3-hydroxybutyrate (3-HB) discovered in

1927 by Lemoigne. This biomaterial has distinct properties

including biodegradability, biocompatibility, and piezoelectric

VC 2012 Wiley Periodicals, Inc.
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characteristics.5 It also has the particular advantage that it is

thermoplastic and therefore, in principle, can be processed using

existing processing equipment. However, there are also many

drawbacks to the use of P(3HB), mainly its tendency to be a

rather brittle and stiff material when compared with common

chemosynthesized plastics as well as its narrow processing win-

dow, limiting manufacturability.3,6 These drawbacks prevent its

practical application, and various copolyesters of P(3HB) have

been developed to surmount these shortcomings. Frequently

utilized copolyesters of P(3HB) include poly(3-hydroxybutyrate-

co-3-hydroxyvalerate) or [P(3HB-co-3HV)], which is 3-hydrox-

yvalerate (3-HV) units polymerized with 3-HB units and

poly(3-hydroxybutyrate-co-4-hydroxybutyrate) or [P(3HB-co-

4HB)], which is a random copolymer of 4-hydroxybutyrate (4-

HB) units with 3-HB units. With respect to the homopolyester

P(3HB), these copolyesters are characterized by more desirable

processing properties.3,7 Molar fractions of 3-HV and 4-HB

strongly affect the physical properties of P(3HB) copolyesters.3,8

The copolyester P(3HB-co-3HV) or PHBV presented in

Scheme 1 is a semi-crystalline material, which is both biode-

gradable and biocompatible.9 These properties make it attractive

as a biomedical and environmentally friendly material. On the

other hand, the application of PHBV is hindered by some dis-

advantages such as the development of interlamellar secondary

crystallization on storage, slow crystallization rate, high brittle-

ness, and high-production costs.10 Its brittleness is due to the

inherent defects in the big spherulites, whereas its low nuclea-

tion density is due to its high purity.11 Therefore, the expansion

of commercial applications for PHBV will necessitate the

improvement of the crystallization and processing behavior,

diminution of overall cost, improvement of the brittleness and

enhancement of the mechanical properties.12

In addition, a large fraction of PHBV remains amorphous and

slowly undergoes crystallization during storage.13 Increased rate

of crystallization of PHBV can be obtained by the addition of a

small amount of nucleating agent. Ma et al.11 and Chen et al.14

studied the effect of nucleating agents such as fumed silica and

silicate layers on the crystallization behavior of PHBV. A num-

ber of additives including thymine and melamine,13 talc and bo-

ron nitride15 have been also proposed to overcome the crystalli-

zation shortcomings of PHBV.

Our nucleating agent, layered-double hydroxides (LDHs) are

synthetic clays16 with a high-surface activity of one reactive site

per nanometer square and have been increasingly investigated as

additives in polymers.17–21 The composition of LDHs may be

generally represented by the ideal formula [M2þ
1-x

M3þ
x(OH)2]

xþAn�
x/n�mH2O, where M2þ and M3þ are divalent

and trivalent metal cations such as Zn2þ, Al3þ, respectively, A is

an anion, such as NO3�, CO3
2�, SO4

2. In general, modified

LDHs can be prepared with simple procedures, at a high level

of purity. They are cheap and eco-compatible and can be organ-

ically modified with different organic anions.

In this effort, we synthesize LDH based on Zn, Al in the ratio

of 2 : 1 confirmed by elemental analysis.21 We have previously

reported on the substantial mechanical property improvement,

wide angle X-ray diffraction (WAXD) and transmission electron

microscopy (TEM) results of the intercalation of LDH, and

nonisothermal differential scanning calorimetry (DSC) results of

PHBV/LDH nanocomposites.21 A relatively constant increase in

d-spacing observed in our WAXD work, indicated that the

nanocomposites were intercalated composites with limited to no

exfoliation apparent in the TEM. The authors observed that

neat biopolymer did not show any melt-recrystallization tem-

perature (Tmc) upon cooling. However, with the addition of the

nanofiller, PHBV exhibited a Tmc that shifter slightly to higher

temperature and whose enthalpy of melt recrystallization

showed a substantial increase with increased LDH concentration

(10.8 J/g for 1 wt % LDH and 55.8 J/g for 7 wt % LDH). Since

the critical need for PHBV is an increase in crystallization rate,

the impact of LDH on the crystallization kinetics and energetics

is the focus of this effort.

The present study will present the nonisothermal crystallization

behavior of PHBV, and PHBV/LDH nanocomposites using DSC

and polarized optical microscopy (POM). An analysis of the

crystallization kinetics and activation energy, making use of

Avrami model and Arrhenius equation, respectively is con-

ducted. It will also present an analysis of the spherulitic crystal-

lization kinetics, making use of the Lauritzen–Hoffman theory

of secondary nucleation.

EXPERIMENTAL

Materials

PHBV (Mw ¼ 250,000–400,000 Da) with 18 mol% (3-HV) con-

tent was supplied by PHB Industrial, Sao Paol, Brazil and dried

in oven for 48 h at 40�C. The Zn–Al nitrate LDH, organically

modified with stearic acid or LDH represented by the formula

Zn2Al (OH)6 C18H35O2 was used as synthetic nanofiller. Its syn-

thesis in our laboratory has been described previously.21 Chlo-

roform (>99.8% purity, EMD Chemicals, Gibbstown, NJ) was

used as received.

Preparation of the Intercalated Composites Films

Intercalated composites were fabricated by the solution-casting

technique. Initially, LDH powder was dispersed in chloroform

and stirred for 10 min. Then, PHBV powder was added and the

mixture was heated at 56�C under vigorous stirring for 4 h. The

resulting dispersion was allowed to age for 24 h. Nanocomposite

films were prepared by spin casting (without any substrate

needed on the custom-built spin caster) and the samples were

dried under vacuum at 40�C for 4 days to remove residual sol-

vent. They were then kept in a desiccator for experimental pur-

poses. The LDH content of the fabricated films was 1, 3, 5, and

7 wt %. Samples, in this study are designated as PHBV/LDHn,

where n is the amount of LDH used in the preparation of the

intercalated composites. Two batches of each sample were

Scheme 1. Chemical structure of P(3HB-co-3HV) or PHBV.
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prepared to establish reproducibility and measurements were

conducted on each of them.

Differential Scanning Calorimetry Measurements

A Perkin-Elmer DSC-6 (Waltham, MA) was used to characterize

the thermal transitions and to monitor the rate of heat flow

from PHBV and PHBV/LDHn intercalated composites samples

during isothermal crystallization from the melt. The instrument

was calibrated with an indium standard. The measurement was

conducted under a nitrogen atmosphere. The sample weight

was kept in the 5–6 mg range.

The procedure for isothermal crystallization kinetic experiment

was as follows: all samples were first heated from 25 to 190�C
at 50�C min�1 and held at 190�C for 5 min to erase all prior

thermal history. They were quenched to the chosen crystalliza-

tion temperature, Tc, at 50
�C min�1 and held at Tc for the crys-

tallization process to occur. The exothermic crystallization peak

was recorded as a function of time at Tc. The heat generated

during the development of the crystalline phase was recorded

up to a vanishing-thermal effect and analyzed according to the

usual procedure to obtain the relative degree of crystallinity at

time t, Xrel [eq. (1)].
15

Figure 1. Plots of Tm as a function of Tc for neat PHBV and PHBV/LDHn nanocomposites.
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Xrel ¼ XCðtÞ
XCð1Þ ¼

Z t

0
ðdH=dtÞdt=

Z 1

0
ðdH=dtÞdt (1)

The first integral is the heat of crystallization generated after

time t and the second integral is the total heat of crystalliza-

tion for t ¼ 1. Xrel is determined from the area under the

exothermic peak in the DSC isothermal crystallization analysis

at time t. Once the crystallization process is completed, the

samples were reheated to 190�C at 10�C min�1 to examine

the melting behavior. For all the samples, the crystallization

temperatures investigated, Tcs, were selected to be in the vi-

cinity of the peak of nonisothermal melt-recrystallization tem-

perature (35–75�C).21 Tcs investigated in this study are 63, 66,

69, and 72�C since they corresponded to the temperature

range over, which an isothermal exothermic peak was

obtained. All DSC measurements were performed and ana-

lyzed in duplicate.

Polarized Optical Microscopy Measurement

A Nikon POM equipped with an Instec STC200 hot-stage was

used to investigate the super-structure of pure PHBV and its

intercalated composites. Thin films (about 100 lm thick) were

sandwiched between two thin glass slides and heated from 25 to

190�C at 50�C min�1. The samples were then held at 190�C for

5 min. Subsequently, they were quenched to the appropriate Tc

at 50�C min�1. The samples were then held at Tc (35
�C � Tc �

125�C, 3�C increment) and the growth of spherulites as a func-

tion of time was monitored every minute for 5 min. With the

aid of an interfaced video-camera, real-time spherulites growth

measurements were performed. To minimize the thermal-

Figure 2. Plots of relative degree of crystallinity Xrel as a function of time at various Tc for PHBV and PHBV/LDHn nanocomposites.
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degradation effects, a new sample was used for each crystalliza-

tion measurement.

RESULTS AND DISCUSSION

Melting Behavior of PHBV by DSC

To evaluate the equilibrium-melting temperature T0
m of PHBV

and its nanocomposites, the effect of the cooling-thermal his-

tory on subsequent melting endotherms was determined. The

melt-recrystallized PHBV and PHBV/LDHn nanocomposites

samples were heated directly from Tcs after isothermal crystalli-

zation was performed. The thermograms of neat PHBV and

PHBV nanocomposites samples displayed bimodal-melting

endotherms (Tm1 and Tm2). The two-peak behavior can be

caused by a melt/recrystallization process.11 For each sample,

the authors observe that the higher-melting temperature peak,

Tm2, is independent of Tcs, whereas the lower-temperature melt-

ing peak, Tm1, is dependent on the Tcs. It was postulated that

Tm2 is due to the melting of crystals that are recrystallized dur-

ing heating of the samples in the DSC pans. On the other hand,

Tm1 is related to the melting of crystals formed during isother-

mal recrystallization from the melt.13 For our study, Tm1

and Tm2 data plotted as a function of Tc are shown in Figure

1(A–E) for all samples. For each sample, Tm1 increased gradually

with increasing Tcs whereas Tm2 is almost unchanged. The lower

Figure 3. Plots of log[�ln(1 � Xrel)] as a function of log (t) at various Tc for PHBV and PHBV/LDHn nanocomposites.
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of the two endothermic peaks is usually regarded as unstable

and not a perfect crystal, whereas the higher is regarded as a

stable and perfect one. Also, the trend in the melting tempera-

tures is inversely related to the extent of crystal perfection. Our

results show that the higher the content of LDH in PHBV ma-

trix, the lower Tm1 and Tm2.

Hoffman–Weeks technique22 [eq. (2)] was used to estimate T0
m

of crystals with infinite lamellar thickness of neat PHBV and

PHBV in the nanocomposites. This equation describes the rela-

tion between Tm1 and Tc,

Tm ¼ T0
m1 1� 1

c

� �
þ Tc

c
(2)

where c > 1 and Tm
o is obtained from a plot of Tm1 as a func-

tion of Tc by extrapolating the linear data until intersection

with the Tm1 ¼ Tc line. Figure 1(A–E) shows the plots of Tm1

against Tc for all the samples. The extrapolated Tm
o value for

PHBV is 187.7�C. This result is in good agreement with other

studies.14,23,24 Tm
o decreased with increasing LDH content.

Indeed, it decreased from 187.7�C to 183.6, 180.4, 177.2, and

171.3�C corresponding to 1, 3, 5, and 7 wt % LDH, respectively.

A similar result was reported by Hsu et al.18 in their nanocom-

posites of P(3HB)/LDH nanocomposites. This result suggested

that the crystalline structure of PHBV/LDHn nanocomposites

was less perfect than that of neat PHBV. This behavior could

result from the presence of more heterogeneous nucleation

induced by the nanofiller and increased restriction of the bio-

polymer chains between the nanofiller, leading to a less perfect

crystal causing Tm
o to shift to lower temperatures.18 This Tm

o

depression can allow processing of PHBV at lower melting tem-

perature preventing its degradation. Thus, this characteristic

enlarges the processing windows of PHBV.

Isothermal Crystallization Kinetics of PHBV by DSC

Crystallization of polymers, which involves nucleation and

growth consecutively, is governed by both thermodynamics and

kinetics considerations.25 The presence of a solid surface in con-

tact with a polymer melt usually results in heterogeneous nucle-

ation. The isothermal crystallization kinetics of neat PHBV and

PHBV in the nanocomposites can be analyzed by the Avrami

model26 according to eq. (3),

1� Xrel ¼ expð�KAt
nÞ (3)

where n (Avrami exponent) and KA (Avrami isothermal crystal-

lization rate constant) are determined by the mode of crystal

nucleation and growth geometry under the experimental condi-

tions. Xrel is the relative degree of crystallinity at time t defined

in eq. (1) and t is the crystallization time. The plots of Xrel as a

function of t are shown in Figure 2(A–E). The slopes of the

curves at each point are a measure of the rate of crystallization.

It can be observed that the rate of crystallization keeps constant

for Xrel between 0.2 and 0.7 because those segments of the

curves are almost straight. The deviation from the linearity

starts at Xrel ¼ 0.7, indicating that other factors such as second-

ary nucleation, exert influences at high conversions.

Table I. Effect of LDH on the Avrami Exponent (n) and Crystallization Rate Constant (KA), Activation Energy (EA), and the Equilibrium Melting

Temperature (T 0
m) of PHBV

Sample Tc (�C) n 6 0.10 KA 6 0.001 (min�n) t1/2 (min) EA (kJ mol�1) R2a T0
m (�C)

PHBV 63 2.34 0.041 3.348

66 2.39 0.028 3.829 �60.16 6 2 0.98 187.7 6 0.5

69 2.62 0.012 4.703

72 2.69 0.005 6.255

63 2.83 0.111 1.956

PHBV/LDH1 66 2.79 0.061 2.435 �72.23 6 3 0.99 183.6 6 0.4

69 2.67 0.035 2.632

72 2.59 0.022 3.250

63 2.68 0.276 1.472

PHBV/LDH3 66 2.68 0.107 2.207 �81.41 6 5 0.99 180.4 6 0.3

69 2.56 0.076 2.558

72 2.45 0.035 3.195

63 2.59 1.391 0.782

PHBV/LDH5 66 2.67 0.638 1.032 �99.48 6 4 0.99 177.2 6 0.4

69 2.81 0.239 1.461

72 2.87 0.090 2.037

63 2.79 3.430 0.564

PHBV/LDH7 66 2.91 1.370 0.791 �111.10 6 5 0.99 171.3 6 0.5

69 2. 89 0.482 1.134

72 2.66 0.207 1.575

aRegressional analysis for EA determination.
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To utilize the Avrami model, the quantity log[�ln(1 � Xrel)]

was plotted as a function of log t to obtain n and KA. Since

the Avrami equation is based on many assumptions such as

linear crystal growth, primary nucleation, constant volume,

and so forth, it is usually applicable at low conversions as

long as impingement is not serious.13 As a result, in this

study n and KA were calculated from the early linear segment

of the Avrami plot. When Xrel ¼ 0.5 in eq. (3), the half

crystallization time, t1/2, which is the time taken for the com-

pletion of 50% of ‘‘total volume’’ crystallization13, is given by

t1/2 ¼ (ln2/KA)
1/n. The Avrami plots of PHBV and its nano-

composites are shown in Figure 3(A–E) and the parameters

n, KA, and t1/2 are given in Table I. From Figure 3(A–C), the

authors note that for neat PHBV, PHBV/LDH1, and PHBV/

LDH3 samples, the graphs at higher Tc show an initial linear

segment during the early stage of crystallization and a tend-

ency to level off due to the existence of secondary crystalliza-

tion at a later stage.15 This secondary crystallization is the

result of slower crystallization, crystal perfection, and/or

spherulites impingement in the later stage of the crystalliza-

tion process. On the other hand, the upper segment of the

graphs of PHBV/LDH5 [Figure 3(D)] and PHBV/LDH7 [Fig-

ure 3(E)] show almost a straight line. This indicates that at

higher LDH content, the secondary crystallization in PHBV is

reduced at higher Tcs. The Avrami exponent n varies in a

narrow range, from 2.34 to 2.69 for neat PHBV, 2.59–2.83

for PHBV/LDH1, 2.45–2.68 for PHBV/LDH3, 2.67–2.87 for

PHBV/ LDH5, and from 2.66 to 2.91 for PHBV/ LDH7. This

illustrates that the crystal growth may not occur in three

dimensions at an equal rate, and hence a low n value may be

obtained. According to the Avrami model, in the ideal state

of nucleated crystallization for three-dimensional crystalliza-

tion growth, n had to be exactly 3.15 However, in the actual

process of crystal growth, the practical circumstances cannot

satisfy the ideal state that the Avrami model is supposed to

have; hence the deviation of the n value from 3. The

nonintegral n value was reported by other authors11,15,18 and

may be considered because of the presence of mixed nuclea-

tion and growth mechanisms. Hence, these results indicate an

athermal nucleation process followed by mixed three-dimen-

sional and two-dimensional crystalline growth for PHBV and

PHBV/LDHn nanocomposites, suggesting that the addition of

LDH did not change the crystallization mechanism of

PHBV.18 For each sample, KA increases with decreasing Tc,

while t1/2 increases with increasing Tc. These results indicated

that with the increase of Tc, the crystallization rate decreases.

KA of PHBV/LDHn nanocomposites is much higher than that

of the neat PHBV at the same Tc whereas t1/2 is much lower,

indicating a much faster crystallization rate in the nanocom-

posites. The addition of LDH into PHBV increases the rate

of formation of crystalline phase. Also, KA increases while t1/2
decreases with increasing LDH content. These results indicate

that the incorporation of LDH enhances the crystallization

rate of PHBV and the large amount of the nanofiller is more

effective than the small one. For example, t1/2 of the neat

PHBV at 63�C is 1.7, this is 2.3, 4.3, and 5.9 times as large

as that of PHBV/LDH1, PHBV/LDH3, PHBV/LDH5, and

PHBV/LDH7, respectively.

The crystallization process for PHBV and its nanocomposites is

assumed to be thermally activated. Therefore, KA can be approx-

imately described by the following Arrhenius equation18 to

obtain the activation energy EA [eq. (4)],

1=nðlnKAÞ ¼ lnK0 � EA=RTC (4)

where K0, R, n, and Tc are the pre-exponential factor, universal

gas constant (8.314 J mol�1K�1), Avrami exponent and the

absolute crystallization temperature (Kelvin K), respectively.

Plotting 1/n(ln KA) vs. (RTc)
�1 (Figure 4), EA can be obtained

and its value for each sample is shown in Table I. The absolute

magnitude of EA increases with LDH content in PHBV matrix.

The addition of LDH results both in the increased heterogene-

ous nucleation but more LDH induces more steric hindrance,

thus reducing the transport of PHBV chains during

crystallization.

Isothermal Crystallization Kinetics of PHBV by POM

The rate of isothermal crystallization from the melt of PHBV

and its nanocomposite samples was also followed by a hot-stage

optical microscopy. At the crystallization temperatures investi-

gated (35�C � Tc � 125�C), space-filling spherulites were

observed to grow at a constant rate until their final impinge-

ment. Only large spherulites were observed in PHBV and

PHBV/LDHn nanocomposites on crystallization. During the

spherulites growth, the noncrystallizable LDH nanoparticles

remain trapped in the interlamellar space, because their diffu-

sion rate is much slower than the spherulite growth rate. It has

been reported that the bacterial origin of PHBV determines its

exceptional purity. It is precisely this purity that facilitates the

growth of very large spherulites.27,28 Figure 5(A–E) shows typi-

cal spherulitic superstructures of neat PHBV and PHBV/LDHn

nanocomposites isothermally crystallized at 72�C. All the spher-

ulites exhibit the characteristic of Maltese cross-section pattern.

Another attractive aspect of the spherulites is the appearance of

Figure 4. Arrhenius plots of 1/n (ln K) versus 1/RTc for PHBV and

PHBV/LDHn nanocomposites.
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defined ‘‘banding’’ extinction patterns. The extinction pattern

exhibit double-ringed bands indicating a bi-axial optical charac-

ter, expected for a polymer crystallizing with an orthorhombic

structure.27

Spherulitic radial growth rates (G) of neat PHBV and its nano-

composites as a function of Tc were measured and reported in

Figure 6. Bell-shaped curves were obtained, indicating the de-

pendence of G on Tc. For neat PHBV, it can be seen that G has

a maximum value at around 72�C. This value shifts to higher

values with increasing LDH content (74�C for PHBV/LDH1,

77�C for PHBV/LDH3, 79�C for PHBV/LDH5, and 82�C for

PHBV/LDH7), indicating the crystallization promoting effect of

the nanofiller. The regime theory of polymer crystallization may

be used to analyze G and obtain values for surface energies

within crystals.29 G may be described qualitatively by Turnbull

and Fisher equation30,31 [eq. (5)],

G ¼ G0 exp �DE�

kTC

� �
exp �DF�

kTC

� �
(5)

where G0 is a pre-exponential factor, k is Boltzmann constant

equals to 1.38 � 10�23 J K�1. The first term, exp [�DE*/kTc]

describes the surface nucleation process in which DE* is the

free-energy of formation of a surface nucleus with critical size.

The second term, exp [�DF*/kTc] is a molecular diffusion term

in which DF* is the free-energy for transporting molecular seg-

ments from the super-cooled phase to the crystalline phase. The

Figure 5. Polarized optical micrographs of (A) PHBV, (B) PHBV/LDH1, (C) PHBV/LDH3, (D) PHBV/LDH5, and (E) PHBV/LDH7 isothermally crystal-

lized at 72�C. Scale bar: 100 lm. [Color figure can be viewed in the online issue, which is available at wileyonlinelibrary.com.]
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two terms are in opposition in the sense that as Tc is decreased,

the first term decreases and the second increases, explaining the

presence of a maximum in the behavior of G. The transporting

term had to be dominant for the crystallization rate when Tc

approaches the glass-transition temperature Tg, and the nuclea-

tion term had to be dominant when Tc approaches the melting

temperature Tm. As shown in our previous study21, PHBV

exhibited Tg at 13
�C and Tm at 170�C. In this study, Tc ranges

from 35 to 125�C, where both the nucleation and transport

processes control the crystallization rate.

On the basis of eq. (5) and to make the later equation compati-

ble for the polymers crystallization in a large degree of super-

coolings, Lauritzen–Hoffman theory32 [eq. (6)] of secondary

nucleation was used to analyze G data,

G ¼ G0 exp
�U�

R Tc � T1ð Þ
� �

exp � Kg

fTcDT

� �
(6)

where G0 is a growth-rate constant that is essentially tempera-

ture independent, U* is the activation energy for the transport

of crystallizable segments to the crystal front through the sub-

cooled melt, R is the gas constant, T1 is the temperature below,

which segmental motions cease, DT ¼ Tm
0 � Tc the degree of

supercooling, where Tm
0 is the equilibrium melting point and Tc

is the crystallization temperature. The correction factor f for the

temperature dependence of the equilibrium enthalpy of melting

is equal to 2Tc/(Tm
o þ Tc). Kg the nucleation parameter repre-

senting the free-energy required to form a nucleus of critical

size can be expressed by eq. (7),

Kg ¼ bb0rreT0
m

kDH0
m

� �
(7)

where b0 is the molecular layer thickness, r and re are the lat-

eral and fold surface free-energy of the growing crystals, respec-

tively, k, the Boltzmann constant, and DHo
m the enthalpy of

melting of perfect crystal. The parameter b is related to the

characteristic of the crystallization growth and may have the

value of 2 or 4. Hoffman proposes that there are three distinct

regimes (I, II, and III) of growth of polymer crystals, depending

on the relative rates of formation of new secondary nuclei on

the growth front and the rate at which, the nuclei once formed

spread along the growth front. At low supercoolings (high Tc),

the rate of spreading is so large when compared with that of

nucleation that a nucleus once formed spreads right across the

growth front. This is referred to as regime I and corresponds to

b ¼ 4. At high supercoolings (low Tc), several nuclei form and

spread across the front together, the separation between them

decreasing as supercooling increases. This is referred to as re-

gime II and leads to b ¼ 2. If crystallization occurs at still

much higher supercoolings (much lower Tc), the separation

between the multiple nuclei characteristic of regime II reaches

its minimum value. This is regime III and leads to b ¼ 4.

To analyze the growth kinetics of PHBV spherulites in the

framework of Lauritzen–Hoffman theory [eq. (6)], the quantity

ln G þ U*/R(Tc � T1) was plotted as a function of 1/

fTcDT.
33,34 to obtain Kg (slope) and G0 (intercept). U* and T1

need to be estimated and were varied to maximize the correla-

tion coefficient. Tm
0 values are listed in Table I. The best fit for

PHBV, shown in Figure 7A, was obtained using U* ¼ 10.25 kJ

mol�1 and T1 ¼ 258 K, which is Tg-30 K. The most notable fea-

ture on the PHBV plot is that all the growth rate data (covering

a crystallization temperature range from 35 to 125�C) fall on a

single line. This meant that no regime transition was shown for

35 to 125�C. Similar result was obtained by Organ and Barham29

and Pen et al.30. They identified the transition from regime II to

regime III around 130–140�C. Therefore, our data for Tc range

studied (35–125�C) for PHBV can be attributed to regime III.

For PHBV, The values of Kg and G0 extracted from the fitted

plot were 4.03 � 105 K2 and 36,879 cm s�1, respectively (Table

II). Peng et al.30 investigated the isothermal crystallization

Figure 6. Spherulitic radial growth rates (G) as a function of crystalliza-

tion temperature (Tc) for PHBV and PHBV/LDHn nanocomposites.

Figure 7. Plot of kappa versus 1/(fTCDT) for PHBV and PHBV/LDHn

nanocomposites: Kappa ¼ ln G þ [U*/R(TC � T1)] � ln u2[1 þ (2rTm
0/

fb0DHm
0DT)]. For neat PHBV, u2 ¼ 1.
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behavior by POM between 75 and 115�C of PHBV. Their Kg

obtained from a regime III was found to be 3.14 � 105 K2.

To confirm to which regime, the growth rate data in selected Tc

range belong to, the authors applied the Lauritzen Z35 test using

eq. (8),

Z ¼ 103
L

2a0

� �2

exp � X

TCDT

� �
(8)

where L is the effective lamellar thickness and a0 is the molecu-

lar layer width in the crystal. The procedure consists in using

eq. (8) to calculate L values. According to this test, if the substi-

tution of X ¼ Kg into the test results in Z � 0.01, regime I or

III kinetics are followed. On the other hand, if X ¼ 2Kg into

the test yields Z � 1.0, regime II kinetics are followed. As

pointed out by Lauritzen and Hoffman, it is more convenient

to use a known value of Kg and the inequalities for Z to obtain

L values in regime I, II, or III and to estimate if such values are

realistic. Kunioka et al.8 studied the crystalline structure of

PHBV and found that for the 3-HV content up to 37 mol%,

the crystal lattice of PHBV is the same as that of PHB. There-

fore, the unit cells of PHBV (18 mol% 3-HV content) investi-

gated in our work can be considered orthorhombic (space

group P212121) with a ¼ 5.8 Å, b ¼ 13.2 Å and c (fiber axis) ¼
5.96 Å.8 The values of the molecular layer width a0 and thick-

ness b0 are equal to 6.6 and 5.8 Å, respectively.30 Assuming Z �
1.0 and substituting X ¼ 2Kg into the test, L � 3.5 � 104 Å,

which is clearly high and impossible. Hence, regime II can be

eliminated. Assuming Z � 0.01 and substituting X ¼ Kg into

the test, L � 12.5 Å, and this calculation is reasonable for

PHBV. This calculation confirmed that the crystallization regime

to be regime III, and the parameter b ¼ 4 can be adopted.

In view of the analysis of PHBV spherulitic growth rates in the

presence of LDH, additional terms must be added to account

for the nanofiller presence,14,36 and consequentially eq. (6) must

be adapted. For polymer–diluent system, eq. (6) was modified

by Boon and Azcue37 to obtain eq. (9) to describe G of a crys-

tallizable polymer in a single-phase melt containing a diluent.

G ¼ u2G0 exp
�U�

R Tc � T1ð Þ
� �

exp � Kg

fTcDT

� �
þ 2rT0

m lnu2

fb0DH0
mDT

� �� �

(9)

In this article, the pre-exponential factor G0 is multiplied by u2

(weight fraction of crystallizable polymer) to account for the

dilution due to the nanofiller because the rate of nucleation is

proportional to the content of the polymer-crystallizable units.

The additional term in the second exponential is an entropic

contribution to the free-energy of activation for nucleus forma-

tion, which accounts for the probability of selecting the required

number of crystallizable polymer sequences from the mixture at

the given u2. To utilize eq. (9), the quantity Kappa defined as

ln G þ [U*/R(TC � T1)] � lnu2[1 þ (2rT0
m/fb0DHm

0DT)] was
plotted as a function of 1/fTcDT to obtain Kg and G0 for

PHBV/LDHn nanocomposites (the authors note that for the

analysis of neat PHBV spherulitic growth rates in a single melt

without diluent, u2 is equal to 100% ¼ 1, thus Kappa ¼ ln G

þ [U*/R(TC � T1)]). DH0
m of 100% crystalline PHBV was not

measured directly, but was taken from published reports and is

equal to 1.65 � 108 J m�3.30 As for neat PHBV, the best fit

for PHBV/LDHn nanocomposite samples, shown in Figure

7B–E, was obtained using U* ¼ 10.25 kJ mol�1, T1 ¼ 258 K

and Tm
0 values listed in Table I. For each nanocomposite sam-

ple, the growth rate data fall on the single line as in the case

for neat PHBV. The derived Kg and G0 values for each nano-

composite sample were listed in Table II. In our study, the

authors observe that Kg and G0 decrease with increasing the

content of the nanofiller. This result meant that the presence

of LDH in PHBV matrix led to a decrease in the energy bar-

rier for secondary nucleation. In the same method as for neat

PHBV, the authors conducted Lauritzen Z test on the PHBV/

LDHn nanocomposite samples and concluded that their crys-

tallization belonged to the regime III too.

The lateral surface energy r of the developing crystals can be

calculated using the relation suggested by Lauritzen and Hoff-

man38 [eq. (10)] based on Thomas–Staveley relation,39

r ¼ aLHDH
0
m a0b0ð Þ1=2 (10)

where aLM is an empirically determined constant and is equal

to 0.25 for high-melting polyesters, a0b0 is the cross-sectional

area of the PHBV chain.38 Our calculated value of r is 2.6 �
10�2 J m�2, which is 26 erg cm�2.

The derived Kg [eq. (7)] can be used to calculate the fold sur-

face energy re for PHBV and its nanocomposites Table II sum-

marized re and the product rre. The value of re for neat PHBV

is 32.91 erg cm�2. The authors observe that re decreased with

Table II. Effect of LDH on the Crystallization Temperature (Tc) at Gmax, Nucleation Constant (Kg), Growth Rate Constant (G0), Fold Surface Energy

(re), and Work of Chain Folding (Q) of PHBV

Sample TC at Gmax (�C) Kg � 105 (K2) R2a G0 (cm s�1) re (erg cm�2) rre (erg2 cm�4) Q � 1013 (erg)

PHBV 72.0 4.03 6 0.37 0.998 36879 32.91 855.66 1.26

PHBV/LDH1 74.0 3.39 6 0.25 0.997 22026 27.90 725.40 1.07

PHBV/LDH3 77.0 2.76 6 0.15 0.998 13359 22.87 594.62 0.88

PHBV/LDH5 79.0 2.15 6 0.08 0.998 9996 17.94 466.44 0.69

PHBV/LDH7 82.0 1.38 6 0.03 0.997 4914 11.67 303.42 0.45

aRegressional analysis for Kg determination.
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increasing LDH content. In general, the smaller re, the faster

the crystallization rate of polymer crystal. In PHBV/LDHn

nanocomposites, re decreased with increasing LDH content

indicating that the incorporation of LDH into PHBV may

induce the heterogeneous nucleation of PHBV crystallization

and then decrease the surface-energy barrier for PHBV crystalli-

zation. The result showed that the conclusion based on Laurit-

zen–Hoffman theory is consistent with that of Avrami model.

Finally, the different re values of PHBV and its nanocomposites

correspond to the work of chain folding, Q, given by the follow-

ing relation [eq. (11)].30

Q ¼ 2a0b0re (11)

The values of Q are given in Table II. Q obtained for neat

PHBV is 1.26 � 1013 erg per molecular chain fold. The authors

observed that the value of Q decreased with increasing LDH

content. This decrease could have meant that PHBV in the

nanocomposites will take less energy than the neat PHBV to

yield fold-chain crystals, indicating the crystallization promoting

effect of LDH.

CONCLUSION

PHBV/LDHn nanocomposites containing randomly intercalated

LDH within the PHBV matrix have been successfully prepared

through solution route. The authors have previously shown that

the DSC nonisothermal crystallization from the melt indicated

that the parent PHBV lacked a melt-recrystallization peak Tmc.
21

With the addition of LDH, Tmc appeared and shifted to higher-

crystallization temperature with increasing the content of the

nanofiller.21 The above-fact indicated a crystallization promot-

ing effect of LDH in PHBV. To explore in detail, the crystalliza-

tion behavior of PHBV, the Avrami model, and Lauritzen–Hoff-

man theory were used. Isothermal crystallization results from

DSC measurements showed that the addition of the nanofiller

induced more heterogeneous nucleation in the crystallization

significantly increasing the crystallization rate and the absolute

magnitude of the activation energy DEA. Hoffman–Weeks plots

were used to estimate the equilibrium melting points T0
m of

PHBV and its nanocomposites. In neat, PHBV, T0
m was 187.7

6 0.5�C. Increasing the content of LDH in the PHBV matrix

resulted in lowering the equilibrium melting point after iso-

thermal crystallization. The value of Avrami exponent n ¼
2.34–2.91 illustrated that crystal growth may not occur in

three dimensions at an equal rate and the addition of LDH

did not change the mechanism of nucleation and growth of

PHBV. The experimental data of spherulitic growth rate were

analyzed according to the polymer-diluent theory based on

Lauritzen–Hoffman model. The results indicated regime III

crystallization for PHBV and PHBV/LDHn nanocomposites.

The nucleation constant Kg, the folded-surface energy re and

the work of chain folding Q of PHBV crystals are 4.03 � 105

K2, 32.91 6 0.04 erg cm�2 and 1.26 � 1013 erg, respectively.

These values decreased with increasing LDH content and sug-

gested that the incorporation of LDH into PHBV induced het-

erogeneous nucleation of the biopolymer crystallization and

decreased the surface energy barrier for PHBV crystallization.
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