
JOURNAL OF SOLID STATE CHEMISTRY 88, 584-585 (1990) 

A Geometric Study of Corroded Surfaces of Iron-Nickel Alloys 

DAVID W. MOHR AND MICHAEL MCNEIL 

Naval Coastal Systems Center, Panama City, Florida 32407-5000 

Received May 21, 1990; in revised form June 1 I, 1990 

It was conjectured that during very long-term corrosion of iron-nickel alloys in soils the metal/corrosion 
interface would show a self-similar (fractal) structure over interesting length scales. Examination of a 
number of corroded meteorites indicated that this conjecture is incorrect. 

Introduction 

As metal surface corrodes, the profile 
changes form; most profoundly in the case 
of a passive material undergoing local corro- 
sion, but also in other cases (I). A quantita- 
tive understanding of this shape change 
would permit prediction of the deepest cor- 
rosion penetration as a function of time, now 
addressed entirely within the framework of 
extreme value statistics (2), and would also 
permit prediction of the change in deepest 
penetration over times which are experi- 
mentally inaccessible. Examination of data 
on iron alloys from a number of sources 
suggested that there might be merit in the 
hypothesis that, for specimens which cor- 
rode for hundreds or thousands of years, 
the metal/corrosion product interface when 
considered over length scales on either side 
of the grain size would approach a fractal 
structure with a fractal dimension (3) inde- 
pendent of the details of alloy chemistry and 
specimen environment. A test of this hy- 
pothesis was conducted using iron-nickel 
meteorites, and the results were found to 
contradict the hypothesis. 

A summary of the data with supporting 
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micrographs sufficient to demonstrate the 
failure of the hypothesis required more 
space than is appropriate for a negative re- 
sult. Hence, this brief communication sum- 
marizes the analysis. A more comprehen- 
sive report is available on request from the 
authors. 

Experimental Results 

It was decided to test the hypothesis by 
study of iron-nickel meteorites. Nine mete- 
orites were considered and two were se- 
lected for analysis. The selection criteria 
were that the meteorites should have sub- 
stantial undisturbed corrosion products, 
that there be no significant evidence of deal- 
loying, that substantial specimens were 
available, and that the specimens were free 
of severe fissuring or pitting. The two cho- 
sen were octahedrites, one from Henbury 
Craters and the other from Boxhole, 
Northern Australia. Both had less than 10% 
nickel. 

Polished sections normal to the surfaces 
of the meteorites were prepared and photo- 
graphed through a scanning electron micro- 
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scope at magnifications varying from 100 to 
5000 x . 

The distances between pairs of points on 
the metal/corrosion product were approxi- 
mated by series of line segments varying in 
length from L = 2 pm to L = 100 pm and the 
distances between the points along the 
polygonal paths so defined were measured. 
If the metal/corrosion product interface 
were a fractal, the ratio of the distance be- 
tween points measured along the interface 
along a polygonal path based on a particular 
size of segment should be identical for all 
pairs of points and should vary with segment 
length L as Ld, where d is the fractal dimen- 
sion (3). If the hypothesis were correct, the 
data for all point pairs for both meteorites 
would scale with a single d value. Neither 
of these conditions were found even approx- 
imately to be fulfilled. Furthermore, visual 
observation of the interfaces showed that 
they have very different appearance at dif- 
ferent magnification. 

Since the meteorites measured were cho- 
sen to have no characteristics which would 
interfere with the formation of self-similar 
structures, the data must be taken as dis- 
proving the hypothesis for all meteorites, 
and by inference, all buried objects made of 
iron-nickel alloys. 
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