
Introduction

Aluminas have been extensively used as filler, adsor-

bent, catalyst, drying agent due to their low cost and

active surface structures [1–7]. Alumina oxides, espe-

cially, used in the chromatographic purification can

be classified as basic, neutral and acidic types. Basic

alumina is composed of �-alumina and �-alumina

phases and its solution in the water yields a basic so-

lution [8]. �-alumina generally occurs through dehy-

dration of gibbsite (�-Al(OH)3) or boehmite

(�-AlOOH) and the crystallisation of amorphous

Al2O3. In the case of thermal dehydration of these ma-

terials, the thermodynamically stable (�) and interme-

diate aluminium phases (�, �, �, �, �) at different tem-

peratures are formed and also these products possess

different physical properties depending on heating

rate and calcination conditions [9]. For example,

when the gibbsite is hydrothermally heated at 150°C,

the boehmite occurs and the same product can be

heated to form �-Al2O3 in atmosphere at 300–450°C.

The alumina surface, on which are the OH
–
, O

2–

and Al
3+

species, has both acidic and basic sites of

varying strengths and concentration to impart the

amphoteric property [10, 11]. The co-ordinately un-

saturated Al
3+

and OH
–

ions on the surface form the

Lewis and Br�nsted acid sites while the basic sites oc-

cur in the presence of the O
2–

and OH
–

species [12].

The alumina surface is negatively charged at pH

values greater than its isoelectric point due to the

deprotonation of the surface hydroxyl groups,

whereas the same surface is uncharged at its zero

point of charge (ZPC) [13]. However, when alumina

oxide is brought into contact with acidic aqueous so-

lution, the surface carries a net positive charge be-

cause of protonation of the surface hydroxyl groups.

Consequently, the adsorption of various molecules

and occurrence of organic reactions on the alumina

are closely related to surface properties [14–16].

The alumina oxide crystals can adsorb water

molecules physically and chemically to minimize sur-

face energy when exposed to moisture at room tem-

perature. When alumina is heated at lower tempera-

ture, physisorbed H2O is desorbed initially and then

some reacts to form hydroxyl groups [17]. At higher

temperatures, these groups and chemisorbed water

are driven from the surface to impart active sites.

The interactions between some organic com-

pounds and the alumina showed that the basic and

acidic sites (Lewis and Br�nsted) on the surface have

influence on the adsorptive and catalytic properties of

the alumina [12, 18, 19]. The nature, number and

strength of these sites not only play an important role

in many organic reactions but also give useful infor-

mation about the interaction type among these spe-

cies. In the case of reactive dyes including a reactive

group such as vinyl sulphone, chlorotriazine, etc., the

most of these dyes are azo or metal complex azo com-

pounds and these molecules may also interact with

the surface of alumina [20, 21]. The investigation of

the thermal behaviours and spectroscopic properties

of the dye-alumina composites can clarify the thermal
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stabilities of these species and the nature of interac-

tion on the active sites of the surface. This informa-

tion is especially very important in solving environ-

mental problems because the release of these dyes,

which have the lower degree of fixation due to hydro-

lysis of reactive groups in the water phase, into the

environment is undesirable.

The main objective of this research is to investi-

gate the nature of interaction of the Reactive Red 120

(RR 120) and Reactive Blue 15 (RB 15) by basic alu-

mina and the thermal stabilities by using X-ray dif-

fraction (XRD), thermal analysis (DTA, TG and

DTG) and Fourier Transform Infrared Spectroscopy

(FTIR) techniques.

Experimental

Materials and methods

The basic alumina was purchased from Merck and the

pH of it in water at 25°C was detected about 9.0�0.2.

The chemical formula of RR 120 (Merck) and RB 15

(Sigma) dyes used in this study were presented in

Figs 1a and b. All the chemicals are of analytical grade

and used as received without further purification.

Adsorption experiments on the alumina were car-

ried out in a batch process. 100 mg of alumina and

50 mL of aqueous 5·10
–5

M solutions of each dye were

put into polyethylene tubes and shaken rigorously at

25°C. Adsorption studies demonstrated that the equi-

librium of adsorption was reached in 36 h. The pH

value subsequent to the addition of both dye solution to

the alumina was recorded about 9.0�0.2 and the pH pa-

rameter was kept constant during the adsorption. At the

end of the adsorption period, the suspensions were cen-

trifuged for 5 min at 6.000 rpm and the solid phases

were filtered, freeze-dried and then heated from room

temperature to 350°C stepwise. The dye concentra-

tions retained by the alumina were determined by the

data from UV2 UV-VIS spectrophotometer.

Mechanochemical adsorptions of RR 120 and

RB 15 dye compounds by alumina were carried out

under dry conditions. The mixtures of dried alumina

and dye species in the ratio of 6:10 were manually

ground with an agate mortar and pestle for a few min-

utes at room temperature.

FTIR spectra of the alumina–dye composites

were recorded in the region 4000–200 cm
–1

on a

Mattson-1000 FTIR spectrometer at a resolution of

4 cm
–1

. XRD patterns were taken on a Rigaku 2000

automated diffractometer using Ni filtered CuK� radi-

ation. The TG, DTG and DTA curves were obtained

using a PRIS Diamond TG/DTA (DSC) apparatus in a

dynamic nitrogen atmosphere (heating rate:

10°C min
–1

, platinum crucibles, mass ~10 mg and

temperature range 25–1000°C).

Results and discussion

Shown in Fig. 2A (curves a–i) are the comparative FTIR

spectra of untreated alumina and the alumina-reactive

dye composites at different temperatures. Generally, the

region from 600 up to about 1500 cm
–1

for IR spectrum

of untreated alumina reflects both the bulk and the sur-

face. Vibrational frequencies below ~1000 cm
–1

repre-

sent Al–O interactions associated with the absorption

bands of AlO6 octahedrons and AlO4 tetrahedrons in the

range 500–700 and 700–900 cm
–1

, respectively [Fig. 2A

(curve a)] [22, 23]. In addition, the IR spectrum of the

same sample exhibits a broad H-bonded OH stretch cen-

tred about 3463 cm
–1

and weaker HOH bending peak at

1650 cm
–1

. The water is bonded physically and chemi-

cally to the alumina surface which has many different

crystal planes, edges, or corners [10, 17]. Furthermore,

the broad band in the 1430–1380 cm
–1

region can be at-

tributed to contamination of carbonate species [23]. In

the case of IR spectrum of the alumina–RR 120 dye

composite at room temperature, the peaks (3566, 3490

and 3438 cm
–1

) in OH stretching region corresponding

to the interaction between water molecules and alumina

at room temperature are ascribed to the presence of

Al–OH and H–O–H (for H2O) stretching bands [Fig. 2A

(curve b)]. The very small peaks in the 1400–1600 cm
–1

region and at 783 cm
–1

can be attributed to the aromatic
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Fig. 1 The molecular structures of a – Reactive Red 120 (RR 120) and b – Reactive Blue 15 (RB 15)



ring vibrations corresponding to C=C stretching, C=C

skeleton stretching and C–H out-plane bending. Al-

though the OH stretching band (~3400 cm
–1

) of phenol

group and, the symmetric SO2 stretching band

(1160–1120 cm
–1

) of the RR 120 dye compound are ex-

pected, these bands for this dye–alumina composite are

clearly not observed due to overlapping with water

bands and the weaker interactions with the surface.

However, in the IR spectrum of the same sample, a

small shoulder corresponding to the asymmetric SO2

stretching at 1319 cm
–1

appeared [Fig. 2A (curve b)].

The similar situation for IR spectrum of the alu-

mina–RB 15 dye composite at room temperature was

observed [Fig. 2A (curve f)]. From the strong interac-

tions between water molecules and alumina surface, it is

concluded that the water species compete with dye types

to form hydrogen bonds with the surface. The bands ob-

served in the low intensities corresponding to functional

groups of dye compounds in comparison with water

bands point out that the dye species is bound to surface

through a water bridge (Figs 3a and b) [14]. This bond-

ing for RR 120 is through its OH group, whereas that of

RB 15 is via its NH2 groups.

The composites obtained by a mechanochemical

treatment between the alumina and dye compounds

showed stronger surface interactions with respect to wa-

ter solution. In the IR spectrum of RR 120–alumina

complex, the asymmetric and symmetric S(=O)2

stretches at 1324 and 1206 cm
–1

respectively, the

S–O–C stretching band at 1046 cm
–1

, and the vibrations

of aromatic ring within the range 1600–1400 cm
–1

were

clearly seen [Fig. 2B (curve a)]. The surface of

RB 15–alumina complex behaved similarly that sym-

metric S(=O)2 (1191 cm
–1

) and the S–O–C (1035 cm
–1

)

stretching bands, and the vibrations of aromatic ring

were detected [Fig. 2B (curve b)].

Both alumina–dye complexes were heated from

room temperature to 350°C stepwise to observe spec-

tral changes. The thermal treatment of the

alumina–RR 120 composite at 150°C resulted in the

dehydration and decomposition processes as indi-

cated by the weakening of bands in the OH and aro-

matic ring stretching regions [Fig. 2A (curve b)].

These decreases in the IR band intensities for the

alumina–dye complexes in the temperature range

250–350°C were more clearly observed as the decom-

position proceeded [Fig. 2A (curves c–e)]. However,

the appearance of the small S–O–C stretching peaks

in the IR spectra of alumina–RR 120 (~1100 cm
–1

)

and RB 15 (1040 cm
–1

) composites up to 250°C may

be ascribed to the existence of organic residue on the

surface after evolution of the water [24]. The IR data

recorded after thermal treatment of these composites

can be interpreted in terms of the fragments generated

by breaking of dye-water bridge species interacted

directly with the alumina surface.

The thermal behaviour of the alumina is shown in

comparison with alumina-dye complexes (Figs 4a–c)

together with the mass losses obtained TG curves in

each stage in Table 1. The endothermic peak in the

temperature range 26–417°C on the DTA curve of the

alumina corresponds to the removal of moisture and

surface adsorbed water having mass loss by 12.36

[8, 9]. In addition, the mass loss by 1.05% at

417–731°C represents the formation of � and � phases

[9]. The table data also exhibit that the need for energy

to form these phases in comparison with the evolution

of water is higher due to lattice changes [10]. The mass

loss occurred by heating the alumina (	) up to ~1100°C

illustrates the formation of �-Al2O3 [13]. Although

some of the dye molecules at lower temperatures are

removed from the alumina surface together with water

molecules, the additional endothermic peaks at 237°C

(RB 15) and ~249°C (RR 120), and the bigger total

mass losses for the alumina–dye composites exhibit

decomposition of the dye species retained by the same

surface. Furthermore, the mass losses on TG curves

during thermal treatment of the same samples up to
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Fig. 2 IR spectra of A – a – untreated-alumina,

b–e – alumina–RR 120 dye composites,

f–i – alumina–RB 15 dye composites heated in the in-

terval temperature 25–350°C, respectively and

B – a – alumina–RR 120 dye composite and

b – alumina–RB 15 dye composite obtained by

mechanochemical treatment



~800°C were attributed to removal of black residues

occurred by decomposition of first adsorbed products

[25]. After thermal dehydration, the dye types with low

decomposition energy in the range ~200–400°C

clearly reveal that the water molecules are bonded

strongly to the same surface and compete with these

types to accommodate the surface active sites (Ta-

ble 1). The result also support that the functional

groups of bigger dye molecules with respect to water

molecules are not completely accessible active sites of

the surface due to the steric effect [14, 26]. In addition,

thermal treatment also changes the surface properties
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Fig. 3 The schematic representation of interaction of a – RR 120 and b – RB 15 dye types on the alumina surface

Table 1 Thermal analysis data of untreated alumina and alumina–reactive dye composites

Sample
DTGmax/

°C


H/

J g
–1*

Temperature

range/°C
**

Mass loss, 
m/

%

Total mass

loss, 
m/%

Basic alumina
49

572

246.67

925.20

26–417

417–731

12.36

1.05
13.41

Alumina–RR 120 dye composite

48

237

–

333.97

6.25

861.87

25–195

195–322

322–800

13.35

1.61

2.70

17.66

Alumina–RB 15 dye composite

52

237

–

388.31

16.14

915.30

25–197

197–433

433–800

12.18

2.00

2.40

16.58

*
The decomposition enthalpies (
H/J g

–1
) of each stage were calculated by converting DTA signals to DSC data.

**
The temperature ranges were obtained from the DTA curves



of Al2O3 depending on the surface functional groups

[10, 27]. In air at room temperature, the water retention

on the alumina surface can generate the OH groups

chemically bonded to the surface and these groups may

form a hydrogen bond with another polar water mole-

cule (Figs 5a and b) [8, 12]. Although, such groups im-

part weakly acidic properties to the surface, the bridge

bonded oxygen sites occurred by heating the alumina

surface demonstrate mainly Lewis basic character

(Fig. 5c) [8]. Finally, the dye molecules at low temper-

ature are bonded to the surface through a water bridge

whereas the functional groups of residue products

formed by decomposition of the same molecules at

high temperature interact directly to the surface with

the bridge bonded oxygen site.

The comparison of X-ray diffraction patterns of the

alumina and alumina-dye composites at room tempera-

ture and in the temperature range 150–350°C are given
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in Figs 6a–i. The alumina is characterized by strong re-

flections at about 37.12, 45.68 and 67.04° (2�) corre-

sponding to d (113), (004) and (440) values about 2.42,

1.98 and 1.39 �, respectively, a weak reflection at about

39.36� 2� (d222) and several very weak reflections

[9, 28] (Fig. 6a). However, the new X-ray powder dif-

fraction peaks for both alumina–dye complexes at about

18.70 and 20.24° (2�) appeared indicating the presence

of the dye molecules on the surface (Figs 6b and f). In

addition, after the thermal treatment in the temperature

range 150–350°C, XRD spectra of these composites

demonstrated that the intensities of these new bands de-

creased as a result of the removal of surface types. Nev-

ertheless, the existence of these peaks up to tempera-

tures higher than 150°C can be ascribed to the formation

of black residue corresponding to the decomposition of

the dye species on the surface at lower temperatures.

Conclusions

The spectroscopic properties of the alumina–dye com-

posites prepared from water solutions were investigated

by using X-ray diffraction (XRD), thermal analysis

(DTA, TG and DTG) and Fourier transform infrared

spectroscopy (FTIR) techniques. The spectrophotometric

data of these complexes revealed that the dye species

were bonded through the water bridges to alumina sur-

face at room temperatures. Although, the very small IR

peaks in the ring region for these composites were ob-

served, the mechanochemical adsorption resulted in

stronger interaction indicated by the appearance of asym-

metric and symmetric SO2 stretching bands. When these

composite samples were heated in the temperature range

150–350°C, the decreases in the intensities of the IR and

XRD peaks implied the removal of dye molecules fol-

lowing breaking of water bridges. However, the presence

of these peaks up to high temperatures pointed out the

formation of black residue on the surface. The endother-

mic peaks over 200°C and the bigger total mass losses for

the alumina-dye composites also confirmed these results.
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