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Abstract Frequency and temperature dependence of

dielectric constant (er), dielectric loss (tand), ac conduc-

tivity (rac) and complex impedance spectroscopy studies

on cured polyester matrix and sisal fibre-reinforced poly-

ester composites (SFRPC) have been investigated in the

frequency range from 180 Hz to 1 MHz and temperature

range from room temperature to 200 �C. The experimental

results showed that with the incorporation of sisal fibre, the

values of er, tand and rac are increased. It is also found that

the values of er and tand for both cured polyester matrix

and SFRPC are decreased with increasing frequency,

which indicates that the major contribution to the polari-

zation may come from orientation polarization and inter-

facial polarization. The increasing value of er with

increasing temperature at a particular frequency is due to

free motion of the dipole molecular chains within the cured

polyester matrix and SFRPC at higher temperature.

Introduction

Plastics are by nature very good insulators. These excellent

insulation properties have made plastics as one of the most

desirable materials for electrical applications. The use of

plastics in electrical applications was limited to nonload

bearing general-purpose applications. Fibre-reinforced

plastic materials not only act as effective insulators but also

provide mechanical support for field carrying conductors.

In recent years, natural fibre-reinforced polymer compos-

ites have attracted more and more research interests owing

to their potential as an alternative for synthetic fibre

composites such as glass or carbon fibre composites [1–5].

The most interesting thing about the natural fibres is their

environmental friendly nature, since they come from a

natural resource, which is completely biodegradable. Nat-

ural fibre-reinforced composites are attractive due to their

low cost, availability, low density, biodegradability,

renewability and high degree of flexibility during pro-

cessing [6]. Properties of natural fibre composites are

influenced by many factors such as fibre loading, disper-

sion and fibre to matrix adhesion [5, 7–11]. Over the past

decade, natural fibres have found use as potential resources

for making low cost composite materials. Insulation

resistance and dielectric strength of lignocellulosic fibres

give an indication of their dielectric constant, current

leakages at certain voltages, moisture content and stability

under electric fields. Composites as a dielectric are

becoming more popular and studies of electrical properties

of natural fibre-reinforced polymer composites are there-

fore very important.The study of electrical properties of

such materials also indicates their suitability as insulating

materials for special applications such as suspension

insulators, bushings, studs, sleeves, gaskets, spacer panels

and switch boards [12, 13]. Chemical composition, prop-

erties of untreated and various treated sisal fibres along

with their composites had been investigated by Li et al.

[14]. Kulkarni et al. [7] studied the electrical properties like

volume resistivity and dielectric strength of natural fibres.

Electrical and mechanical properties of coconut coir fibre-

reinforced polypropylene composite with references to the

fibre loading and chemical treatment had been reported

earlier [15]. The electrical properties of natural fibre were

studied by Naik and Mishra [16]. Similar electrical prop-

erties of Banana fibre-reinforced phenol formaldehyde

composites were also discussed [17]. The relationship
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between water absorption and dielectric behaviour on

polyester matrix composite of glass and jute fibres were

studied and it was observed that the dielectric constant of

jute fibre composite was higher than that of glass fibre

because of higher water uptake of jute fibre than glass [9].

Dutta et al. [18] studied on the mechanical and electrical

anisotropy of pineapple fibres. They observed a sharp

increase of dielectric constant and fall of loss factor along

fibre direction compared with that of the transverse direc-

tion because of increase in crystallinity along the fibre

direction. Electrical properties of pineapple fibre-rein-

forced polyethylene composites were investigated by

Jayamol et al. [19]. They found an increase in the dielectric

constant of composite with fibre loading due to increased

orientation and interfacial polarization. Effect of sisal fibre

orientation on electrical properties of sisal fibre-reinforced

epoxy composites has been studied by Chand et al. [20].

They found that the composites show electrical anisotropic

behaviour. The electrical properties of sisal and coir fibre-

reinforced LDPE composites were studied by Paul and

Thomas [21]. The authors found that dielectric constant

values increased with fibre loading this was more pre-

dominant at low frequencies. The effect of chemical

modification on the electrical properties of sisal fibre-

reinforced LDPE composites was also studied by Paul et al.

[8]. They found that the dielectric values decreased with

chemical modification, because of the decrease in hydro-

philicity of fibres. The moisture content in untreated sisal

fibre has been reported to be 11.7%, which plays a crucial

role in determining the electrical properties of fibre and its

composite [22]. Although with the help of theoretical

model one can roughly predict the dielectric properties of a

material but the results were influenced by many other

parameters which were not taken into account [23].

Therefore the experimental evaluations were needed to

explore the dielectric properties of polyester and sisal fibre-

reinforced polyester composites (SFRPC). Though there

are many reports on the electrical properties of fibre-rein-

forced polymeric system, but the detail study of dielectric

and complex impedance properties of SFRPC compared to

cured polyester matrix has not been studied yet.

In the present work, the dielectric and complex imped-

ance spectroscopy studies on cured polyester matrix and

SFRPC have been investigated and compared in details.

Materials and methods

The sample of sisal fibre was obtained from the Sisal

Research Station, Indian Council of Agricultural Research,

Bamara, Orissa, India having a diameter of (170–300) lm.

The density of the sisal fibre was nearly 1.45 g/cm3 [24].

Unsaturated isophthalic polyester resin having density

1.1 g/cm3 and elastic modulous 3.25 GPa was supplied by

Ciba-Giegy Ltd., India.

The fibre under investigation was dewaxed according to

the previously reported process, which shows that it

attained a hohlraum character, i.e. material packed in layers

with free spaces in between [25, 26]. After dewaxing and

drying, the sample was designated as ‘air-dried sisal’

having diameter (200–350) lm.

Test sample preparation

Two percent cobalt nephthalate (as accelerator) is mixed

thoroughly in isophthalic polyester resin and then 2%

methyl-ethyl-ketone-peroxide (MEKP) as hardener is

mixed in the resin prior to reinforcement. All these are

mixed manually. The above mixture was then poured in

15 mm wax-coated glass tubes and left for curing at room

temperature for 24 h. The samples were then called ‘cured

polyester matrix’.

The randomly oriented composites were prepared using

polyester resin and chopped sisal fibre of (2–4) mm length

range. The weight fraction of sisal fibre and polyester resin

was kept at 20–80 in the composite. The desired ratios of

the resin, accelerator and catalyst were first mixed together.

The resulting mixture was thoroughly mixed with the

previously weighed sisal fibres until uniform mixture of

fibre–resin was obtained and poured into wax-coated glass

test tubes of 15 mm diameter to have a cylindrical speci-

men. Then the samples were cured at room temperature

around 28 �C for 24 h. After curing all the samples of

polyester and sisal fibre-reinforced composites were

recovered by breaking the glass test tubes.

Electrical measurements

Disc shaped specimens of 2 mm thickness were used.

Samples were prepared by cutting from the composite

specimens using a die. The circular surfaces of the test

samples were coated with conductive silver paint. The test

samples were fixed between two electrodes and kept inside

the sample holder.

The capacitance and dielectric loss measurements in this

study were performed by using a computer interfaced LCR

HITESTER (3532-50), Japan. Two sets of measurements

were carried out: one is from room temperature around

28–220 �C at various frequencies with a heating rate of

2 �C/min and another is from 180 Hz to 1 MHz frequency

at various temperatures for the evaluation of dielectric

properties of cured polyester matrix and SFRPC.

The dielectric constant (er) was calculated from the

capacitance using the following equation:

er ¼ Ct=e0A ð1Þ
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where er is the dielectric constant of the material, e0 is the

permittivity of air (8.85 9 10-12 F/m), C is the capaci-

tance, A is the area of cross section of the sample and t is

the thickness of the sample.

Results and discussions

Figure 1 shows the room temperature frequency depen-

dence of dielectric constant (er) and dielectric loss (tand) of

the cured polyester matrix. It is found that with increase in

frequency the value of er decreases. The change of er at

lower frequency region is higher than that of at very high

frequency. The dielectric constant of a polymeric material

depends on interfacial, dipole, electronic and atomic

polarization. The atomic and electronic polarizations are

instantaneous polarization components, the effect of which

is seen only at high frequencies. The dipole or orientation

polarization occurs due to the presence of polar groups in

the material. The interfacial polarization arises due to

heterogeneity, which is highest at lower frequency. Hence,

the higher values of er at low frequency can be explained in

terms of interfacial polarization. The value of er at 10 kHz

frequency is found to be *4.8. The behaviour of tand
with frequency is very much similar to er, i.e. with increase

in frequency tand value also decreases. At lower frequency

region the value of tand is maximum this may be again due

to the presence of interfacial polarization.

The room temperature frequency dependence of

dielectric constant (er) and dielectric loss (tand) of the

SFRPC is shown in Fig. 2. As in the case of cured polyester

matrix, the value of er was found to decrease with increase

in frequency. The higher values of er is obtained at lower

frequency is again may be due to presence of interfacial

polarization. Since composite is heterogeneous in nature

and interfacial polarization occurs in between the fibre and

matrix interface. The frequency dependence of er is due to

the fact that at lower frequencies complete orientation of

the molecule is possible. But at medium frequencies there

is only little time for orientation of the molecules. Orien-

tation of molecule is not at all possible at very high fre-

quencies. The frequency dependence of er due to interfacial

polarization is similar to those corresponding to dipole

polarization. The values of er and tand for SFRPC at

10 kHz frequency are found to be nearly 6.6 and 0.04,

respectively.

As it is clear from Figs. 1 and 2 that with incorporation

of fibre the value of er and tand increases which may be

attributed to the increase in polar groups, originated due to

the incorporation of sisal fibre. The value of tand in both

cured polyester matrix and SFRPC at low frequency region

becomes very high due to free motion of dipoles within the

material and is connected to ac conductivity relaxation.

The temperature variation of dielectric constant of cured

polyester matrix at four different frequencies is shown in

Fig. 3a. It is observed that with rise in temperature er of

cured polyester matrix increases. It is also seen from the

same figure that an exothermic peak is observed at *80 �C

at 0.5 kHz frequency which confirms the presence of a

relaxation process in the polyester matrix. This relaxation

is named as a relaxation. Further with increase in fre-

quency this relaxation was shifted towards higher temper-

ature side. This relaxation is associated with glass-rubbery

transition of the polymer. Above this transition temperature

the mobility of the charges in the polymer increases thus

gives rise to the conduction process. As a result of which

both er and tand value increases. This result is in agreement

with the previously reported results [27]. The similar

behaviour can also be observed from the temperature var-

iation of tand which is shown in Fig. 3b.
Fig. 1 Variation of er and tand of cured polyester matrix with

frequency at room temperature respectively

Fig. 2 Variation of er and tand of SFRPC with frequency at room

temperature
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The temperature variation of dielectric constant and loss

of SFRPC at four different frequencies is shown in Fig. 4.

It is observed that with rise in temperature er of SFRPC also

increases. However, fibre incorporation in polyester matrix

did not lead to a detectable evolution of glass transition,

hence in the a relaxation. This may be due to the lower

cross linking density in the vicinity of fibre. The increase in

the value of er of both cured polyester matrix and SFRPC

can be explained on the basis of the increase in segmental

mobility of the dipoles at higher temperature. Higher val-

ues of er in case of SFRPC in comparison to the cured

polyester matrix may be due to the incorporation of fibre,

presence of water and impurities.

The frequency dependence of ac conductivity (rac) in

cured polyester matrix at different temperatures in wide

range of frequencies is shown in Fig. 5. The ac conduc-

tivity (rac) was calculated using an empirical relation, i.e.

rac = xere0tand, where e0 is the permittivity in free space,

and x is the angular frequency. The rac patterns show a

frequency independent plateau in the low frequency region

and exhibits dispersion at higher frequencies. This behav-

iour satisfies the universal power law r(x) = r0 ? Axn,

where r0 is the dc conductivity (frequency independent

plateau in the low frequency region), A is the pre-expo-

nential factor and n is the fractional exponent, whose value

lies in between 0 and 1. It is observed that rac of cured

polyester matrix increases with the increase in temperature

and that confirms the negative coefficient of resistance

behaviour. This behaviour also suggests that the electrical

conduction is increasing at the higher temperature which
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may be again due to the increase in the segmental mobility

of the polymer molecules.

The frequency dependence of ac conductivity (rac) of

SFRPC at different temperatures in wide range of fre-

quencies is shown in Fig. 6. The behaviour of frequency

dependence of ac conductivity (rac) of SFRPC is similar to

cured polyester matrix, i.e. with increase in temperature rac

increases and frequency independent plateau is observed at

lower frequency. It is clear from the Figs. 5 and 6 that the

rac of SFRPC is higher than the cured polyester matrix, and

that may be due to the incorporation of more polar mole-

cules because of hydroxyl groups present in the fibre.

Again the addition of fibres enhances the flow of current

through the amorphous region due to their ability to absorb

moisture [15].

The complex impedance (CI) technique is used to ana-

lyze the electrical response of cured polyester matrix and

SFRPC in a wide range of frequencies (180 Hz–1 MHz).

CI analysis is one of the powerful tools, which has been

effectively used for probing into dielectric materials. From

this analysis one can resolve the contributions of various

processes involved in the electrical conduction. The data in

the complex plane can be represented in any of the four

basic formalisms. The four formalisms are complex

impedance (Z*), complex admittance (Y*), complex per-

mittivity (e*) and complex modulus (M*).

The imaginary part of impedance (Z00) with frequency at

different temperature for cured polyester matrix is shown

in Fig. 7. The curves show that the Z00 values reach a

maxima peak (Z 00max) for the temperature around 160 �C and

the value of Z 00max shifts towards higher frequencies with

increasing temperature. The broadening of peaks in fre-

quency explicit plots of Z00 suggests that there is a spread of

relaxation times, i.e. the existence of a temperature

dependent electrical relaxation phenomenon in the mate-

rial. The merger of Z00 values in the higher frequency region

may possibly be an indication of the accumulation of

charges in the matrix. It is also seen that at higher tem-

perature Z00 values decreases. The plot of Z00 versus fre-

quency of SFRPC at different temperatures is shown in

Fig. 8. The behaviour of SFRPC is similar to cured poly-

ester matrix. In this case the Z00 values reach a maxima

peak (Z 00max) for the temperature around 200 �C which may

be due to the incorporation of fibre.

The complex impedance spectrum (Z00 versus Z0) of

cured polyester matrix is shown in Fig. 9. The impedance

data are taken over the specified frequency range at several

temperatures. It is observed that with the increase in
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temperature, the slope of the lines decreases and their

nature bend towards real (Z0) axis. In case of cured poly-

ester matrix semi-circle was observed around 160 �C. This

indicates that the conductivity is increasing with the

increase in temperature. The plot of Z00 versus Z0 of SFRPC

is shown in Fig. 10. The behaviour is very much similar to

cured polyester matrix. But in this case semi-circle was

observed around 180 �C.

Figure 11a, b shows the frequency dependence of Z0 and

Z00 of cured polyester matrix and SFRPC at 200 �C. As it is

seen from these figures that with the rise in frequency Z00

increases and Z0 decreases. This trend continues up to a

particular frequency, where Z00 occupies a maximum value

and Z0 intersects it. Further increase in frequency leads to

decrease in the value of both Z0 and Z00. Above 10 kHz both

the values merge with the logarithmic frequency axis. This

indicates that there exists relaxation behaviour in cured

polyester matrix as well as in SFRPC.

Conclusion

In the present work, the dielectric ac conductivity and

impedance properties of cured polyester matrix and

SFRPC have been studied over the temperature range

from room temperature to 200 �C and frequency range

from 180 Hz to 1 MHz. The frequency dependence of Z0

and Z00 indicates the relaxation behaviour in SFRPC is

like that of cured polyester matrix. The complex imped-

ance spectrum (Z00 versus Z0) confirms that with the

increase in temperature, the slopes of the lines decrease

and bend towards Z0-axis, which further confirms the

increase in ac conductivity in the composite samples. The

results in this study indicates that the dielectric constant

(er), dielectric loss (tand) and ac conductivity (rac) were

found to be increased with the incorporation of the sisal

fibre. This property may help to retain the electric charges

over a longer period of time and can be exploited for

antistatic applications.

0 10 20 30 40 50 60 70
0

20

40

60

80

100

120

140

160

100°C
120°C
140°C
160°C
180°C
200°C

Cured polyester matrix
Z"

10
6  (

O
hm

)
×

Z' 10
6
 (Ohm)×

Fig. 9 The plot of Z00 versus Z0 of both cured polyester matrix at

various temperatures

0 15 30 45 60 75
0

20

40

60

80

100

120

140

160

180
100°C
120°C
140°C
160°C
180°C
200°C

Z
"

10
6  (

O
hm

)

SFRPC

Z' 10
6
 (Ohm)×

×

Fig. 10 The plot of Z00 versus Z0 of both SFRPC at various

temperatures

1.5 2.0 2.5 3.0 3.5 4.0 4.5 5.0 5.5 6.0 6.5
-5

0

5

10

15

20

25

30

35

40

45

Z
'  &

 Z
" ×1

06  (
O

hm
)

Log f (Hz)

Z'

Z"

Cured polyester matrix at 200°c

2.0 2.5 3.0 3.5 4.0 4.5 5.0 5.5 6.0 6.5

0

10

20

30

40

50

60

Z
'  &

 Z
" ×1

06  (
O

hm
)

Log f (Hz)

Z"

SFRPC at 200°cZ'

(a) (b)Fig. 11 a, b Frequency

dependence of Z0 and Z00 of

cured polyester matrix and

SFRPC at 200 �C, respectively

J Mater Sci (2010) 45:5742–5748 5747

123



Acknowledgements Profound appreciation and gratitude is exten-

ded to one and all the members of the department of physics, NIT

Rourkela for their valuable suggestions during completion of the

manuscript of this paper. No doubt, all kinds of cooperation that is

rendered by the Director, NIT Rourkela to provide all infrastructural

facilities during the progress of this piece of work and so our sincere

gratitude is also indebted to him.

References

1. Joseph S, Sreekala MS, Oommen Z, Koshy P, Thomas S (2002)

Compos Sci Technol 62:1824

2. Li T, Matuana LM (2003) J Appl Polym Sci 88:278

3. Lundquist L, Marque B, Hagstrand PO, Leterrier Y, Manson JAE

(2003) Compos Sci Technol 63:137

4. Eichhorn SJ, Baillaie CA, Zafeiropoulos N, Mwaikambo LY,

Ansell MP, Dufresne A, Kentwistle PJ, Herrera-Ffranco PJ,

Escamilla GC, Groom J, Hughes M, Hull C, Rials TG, Wild PM

(2001) J Mater Sci 36:2107. doi:10.1023/A:1017512029696

5. Bledzki AK, Gassan J (1999) J Prog Polym Sci 24:221

6. Devi LU, Bhagawan SS, Thomas S (1997) J Appl Polym Sci

64:1739

7. Kulkarni AG, Satyanarayana KG, Rohatgi PK (1983) J Mater Sci

18:2290. doi:10.1007/BF00541832

8. Paul A, Joseph K, Thomas S (1997) Compos Sci Technol 57:67

9. Reid JD, Lawrence WH, Buck RP (1986) J Appl Polym Sci

30:1771

10. Chand N, Verma S, Khazanchi AC (1989) J Mater Sci Lett

8:1307

11. Abdelmouleh M, Boufi S, Belgacem MN, Dufresne A, Gandini A

(2007) Compos Sci 67:1627

12. Mukherjee PS, De AK, Battacharjee S (1978) J Mater Sci

13(8):1824. doi:10.1007/BF00548749

13. Datta AK, Mukherjee PS, Mitra GB (1980) J Mater Sci 15:1856.

doi:10.1007/BF00550607

14. Li Y, Mai Y-W, Lin Y (2000) Compos Sci Technol 60:2037

15. Lai CY, Sapuan SM, Ahmad M, Yahya N, Dahlan KZHM (2005)

Polym Plast Technol Eng 44:619

16. Naik JB, Mishra S (2005) Polym Plast Technol Eng 44:687

17. Joseph S, Thomas S (2008) J Appl Polym Sci 109:256

18. Dutta AK, Samantary BK, Bhattachderjee S (1984) J Mater Sci

Lett 3:667

19. Jayamol G, Bhagawan SS, Thomas S (1997) J Polym Eng 17:5

20. Chand N, Jain D (2005) Composites A 36:594

21. Paul A, Thomas S (1997) J Appl Polym Sci 63:247

22. Sydenstricker THD, Sandro M, Sandro CA (2003) Polym Test

22:375

23. Yangyang S, Zhuqing Z, Wong CP (2005) Polymer 46:2297

24. Mohanty AK, Misra M, Hinrichsen G (2000) Macromol Mater

Eng 276–277:1

25. Roy SC (1960) Textile Res J 30(b):451

26. Ratho T, Torasia S, Mohanty JC (1964) Indian J Phys 38(1):28

27. Amor IB, Rekik H, Kaddami H, Raihane M, Arous M, Kallel A

(2009) J Electrostat 67:717

5748 J Mater Sci (2010) 45:5742–5748

123

http://dx.doi.org/10.1023/A:1017512029696
http://dx.doi.org/10.1007/BF00541832
http://dx.doi.org/10.1007/BF00548749
http://dx.doi.org/10.1007/BF00550607

	Dielectric and impedance spectroscopy studies on sisal fibre-reinforced polyester composite
	Abstract
	Introduction
	Materials and methods
	Test sample preparation
	Electrical measurements

	Results and discussions
	Conclusion
	Acknowledgements
	References



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Gray Gamma 2.2)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (ISO Coated v2 300% \050ECI\051)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.3
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Perceptual
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /sRGB
  /DoThumbnails true
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts false
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 149
  /ColorImageMinResolutionPolicy /Warning
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 150
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.40
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 149
  /GrayImageMinResolutionPolicy /Warning
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 150
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.40
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 599
  /MonoImageMinResolutionPolicy /Warning
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 600
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
    /DEU <>
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [595.276 841.890]
>> setpagedevice


