
 
ER 1110-1-8157 

1 Oct 02 
 
 

APPENDIX A 
 

REFERENCES 
 
Air Force Center for Environmental Excellence 1999 
Technical Protocol for Implementing Intrinsic Remediation with Long-Term Monitoring for 
Natural Attenuation of Fuel Contamination, Volumes I and II, March. 
 
ASTM D-3740 
Standard Practice for Minimum Requirements for Agencies Engaged in the Testing and/or 
Inspection of Soil and Rock as Used in Engineering Design and Construction, American Society 
for Testing and Materials, West Conshohocken, PA. 
 
ASTM D-5434 
Standard Guide for Field Logging of Subsurface Explorations of Soil and Rock, American Soci-
ety for Testing and Materials, West Conshohocken, PA. 
 
ASTM D-5979 
Standard Guide for Conceptualization and Characterization of Ground-Water Systems, American 
Society for Testing and Materials, West Conshohocken, PA. 
 
ASTM E-1659 
Standard Guide for Developing Conceptual Site Models for Contaminated Sites, American 
Society for Testing and Materials, West Conshohocken, PA. 
 
Dredging Research Program Report 93-3 
Geotechnical Factors in the Dredgeability of Sediments, Report 1, Engineer Research and Devel-
opment Center (formerly Waterways Experiment Station), November 1993. 
 
EM 200-1-2 
Technical Project Planning (TPP) Process. 
 
EM 200-1-3 
Requirements for the Preparation of Sampling and Analysis Plans. 
 
EM 200-1-6 
Chemical Quality Assurance for Hazardous, Toxic and Radioactive Waste (HTRW) Projects. 
 
EM 1110-1-1802 
Geophysical Exploration for Engineering and Environmental Investigations. 
 
EM 1110-1-1804 
Geotechnical Investigations. 
 

 A-1



 
ER 1110-1-8157 
1 Oct 02 
 
 
EM 1110-1-4000 
Monitoring Well Design, Installation, and Documentation at Hazardous Toxic, and Radioactive 
Waste Sites. 
 
EP 415-1-266 
Resident Engineer Management Guide (REMG) for Hazardous, Toxic, and Radioactive Waste 
(HTRW) Projects. 
 
EPA 540/S-96/500 
Determination of Background Concentrations of Inorganics in Soils and Sediments at Hazardous 
Waste Sites. 
 
EPA 600/R-98/128 
Technical Protocol for Evaluating Natural Attenuation of Chlorinated Solvents in Ground Water. 
 
ER 5-1-11 
U.S. Army Corps of Engineers Business Process. 
 
ER 385-1-92 
Safety and Occupational Health Document Requirements for Hazardous, Toxic, and Radioactive 
Waste (HTRW) and Ordnance and Explosive Waste (OEW) Activities. 
 
ER 1110-1-261 
Quality Assurance of Laboratory Testing Procedures. 
 
ER 1110-1-263 
Chemical Data Quality Management for Hazardous, Toxic, Radioactive Waste Remedial 
Activities. 
 
ER 1110-1-8100 
Laboratory Investigations and Testing. 
 
ER 1180-1-6 
Construction Quality Management. 
 
Executive Order (EO) 12906 
Coordinating Geographic Data Acquisition and Access:  The National Spatial Data Infra-
structure. 
 
FGDC-STD-001-1998 
Content Standard for Digital Geospatial Metadata (revised June 1998), Federal Geographic Data 
Committee, Washington, DC. 
 

 A-2



 
ER 1110-1-8157 

1 Oct 02 
 
 

Naval Facilities Engineering Command 1998 
Procedural Guidance for Statistically Analyzing Environmental Background Data, Naval Facili-
ties Engineering Command, Southwest Division and Engineering Field Activity West, Septem-
ber. 
 
Naval Facilities Engineering Command 1999 
Handbook for Statistical Analysis of Environmental Background Data, Naval Facilities Engi-
neering Command, Southwest Division and Engineering Field Activity West, July. 
 

 A-3


	APPENDIX A
	REFERENCES
	ASTM D-3740
	ASTM E-1659

	Standard Guide for Developing Conceptual Site Models for Contaminated Sites, American Society for Testing and Materials, West Conshohocken, PA.
	
	EM 200-1-2
	EM 200-1-6


	EPA 600/R-98/128

