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CHAPTER 6

HETS SAMPLE TRAINING AREAS

Figure 6-1 shows the HET serpentine course. Figure 6-2 shows the HET system left and right turns.  Figure 6-3 shows the HET forward stop and straight line backing.  Figure 6-4 shows the HET system serpentine courses.
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Figure 6-1.  HET serpentine course
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          ONE TRAINING AREA CAN BE USED FOR BOTH MANEUVERS, BUT THE

          MANEUVERS MUST BE DONE SEPARATELY.  FOR EXAMPLE, ALL

          STUDENTS DOING THE RIGHT TURN FIRST, THEN LEFT TURN.

          THE ACCEPTABLE STANDARD IS:  THE REAR WHEELS OF THE TRUCK

          OR TRAILER MUST BE WITHIN 18” OF THE CONE, WITHOUT HITTING

          THE CONE OR GOING OVER THE OUTER BOUNDARIES.


Figure 6-2.  HET system left and right turns
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             - TRAFFIC CONES

SCORING STANDARD FOR THE FORWARD STOP IS:  THE DRIVER DRIVES 

THROUGH THE ALLEY AND STOPS SO THAT THE FRONT OF THE TRUCK IS 

BETWEEN THE CLEARANCE LINE AND THE STOP LINE (WITHOUT HITTING 

ANY CONES OR TOUCHING THE BOUNDARIES).

SCORING STANDARD FOR THE STRAIGHT LINE BACKING IS:  THE DRIVER 

BACKS HIS VEHICLE OUT OF THE ALLEY AND STOPS WHEN THE FRONT OF 

THE TRUCK IS BETWEEN THE STOP LINE AND THE CLEARANCE LINE 

(WITHOUT HITTING ANY CONES OR TOUCHING ANY BOUNDARIES).


Figure 6-3.  HET forward stop and straight line backing
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Figure 6-4.  HET system serpentine course
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