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How to Use Your NI-488.2 Documentation Set with
Windows 95

This Read Me First document helps you determine what documentation to use in
order to install your hardware and software, or to develop a GPIB application.

Installing Your National Instruments Hardware and Software in
Windows 95, Windows 3, and DOS

What type of 
GPIB application are 

you running?

What
operating system are

you using?

What
operating system are

you using?

DOS Win16 or 
Win32

DOS Windows 95 Windows 95 Windows 3

Refer to the booklet called Using
Your NI-488.2 Software for DOS or

Windows 3 with Windows 95 to
install the hardware and software.  

Refer to the Getting Started
Manual for Windows to install
the hardware and software.  

Refer to the Getting Started
Manual for DOS to install

the hardware and software.  



Developing a GPIB Application

What type of
GPIB application are

you developing?

DOS Win16 Win32

Refer to the User Manual
for Windows and Function

Reference Manual for
DOS/Windows for

programming information.

Refer to the readme files in the
Win32Dev/C and  Win32Dev/C/Direct

directories on the disk named
Compatibility Release for the NI-488.2
Software for DOS and Windows 3 with
Windows 95. Also refer to the Function
Reference Manual for DOS/Windows.

Refer to the User Manual for 
DOS and Function Reference
Manual for DOS/Windows

for programming information.
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